
Inductors
Commercial, Miniature, Molded, Shielded

FEATURES

•␣ Ultra-reliable molded shielded miniature RF inductor.

•␣ Epoxy molded envelope and shielding.

•␣ Offers reliability, electrical performance and minimum
     coupling in high density packaging.

ELECTRICAL SPECIFICATIONS
Inductance Range:   .1µH to 100,000µH.
Inductance Tolerance:   ± 10%.
Dielectric Strength:   700V RMS at sea level.
Operating Temperature:   - 55°C to + 125°C.
Self-Resonant Frequency:   Measured per MIL-C-15305
  (latest revision).
Q:  Measured on a Q-Meter.
Maximum Current:   Based on temperature rise not to
  exceed 35°C at + 90°C ambient.

MECHANICAL SPECIFICATIONS
Terminal Strength:   Meets 5 pound pull test;  three
  360° rotations in alternate directions when tested per
  MIL-C-15305 (latest revision).

*Incremental Current:  The DC current required to cause a 5% reduction in the nominal inductance value.
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DENSITY SPECIFICATIONS

Weight:   .75 gram maximum.

Shielding:   At the test frequency, two units assembled
  side by side exhibit less than 3% coupling.

ENVIRONMENTAL SPECIFICATIONS

Moisture:   Per MIL-STD-202, Method 106.

Vibration:  High frequency, 10Hz to 2000Hz @ 20 g ± 10%
  maximum for 12 logarithmic swings each of 20 minute
  duration repeated for each of three mutually perpendicular
  planes.

Shock:   100 g, 6 ms.

DIMENSIONAL CONFIGURATIONS [Numbers in brackets indicate millimeters]

.395 ± .020
[10.03 ± .508]

.157 ± .010
[3.99 ± .254]

#22 .025 ± .002
[.635 ± .051] TCW

1.438 ± .188
[36.52 ± 4.78]
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STANDARD ELECTRICAL SPECIFICATIONS

*Incremental Current:  The DC current required to cause a 5% reduction in the nominal inductance value.

PART MARKING HOW TO ORDER
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