
Features

l Uses high sensitivity APD
Two types of APDs with different active areas
(φ0.5 mm, φ3.0 mm) are provided.

l Choice of high sensitivity type and low-light-level detection type
C4777 detects optical signals from 10 kHz to 100 MHz
pulsed light and is suitable for spatial light transmission and
rangefinder applications. C4777-01 provides a high photo-
electric sensitivity of 1.25 × 109 V/W and low NEP of 2 fW/Hz1/2, 
making it excellent for fluorescence measurement and NOx 
monitors where low-light-level detection is essential.

l Built-in temperature control circuit
An APD chip, thermoelectric cooler and thermosensor are 
sealed in the same package along with the temperature 
control circuit, to keep the APD chip temperature constant 
and ensure stable measurements.

l Simple operation
Operates by just connecting to a DC power supply (+5 V, ±15 V).

Applications

l Spatial light transmission 
l Optical communication
l Rangefinder 

l Fluorescence measurement 
l NOx monitor sensor
l Particle counters

M O D U L E

APD module

APD module integrated with peripheral circuits

C4777 series
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� Block diagram
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� ��������	�
��
�
�������

��������� +��#�, ���$����� ��,"� ���

����������"--,����,��.� 
 /	 �

����������"--,����,��.� 
 /�0 �

1�.�������"--,����,��.� 
 
�0 �

2�-"��-�%�� 
 �� ��

3-������.����-����"�� 4�-� �������� 5�

+����.�����-����"�� 4��. 
������/0� 5�

3-������.������.���"��$��� 
 1�����$�������� 	��6�7)�#�,�% 


� ��	����������������������������������� ��������	�����!	�"�	����	#$

��%!���	�	������	�������%&$

��������� +��#�, ���$����� ��			 ��			
�� ���

����������� � ���� ���� ��

���&�������������%���,��.�� �- 8�� ��

+-�����,����-��������.� � ����������� ��

����������������� + �98�����:�'9� ��� ���

;��� ' �98����� ��� �� �����

4������,����������,�� 
 3��
���.� 4%�
���.� 


���,��.����-����"�� 
 � 5�

4��-����"������#�,�����<�.��� 
 4�9���������5� =� 6

���������
����������	����

��������� +��#�, ���$����� '��� 4�-� '�>� ���

)�.��#��$ ?� ��� 
 ')*
����������	
�	��

@�%�#��$
<� 
��$A


 �� �� &)*

1������!"���,����-�%�� 1B� �98����� 
 8� ��� <��)*
���

 ��$#��&����������� 7< 
 �� 
 ��

������,������������������ 

��(����,"$�:�'9���

�98�����

��� 
��� 
��� ����

�
����

3"�-"����-�$���� 
 
 �� 
 �

'�>��"����-"��,�.���,���, 
 ��0 ��8 
 C�

'����"��$���������,���� 
 
 ��8 ��� ��������

��������� +��#�, ���$����� '��� 4�-� '�>� ���

)�.��#��$ � � 
 &)*
����������	
�	��

@�%�#��$
<� 
��$A


 (� 
 


1������!"���,����-�%�� 1B� �98����� 
 � � <��)*
���

 ��$#��&����������� 7< 
 �� 
 ��

������,������������������ 

��(����,"$�:�'9��

�98�����

��� 
���� 
��� ����

�
����

'�>��"����-"��,�.���,���, 
 8�8 ?�0 
 ��

'����"��$���������,���� 
 
 ��� ��� -�������

C4777

C4777-01

2



APD module  C4777 series

C4777-01

(Typ. Ta=25 ˚C)
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� Spectral response � Frequency response

� Response to stepped light
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(Typ. Ta=25 ˚C, λ=800 nm)
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Ta=25 °C, gain M=100, input pulse width=50 ns

X-axis: 10 ns/div., Y-axis: 50 mV/div.

Ta=25 °C, gain M=50, input pulse width=1 ms

X-axis: 250 µs/div., Y-axis: 500 mV/div.

KACCC0130EA KACCC0131EA
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HAMAMATSU PHOTONICS K.K., Solid State Division
1126-1 Ichino-cho, Hamamatsu City, 435-8558 Japan, Telephone: (81) 053-434-3311, Fax: (81) 053-434-5184, http://www.hamamatsu.com
U.S.A.: Hamamatsu Corporation: 360 Foothill Road,  P.O.Box 6910, Bridgewater, N.J. 08807-0910, U.S.A., Telephone: (1) 908-231-0960, Fax: (1) 908-231-1218
Germany: Hamamatsu Photonics Deutschland GmbH: Arzbergerstr. 10, D-82211 Herrsching am Ammersee, Germany, Telephone: (49) 08152-3750, Fax: (49) 08152-2658
France: Hamamatsu Photonics France S.A.R.L.: 8, Rue du Saule Trapu, Parc du Moulin de Massy, 91882 Massy Cedex, France, Telephone: 33-(1) 69 53 71 00, Fax: 33-(1) 69 53 71 10
United Kingdom: Hamamatsu Photonics UK Limited: 2 Howard Court, 10 Tewin Road, Welwyn Garden City, Hertfordshire  AL7 1BW, United Kingdom, Telephone: (44) 1707-294888, Fax: (44) 1707-325777
North Europe: Hamamatsu Photonics Norden AB: Smidesvägen 12, SE-171 41 Solna, Sweden, Telephone: (46) 8-509-031-00, Fax: (46) 8-509-031-01
Italy: Hamamatsu Photonics Italia S.R.L.: Strada della Moia, 1/E,  20020 Arese, (Milano), Italy, Telephone: (39) 02-935-81-733, Fax: (39) 02-935-81-741

Information furnished by HAMAMATSU is believed to be reliable. However, no responsibility is assumed for possible inaccuracies or omissions. 
Specifications are subject to change without notice. No patent rights are granted to any of the circuits described herein. ©2002 Hamamatsu Photonics K.K.
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� Dimensional outline (unit: mm)
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When using C4777-01, do not terminate the output with a 50 Ω load.

When using C4777, be sure to terminate the output with a 50 Ω load.

C4777

C4777-01
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