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Specification
Part Type/ Frequency    Frequency Stability overAging over  External Capacitance
Number range KHz      accuracy imp. (Ω) temp. range 10 years

        @25°C  (-20 +80°C)(%(%) C2
  

ZTB-Y   375  ~  429      ±2kHz   <20  ±0.3 ±0.3
   430  ~  509      ±2kHz   <20  ±0.3 ±0.3
   510  ~  699      ±2kHz   <30  ±0.3 ±0.3

  700  ~ 1000      ±0.5%   <70  ±0.3 ±0.3
1001  ~  1250      ±0.5% <100  ±0.3 ±0.3

NOTES:
Vibration Mode: Area
Reflow : 250°C 4 sec  max

   Dimensions (mm)

 

Type No. Freq. (KHz) H W      D P T1 T2 T3
ZTB-Y  375 ~ 410 9.0 8.0      3.5 5.0 1.1 0.9 0.15

411 ~  524 8.5 7.5     3.3 5.0 1.1 0.9 0.15
525 ~  699 8.5 7.0     3.0 5.0 1.1 0.9 0.15

700  ~  1250 6.0 5.0    2.2 2.5 0.8 0.8 0.12
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ACT ZTB-Y Surface Mount Resonators
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The ACT ZTB-Y family of ceramic surface mount resonators offers a cost effective 
solution for applications requiring low frequency SMD devices, good stability over a wide 
temperature range, together with accuracy. Frequencies are available from 375kHz to 
1250kHz.

Dimensions mm (max)

 (pF)
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ACT ZTB-Y TAPE AND REEL DIMENSIONS

T

T2

W A0 B0 B1 G G1 K0 K0 E F P0 P2 P D t T2 T Standard reel
+/-0.2 +/-0.1 +/-0.1 +/-0.05 +/-0.1 +/-0.1 +/-0.1 +/-0 +/-0.1 +/-0.1 +/-0.1 +/-0.1 +/-0.1 +/-0.05 +/-0.05 pcs/reel

375-410 24 8.5 12 6.2 1.3 0.8 4.0 1.75 11.5 4.0 2.0 12 1.55 0.4 28.2 24.5 1000
411-699 24 8.0 11.6 6.2 1.3 0.8 3.8 1.75 11.5 4.0 2.0 12 1.55 0.4 28.2 24.5 1500
700-1250 16 5.4 8.6 6.2 1.3 0.8 3.0 1.75 7.5 4.0 2.0 8.0 1.6 0.4 22.4 16.4 2500
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