
                                                          

DESCRIPTION 
The 3G & 3RG series of AC/DC desktop power 
adapters are capable of delivering 180 watts 
continuous DC power. They are enclosed in a 
94V-1 rated polyphenylene-oxide case with an IEC 
320/C14 or IEC 320/C6 inlet to mate with 
interchangeable cord for world-wide use. All 
model meet CISPR 22 and FCC class B emission 
limits, and comply with UL, CSA, IEC and CE 
requirements.  
 
FEATURES 
‧  High Ef f ic iency 
‧  Low  Ripp le  &  Noise  
‧  Overvo l tage  protect ion  
‧  Shor t -c i rcu i t  pro tect ion  
‧  Overpow er  protect ion  
‧  Over  temperature  protect ion  
‧  100% burn- in  a t  fu l l  ra ted  load  
‧  Compl iant  w i th  CEC and Energy Star  e f f ic iency 

leve l  IV  requ i rements  
‧  No load  pow er  consumpt ion  less  than  0 .5W  
‧  Average  ac t ive  e f f ic iency ≥85%  
‧  Compl iant  w i th  RoHS requi rements  
 
INPUT SPECIFICATIONS 
Input  vo l tage：  90  to  264VAC 
Input  f requency：  47  to  63  Hz  
Input  cur rent：  2 .5A（ rms） f o r  115VAC 
 1 .25A（ rms） f o r  230VAC 
Ear th  leakage  current :  150µA max .  @ 115VAC,  60Hz  
(Touch  cu r ren t )  250µA max .  @ 230VAC,  50Hz  
 

OUTPUT SPECIFICATIONS 
Output voltage/current： See rating chart 
Total output power： See rating chart 
Ripple and noise： 380mV peak to peak maximum 

Overvo l tage  protect ion： Set at 110-140% of its nominal  
output voltage 

Overcurrent  protect ion： All models protected to short  
circuit conditions 

Temperature  
coef f ic ient：  

All outputs ±0.04%/ºC maximum

Trans ient  response： Maximum excursion of 4% or  
better on all models, recovering
to 1% of final value within 500µs
after a 25% step load change 
 

ENVIRONMENTAL SPECIFICATIONS 
Operat ing  temperature：   
Storage  temperature：     
Rela t ive  humid i ty：          

  
 

 
 
 
 
 
 
 
 

 
 
 
Safety Standard Approvals：   
 

  

 
 
 
 
GENERAL SPECIFICATIONS 
Hold-up time： 
 
Turn on delay time： 

5 msec minimum at 100VAC or 
240VAC 
3 sec maximum at 100VAC 

Power Factor： 0.95 typical 
Efficiency： 87% minimum at 100VAC or 240VAC. 
Line regulation： ±0.5% maximum at full load 
Inrush current： 120A max. @ 240VAC cold start 
Withstand voltage： 3000VAC from input to output 

1500VAC from input to ground  
MTBF： 100,000 hours at full load at 

25ºC ambient, calculated per 
MIL-HDBK- 217F 

 
EMC Performance (EN55024) 
EN55022:  Class B conducted, Class B radiated 
FCC:  Class B conducted, Class B radiated 
VCCI :  Class B conducted, Class B radiated 
EN61000-3 -2 :  Harmonic distortion, Class D 
EN61000-3 -3 :  L ine  f l i cke r  
EN61000-4 -2 :  ESD,  ±8KV a i r  and  ±4KV con tac t  
EN61000-4 -3 :  Rad ia ted  immun i t y,  3V /m 
EN61000-4 -4 :  Fas t  t rans ien t /bu rs t ,  ±1KV 
EN61000-4 -5 :  Surge ,  ±1KV d i f f ,  ±2KV com.  
EN61000-4 -6 :  Conduc ted  immun i t y,  3Vrms  
EN61000-4 -8 :  Magne t i c  f i e ld  immun i t y,  1A /m 
EN61000-4 -11 :  Vo l tage  d ips ,  30% reduc t ion  fo r   

500ms and  >95% reduc t ion  fo r  
10ms   

 
 
 
 
 
 

RoHS

UL 60950 
CSA C22.2 No. 60950 

TÜV EN60950-1 
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0ºC to +40ºC 
-20ºC to +80ºC 
10% to 90% non-condensing 

3G & 3RG SERIES 



               

 
UNIVERSAL INPUT                                      3G & 3RG SERIES
OUTPUT VOLTAGE/CURRENT RATING CHART 
 

Product No. Output 
 

Maximum 
IEC 320/C14 Inlet IEC 320/C6 Inlet  Vnom. Imax. Imin.  Tol. Output Power 
3G-18-180 3RG-18-180  18V         10.0A 0A  5% 180W 
3G-19-180 3RG-19-180  19V         9.47A 0A  5% 180W 
3G-24-180 3RG-24-180  24V          7.5A 0A  5% 180W 
3G-48-180 3RG-48-180  48V          3.75A 0A  5% 180W 

 
NOTE: Ripple and noise: Peak-to-peak with 20MHz bandwidth and 47µF tantalum capacitor in parallel with a 0.1µF ceramic 

 capacitor at rated line voltage and load ranges. 
   

 
 

MECHANICAL SPECIFICATIONS 
 

    
 
 

NOTES:  
1 .  D imens ions  shown in  i nch  [mm]  
2 .  To le rance  0 .02  [0 .5 ]  max imum 
3 .   We igh t :  860  g rams  approx .  
4 .   Standard  ou tpu t  connec to r  i s  a  ma le  4 -p in  power  D IN  p lug .  P lease  consu l t  TRUMPower  fo r  o the r  op t ions .  

 
 
 

PIN CHART 
 
 

 
  

1 2 3 4 Shell of Connector 

Outpu t  +V   Ou tpu t  +V  Re tu rn  Re tu rn  
  Re tu rn  &  

        AC Ground  

 

or IEC 320/C6  INLET  (3 round pins) 
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