
4900 - 5175 MHz

VOLTAGE CONTROLLED OSCILLATOR
SURFACE MOUNT MODEL: DCO490517-5

optimized BANdWidtH

FEATURES:
► exceptional phase Noise performance
► Fast tuning
► Small Size, Surface mount
► Lead Free ReL-pRo® technology
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4856.49 MHz / 1.66 dBm 4944.96 MHz / 1.40 dBm
5015.11 MHz / 1.61 dBm 5113.16 MHz / 1.31 dBm

SPECIFICATIONS

Frequency 4900 - 5175 MHz
tuning Voltage See table below.
Bias Voltage +5 VDC @ 22 mA (Max.)
output power -1 dBm (Min.)
tuning Sensitivity 60 - 125 MHz/V (Typ.)
output impedance 50 Ohms (Nom.)
Harmonic Suppression 25 dB (Typ.)
Frequency pulling 10 MHz (Typ. @ 1.75:1 VSWR)
Frequency pushing 10 MHz/V (Typ.)
tuning port Capacitance 10 pF (Typ.)

typical phase Noise
offset dBc/Hz
10 kHz -88

100 kHz -110

operating temperature Range -40 to +85 °C

Guaranteed Tuning Specifications

tuning Voltage ( V ) Frequency ( mHz )

0.5 4900 (Max.)

5 5175 (Min.)

Absolute Maximum Ratings

Storage temp. Range -55 to +125 ºC
Bias Voltage +5.5 V
tuning Voltage +20 V
dC Voltage Applied to RF out ± 25 V

package # 343

Preliminary
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