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SG1436 / SG1536
H I G H - V O L T A G E  O P E R A T I O N A L  A M P L I F I E R  TM 

® 

 D E S C R I P T I O N  

 The SG1536 series of monolithic 
amplifiers is designed specifically for use in 
high voltage applications up to ±40V and 
where high common-mode input ranges, 
high output voltage swings, and low input 

currents are required.  These devices are 
internally compensated and are pin 
compatible with industry standard 
operational amplifiers. 

 IMPORTANT: For the most current data, consult MICROSEMI’s website: http://www.microsemi.com 
 

KEY FEA TURES  

  High Supply Voltage 
Capability 

 High Output Voltage Swing 
 High Common-Mode Voltage 

Range 
 Internal Frequency 

Compensation 
 Input Current 35nA Maximum 

Over Temperature 

 
HIGH RELIABILITY FEATURES 

  Available to MIL-STD-883D 
and DESC SMD 

 Microsemi LEVEL “S” 
Processing Available  
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M & Y PACKAGE 

(Top View) 
M Package: RoHS / Pb-free 100% Matte Tin Lead Finish† 
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T PACKAGE 

(Top View) 
 

 PACKAGE ORDER INFO 
    

M 
Plastic DIP 

 8-Pin Y 
Plastic DIP 

 8-Pin T 
TO-99 Metal Can 
8-Pin TA (°C) 

RoHS Compliant / Pb-free 
Transition DC: 0503*   

0 to 70 SG1436M SG1436Y SG1436T 
-55 to 125 - SG1536Y SG1536T 

MIL-STD-883 - SG1536Y/883B SG1536T/883B 
DESC - SG1536Y/DESC SG1536T/DESC 

  
Note:  Available in Tape & Reel.  Append the letters “TR” to the part number. (i.e. SG1536Y-TR) 
†Peak Package Solder Reflow Temperature (40 seconds maximum exposure) 260°C (+0, -5) 

 
 










