
* High surge current capability
* Low reverse current
* Component in accordance to RoHS 2002/95/EC

* Case: SMB (DO-214AA)
* Case Material: Molded Plastic. UL
   Flammability Classification Rating 94V-0
* Terminals: Lead Free Plating (Tin Finish).
   Solderable per MIL-STD-202, Method 208

Features:

Mechanical Data

* Polarity: Cathode Band
* Weight: 0.095 grams (approximate)

* High  current capability

SMB Outline Dimensions

REVERSE VOLTAGE
50 TO 1000 VOLTS

FORWARD CURRENT
 3.0 AMPERE
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General Purpose Rectifiers
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Maximum  Ratings  and  Electrical  Characteristics

Characteristics Symbol Unit
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Maximum Repetitive Peak Reverse Voltage

Maximum RMS Voltage

Maximum Average Forward Rectified Current

Peak Forward Surge Current, 

8.3 ms Single Half  Sine-Wave 

Superimposed on Rated Load

Maximum Instantaneous IF=3A @ 25°C

Maximum DC Reverse Current @TA=25 C

At  Rated DC Blocking Voltage  @TA=100 C

Typical Junction Capacitance

Typical Thermal Resistance

Operating Temperature Range 

Storage Temperature Range 
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Rating 25 C Ambient Temperature Unless Otherwise Specified.
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S3AB thru S3MB
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FIG. 1-TYPICAL FORWARD CURRENT DERATING CURVE

FIG. 2-TYPICAL FORWARD  CHARACTERISTICS

FIG. 3-MAXIMUM NON-REPETITIVE FORWARD SURGE CURRENT

FIG. 5-TYPICAL REVERSE CHARACTERISTICSFIG. 4-TYPICAL JUNCTION CAPACITANCE
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