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Magnetic properties Conditions Min Typ Max Unit
������at 20°CPull-In

KMS-18 with an insertion and PK002Test equipment

Special Product Data Conditions Min Typ Max Unit
A - NOContact - form

��	�
���������
����
���������
not to exceed their individual max.'sContact rating

���		DC or Peak ACSwitching voltage
��DC or Peak ACCarry current
�	��DC or Peak ACSwitching current

�����		measured with 40% overdriveSensor-resistance
PolyamidHousing material

blackCase colour
PolyurethanSealing compound

PVCCable material

Environmental data Conditions Min Typ Max Unit
���	��	cable not movedOperating temperature
���	��cable movedOperating temperature
���	��	Storage temperature

Cable specification Conditions Min Typ Max Unit
round cableCable type

�� 		Tolerance according to drawingOverall length cable
0,14 sq-mmCross section

individual crimped terminalsConnector

General data Conditions Min Typ Max Unit
Decreased switching distances by mounting on iron.Mounting advice
Magnetically conductive screws must not be used.Mounting advice

over 5m cable, a resistor is  recommended.Mounting advice

Modifications in the sense of technical progress are reserved

26.02.09 MPOTUZAK

MPOTUZAK 02Version:

Designed by:

Last Change at:

Designed at:

Last Change by:05.03.09 DSTASTNY

DSTASTNYApproval by:

Approval by:

27.02.09

Approval at:

Approval at:

05.03.09


