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PRODUCT INFORMATION

RF Components
Group

APPLICATIONS:
•

Set Top Box
•

DBS

This Product Information is from Specification: BSFC78GW6; Issue Date: January 19, 1997.

Copyright ©1998, Sharp Electronics Corp. All rights reserved. All tradenames are the registered property of their respective owners. Specifications are subject to change without notice. SMT98083

PIN DESCRIPTION

BSFC78GW6
DBS Tuner
FEATURES
• Receiving frequency range 950 MHz to 2,150 MHz
• Input level -65 dBM to -25 dBm
• Nominal input impedance 75 Ω
• Intermediate frequency 479.5 MHz
• Electronic tuning with frequency synthesizer channel

selection system
• PLL reference frequency 125 kHz
• L.O. step size 125 kHz
• L.O. internal clock frequency 4 MHz X’tal
• IF band width 55 MHz (3 dB down)
• Nominal output level -30 dBm
• Supply voltage (B2, B3) 5.0 V ±0.3 V DC
• ODU power (LNB1) 25 V, 350 mA MAX.
• Tuning voltage (TUN) 29 V ±1 V DC, 0 V to 5 V DC (AGC)

[0 V to MAX. gain, 5 V to MIN. gain]
• F-type female input structure
• Operating temperature 0°C to 60°C
• Storage temperature -20°C to 70°C
• Operating humidity, less than 85%
• Storage humidity, less than 90%

DESCRIPTION
This product brief covers the BSFC78GW6 DBS Tuner intended for

use in satellite receivers.
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