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CARD 
THICKNESS

NO. OF 
POSITIONS PLATINGQSFP8 RA1D

–038
= Total Number of Positions

–01
= (1,00mm) .039" 

thick card

SPECIFICATIONSi

Mates with:
QSFPO

For complete specifi cations and 
recommended PCB layouts see 
www.samtec.com?QSFP8

Insulator Material:
LCP
Contact Material:
Phosphor Bronze
Ground Plane:
Phosphor Bronze 
Plating:
Au or Sn over 50µ" 
(1,27µm) Ni

Note: Some lengths, styles 
and options are non-standard, 
non-returnable.

QSFP  CONNECTOR  &  CAGE

–L
= 10µ" (0,25µm) Gold on contact, 

Matte Tin on tail

For complete specifi cations 
see www.samtec.com?QSFPC
or www.samtec.com?QSFPK

Note: Some sizes, styles and 
options are non-standard, 
non-returnable.

TYPE TERMINATION OPTION
CONNECTOR

PACKAGE

QSFPC
= Cage

QSFPK
= Cage and 

Connector Kit

QSFPK only

–TR
= Tape & Reel

(Leave blank for 
tube packaging)

–PF
= Press Fit

–01
= Without 
Heat Sink

–02
= With

Heat Sink  

Use with: QSFP8

SPECIFICATIONS
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APPLICATION

QSFPC

QSFP8

QSFPO

BOTTOM VIEW

–02 SHOWN

Small diameter cable (3mm) 
for increased airfl ow in a rack

QSFPC/QSFP8 cage & connector kit available (QSFPK Series).
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