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FEATURES AND SPECIFICATIONS

 Hook Tongue Terminals 

Material: Brass or Steel Krimptite® Insulkrimp®

Wire Range
Stud Size

S
Max. Width

W
Min. Clearance

C
Loose Piece       
Order No.

Mylar Tape
Order No.

Max. Length            
L

Loose Piece       
Order No.

Mylar Tape
Order No.

Max. Length            
L

 

22-18
0.3-1.0mm

 

2

 

5-6 (3-3.5) .320 (8.1) .303 (7.7) 19178-0002 19178-0003 .673 (17.1) 19179-0002 19179-0003 .898 (22.8)
8 (4) .320 (8.1) .303 (7.7) 19178-0004 19178-0005 .673 (17.1)
10 (-) .320 (8.1) .303 (7.7) 19179-0006 19179-0007 .898 (22.8)

16-14
1.2-2.0mm

 

2

 

5-6 (3-3.5) .360 (9.1) .271 (6.9) 19178-0008 19178-0009 .660 (16.8) 19179-0008 19179-0009 .885 (22.5)
8 (4) .360 (9.1) .271 (6.9) 19178-0010 19178-0011 .660 (16.8) 19179-0010 19179-0011 .885 (22.5)
10 (-) .360 (9.1) .271 (6.9) 19178-0012 19178-0013 .660 (16.8) 19179-0012 19179-0013 .885 (22.5)

12-10
3.0-6.0mm

 

2

 

5-6 (3-3.5) .382 (9.7) .303 (7.7) 19179-0014 19179-0015 1.074 (27.3)
10 (-) .382 (9.7) .303 (7.7) 19178-0018 19178-0019 .783 (19.9) 19179-0019 19179-0020 1.074 (27.3)

 

Wire Range Barrel      
Length

Material 
Thickness   

Max.
Insulation  

Color
Max. Wire Insulation Dia. Circular         

Mil AreaInsulkrimp® Avikrimp®

 

22-18 AWG .175 (4.4) .032 (0.8) Red .145 (3.7) .140 (3.6) 509-2,600
16-14 AWG .175 (4.4) .032 (0.8) Blue .175 (4.4) .170 (4.3) 2,050-5,180
12-10 AWG .250 (6.4) .040 (1.0) Yellow .250 (6.4) .225 (5.7) 5,180- 13,100

 

Product Specifications
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Material: Brass or Steel Avikrimp®

Wire Range
Stud Size

S
Max. Width

W
Min. Clearance

C
Loose Piece       
Order No.

Mylar Tape
Order No.

Expanded Flare on 
Mylar Tape Order 

No.
Max. Length            

L

 

16-14
1.2-2.0mm

 

2

 

8 (4) .360 (9.1) .271 (6.9) 19183-0009 19183-0010 .900 (22.9)
10 (-) .360 (9.1) .271 (6.9) 19183-0011 19183-0012 .900 (22.9)

12-10
3.0-6.0mm

 

2

 

10 (-) .382 (9.7) .303 (7.7) 19183-0019 19183-0020 19183-0021 1.089 (27.7)


