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UNIT : mm / inch

A = 10.00 / 0.394

B =

C = 4.10 0.100 / 0.161 0.004

D = 3.90 0.100 / 0.154 0.004

E = 0.20 / 0.008 TYP

TYP

10.00 / 0.394 TYP

MECHANICAL CONSTRUCTION SCHEMATICS

252, SAN YING ROAD, KUEI SAN INDUSTRIAL ZONE, TAOYUAN SHIEN, TAIWAN, R.O.C.

TEL: 886-3-3591968; FAX: 886-3-3591991

DELTA ELECTRONICS, INC.

(TAOYUAN PLANT CPBG)

Http://www.deltaww.com/products/networking

TRANSFORMER MODULES

Networking Components
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TXVN_C

TXIN_D

TXVN_D
47.5 OHM

TXVP_D

TXIP_D

TXIN_C

47.5 OHM

47.5 OHM

47.5 OHM

TXVP_C

TXIP_C
47.5 OHM

TXVN_B

TXIN_B

TXVP_B

47.5 OHM

TXIN_A

TXIP_B

TXVN_A
47.5 OHM

TXVP_A

TXIP_A
47.5 OHM

APPLICATION CIRCUITS
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LF9231

10/100/1000BASE-T

Resistors required only
with CIS8201 / CIS8204
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