
MECHANICAL DATA

FEATURES

Data Sheet No.  SESA-100-1B

MECHANICAL SPECIFICATION

1 AMP SUPER-EFFICIENT RECTIFIERS
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Sym
In mm

Minimum Maximum

BL

BD

LL

LD

1.00

0.028

In mm

0.107

0.205

0.034

5.2

2.7

0.86

0.160

0.103

25.4

0.71

4.1

2.6

Color Band
Denotes
Cathode

LD (Dia)

BD (Dia)
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MAXIMUM RATINGS & ELECTRICAL CHARACTERISTICS
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PARAMETER (TEST CONDITIONS)

Ö)×�Ø�Ù Ú�Û�ÚÝÜoÞàß>á â�ã�ä�Ù å�æ�ç�â�á è ×�æ�é

ê)ë�ì�í î�ï�îÝð�ñ9ë�ò!ó&ñ�ô�ï�õ�õ ñ�ö9÷�ó&ñ9ø�ñ�õ ù�ñ)ú�û�ü ÷ ë�ý�ñ
þ)ÿ���� �����	�>þ�
����� � ÿ����

������� ���������� ����

!#"�$�%
&#'('�)

*#+(,

SYMBOL

-#.�/�010

RATINGS UNITS

2436587:9

;�<�=�>@? A#B�C�D�E F#G�H�IKJ
L@M�M

N@O�O

P(Q�Q

R(S�S

T�U(U

V�W(W

XZY�Y

[Z\�\
](^ _1`�a b�c@d e(f�g

h�i�j�k l�m�l	n4o�p�o:q r�osn4o�t(uZp�o:q v6w�k lxozy|{#}Z~�� �����({�}:�1����{�}Z~Z� �(�@���� � �(� ����� �(� �������

SERIES SPR11 - SPR14

DO - 41
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R

LOW SWITCHING NOISE

LOW THERMAL RESISTANCE

HIGH SWITCHING CAPABILITY

LOW FORWARD VOLTAGE DROP

R
PROPRIETARY JUNCTION
PASSIVATION FOR SUPERIOR RELIABILITY AND
PERFORMANCE

SOFT GLASS

VOID FREE VACUUM DIE SOLDERING FOR MAXIMUM
MECHANICAL STRENGTH AND HEAT DISSIPATION
(Solder Voids: Typical < 2%, Max. < 10% of Die Area)



RATING & CHARACTERISTIC CURVES FOR SERIES SPR11 - SPR14

Data Sheet No.  SESA-100-2B

FIGURE 4.  TYPICAL REVERSE CHARACTERISTICS

FIGURE 3.  TYPICAL FORWARD CHARACTERISTICS
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FIGURE 1.  FORWARD CURRENT DERATING CURVE
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FIGURE 2.  MAXIMUM NON-REPETITIVE SURGE CURRENT
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1 AMP SUPER EFFICIENT RECTIFIERS
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NOTE 3

FIGURE 5.  TYPICAL JUNCTION CAPACITANCE
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