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 EHF2Y1   (#6492)   

Center Tap
Division Colorado Datasheet COG-2.PDF
Mil-Spec (none)
Shipping (none) Qual Data (none)
Config Common Cathode Center Tap●   

Description
Single and three phase bridges rated 12A (single phase) and 16A (three
phase). All rated from 200V-1600V.

Absolute Maximum Ratings  Symbol  Max  Unit
Output Current  IO/ Leg  200  A

   

Package
SEE_FACTORY(STD)

* No Drawing Available
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Home > Products > Power Conditioning > Center Tap > EHF6Y1

 EHF6Y1   (#6498)   

Center Tap
Division Colorado Datasheet COG-2.PDF
Mil-Spec (none)
Shipping (none) Qual Data (none)
Config Common Cathode Center Tap●   

Description
Single and three phase bridges rated 12A (single phase) and 16A (three
phase). All rated from 200V-1600V.

Absolute Maximum Ratings  Symbol  Max  Unit
Output Current  IO/ Leg  600  A

   

Package
SEE_FACTORY(STD)

* No Drawing Available
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 EHF4Y1   (#6495)   

Center Tap
Division Colorado Datasheet COG-2.PDF
Mil-Spec (none)
Shipping (none) Qual Data (none)
Config Common Cathode Center Tap●   

Description
Single and three phase bridges rated 12A (single phase) and 16A (three
phase). All rated from 200V-1600V.

Absolute Maximum Ratings  Symbol  Max  Unit
Output Current  IO/ Leg  400  A

   

Package
SEE_FACTORY(STD)

* No Drawing Available
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Home > Products > Power Conditioning > Center Tap > EHF8Y1

 EHF8Y1   (#6501)   

Center Tap
Division Colorado Datasheet COG-2.PDF
Mil-Spec (none)
Shipping (none) Qual Data (none)
Config Common Cathode Center Tap●   

Description
Single and three phase bridges rated 12A (single phase) and 16A (three
phase). All rated from 200V-1600V.

Absolute Maximum Ratings  Symbol  Max  Unit
Output Current  IO/ Leg  800  A

   

Package
SEE_FACTORY(STD)

* No Drawing Available

© MSC 2002, all rights reserved
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Home > Products > Power Conditioning > Center Tap > EHF16Y1

 EHF16Y1   (#6489)   

Center Tap
Division Colorado Datasheet COG-2.PDF
Mil-Spec (none)
Shipping (none) Qual Data (none)
Config Common Cathode Center Tap●   

Description
Single and three phase bridges rated 12A (single phase) and 16A (three
phase). All rated from 200V-1600V.

Absolute Maximum Ratings  Symbol  Max  Unit
Output Current  IO/ Leg  1600  A

   

Package
SEE_FACTORY(STD)

* No Drawing Available

© MSC 2002, all rights reserved
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Home > Products > Power Conditioning > Center Tap > EHF12Y1

 EHF12Y1   (#6486)   

Center Tap
Division Colorado Datasheet COG-2.PDF
Mil-Spec (none)
Shipping (none) Qual Data (none)
Config Common Cathode Center Tap●   

Description
Single and three phase bridges rated 12A (single phase) and 16A (three
phase). All rated from 200V-1600V.

Absolute Maximum Ratings  Symbol  Max  Unit
Output Current  IO/ Leg  1200  A

   

Package
SEE_FACTORY(STD)

* No Drawing Available
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Home > Products > Power Conditioning > Center Tap > EHF10Y1

 EHF10Y1   (#6483)   

Center Tap
Division Colorado Datasheet COG-2.PDF
Mil-Spec (none)
Shipping (none) Qual Data (none)
Config Common Cathode Center Tap●   

Description
Single and three phase bridges rated 12A (single phase) and 16A (three
phase). All rated from 200V-1600V.

Absolute Maximum Ratings  Symbol  Max  Unit
Output Current  IO/ Leg  1000  A

   

Package
SEE_FACTORY(STD)

* No Drawing Available
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