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Shape and Dimensions
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Recommended Land Pattern
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H・DI-1280G-4R7 ±30%
H・DI-1280G-6R0 ±30%
H・DI-1280G-100 10±20%
H・DI-1280G-150 15±20%
H・DI-1280G-220 22±20%

H・DI-1280G-1R7 ±30%
H・DI-1280G-2R7 ±30%
H・DI-1280G-3R3 ±30%

H・DI-1280G-330 33±20%
H・DI-1280G-470 47±20%
H・DI-1280G-680 68±20%
H・DI-1280G-101 100±20%
H・DI-1280G-151 150±20%
H・DI-1280G-221 220±20%

●H・DI-1280G Series

●Operating temperature range: －20 to +105℃ (Including self-temperature rise)  

Model
Inductance 

at 100kHz,1mA 
（μH） 

DC resistance 
（mΩ） max.

Rated current 
（A） 

Leadless Power Inductors
H･DI-1280G Series
[RoHS Compliant]

Leadless Power Inductors
H･DI-1280G Series
[RoHS Compliant]
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DC-Superposed Characteristics
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HH・DI-1280G-6R0

H・DI-1280G-4R7

H・DI-1280G-3R3

H・DI-1280G-2R7

H・DI-1280G-1R7

H・DI-1280G-6R0

H・DI-1280G-4R7

H・DI-1280G-3R3

H・DI-1280G-2R7

H・DI-1280G-1R7

H・DI-1280G Series（500pcs./reel）

Dimensions of indented square hole plastic tape

Reel dimensions

[mm]

A B C D E F G H J K t
± 0.1 ± 0.1 ± 0.3 ± 0.1 ± 0.1 ± 0.1 ± 0.05 ± 0.1 +0.1, –0 ± 0.1 ± 0.05
12.6 12.6 24.0 11.5 1.75 16.0 2.0 4.0 ø1.5  8.6 0.4 

[mm]
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±2.0 ±5.0 ±0.5 ±1.0 ±0.5 ±2.0 ±3.0
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