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			AP1501A - Adj, 150 Khz, 5 A PWM buck DC/DC converter 150Khz, 5A PWM Buck DC/DC Converter IR Emitting Diode; Mounting Type:Through Hole; LED Color:Clear; Leaded Process Compatible:Yes; Terminal Type:2 Pin Leaded; Color:Clear; Lens Style:(H x Dia) 8.7 x 5.8 mm; Voltage Rating:5V IR Emitting Diode; LED Color:Infrared; Mounting Type:Through Hole; Terminal Type:3 Pin Leaded; Color:Infrared; Lens Style:(H x Dia) 12.5 x 10.0 mm; Voltage Rating:5.5V Leaded Process Compatible: Yes IR Emitting Diode; Mounting Type:Through Hole; LED Color:Blue Gray; Leaded Process Compatible:Yes; Terminal Type:2 Pin Leaded; Color:Blue Gray; Lens Style:(H x W) 8.7 x 5.8 mm; Voltage Rating:5V MOSFET, P, SOT-23; Transistor type:MOSFET; Current, Id cont:0.185A; Resistance, Rds on:6R; Voltage, Vgs Rds on measurement:10V; Case style:SOT-23 (TO-236); Current, Id max:0.185A; Current, Idm pulse:.8A; Marking, SMD:6K; Pins, No. RoHS Compliant: Yes MOSFET, P SOT-23MOSFET, P SOT-23; Transistor type:MOSFET; Transistor polarity:P; Voltage, Vds max:20V; Case style:SOT-23; Current, Id cont:0.58A; Current, Idm pulse:2A; Power, Pd:0.35W; Resistance, Rds on:0.65R; SMD:1; Current, Id MOSFET; Transistor Polarity:P Channel; Drain Source Voltage, Vds:-30V; Continuous Drain Current, Id:-385mA; On-Resistance, Rds(on):1.4ohm; Rds(on) Test Voltage, Vgs:-10V; Package/Case:TO-236; Drain Source On Resistance @ 10V:1.4ohm IR Emitting Diode; Mounting Type:Through Hole; LED Color:Infrared; Leaded Process Compatible:Yes; Terminal Type:2 Pin Leaded; Color:Infrared; Lens Style:(H x W) 8.7 x 5.8 mm; Voltage Rating:5V TRANSISTOR,MOSFET,P-CHANNEL,60V V(BR)DSS,270MA I(D),TO-226AA RoHS Compliant: Yes IR EMITTER; Wavelength, typ:950nm; Current, forward If:5mA; Angle, viewing:90(degree); Temperature, operating range:-25(degree C) to (degree C) RoHS Compliant: Yes MOSFET; Transistor Polarity:P Channel; Drain Source Voltage, Vds:-20V; Continuous Drain Current, Id:-580mA; On-Resistance, Rds(on):650mohm; Rds(on) Test Voltage, Vgs:-4.5V; Package/Case:SOT-23 
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	Part No.	AP1501A AP1501A-12 AP1501A-12K5 AP1501A-12K5A AP1501A-12K5L AP1501A-12K5LA AP1501A-12T5 AP1501A-12T5A AP1501A-12T5L AP1501A-12T5LA AP1501A-12T5R AP1501A-12T5RA AP1501A-12T5RL AP1501A-12T5RLA AP1501A-33 AP1501A-33K5 AP1501A-33K5A AP1501A-33K5L AP1501A-33K5LA AP1501A-33T5 AP1501A-33T5A AP1501A-33T5L AP1501A-33T5LA AP1501A-33T5R AP1501A-33T5RA AP1501A-33T5RL AP1501A-33T5RLA AP1501A-50 AP1501A-50K5 AP1501A-50K5A AP1501A-50K5L  

	Description	Adj, 150 Khz, 5 A PWM buck DC/DC converter 
 150Khz, 5A PWM Buck DC/DC Converter
IR Emitting Diode; Mounting Type:Through Hole; LED Color:Clear; Leaded Process Compatible:Yes; Terminal Type:2 Pin Leaded; Color:Clear; Lens Style:(H x Dia) 8.7 x 5.8 mm; Voltage Rating:5V
IR Emitting Diode; LED Color:Infrared; Mounting Type:Through Hole; Terminal Type:3 Pin Leaded; Color:Infrared; Lens Style:(H x Dia) 12.5 x 10.0 mm; Voltage Rating:5.5V
Leaded Process Compatible: Yes
IR Emitting Diode; Mounting Type:Through Hole; LED Color:Blue Gray; Leaded Process Compatible:Yes; Terminal Type:2 Pin Leaded; Color:Blue Gray; Lens Style:(H x W) 8.7 x 5.8 mm; Voltage Rating:5V
MOSFET, P, SOT-23; Transistor type:MOSFET; Current, Id cont:0.185A; Resistance, Rds on:6R; Voltage, Vgs Rds on measurement:10V; Case style:SOT-23 (TO-236); Current, Id max:0.185A; Current, Idm pulse:.8A; Marking, SMD:6K; Pins, No. RoHS Compliant: Yes
MOSFET, P SOT-23MOSFET, P SOT-23; Transistor type:MOSFET; Transistor polarity:P; Voltage, Vds max:20V; Case style:SOT-23; Current, Id cont:0.58A; Current, Idm pulse:2A; Power, Pd:0.35W; Resistance, Rds on:0.65R; SMD:1; Current, Id
MOSFET; Transistor Polarity:P Channel; Drain Source Voltage, Vds:-30V; Continuous Drain Current, Id:-385mA; On-Resistance, Rds(on):1.4ohm; Rds(on) Test Voltage, Vgs:-10V; Package/Case:TO-236; Drain Source On Resistance @ 10V:1.4ohm
IR Emitting Diode; Mounting Type:Through Hole; LED Color:Infrared; Leaded Process Compatible:Yes; Terminal Type:2 Pin Leaded; Color:Infrared; Lens Style:(H x W) 8.7 x 5.8 mm; Voltage Rating:5V
TRANSISTOR,MOSFET,P-CHANNEL,60V V(BR)DSS,270MA I(D),TO-226AA RoHS Compliant: Yes
IR EMITTER; Wavelength, typ:950nm; Current, forward If:5mA; Angle, viewing:90(degree); Temperature, operating range:-25(degree C) to (degree C) RoHS Compliant: Yes
MOSFET; Transistor Polarity:P Channel; Drain Source Voltage, Vds:-20V; Continuous Drain Current, Id:-580mA; On-Resistance, Rds(on):650mohm; Rds(on) Test Voltage, Vgs:-4.5V; Package/Case:SOT-23
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	Part: AP1501A
	Maker: ANACHIP
	Pack: TO-220
	Stock: Reserved
	Unit price 
									for :
	    
									50: $1.25
	  
									100: $1.19
	1000: 
									$1.12
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 			 Full text search : Adj, 150 Khz, 5 A PWM buck DC/DC converter 150Khz, 5A PWM Buck DC/DC Converter IR Emitting Diode; Mounting Type:Through Hole; LED Color:Clear; Leaded Process Compatible:Yes; Terminal Type:2 Pin Leaded; Color:Clear; Lens Style:(H x Dia) 8.7 x 5.8 mm; Voltage Rating:5V IR Emitting Diode; LED Color:Infrared; Mounting Type:Through Hole; Terminal Type:3 Pin Leaded; Color:Infrared; Lens Style:(H x Dia) 12.5 x 10.0 mm; Voltage Rating:5.5V Leaded Process Compatible: Yes IR Emitting Diode; Mounting Type:Through Hole; LED Color:Blue Gray; Leaded Process Compatible:Yes; Terminal Type:2 Pin Leaded; Color:Blue Gray; Lens Style:(H x W) 8.7 x 5.8 mm; Voltage Rating:5V MOSFET, P, SOT-23; Transistor type:MOSFET; Current, Id cont:0.185A; Resistance, Rds on:6R; Voltage, Vgs Rds on measurement:10V; Case style:SOT-23 (TO-236); Current, Id max:0.185A; Current, Idm pulse:.8A; Marking, SMD:6K; Pins, No. RoHS Compliant: Yes MOSFET, P SOT-23MOSFET, P SOT-23; Transistor type:MOSFET; Transistor polarity:P; Voltage, Vds max:20V; Case style:SOT-23; Current, Id cont:0.58A; Current, Idm pulse:2A; Power, Pd:0.35W; Resistance, Rds on:0.65R; SMD:1; Current, Id MOSFET; Transistor Polarity:P Channel; Drain Source Voltage, Vds:-30V; Continuous Drain Current, Id:-385mA; On-Resistance, Rds(on):1.4ohm; Rds(on) Test Voltage, Vgs:-10V; Package/Case:TO-236; Drain Source On Resistance @ 10V:1.4ohm IR Emitting Diode; Mounting Type:Through Hole; LED Color:Infrared; Leaded Process Compatible:Yes; Terminal Type:2 Pin Leaded; Color:Infrared; Lens Style:(H x W) 8.7 x 5.8 mm; Voltage Rating:5V TRANSISTOR,MOSFET,P-CHANNEL,60V V(BR)DSS,270MA I(D),TO-226AA RoHS Compliant: Yes IR EMITTER; Wavelength, typ:950nm; Current, forward If:5mA; Angle, viewing:90(degree); Temperature, operating range:-25(degree C) to (degree C) RoHS Compliant: Yes MOSFET; Transistor Polarity:P Channel; Drain Source Voltage, Vds:-20V; Continuous Drain Current, Id:-580mA; On-Resistance, Rds(on):650mohm; Rds(on) Test Voltage, Vgs:-4.5V; Package/Case:SOT-23   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	AP1502-12S7LA AP1502-33S7LA AP1502-50S7LA AP1502-S	12 V, 200 Khz, 1 A PWM buck DC/DC converter & 1 linear CTRL
3.3 V, 200 Khz, 1 A PWM buck DC/DC converter & 1 linear CTRL
5.0 V, 200 Khz, 1 A PWM buck DC/DC converter & 1 linear CTRL
Adj, 200 Khz, 1 A PWM buck DC/DC converter & 1 linear CTRL
	Anachip

	AP1519 AP1519S AP1519SA 	300 Khz, 2A PWM Buck DC/DC Converter
300KHz, 2A PWM Buck DC/DC Converter
	Anachip Corp

	G5E2596M 	150 KHz, 3A PWM Step-Down DC/DC Converter
	GTM CORPORATION

	S5J2596M 	150 KHz, 3A PWM Step-Down DC/DC Converter
	SeCoS Halbleitertechnologie...

	AP1501-XXK5L-13 AP1501-XXK5L-U AP1501 AP1501-XXT5G	150KHz, 3A PWM BUCK DC-DC CONVERTER
6.5 A SWITCHING REGULATOR, 173 kHz SWITCHING FREQ-MAX, SFM5
6.5 A SWITCHING REGULATOR, 173 kHz SWITCHING FREQ-MAX, ZFM5 GREEN, TO-220, 5 PIN
6.5 A SWITCHING REGULATOR, 173 kHz SWITCHING FREQ-MAX, ZFM5 ROHS COMPLIANT, TO-220, 5 PIN
150KHz, 3A PWM BUCK DC/DC CONVERTER
   150KHz, 3A PWM BUCK DC/DC CONVERTER
	Diodes, Inc.
Diodes Inc.
Diodes Incorporated

	AP2006BNA 	0.8 V, 200 KHz, PWM buck DC/DC & linear controller
	Anachip

	ISL6554CB ISL6554CB-T ISL6554CBZ ISL6554CBZA ISL65	PWM Controller with Wide Input Range 8-PDIP 微处理器核心电压调节器的多相降压PWM控制没有可编程德鲁普
Microprocessor CORE Voltage Regulator Using Multi-Phase Buck PWM Control Without Programmable Droop SWITCHING CONTROLLER, 1500 kHz SWITCHING FREQ-MAX, PDSO20
	Intersil, Corp.
INTERSIL[Intersil Corporation]

	MIC2202YML MIC2202 MIC2202BML MIC2202BMM MIC2202YM	High Efficiency 2MHz Synchronous Buck Converter 1µF Stable PWM Regulator
HIGH EFFICIENCY 2MHZ SYNCHRONOUS BUCK CONVERTER 1UP STABLE PWM REGULATOR 2.5 A SWITCHING REGULATOR, 2200 kHz SWITCHING FREQ-MAX, PDSO10
	Micrel Semiconductor, Inc.

	IRDC3037A IRU3037ACSTR IRU3037CSTR IRU3037ACFTR IR	Reference design kit featuring 8-pin synchronous PWM controller, 400 KHz
8 PWM 400 KHz Sync Contr in a 8-Pin SOIC(NB) package
8 PWM 200 KHz Sync Contr in a 8-Pin SOIC(NB) package
8 PWM 400 KHz Sync Contr in a 8-Pin TSSOP package
8 PWM 200 KHz Sync Contr in a 8-Pin TSSOP package
	International Rectifier
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