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	Part No.	LA4629   

	Description	4.5 W typical, 2-channel amplifier, standby switch, minimal number of external components 
 Two-Channel Audio Frequency Power Amplifier
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			 Related Part Number
	
					PART	Description	Maker
	BGA318 Q62702-G0043 	From old datasheet system
Silicon Bipolar MMIC-Amplifier (Cascadable 50 W-gain block 16 dB typical gain at 1.0 GHz 12 dBm typical P-1dB at 1.0 GHz) 硅双极单片放大器（级0瓦，增益模块十六分贝典型增益.0 GHz2 dBm典型的P - 1dB的在1.0千兆赫）
Silicon Bipolar MMIC-Amplifier (Cascadable 50 W-gain block 16 dB typical gain at 1.0 GHz 12 dBm typical P-1dB at 1.0 GHz) 0 MHz - 1200 MHz RF/MICROWAVE WIDE BAND LOW POWER AMPLIFIER
	SIEMENS[Siemens Semiconductor Group]
SIEMENS AG

	BGA318 	Silicon Bipolar MMIC-Amplifier (Cascadable 50 W-gain block 16 dB typical gain at 1.0 GHz 12 dBm typical P-1dB at 1.0 GHz)
	Siemens Semiconductor Group

	FQPF5N50CF FQPF5N50CFTU 	Low gate charge ( typical 18nC)
500V N-Channel MOSFET
	FAIRCHILD[Fairchild Semiconductor]

	310-025107-021 	Filtered Low Noise Amplier
	Spectrum Microwave, Inc.

	310-025103-011 	Filtered Low Noise Amplier
	Spectrum Microwave, Inc.

	310-025103-012 	Filtered Low Noise Amplier
	Spectrum Microwave, Inc.

	310-025109-011 	Filtered Low Noise Amplier
	Spectrum Microwave, Inc.

	310-025109-022 	Filtered Low Noise Amplier
	Spectrum Microwave, Inc.

	LT6604CUFF-5PBF 	Dual Very Low Noise, Differential Ampli?er and 5MHz Lowpass Filter
	Linear Technology

	FQS4903 FQS4903TF 	   500V Dual N-Channel MOSFET
Low Css (typical 4.5 pF)
	Fairchild Semiconductor
List of Unclassifed Manufacturers

	MCP606-I/P MCP606-I/SN MCP606-I/ST MCP609-I/P MCP6	The MCP606 operational amplifier (op amp) has a gain bandwidth product of 155 kHz with a low typical operating current of 18.7 and ...
The MCP609 quad operational amplifier (op amp) has a gain bandwidth product of 155 kHz with a low typical operating current of 18.7 ...
The MCP608 operational amplifier (op amp) has a gain bandwidth product of 155 kHz with a low typical operating current of 18.7 and ...
The MCP607 dual operational amplifier (op amp) has a gain bandwidth product of 155 kHz with a low typical operating current of 18.7 ...
2.5V TO 5.5V MICROPOWER CMOS OP AMPS
	Microchip Technology Inc.

	MCP6041 MCP6043 MCP6044 MCP6042 MCP6044T MCP6041T 	The MCP6041 operational amplifier (op amp) has a gain bandwidth product of 14 kHz with a low typical operating current of 600 nA ...
The MCP6044 quad operational amplifier (op amp) has a gain bandwidth product of 14 kHz with a low typical operating current of 600 ...
The MCP6043 operational amplifier (op amp) has a gain bandwidth product of 14 kHz with a low typical operating current of 600 nA ...
The MCP6042 dual operational amplifier (op amp) has a gain bandwidth product of 14 kHz with a low typical operating current of 600 ...
600 nA, Rail-to-Rail Input/Output Op Amps
	MICROCHIP[Microchip Technology]



				
	 
	 Related keyword From Full Text Search System
	

					
						LA4629 Outputs	
						LA4629 amp	
						LA4629 microcontroller	
						LA4629 Amplifiers	
						LA4629 Technolog
	
						LA4629 corporation	
						LA4629 Bandwidth	
						LA4629 Chip	
						LA4629 filetype:pdf	
						LA4629 digital


				
	 



		 


	
		
Price & Availability of LA4629 
	[image: ]
	
			


	


	
			
		


				
	
				All Rights Reserved © 
				IC-ON-LINE 2003 - 2022  



	



	
			[Add Bookmark] [Contact 
				Us] [Link exchange] [Privacy policy]
	
				Mirror Sites :  [www.datasheet.hk]   
				[www.maxim4u.com]  [www.ic-on-line.cn] 
				[www.ic-on-line.com] [www.ic-on-line.net] 
				[www.alldatasheet.com.cn] 
				[www.gdcy.com] 
				[www.gdcy.net]





	




.
.
.
.
.




		 	We use cookies to deliver the best possible 
	web experience and assist with our advertising efforts. By continuing to use 
	this site, you consent to the use of cookies. For more information on 
	cookies, please take a look at our 
	Privacy Policy.	
	X




 
 






	
0.35222101211548















