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			 Related Part Number
	
					PART	Description	Maker
	MMBZ5221B MMBZ5235B MMBZ5250B MMBZ5243B MMBZ5252B 	100mA, Adjustable Output 1.2 to 37V, Voltage Regulator with &#177;4% tolerance, Ta = -40&#0176;C to  125&#0176;C ; Package: SOIC-8 Narrow Body; No of Pins: 8; Container: Tape and Reel; Qty per Container: 2500
Automotive Catalog Fast-Transient-Response 1.5-A Low-Drop Voltage Regulator 20-HTSSOP -40 to 125
500mA, Adjustable Output 1.2 to 37V, Voltage Regulator with &#177;4% tolerance, Ta = 0&#0176;C to  125&#0176;C; Package: DPAK 4 LEAD Single Gauge Surface Mount; No of Pins: 4; Container: Tape and Reel; Qty per Container: 2500
Small Signal Bias Resistor Transistor SOT-723 NPN 50V; Package: SOT-723 3 LEAD; No of Pins: 3; Container: Tape and Reel; Qty per Container: 8000
2-36V Dual Comparator, Ta = -40 to  105°C - Pb-free; Package: 8 LEAD PDIP; No of Pins: 8; Container: Rail; Qty per Container: 50
3-36V Quad Comparator, Ta = -25 to  85°C; Package: SOIC 14 LEAD; No of Pins: 14; Container: Tube; Qty per Container: 55
2-36V Dual Comparator, Ta = -25 to  85°C - Pb-free; Package: Micro8™; No of Pins: 8; Container: Tape and Reel; Qty per Container: 4000
SURFACE MOUNT SILICON ZENER DIODES
	PanJit International Inc.
PANJIT[Pan Jit International Inc.]
Pan Jit International I...

	BL-HY031 BL-HD031 BL-HE131 BL-HF031 BL-HG031 BL-HH	4-Bit Magnitude Comparator 16-SOIC -55 to 125 标准芯片LED节能
5V Dual 1-to-4 clock driver 20-SOIC
High Speed CMOS Logic 4-Bit Binary Ripple Counter 14-PDIP -55 to 125
STANDARD CHIP LED LAMPS
	Yellow Stone, Corp.
早安股份有限公司
YSTONE[Yellow Stone Corp]

	MMBZ5232BLT1G MMBZ5242BLT1G MMBZ5253BLT1 MMBZ5253B	2.5V &#177;1.5&#37;  Output Voltage 10uA-20mA Voltage Reference Diode; Package: SOIC-8 Narrow Body; No of Pins: 8; Container: Tape and Reel; Qty per Container: 2500
0.5A, Adjustable Output Voltage 1.23 to 37V, 52kHz Buck PWM Switiching Regulator; Package: SO-16 WB; No of Pins: 16; Container: Rail; Qty per Container: 47
2-36V Dual Comparator, Ta = -40 to  125°C - Pb-free; Package: 8 LEAD PDIP; No of Pins: 8; Container: Rail; Qty per Container: 50
3-36V Quad Comparator, Ta = -25 to  85°C; Package: PDIP-14; No of Pins: 14; Container: Rail; Qty per Container: 500
3-36V Quad Comparator, Ta = -25 to  85°C Pb-Free; Package: PDIP-14; No of Pins: 14; Container: Rail; Qty per Container: 500
3-36V Quad Comparator, Ta = -25 to  85°C Pb-Free; Package: TSSOP-14; No of Pins: 14; Container: Tape and Reel; Qty per Container: 2500
3-32V Quad Operational Amplifier, Ta= -25 to  85°C; Package: SOIC 14 LEAD; No of Pins: 14; Container: Rail; Qty per Container: 55
2-36V Dual Comparator, Ta= -40 to  125°C; Package: 8 LEAD PDIP; No of Pins: 8; Container: Rail; Qty per Container: 50
3-32V Quad Operational Amplifier, Ta= -25 to  85°C; Package: SOIC 14 LEAD; No of Pins: 14; Container: Tape and Reel; Qty per Container: 2500
3A, Adjustable Output Voltage 1.23 to 37V, 52kHz Buck PWM Switching Regulator; Package: TO-220 5 LEAD OFFSET; No of Pins: 5; Container: Rail; Qty per Container: 50 9.1 V, 0.225 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE, TO-236AB
1.2V  -2% Output Voltage 10uA-20mA Voltage Reference Diode; Package: SOIC-8 Narrow Body; No of Pins: 8; Container: Rail; Qty per Container: 98 33 V, 0.225 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE, TO-236AB
Zener Voltage Regulators 7.5 V, 0.225 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE, TO-236
Zener Voltage Regulators 15 V, 0.225 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE, TO-236
Zener Voltage Regulators 75 V, 0.225 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE, TO-236AB
Isolated Flyback Switching Regulator with 9V Output 9.1 V, 0.225 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE, TO-236AB
Bi-directional ESD protection in SOD-923; Package: SOD-923, 0.40 Max Height; No of Pins: 2; Container: Tape and Reel; Qty per Container: 8000 3.9 V, 0.225 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE, TO-236AB
500mA, Adjustable Output 1.2 to 37V, Voltage Regulator with &#177;4% tolerance, Ta = -40&#0176;C to  125&#0176;C; Package: DPAK 4 LEAD Single Gauge Surface Mount; No of Pins: 4; Container: Rail; Qty per Container: 75 稳压
Zener Voltage Regulators 8.7 V, 0.225 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE, TO-236
1.2V  /-1% Output Voltage 10uA-20mA Voltage Reference Diode; Package: TO-92 (TO-226) 5.33mm Body Height; No of Pins: 3; Container: Bag/Envelope; Qty per Container: 2000 10 V, 0.225 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE, TO-236AB
2-36V Dual Comparator, Ta = 0 to  70&#0176;C - Pb-free; Package: SOIC-8 Narrow Body; No of Pins: 8; Container: Rail; Qty per Container: 98 36 V, 0.225 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE, TO-236AB
Zener Voltage Regulators 5.6 V, 0.225 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE, TO-236AB
Zener Voltage Regulators 27 V, 0.225 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE, TO-236
Zener Voltage Regulators 51 V, 0.225 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE, TO-236
100mA, 5.0V or Adjustable Output 1.23 to 30V, , Low Power Low Dropout Voltage Regulator with Error Flag output ; Package: 8 LEAD PDIP; No of Pins: 8; Container: Rail; Qty per Container: 50
1.5A, Adjustable Output -1.2 to -37V, Negative Voltage Regulator with &#177;4% tolerance, Ta = -40&#0176;C to  125&#0176;C; Package: 3 LEAD D2PAK; No of Pins: 3; Container: Rail; Qty per Container: 50
1.2V  /-1%  Output Voltage 10uA-20mA Voltage Reference Diode; Package: TO-92 (TO-226) 5.33mm Body Height; No of Pins: 3; Container: Bag/Envelope; Qty per Container: 2000
	ONSEMI[ON Semiconductor]
Leshan Radio Company, Ltd.

	LTC1440CDDTRPBF LTC1440CDDPBF LTC1440IDDTRPBF LTC1	Ultralow Power Single/Dual Comparator with Reference; Package: DD PAK; No of Pins: 8; Temperature Range: 0&deg;C to  70&deg;C COMPARATOR, 10000 uV OFFSET-MAX, 14000 ns RESPONSE TIME, PDSO8
Ultralow Power Single/Dual Comparator with Reference; Package: DD PAK; No of Pins: 8; Temperature Range: -40&deg;C to  85&deg;C COMPARATOR, 10000 uV OFFSET-MAX, 14000 ns RESPONSE TIME, PDSO8
Ultralow Power Single/Dual Comparator with Reference; Package: SO; No of Pins: 8; Temperature Range: -40&deg;C to  85&deg;C
DUAL COMPARATOR, 10000 uV OFFSET-MAX, 5000 ns RESPONSE TIME, PDIP8
Ultralow Power Single/Dual Comparator with Reference; Package: MSOP; No of Pins: 8; Temperature Range: 0&deg;C to  70&deg;C
	Linear Technology, Corp.
LINEAR TECHNOLOGY CORP

	LT6700HS6-3PBF LT6700IDCB-3TRM LT6700CDCB-2TRM LT6	Micropower, Low Voltage, Dual Comparator with 400mV Reference; Package: SOT; No of Pins: 6; Temperature Range: -40&deg; to  125&deg;C DUAL COMPARATOR, 29000 ns RESPONSE TIME, PDSO6
Micropower, Low Voltage, Dual Comparator with 400mV Reference; Package: DFN; No of Pins: 6; Temperature Range: -40&deg;C to  85&deg;C DUAL COMPARATOR, 29000 ns RESPONSE TIME, PDSO6
Micropower, Low Voltage, Dual Comparator with 400mV Reference; Package: DFN; No of Pins: 6; Temperature Range: 0&deg;C to  70&deg;C DUAL COMPARATOR, 29000 ns RESPONSE TIME, PDSO6
Micropower, Low Voltage, Dual Comparator with 400mV Reference; Package: DFN; No of Pins: 6; Temperature Range: -40&deg; to  125&deg;C DUAL COMPARATOR, 29000 ns RESPONSE TIME, PDSO6
Micropower, Low Voltage, Dual Comparator with 400mV Reference; Package: SOT; No of Pins: 6; Temperature Range: 0&deg;C to  70&deg;C
	Linear Technology, Corp.
LINEAR TECHNOLOGY CORP

	MAX6416 MAX6418 MAX6412 MAX6413UK37-T MAX6413UK38-	330MHz, Low Power, Current Feedback Video Operational Amplifier with Output Disable; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-PDIP
" Low-Power, Single/Dual-Voltage ?P Reset Circuits with Capacitor-Adjustable Reset Timeout Delay"
Dual Long-Tailed Pair Transistor Array; Temperature Range: -40°C to 85°C; Package: 14-SOIC T&R
380MHz, SOT-23, Low Power Current Feedback Operational Amplifier; Temperature Range: -40°C to 85°C; Package: 8-SOIC T&R
12-Bit, 80 MSPS, High Speed Video D/A Converter; Temperature Range: 0&degC to 70°C; Package: 28-SOIC
Single 16 and 8, Differential 8-Channel and 4-Channel CMOS Analog MUXs with Active Overvoltage Protection; Temperature Range: -40°C to 85°C; Package: 28-SOIC
380MHz, SOT-23, Low Power Current Feedback Operational Amplifier; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-SOIC T&amp;R
Gilbert Cell UHF Transistor Array; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-SOIC T&amp;R
850MHz, Low Distortion Programmable Gain Buffer Amplifier; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-SOIC T&amp;R
330MHz, Low Power, Current Feedback Video Operational Amplifier; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-SOIC T&amp;R
10-Bit, 40MSPS A/D Converter with CMOS Outputs; Temperature Range: 0&degC to 70&deg;C; Package: 28-SOIC T&amp;R 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO5
8-Bit, 165/125/60MSPS, High Speed D/A Converter; Temperature Range: -40&deg;C to 85&deg;C; Package: 28-TSSOP T&amp;R 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO5
Complete, 12-Bit A/D Converters with Microprocessor Interface; Temperature Range: See Datasheet; Package: 28-PDIP 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO5
12-Bit, Low Cost, Monolithic D/A Converters; Temperature Range: 0&degC to 70&deg;C; Package: 24-PDIP 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO5
360MHz, Low Power, Video Operational Amplifier with Output Limiting; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-SOIC 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO5
Dual Long-Tailed Pair Transistor Array; Temperature Range: -40&deg;C to 85&deg;C; Package: 14-SOIC T&amp;R
	Maxim Integrated Products, Inc.
电源管理
MAXIM INTEGRATED PRODUCTS INC

	P6SMBJ13 P6SMBJ36 P6SMBJ90CA P6SMBJ P6SMBJ10 P6SMB	   SURFACE MOUNT TRANSIENT VOLTAGE SUPPRESSOR VOLTAGE-5.0-170Volts
2.5V / 3.3V ECL &#247;2, &#247;4, &#247;8 Clock Generation Chip; Package: SOIC 16 LEAD; No of Pins: 16; Container: Rail; Qty per Container: 48
3.3V / 5V ECL &#247;2 Divider; Package: TSSOP 8 3.0x3.0x0.95 mm; No of Pins: 8; Container: Rail; Qty per Container: 100 表面贴装瞬态电压抑制电 5.0 - 170Volts
5V ECL Quint 2-Input XOR/XNOR Gate; Package: 28 LEAD PLCC; No of Pins: 28; Container: Tape and Reel; Qty per Container: 500 表面贴装瞬态电压抑制电 5.0 - 170Volts
SURFACE MOUNT TRANSIENT VOLTAGE SUPPRESSOR VOLTAGE-5.0-170Volts 表面贴装瞬态电压抑制电 5.0 - 170Volts
3.3V ECL Dual 1:3 Fanout Buffer; Package: SOIC-20 WB; No of Pins: 20; Container: Tape and Reel; Qty per Container: 1000
5V ECL Quint 2-Input AND/NAND Gate; Package: 28 LEAD PLCC; No of Pins: 28; Container: Tape and Reel; Qty per Container: 500
3.3V ECL ÷2 Divider; Package: SOIC-8 Narrow Body; No of Pins: 8; Container: Tape and Reel; Qty per Container: 2500
5 V ECL 9-Bit Magnitude Comparator; Package: 28 LEAD PLCC; No of Pins: 28; Container: Tape and Reel; Qty per Container: 500
2.5V / 3.3V 1:5 Dual Differential ECL/PECL/HSTL Clock Driver; Package: 32 LEAD LQFP 7x7, 0.8P; No of Pins: 32; Container: Tray; Qty per Container: 250
BBG ECL MLTIPLXR 16CHAN; Package: 28 LEAD PLCC; No of Pins: 28; Container: Tape and Reel; Qty per Container: 500
5V ECL 1:2 Differential Fanout Buffer; Package: TSSOP 8 3.0x3.0x0.95 mm; No of Pins: 8; Container: Rail; Qty per Container: 100
5V ECL 2-Bit 8:1 Multiplexer; Package: 28 LEAD PLCC; No of Pins: 28; Container: Rail; Qty per Container: 37
3.3V ECL Differential Clock D Flip-Flop; Package: SOIC-8 Narrow Body; No of Pins: 8; Container: Rail; Qty per Container: 98
5V ECL 2-Input Differential AND/NAND; Package: TSSOP 8 3.0x3.0x0.95 mm; No of Pins: 8; Container: Rail; Qty per Container: 100
3.3V ECL Differential Clock D Flip-Flop; Package: TSSOP 8 3.0x3.0x0.95 mm; No of Pins: 8; Container: Rail; Qty per Container: 100
NECL OUTPUT TRANSLATOR; Package: SOIC-20 WB; No of Pins: 20; Container: Rail; Qty per Container: 38
BBG ECL COUNTER 8BIT; Package: 28 LEAD PLCC; No of Pins: 28; Container: Tape and Reel; Qty per Container: 500
	PanJit International, Inc.
Surge Components, Inc.
SURGE[Surge Components]
http://

	AD7507JN AD7507SE AD7507SD/883B AD7507SE/883B AD75	7ns, Low Power, Single Supply, Ground-Sensing Comparator; Package: MSOP; No of Pins: 8; Temperature Range: 0°C to  70°C
Dual 400MHz Current Feedback Amplifier; Package: SO; No of Pins: 8; Temperature Range: 0°C to  70°C
Dual 400MHz Current Feedback Amplifier; Package: MSOP; No of Pins: 8; Temperature Range: 0°C to  70°C
8-Channel Analog Multiplexer
Nanopower Precision Shunt Voltage Reference; Package: SO; No of Pins: 8; Temperature Range: 0°C to  70°C
Low Cost Dual and Triple 300MHz Current Feedback Amplifiers with Shutdown; Package: SO; No of Pins: 16; Temperature Range: 0°C to  70°C
Low Power 5V RS232 Dual Driver/Receiver with 0.1?μF Capacitors; Package: SO; No of Pins: 16; Temperature Range: -40?°C to  85?°C
RADIATION HARDENED HIGH EFFICIENCY, 5 AMP SWITCHING REGULATORS
Single 400MHz Current Feedback Amplifier; Package: SO; No of Pins: 8; Temperature Range: 0°C to  70°C
7ns, Low Power, Single Supply, Ground-Sensing Comparator; Package: MSOP; No of Pins: 8; Temperature Range: 0&deg;C to  70&deg;C 8通道模拟多路复用
	Analog Devices, Inc.

	AD689TQ/883B AD689SQ/883B 	Micropower Dual Comparator; Package: PDIP; No of Pins: 8; Temperature Range: 0°C to  70°C
Ultra Fast Precision 10ns Comparator; Package: PDIP; No of Pins: 8; Temperature Range: 0&deg;C to  70&deg;C 电压基准
	Analog Devices, Inc.

	P6SMBJ65 P6SMBJ7.0A P6SMBJ36 P6SMBJ13 P6SMBJ90A P6	   Surface Mount unidirectional and bidirectional Transient Voltage Suppressor Diodes
3.3V ECL Triple 2:1 Multiplexer; Package: SOIC-20 WB; No of Pins: 20; Container: Rail; Qty per Container: 38 600 W, UNIDIRECTIONAL, SILICON, TVS DIODE, DO-214AA
Surface Mount unidirectional and bidirectional Transient Voltage Suppressor Diodes 600 W, UNIDIRECTIONAL, SILICON, TVS DIODE, DO-214AA
3.3V Dual LVTTL/LVCMOS to Differential LVPECL Translator; Package: SOIC-8 Narrow Body; No of Pins: 8; Container: Rail; Qty per Container: 98 600 W, UNIDIRECTIONAL, SILICON, TVS DIODE, DO-214AA
3.3V Dual Differential LVPECL to LVTTL Translator; Package: SOIC-8 Narrow Body; No of Pins: 8; Container: Rail; Qty per Container: 98 600 W, UNIDIRECTIONAL, SILICON, TVS DIODE, DO-214AA
Replacement with:P6SMB6.5C/SM6T7V5C 置换P6SMB6.5C/SM6T7V5C
3.3V ECL Triple D-Type Flip-Flop with Set and Reset; Package: SOIC-20 WB; No of Pins: 20; Container: Tape and Reel; Qty per Container: 1000
3.3V / 5V ECL Dual Differential 2:1 Multiplexer; Package: SOIC-20 WB; No of Pins: 20; Container: Rail; Qty per Container: 38
3.3V ECL 1:5 Clock Distribution Chip (Pb-Free); Package: SOIC-20 WB; No of Pins: 20; Container: Rail; Qty per Container: 38
Replacement with:SMBJ8.5CA/SM6T10CA
Replacement with:P6SMB8.5C/SM6T10C
Replacement with:SMBJ8.5A/SM6T10A
5V ECL 2-Bit 8:1 Multiplexer; Package: 28 LEAD PLCC; No of Pins: 28; Container: Tape and Reel; Qty per Container: 500
Replacement with:SMBJ6.5A/SM6T7V5A
Replacement with:SMBJ6.5CA/SM6T7V5CA
NECL OUTPUT TRANSLATOR; Package: SOIC-20 WB; No of Pins: 20; Container: Tape and Reel; Qty per Container: 1000
BBG ECL GATE OR/NOR QUAD; Package: 28 LEAD PLCC; No of Pins: 28; Container: Rail; Qty per Container: 37
3.3V / 5V ECL &#247; 2 Divider; Package: DFN8 2.0x2.0x0.9mm, 0.5p; No of Pins: 8; Container: Tape and Reel; Qty per Container: 1000
	Intersil, Corp.
Diotec Semiconductor AG
DIOTEC[Diotec Semiconductor]
Diotec Elektronische

	BL-HW132A BL-HD032A BL-HS132A BL-HX132A BL-HA132 B	Yellow, 30 mA, standard chip LED lamp
Super red, 30 mA, standard chip LED lamp
STANDARD CHIP LED LAMPS
High Speed CMOS Logic 4-Bit Binary Ripple Counter 14-PDIP -55 to 125
4-Bit Magnitude Comparator 16-PDIP -55 to 125
1-Line to 10-Line Clock Driver With 3-State Outputs 24-SSOP 0 to 70
SWITCH
4-Bit Magnitude Comparator 16-SOIC -55 to 125 标准芯片LED节能
5V Dual 1-to-4 clock driver 20-SOIC 标准芯片LED节能
Soft orange, 30 mA, standard chip LED lamp
Pure green, 30 mA, standard chip LED lamp
	YSTONE[Yellow Stone Corp]
ETC
早安股份有限公司
Yellow Stone, Corp.

	LM393G-D08-T LM393G-S08-R LM393G-P08-R LM393-P08-R	DUAL DIFFERENTIAL COMPARATOR DUAL COMPARATOR, 5000 uV OFFSET-MAX, 1400 ns RESPONSE TIME, PDSO8
DUAL DIFFERENTIAL COMPARATOR DUAL COMPARATOR, 5000 uV OFFSET-MAX, 1400 ns RESPONSE TIME, DIP8
   DUAL DIFFERENTIAL COMPARATOR
	Unisonic Technologies Co., Ltd.
UNISONIC TECHNOLOGIES CO LTD
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