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			MAX3218 - 1レA Supply Current, 1.8V to 4.25V-Powered RS-232 Transceiver with AutoShutdown LINE TRANSCEIVER, PDSO20 1.8V to 4.25V-Powered RS-232 Transceiver with AutoShutdown(1.8~4.25V,自动关闭方式20kbps，RS-232收发 1&micro;A.8V.25V、RS-232收发器，带有AutoShutdown&#8482; 1uA Supply Current, 1.8V to 4.25V-Powered RS-232 Transceiver with AutoShutdown 1A Supply Current, 1.8V to 4.25V-Powered RS-232 Transceiver with AutoShutdown 1レA Supply Current, 1.8V to 4.25V-Powered RS-232 Transceiver with AutoShutdown⑩ 1µA, 1.8V to 4.25V RS-232 Transceiver with AutoShutdown™ 1A Supply Current / 1.8V to 4.25V-Powered RS-232 Transceiver with AutoShutdown 



		
			
					
						
						[image: MAX3218_47073.PDF Datasheet]



					
				
					 		
	Part No.	MAX3218 MAX3218CAP MAX3218CPP MAX3218EAP MAX3218EPP MAX3218C_D MAX3218C/D   

	Description	1レA Supply Current, 1.8V to 4.25V-Powered RS-232 Transceiver with AutoShutdown LINE TRANSCEIVER, PDSO20 
 1.8V to 4.25V-Powered RS-232 Transceiver with AutoShutdown(1.8~4.25V,自动关闭方式20kbps，RS-232收发 1&micro;A.8V.25V、RS-232收发器，带有AutoShutdown&#8482;
1uA Supply Current, 1.8V to 4.25V-Powered RS-232 Transceiver with AutoShutdown
1A Supply Current, 1.8V to 4.25V-Powered RS-232 Transceiver with AutoShutdown
1レA Supply Current, 1.8V to 4.25V-Powered RS-232 Transceiver with AutoShutdown⑩
1µA, 1.8V to 4.25V RS-232 Transceiver with AutoShutdown™
1A Supply Current / 1.8V to 4.25V-Powered RS-232 Transceiver with AutoShutdown
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						 Maxim Integrated Products, Inc. 
 MAXIM[Maxim Integrated Products]
MAXIM - Dallas Semiconductor
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			 Related Part Number
	
					PART	Description	Maker
	MAX3243 MAX3221EUE MAX3243EWI MAX3221CUE MAX322103	1&#181;A Supply-Current, True  3V to  5.5V RS-232 Transceivers with AutoShutdown LINE TRANSCEIVER, PDSO16
1レA Supply-Current, True  3V to  5.5V RS-232 Transceivers with AutoShutdown
1楼矛A Supply-Current, True  3V to  5.5V RS-232 Transceivers with AutoShutdown
1渭A Supply-Current, True  3V to  5.5V RS-232 Transceivers with AutoShutdown
1μA Supply-Current, True  3V to  5.5V RS-232 Transceivers with AutoShutdown
	Maxim Integrated Products, Inc.

	SST89C54-33-AC-NJ SST89C58-33-AC-NJ SST89C54-33-AI	Voltage Regulator IC; Output Current:150mA; Output Voltage:3.3V; Package/Case:5-SOT-23; Supply Voltage Max:6V; Current Rating:150mA; Leaded Process Compatible:No; Output Current Max:150mA; Output Voltage Max:3.3V
Linear Voltage Regulator IC; Output Current Max:150mA; Supply Voltage Max:6V; Package/Case:5-SOT-23; Current Rating:150mA; Leaded Process Compatible:No; Output Voltage Max:5V; Peak Reflow Compatible (260 C):No
Replaced by PT78ST133 : 3.3Vout 1.5A Wide Input Positive Step-Down ISR 3-SIP MODULE -40 to 85
Voltage Regulator IC; Output Current:150mA; Output Voltage:2.6V; Package/Case:5-SOT-23; Supply Voltage Max:6V; Current Rating:150mA; Leaded Process Compatible:No; Output Current Max:150mA; Output Voltage Max:2.6V
Linear Voltage Regulator IC; Package/Case:5-SOT-23; Current Rating:150mA; Leaded Process Compatible:No; Output Voltage Max:5V; Peak Reflow Compatible (260 C):No; Reel Quantity:3000; Voltage Regulator Type:Low Dropout (LDO) RoHS Compliant: No
Linear Voltage Regulator IC; Output Current Max:150mA; Supply Voltage Max:6V; Package/Case:5-SOT-23; Current Rating:150mA; Leaded Process Compatible:No; Output Voltage Max:2.85V; Peak Reflow Compatible (260 C):No
Linear Voltage Regulator IC; Output Current Max:150mA; Supply Voltage Max:6V; Package/Case:5-SOT-23; Current Rating:150mA; Leaded Process Compatible:No; Output Voltage Max:3V; Peak Reflow Compatible (260 C):No
Linear Voltage Regulator IC; Output Current Max:150mA; Supply Voltage Max:6V; Package/Case:5-SOT-23; Current Rating:150mA; Leaded Process Compatible:No; Output Voltage Max:1.8V; Peak Reflow Compatible (260 C):No
Voltage Regulator IC; Output Current:500mA; Output Voltage:1.215V; Package/Case:8-MLP33; Supply Voltage Max:6V; Current Rating:500mA; Leaded Process Compatible:No; Output Current Max:500mA; Output Voltage Max:1.215V
FlashFlex51 MCU FlashFlex51单片
	Silicon Storage Technology, Inc.
SILICON STORAGE TECHNOLOGY INC

	RN5VD30CA-TL RN5VD23CA-TR RN5VD19AC RN5VD47CA RN5V	Automotive Catalog Current Shunt Monitors -16-V to  80-V Common-Mode Range 5-SOT-23 -40 to 125
Enhanced Product Current Shunt Monitor -16 V To Plus80 V Common-Mode Range 5-SOT-23 -55 to 125
Automotive Catalog High-Side Measurement Current Shunt Monitor 8-TSSOP -40 to 125
Zero-Drift, Bi-directional Current/Power Monitor in SOT23 8-SOT-23 -25 to 85
BZ Series Standard Basic Switch, Single Pole Double Throw Circuitry, 15 A at 250 Vac, Overtravel Plunger Actuator, 3,61 N - 5,28 N [13 oz - 19 oz] Operating Force, Silver Contacts, Screw Termination, CE, CSA, DEMKO
VOLTAGE DETECTOR WITH OUTPUT DELAY 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO5
CA-BAYONET 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO5
RES 39 OHM 1/10W 5% 0603 SMD 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO5
COAX T CONN BNC F-M-F 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO5
1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO5 PLASTIC, SOT-23, 5 PIN
High-Side Measurement Current-Shunt Monitor with Dual Comparators 10-MSOP -40 to 125 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO5
High-Side Measurement Current-Shunt Monitor with Dual Comparators 14-SOIC -40 to 125 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO5
Precision, Low Power, G = 10, 100 Instrumentation Amplifier 8-SOIC 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO5
	RICOH electronics devices division
Ricoh Co., Ltd.
RICOH COMPANY LTD
RICOH electronics devices d...
RICOH electronics devic...

	MC14538B MC14538BD MC14538BDR2 MC14538BDT MC14538B	UltraLow-Supply Current/Supply-Voltage Supervisory Circuit 6-SOT-23 -40 to 85
Dual Precision Retiggerable/Resettable Monostable Multivibrator
	ONSEMI[ON Semiconductor]

	MAX810SN293D2T1G MAX809SN293D1T1G MAX810SN293D3T1G	Rectifier Diodes; Mounting style: Surface mount; Package size: 2.9x1.6(t=1.0); Number of terminal: 5; Application: General Purpose Rectifier Diodes; Repetitive peak reverse voltage VRM(V): 400; Average rectified forward current IO(A): 0.5;
Very Low Supply Current 3&#8722;Pin Microprocessor Reset Monitors 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3
	ON Semiconductor

	LT6210CS6 LT6211IMS LT6210 LT6210IS6 LT6211 LT6211	Single/Dual Programmable Supply Current, R-R Output, Current Feedback Amplifiers 1 CHANNEL, VIDEO AMPLIFIER, PDSO6
	Linear Technology, Corp.
LINER[Linear Technology]

	145406 MC145406SD 	Driver/Receiver(EIA 232-E and CCITT V.28(Formerly RS-232-D)
UltraLow-Supply Current/Supply-Voltage Supervisory Circuits 6-SOT-23 -40 to 85
	Motorola, Inc.

	M29F040 M295V040-120N6R M295V040-120XK6R M295V040-	Excalibur Low-Noise High-Speed JFET-Input Dual Operational Amplifier 8-SOIC
JFET-Input Low Power High Drive Quad Operational Amplifier 14-CFP -55 to 125
JFET-Input Low Power High Drive Quad Operational Amplifier 14-SOIC 4兆位512KB的8，统一座单电源闪存
JFET-Input High Speed Low Noise Single Operational Amplifier 8-CDIP -55 to 125 4兆位512KB的8，统一座单电源闪存
Switch Mode Power Supply; Series:ZWS; Output Voltage:48VDC; Output Power Max:302.4W; Output Current:6.3A; Number of Outputs:1; Approval Bodies:UL, CSA, CE; Input Current Max:4A; Input Current Min:2A; Supply Voltage Max:265VAC 4兆位512KB的8，统一座单电源闪存
Switch Mode Power Supply; Series:ZWS; Output Voltage:36VDC; Output Power Max:302.4W; Output Current:8.4A; Number of Outputs:1; Leaded Process Compatible:No; Approval Bodies:UL, CSA, CE; Input Current Max:4A; Input Current Min:2A 4兆位512KB的8，统一座单电源闪存
Excalibur Low-Noise High-Speed JFET-Input Operational Amplifier 8-SOIC 4兆位512KB的8，统一座单电源闪存
Switch Mode Power Supply; Series:ZWS; Output Voltage:12VDC; Output Power Max:15W; Output Current:1.25A; Number of Outputs:1; Supply Voltage Max:265VAC; Supply Voltage Min:85VAC 4兆位512KB的8，统一座单电源闪存
JFET-Input Low Power High Drive Quad Operational Amplifier 14-CDIP -55 to 125 4兆位512KB的8，统一座单电源闪存
4 Mbit 512Kb x8, Uniform Block Single Supply Flash Memory 4兆位512KB的8，统一座单电源闪存
Switch Mode Power Supply; Series:ZWS; Output Voltage:24VDC; Output Power Max:300W; Output Current:12.5A; Number of Outputs:1; Approval Bodies:UL, CSA, CE; Input Current Max:4A; Input Current Min:2A; Supply Voltage Max:265VAC
Switch Mode Power Supply; Series:ZWS; Output Voltage:48VDC; Output Power Max:206.4W; Output Current:4.3A; Number of Outputs:1; Approval Bodies:UL, CSA, CE; Input Current Max:2.8A; Input Current Min:1.4A; Supply Voltage Max:265VAC
PSU, OPEN FRAME, 150W, 12V; Voltage, output:12V; Current, output:12.5A; Power rating:150W; Voltage, supply min:85V; Voltage, supply max:265V; Length / Height, external:40mm; Width, external:75mm; Depth, external:222mm; Frequency, RoHS Compliant: Yes
Switch Mode Power Supply; Series:ZWS; Output Voltage:24VDC; Output Power Max:201.6W; Output Current:8.4A; Number of Outputs:1; Approval Bodies:UL, CSA, CE; Input Current Max:2.8A; Input Current Min:1.4A; Supply Voltage Max:265VAC
POWER SUPPLY, 150 WATTS
Switch Mode Power Supply; Series:ZWS; Output Voltage:36VDC; Output Power Max:201.6W; Output Current:5.6A; Number of Outputs:1; Approval Bodies:UL, CSA, CE; Input Current Max:2.8A; Input Current Min:1.4A; Supply Voltage Max:265VAC
JFET-Input Low Power High Drive Quad Operational Amplifier 20-LCCC -55 to 125
4 Mbit 512Kb x8 / Uniform Block Single Supply Flash Memory
	STMicroelectronics N.V.
意法半导
ST Microelectronics

	GS100502 	Geartooth Hall Effect Sensor; Supply Voltage Max:24VDC; Supply Voltage Min:4.5VDC; Supply Current Max:6mA; Sensor Terminals:Wire Leads; Leaded Process Compatible:No; Output Type:Sink; Peak Reflow Compatible (260 C):No RoHS Compliant: Yes
	THE CHERRY CORP

	CA5420A CA5420AM FN1925 A5420A 	0.5MHz, Low Supply Voltage, Low Input Current BiMOS Operational Amplifiers(0.5MHz????垫??靛????杈???垫?杩???惧ぇ??
0.5MHz/ Low Supply Voltage/ Low Input Current BiMOS Operational Amplifiers
From old datasheet system
Op Amp, BiMOS, Low Supply Voltage, Low Input Current, 0.5MHz, V to 0V Supply Voltage
	INTERSIL[Intersil Corporation]

	AM91L50-20LC AM91L50-20LCB AM91L50-25DC AM91L50-25	1024 x 4 High-Speed Static R/W RAM
Standard Thick Film Chip Resistor: 10 ohms through 1 megohm, 1 %, 100 ppm, .100 W
External Plug-In Power Supply; Series:FW18; Output Voltage:18V; Output Power Max:18W; Output Current:1A; No. of Outputs:1; Input Current:1.00A; Leaded Process Compatible:Yes; Size:85x 33 x 50 mm; Supply Voltage Max:240VAC RoHS Compliant: Yes
External Plug-In Power Supply; Series:FW18; Output Voltage:12V; Output Power Max:18W; Output Current:1.5A; No. of Outputs:1; Input Current:1.50A; Leaded Process Compatible:Yes; Size:85x 33 x 50 mm; Supply Voltage Max:240VAC RoHS Compliant: Yes
External Plug-In Power Supply; Series:FW18; Output Voltage:18V; Output Power Max:18W; Output Current:1A; No. of Outputs:1; Input Current:1.00A; Size:85x 33 x 50 mm; Supply Voltage Max:240VAC; Supply Voltage Min:100VAC RoHS Compliant: Yes
External Plug-In Power Supply; Series:FW18; Output Voltage:24V; Output Power Max:18W; Output Current:0.75A; No. of Outputs:1; Input Current:0.75A; Size:85x 33 x 50 mm; Supply Voltage Max:240VAC; Supply Voltage Min:100VAC RoHS Compliant: Yes
1024x4 High-Speed Static R/W RAM 1K X 4 STANDARD SRAM, 45 ns, CDIP24
1024x4 High-Speed Static R/W RAM 1K X 4 STANDARD SRAM, 45 ns, CQCC28
1024x4 High-Speed Static R/W RAM 1K X 4 STANDARD SRAM, 35 ns, CDIP24
1024x4 High-Speed Static R/W RAM 1K X 4 STANDARD SRAM, 35 ns, CQCC28
1024x4 High-Speed Static R/W RAM 1024x4高速静电读/写内
1024x4 High-Speed Static R/W RAM 1K X 4 STANDARD SRAM, 25 ns, CDIP24
	AMD[Advanced Micro Devices]
Advanced Micro Devices, Inc.
ADVANCED MICRO DEVICES INC
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