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			 Related Part Number
	
					PART	Description	Maker
	ATV06B141J-G ATV06B141JB-G ATV06B510J-G ATV06B510J	Transient Voltage Suppressor (TVS), P&ltsub&gtPPM</sub>=600Watts, V&ltsub&gtRWM</sub>=140V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=600Watts, V-RWM=51V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=600Watts, V-RWM=58V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=600Watts, V-RWM=54V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=600Watts, V-RWM=5V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=600Watts, V-RWM=78V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=600Watts, V-RWM=45V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=600Watts, V-RWM=85V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=600Watts, V-RWM=10V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=600Watts, V-RWM=100V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=600Watts, V-RWM=11V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=600Watts, V-RWM=110V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=600Watts, V-RWM=12V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=600Watts, V-RWM=43V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=600Watts, V-RWM=70V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=600Watts, V-RWM=75V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=600Watts, V-RWM=7V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=600Watts, V-RWM=7.5V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=600Watts, V-RWM=440V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=600Watts, V-RWM=6V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=600Watts, V-RWM=6.5V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=600Watts, V-RWM=350V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=600Watts, V-RWM=300V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=600Watts, V-RWM=30V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=600Watts, V-RWM=36V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=600Watts, V-RWM=19V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=600Watts, V-RWM=60V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=600Watts, V-RWM=8.5V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=600Watts, V-RWM=8V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=600Watts, V-RWM=9V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=600Watts, V-RWM=400V, Tolerance=5%
	Comchip Technology

	IN5179 IN4829 IN4830 1N5179 IN4453 MZ2361 1N4156 1	STABISTORS Also, Tight Tolerance STABISTORS此外，紧公差
STABISTORS Also, Tight Tolerance SILICON, STABISTOR DIODE, DO-35
IC,LIN,CMOS,SOP,CODEC,24PIN, STABISTORS此外，紧公差
IC, CMOS, SNG CHAN CODEC, SMD SSOP-20 PKG STABISTORS此外，紧公差
IC/53C318165  D  1MW 70 MP U9S
(MPD100 - MPD400) STABISTORS Also / Tight Tolerance
STABISTORS Also/ Tight Tolerance
AXIAL LEAD DIODES
STABISTORS Also Tight Tolerance
	Microsemi, Corp.
MICROSEMI[Microsemi Corporation]

	1M110ZS10 1M120ZS10 1M130ZS10 1M150ZS10 1M160ZS10 	1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 4.3 V.  -1% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 4.7 V.  -5% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 4.3 V.  -5% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 3.9 V.  -2% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 3.6 V.  -1% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 3.3 V.  -2% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 3.3 V.  -1% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 200 V. 2% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 160 V. 1% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 130 V. 2% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 180 V. 2% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 150 V. 1% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 110 V. 1% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 160 V. 5% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 130 V. 5% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 120 V. 5% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 120 V. 2% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 120 V. 1% tolerance.
1.0 WATT SURMETIC 30 SILICON ZENER DIODES
4 PR #24 DATATWIST PVC
1701A CMP 4BP24 BK 1000F REELEX
1701A CMP 4BP24 GY 1000F SP 1.0瓦SURMETIC 30硅稳压二极管
Low Current Operation at 250 ，Low Reverse Leakage,Low Noise Zener Diode 250 的低电流运算，低反向泄露，低噪声稳压二极
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 110 V. 5% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 150 V. 5% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 200 V. 5% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 180 V. 5% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 130 V. 1% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 110 V. 2% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 160 V. 2% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 200 V. 1% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 150 V. 2% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 180 V. 1% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 3.3 V.  -5% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 3.6 V.  -2% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 3.9 V.  -5% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 3.9 V.  -1% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 4.3 V.  -2% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 4.7 V.  -2% tolerance.
	MOTOROLA[Motorola, Inc]
MOTOROLA[Motorola Inc]
Motorola, Inc.
Motorola Mobility Holdings, Inc.

	ATV04A360J-HF ATV04A360JB-HF ATV04A580J-HF ATV04A5	Halogen Free Transient Voltage Suppressor (TVS) Diodes, P&ltsub&gtPPM</sub>=400Watts, V&ltsub&gtRWM</sub>=36V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=400Watts, V-RWM=58V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=400Watts, V-RWM=7V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=400Watts, V-RWM=7.5V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=400Watts, V-RWM=5V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=400Watts, V-RWM=140V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=400Watts, V-RWM=110V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=400Watts, V-RWM=8.5V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=400Watts, V-RWM=8V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=400Watts, V-RWM=130V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=400Watts, V-RWM=33V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=400Watts, V-RWM=30V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=400Watts, V-RWM=300V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=400Watts, V-RWM=78V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=400Watts, V-RWM=10V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=400Watts, V-RWM=12V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=400Watts, V-RWM=60V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=400Watts, V-RWM=64V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=400Watts, V-RWM=6.5V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=400Watts, V-RWM=6V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=400Watts, V-RWM=16V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=400Watts, V-RWM=17V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=400Watts, V-RWM=18V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=400Watts, V-RWM=20V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=400Watts, V-RWM=51V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=400Watts, V-RWM=54V, Tolerance=5%
	Comchip Technology

	ATV50C101JB-G ATV50C110J-G ATV50C110JB-G ATV50C111	Transient Voltage Suppressor (TVS), P-PPM=5000Watts, V-RWM=100V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=5000Watts, V-RWM=11V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=5000Watts, V-RWM=110V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=5000Watts, V-RWM=12V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=5000Watts, V-RWM=120V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=5000Watts, V-RWM=60V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=5000Watts, V-RWM=75V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=5000Watts, V-RWM=70V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=5000Watts, V-RWM=78V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=5000Watts, V-RWM=40V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=5000Watts, V-RWM=130V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=5000Watts, V-RWM=13V, Tolerance=5%
	Comchip Technology

	UHE0J152 UHE0J153 UHE0J122 UHE0J183 UHE0J182 UHE0J	16V 200 mW SOD-923 Zener 2% Tolerance
16V 200 mW SOD-923 Zener 5% Tolerance
15V 200 mW SOD-923 Zener 5% Tolerance
18V 200 mW SOD-923 Zener 5% Tolerance
18V 200 mW SOD-923 Zener 2% Tolerance
24V 200 mW SOD-923 Zener 5% Tolerance
2.7V 200 mW SOD-923 Zener 2% Tolerance 铝电解电容器
20V 200 mW SOD-923 Zener 5% Tolerance 铝电解电容器
3.9V 200 mW SOD-923 Zener 2% Tolerance 铝电解电容器
3.3V 200 mW SOD-923 Zener 2% Tolerance
	Nichicon Corporation
Nichicon, Corp.

	DS1249W DS1249W-150-IND DS1249W-100 DS1249W-100-IN	3.3V 2048kb Nonvolatile SRAM 3.3V2048kb非易失SRAM
CAPACITOR, CLASS Y2 33NFCAPACITOR, CLASS Y2 33NF; Capacitance:33nF; Voltage rating, AC:250V; Voltage rating, DC:2500V; Capacitor dielectric type:Polypropylene; Series:B81122; Tolerance,  :20%; Tolerance, -:20%; Temp, op. 3.3 2048kb非易失SRAM
CAPACITOR, CLASS Y2 27NFCAPACITOR, CLASS Y2 27NF; Capacitance:27nF; Voltage rating, AC:250V; Voltage rating, DC:2500V; Capacitor dielectric type:Polypropylene; Series:B81122; Tolerance,  :20%; Tolerance, -:20%; Temp, op.
CAPACITOR, CLASS Y2 330NFCAPACITOR, CLASS Y2 330NF; Capacitance:330nF; Voltage rating, AC:250V; Voltage rating, DC:2500V; Capacitor dielectric type:Polypropylene; Series:B81122; Tolerance,  :20%; Tolerance, -:20%; Temp, op.
3.3V 2048k Nonvolatile SRAM
	Dallas Semiconducotr
DALLAS[Dallas Semiconductor]
MAXIM - Dallas Semiconductor

	PM50RVA120 	CAP ARRAY, 4 X 3300PF 50V 0612X7RCAP ARRAY, 4 X 3300PF 50V 0612X7R; CAPACITANCE:3.3NF; VOLTAGE RATING, DC:50V; CAPACITOR DIELECTRIC TYPE:CERAMIC MULTI-LAYER; SERIES:W3A; TOLERANCE, :10%; TOLERANCE, -:10%; TEMP, OP. MAX:125(DEGREE RoHS Compliant: Yes
FLAT-BASE TYPE INSULATED PACKAGE
	Mitsubishi Electric Corporation
MITSUBISHI[Mitsubishi Electric Semiconductor]

	M28W320EBB85ZB1T M28W320EBT85N1T M28W320EBB85N1T M	Voltage regulator double diodes - Configuration: dual c.a. ; IF max: 200 mA; Ptot: 350 mW; PZSM: 40 W; Tolerance  /- %: appr. 5% ; VZ max.: 12.7 V; VZ min.: 11.4 V; VZ nom: 12 V
surface mount silicon Zener diodes
Voltage regulator double diodes - Configuration: dual c.a. ; IF max: 200 mA; Ptot: 350 mW; PZSM: 40 W; Tolerance  /- %: appr. 5% ; VZ max.: 15.6 V; VZ min.: 13.8 V; VZ nom: 15 V
Voltage regulator double diodes - Configuration: dual c.a. ; IF max: 200 mA; Ptot: 350 mW; PZSM: 40 W; Tolerance  /- %: appr. 5% ; VZ max.: 11.6 V; VZ min.: 10.4 V; VZ nom: 11 V
Voltage regulator double diodes - Configuration: dual c.a. ; IF max: 200 mA; Ptot: 350 mW; PZSM: 40 W; Tolerance  /- %: appr. 5% ; VZ max.: 10.6 V; VZ min.: 9.4 V; VZ nom: 10 V
Voltage regulator double diodes - Configuration: dual c.a. ; IF max: 200 mA; Ptot: 350 mW; PZSM: 40 W; Tolerance  /- %: appr. 5% ; VZ max.: 3.5 V; VZ min.: 3.1 V; VZ nom: 3.3 V
Voltage regulator double diodes - Configuration: dual c.a. ; IF max: 200 mA; Ptot: 350 mW; PZSM: 40 W; Tolerance  /- %: appr. 5% ; VZ max.: 14.1 V; VZ min.: 12.4 V; VZ nom: 13 V
Voltage regulator double diodes - Configuration: dual c.a. ; IF max: 200 mA; Ptot: 350 mW; PZSM: 40 W; Tolerance  /- %: appr. 5% ; VZ max.: 2.6 V; VZ min.: 2.2 V; VZ nom: 2.4 V
Voltage regulator double diodes - Configuration: dual c.a. ; IF max: 200 mA; Ptot: 350 mW; PZSM: 40 W; Tolerance  /- %: appr. 5% ; VZ max.: 2.9 V; VZ min.: 2.5 V; VZ nom: 2.7 V
Voltage regulator double diodes - Configuration: dual c.a. ; IF max: 200 mA; Ptot: 350 mW; PZSM: 40 W; Tolerance  /- %: appr. 5% ; VZ max.: 3.2 V; VZ min.: 2.8 V; VZ nom: 3 V
32 Mbit (2Mb x16, Boot Block) 3V Supply Flash Memory 32兆位（处理器x16插槽，引导块V电源快闪记忆
	意法半导
STMicroelectronics N.V.

	28LV010RPDE-25 28LV010RT1DE-25 28LV010RT2DE-25 28L	   3.3V 1 Megabit (128K x 8-Bit) EEPROM
3.3V 1 Megabit (128K x 8-Bit) EEPROM 128K X 8 EEPROM 3V, 200 ns, DFP32
3.3V 1 Megabit (128K x 8-Bit) EEPROM 128K X 8 EEPROM 3V, 200 ns, DIP32
3.3V 1 Megabit (128K x 8-Bit) EEPROM 3.3V兆位28K的8位）的EEPROM
CAP-ARR 200PF X4 100V 10% NP0(C0G) SMD-0508 PLATED-NI/SN TR-7 1K/REEL
CAP ARRAY, 2 X 10NF 50V 0508X7RCAP ARRAY, 2 X 10NF 50V 0508X7R; Capacitance:10nF; Voltage rating, DC:50V; Capacitor dielectric type:Ceramic Multi-Layer; Series:W2A; Tolerance,  :10%; Tolerance, -:10%; Temp, op. max:125(degree C);
CAP ARRAY, 2 X 22NF 16V 0405X5RCAP ARRAY, 2 X 22NF 16V 0405X5R; Capacitance:22nF; Voltage rating, DC:16V; Capacitor dielectric type:Ceramic Multi-Layer; Series:W1A; Tolerance,  :20%; Tolerance, -:20%; Temp, op. max:85(degree C);
CAP ARRAY, 2 X 15PF 50V 0405NPOCAP ARRAY, 2 X 15PF 50V 0405NPO; Capacitance:0.015nF; Voltage rating, DC:50V; Capacitor dielectric type:Ceramic Multi-Layer; Series:W1A; Tolerance,  :10%; Tolerance, -:10%; Temp, op. max:125(degree C);
CAP ARRAY, 2 X 680PF 50V 0405NPOCAP ARRAY, 2 X 680PF 50V 0405NPO; Capacitance:0.68nF; Voltage rating, DC:50V; Capacitor dielectric type:Ceramic Multi-Layer; Series:W1A; Tolerance,  :10%; Tolerance, -:10%; Temp, op. max:125(degree C);
CAP ARRAY, 4 X 100PF 50V 0508NPOCAP ARRAY, 4 X 100PF 50V 0508NPO; Capacitance:0.1nF; Voltage rating, DC:50V; Capacitor dielectric type:Ceramic Multi-Layer; Series:W2A; Tolerance,  :10%; Tolerance, -:10%; Temp, op. max:125(degree C);
CAP ARRAY, 2 X 10NF 16V 0405X7RCAP ARRAY, 2 X 10NF 16V 0405X7R; Capacitance:10nF; Voltage rating, DC:16V; Capacitor dielectric type:Ceramic Multi-Layer; Series:W1A; Tolerance,  :20%; Tolerance, -:20%; Temp, op. max:125(degree C);
Ceramic Capacitor Array; Capacitor Type:Chip Array; Capacitance:22pF; Capacitance Tolerance: /- 10%; Voltage Rating:50VDC; Capacitor Dielectric Material:Multilayer Ceramic; Package/Case:0405; Termination:SMD RoHS Compliant: Yes
CAP ARRAY, 2 X 1000PF 50V 0405X7RCAP ARRAY, 2 X 1000PF 50V 0405X7R; Capacitance:1nF; Voltage rating, DC:50V; Capacitor dielectric type:Ceramic Multi-Layer; Series:W1A; Tolerance,  :10%; Tolerance, -:10%; Temp, op. max:125(degree C);
	Maxwell Technologies, Inc

	Y0020100M250T0L Y0020100R250T0L Y0021100K250T0L Y0	Bulk Metal㈢ Foil Technology Industrial Precision Resistors with TCR of 【 4 ppm/∑C and Tolerance of 【 0.01 %
Bulk Metal? Foil Technology Industrial Precision Resistors with TCR of ± 4 ppm/°C and Tolerance of ± 0.01 %
Bulk Metal庐 Foil Technology Industrial Precision Resistors with TCR of 卤 4 ppm/掳C and Tolerance of 卤 0.01 %
Bulk Metal垄莽 Foil Technology Industrial Precision Resistors with TCR of 隆戮 4 ppm/隆?C and Tolerance of 隆戮 0.01 %
	Vishay Siliconix

	P6KE380A-G P6KE520CA-G P6KE33CA-G P6KE82CA-G P6KE1	Transient Voltage Suppressor (TVS) Axial Lead, P&ltsub&gtPPM</sub>=600Watts, V&ltsub&gtRWM</sub>=324.9V, Tolerance=5%
Transient Voltage Suppressor (TVS) Axial Lead, P&ltsub&gtPPM</sub>=600Watts, V&ltsub&gtRWM</sub>=444.6V, Tolerance=5%
Transient Voltage Suppressor (TVS) Axial Lead, P&ltsub&gtPPM</sub>=600Watts, V&ltsub&gtRWM</sub>=28.2V, Tolerance=5%
Transient Voltage Suppressor (TVS) Axial Lead, P&ltsub&gtPPM</sub>=600Watts, V&ltsub&gtRWM</sub>=70.1V, Tolerance=5%
Transient Voltage Suppressor (TVS) Axial Lead, P&ltsub&gtPPM</sub>=600Watts, V&ltsub&gtRWM</sub>=128V, Tolerance=5%
Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=600Watts, V-RWM=77.8V, Tolerance=5%
	Comchip Technology
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