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			CY2309ZI-1 - LOW-COST 3.3V ZERO DELAY BUFFER 2309 SERIES, PLL BASED CLOCK DRIVER, 8 TRUE OUTPUT(S), 0 INVERTED OUTPUT(S), PDSO16 LOW-COST 3.3V ZERO DELAY BUFFER 2305 SERIES, PLL BASED CLOCK DRIVER, 8 TRUE OUTPUT(S), 0 INVERTED OUTPUT(S), PDSO8 RF Coaxial Connector Adapter; Convert From:SMA Jack; Convert To:1.0/2.3 Jack; Body Style:Straight Adapter, Jack-Jack RoHS Compliant: Yes 2309 SERIES, PLL BASED CLOCK DRIVER, 8 TRUE OUTPUT(S), 0 INVERTED OUTPUT(S), PDSO16 RF Coaxial Connector Adapter; Convert From:SMA Plug; Convert To:1.0/2.3 Plug; Body Style:Straight Adapter, Plug-Plug RoHS Compliant: Yes 2309 SERIES, PLL BASED CLOCK DRIVER, 8 TRUE OUTPUT(S), 0 INVERTED OUTPUT(S), PDSO16 RF/Coaxial Connector; RF Coax Type:UHF; Contact Termination:Solder; Body Style:Straight Bulkhead Receptacle; Body Plating:Nickel RoHS Compliant: Yes 2309 SERIES, PLL BASED CLOCK DRIVER, 8 TRUE OUTPUT(S), 0 INVERTED OUTPUT(S), PDSO16 LOW-COST 3.3V ZERO DELAY BUFFER 2305 SERIES, PLL BASED CLOCK DRIVER, 4 TRUE OUTPUT(S), 0 INVERTED OUTPUT(S), PDSO8 RF Coaxial Connector Adapter; Body Plating:Passivated Steel; Body Style:Straight Adapter, Plug-Plug RoHS Compliant: Yes 2309 SERIES, PLL BASED CLOCK DRIVER, 8 TRUE OUTPUT(S), 0 INVERTED OUTPUT(S), PDSO16 



		
			
					
						
						[image: CY2309ZI-1_255754.PDF Datasheet]



					
				
					 		
	Part No.	CY2309ZI-1 CY2309SC-1 CY2309SC-1H CY2309SC-1HT CY2309SC-1T CY2305SC-1H CY2309ZC-1H CY2309SI-1H CY2309SI-1T CY2309SI-1 CY2305SI-1 CY2305SI-1H CY2305SI-1T CY2305SC-1T CY2305SC-1HT CY2305SI-1HT CY2309ZI-1HT CY2305 CY2305SC-1 CY2305ZC-1 CY2305ZC-1T CY2309 CY2309SI-1HT CY2309ZC-1HT CY2309ZI-1H   

	Description	LOW-COST 3.3V ZERO DELAY BUFFER 2309 SERIES, PLL BASED CLOCK DRIVER, 8 TRUE OUTPUT(S), 0 INVERTED OUTPUT(S), PDSO16 
 LOW-COST 3.3V ZERO DELAY BUFFER 2305 SERIES, PLL BASED CLOCK DRIVER, 8 TRUE OUTPUT(S), 0 INVERTED OUTPUT(S), PDSO8
RF Coaxial Connector Adapter; Convert From:SMA Jack; Convert To:1.0/2.3 Jack; Body Style:Straight Adapter, Jack-Jack RoHS Compliant: Yes 2309 SERIES, PLL BASED CLOCK DRIVER, 8 TRUE OUTPUT(S), 0 INVERTED OUTPUT(S), PDSO16
RF Coaxial Connector Adapter; Convert From:SMA Plug; Convert To:1.0/2.3 Plug; Body Style:Straight Adapter, Plug-Plug RoHS Compliant: Yes 2309 SERIES, PLL BASED CLOCK DRIVER, 8 TRUE OUTPUT(S), 0 INVERTED OUTPUT(S), PDSO16
RF/Coaxial Connector; RF Coax Type:UHF; Contact Termination:Solder; Body Style:Straight Bulkhead Receptacle; Body Plating:Nickel RoHS Compliant: Yes 2309 SERIES, PLL BASED CLOCK DRIVER, 8 TRUE OUTPUT(S), 0 INVERTED OUTPUT(S), PDSO16
LOW-COST 3.3V ZERO DELAY BUFFER 2305 SERIES, PLL BASED CLOCK DRIVER, 4 TRUE OUTPUT(S), 0 INVERTED OUTPUT(S), PDSO8
RF Coaxial Connector Adapter; Body Plating:Passivated Steel; Body Style:Straight Adapter, Plug-Plug RoHS Compliant: Yes 2309 SERIES, PLL BASED CLOCK DRIVER, 8 TRUE OUTPUT(S), 0 INVERTED OUTPUT(S), PDSO16
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						Maker	
						

						 Cypress Semiconductor, Corp. 
 Cypress Semiconductor Corp.
CYPRESS[Cypress Semiconductor]
 
						










	
						
						









				
				

						
							[image: ][image: ]	
								
									JITONG 
									TECHNOLOGY 

									(CHINA HK & SZ)

									Datasheet.hk's Sponsor

	Part: CY2309ZI-1H
	Maker: CY
	Pack: TSOP
	Stock: Reserved
	Unit price 
									for :
	    
									50: $0.28
	  
									100: $0.26
	1000: 
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 			 Full text search : LOW-COST 3.3V ZERO DELAY BUFFER 2309 SERIES, PLL BASED CLOCK DRIVER, 8 TRUE OUTPUT(S), 0 INVERTED OUTPUT(S), PDSO16 LOW-COST 3.3V ZERO DELAY BUFFER 2305 SERIES, PLL BASED CLOCK DRIVER, 8 TRUE OUTPUT(S), 0 INVERTED OUTPUT(S), PDSO8 RF Coaxial Connector Adapter; Convert From:SMA Jack; Convert To:1.0/2.3 Jack; Body Style:Straight Adapter, Jack-Jack RoHS Compliant: Yes 2309 SERIES, PLL BASED CLOCK DRIVER, 8 TRUE OUTPUT(S), 0 INVERTED OUTPUT(S), PDSO16 RF Coaxial Connector Adapter; Convert From:SMA Plug; Convert To:1.0/2.3 Plug; Body Style:Straight Adapter, Plug-Plug RoHS Compliant: Yes 2309 SERIES, PLL BASED CLOCK DRIVER, 8 TRUE OUTPUT(S), 0 INVERTED OUTPUT(S), PDSO16 RF/Coaxial Connector; RF Coax Type:UHF; Contact Termination:Solder; Body Style:Straight Bulkhead Receptacle; Body Plating:Nickel RoHS Compliant: Yes 2309 SERIES, PLL BASED CLOCK DRIVER, 8 TRUE OUTPUT(S), 0 INVERTED OUTPUT(S), PDSO16 LOW-COST 3.3V ZERO DELAY BUFFER 2305 SERIES, PLL BASED CLOCK DRIVER, 4 TRUE OUTPUT(S), 0 INVERTED OUTPUT(S), PDSO8 RF Coaxial Connector Adapter; Body Plating:Passivated Steel; Body Style:Straight Adapter, Plug-Plug RoHS Compliant: Yes 2309 SERIES, PLL BASED CLOCK DRIVER, 8 TRUE OUTPUT(S), 0 INVERTED OUTPUT(S), PDSO16   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	CY2309SC-1 CY2309SC-1H CY2309SC-1HT CY2305SXI-1T C	Low Cost 3.3-V Zero Delay Buffer
	Cypress Semiconductor

	CY23S05SXC-1 CY23S05SXC-1H CY23S05SXI-1 CY23S05SXI	Low Cost 3.3 V Spread Aware Zero Delay Buffer
	Cypress

	ICS93776 	Low Cost DDR Phase Lock Loop Zero Delay Buffer
	Integrated Circuit Systems

	TC51 TC51N1802ECBTR TC51N5002ECBTR TC51N2702ECBTR 	1A Voltage Detector with Output Delay
1UA Voltage Detector with Output Delay
The TC51 is a very low power, open drain output, CMOS voltage detector with built-in delay. It is particularly well-suited for battery powered applications because of its ex-tremely low 1 µA operating current and small surface-mount p
1ヌA VOLTAGE DETECTOR WITH OUTPUT DELAY
1レA Voltage Detector with Output Delay
1μA Voltage Detector with Output Delay
FLUORESCENT STARTER TO 65WFLUORESCENT STARTER TO 65W; Diameter, External:21.5mm; Length / Height, external:40.3mm; Material:Polycarbonate; Voltage, supply AC:220V
	MICROCHIP[Microchip Technology]
Microchip Technology Inc.

	AD8129 AD8130 AD8129ARM-REEL72 AD8130ARM-REEL72 AD	Low-Cost 200MHz Differential Receiver Amplifier
IC,DIFFERENTIAL AMPLIFIER,SINGLE,SOP,8PIN,PLASTIC
From old datasheet system
Low-Cost High-Speed Differential Receiver and Driver
Low-Cost 270 MHz Differential Receiver Amplifiers 低成70 MHz的差分接收器放大
Low-Cost 270 MHz Differential Receiver Amplifiers SPECIALTY ANALOG CIRCUIT, PDSO8
	AD[Analog Devices]
adi
Analog Devices, Inc.

	MAX9202 MAX9202ESD MAX9202EUD MAX9201ESE MAX9203ES	Low-Cost, 7ns, Low-Power Voltage Comparators COMPARATOR, 7500 uV OFFSET-MAX, 7 ns RESPONSE TIME, PDSO8
Low-Cost, 7ns, Low-Power Voltage Comparators 低成本7ns、低功耗电压比较器
Low-Cost 7ns Low-Power Voltage Comparators
	Maxim Integrated Products, Inc.
MAXIM[Maxim Integrated Products]
MAXIM - Dallas Semiconductor

	MAX5380 MAX5380EUK-T MAX5380LEUK MAX5380-MAX5382 M	 4 V, Low-cost, low-power, 8-bit DAC with 2-wire serial interface
Low-Cost, Low-Power, 8-Bit DACs with 2-Wire Serial Interface in SOT23 SERIAL INPUT LOADING, 20 us SETTLING TIME, 8-BIT DAC, PDSO5
Low-Cost, Low-Power, 8-Bit DACs with 2-Wire Serial Interface in SOT23 低成本，低功耗，8位DAC2线串行接口，采用SOT23
Low-Cost Low-Power 8-Bit DACs with 2-Wire Serial Interface in SOT23
" Low-Cost, Low- Power, 8-Bit DACs with 2-Wire Serial Interface in SOT23"
Low-Cost / Low-Power / 8-Bit DACs with 2-Wire Serial Interface in SOT23
	Maxim Integrated Products, Inc.
MAXIM[Maxim Integrated Products]
MAXIM - Dallas Semiconductor

	MAX5360 MAX5360LEUK MAX5360MEUK MAX5360NEUK MAX536	 4 V,low-cost, low-power, 6-bit DAC with 2-wire serial interface
Low-Cost, Low-Power 6-Bit DACs with 2-Wire Serial Interface in SOT23 Package 低成本，低功耗，6位DAC，带线串行接口，采用SOT23封装
Low-Cost, Low-Power 6-Bit DACs with 2-Wire Serial Interface in SOT23 Package SERIAL INPUT LOADING, 20 us SETTLING TIME, 6-BIT DAC, PDSO5
Low-Cost / Low-Power 6-Bit DACs with 2-Wire Serial Interface in SOT23 Package
Low-Cost Low-Power 6-Bit DACs with 2-Wire Serial Interface in SOT23 Package
 2 V,low-cost, low-power, 6-bit DAC with 2-wire serial interface
	Maxim Integrated Produc...
Maxim Integrated Products, Inc.
MAXIM[Maxim Integrated Products]
MAXIM - Dallas Semiconductor

	KM7101 	Ultra-Low Cost, 136uA, 4.9MHz Rail-to-Rail I/O Amplifier
From old datasheet system
an ultra-low cost, low power, voltage feed-back
	Fairchild Semiconductor

	HFBR-RNS001 HFBR-0416 HFBR-2412TC HFBR-2416TC HFBR	Components is Designed to Provide cost effective, High performance fiber optic communication links 组件旨在提供低成本，高性能的光纤通讯联系
HFBR-RNS001 · Plastic Fiber Cable - Standard Attenuation, Standard Simplex Connector, Simplex Cable, 1 Meter
HFBR-0416 · Evaluation Kit for Proprietary Point-to-Point Applications up to 155 MBd
HFBR-2412TC · Low Cost, Miniature Fiber Optic Receiver with Threaded Conductive ST Port
HFBR-2416TC · Low Cost, Miniature Fiber Optic Receiver with Threaded Conductive ST Port
HFBR-RTD45D · Plastic Fiber Cable - Standard Attenuation, Latching Duplex Connector, Duplex Zipcord Cable, 4.5 m
HFBR-1412TM · Low Cost, Miniature Fiber Optic Transmitter with Threaded Metal ST Port
HFBR-2412T · Low Cost, Miniature Fiber Optic Receiver with Threaded ST Port
HFBR-2416T · Low Cost, Miniature Fiber Optic Receiver with Threaded ST Port
HFBR-1412T · Low Cost, Miniature Fiber Optic Transmitter with Threaded ST Port
HFBR-1414T · Low Cost, Miniature Fiber Optic Transmitter with Threaded ST Port
HFBR-1415T · Low Cost, Miniature Fiber Optic Transmitter with ST Threaded Port
HFBR-2422 · Low Cost, Miniature Fiber Optic Receiver with FC Port - Standard Power
HFBR-RLS010 · Plastic Fiber Cable - Standard Attenuation, Latching Simplex Connector, Simplex Cable, 10 Meters
HFBR-2402 · Low Cost, Miniature Fiber Optic Receiver with SMA Port - High Power
HFBR-2406 · Low Cost, Miniature Fiber Optic Receiver with SMA Port - Analog Output
HFBR-2412 · Low Cost, Miniature Fiber Optic Receiver with ST Port - Standard Power
HFBR-2416 · Low Cost, Miniature Fiber Optic Receiver with ST Port - Analog Output
HFBR-2416M · Low Cost, Miniature Fiber Optic Receiver with Metal ST Port
HFBR-24E6 · Low Cost, Miniature Fiber Optic Receiver with SC Port
HFBR-0410 · Evaluation Kit for DC to 5 MBd TTL Applications w/ ST Connectors for use w/ Glass FO Cables
HFBR-0414 · Evaluation Kit for Ethernet Applications up to 7 MBd
HFBR-1414M · Low Cost, Miniature Fiber Optic Transmitter with Metal ST Port
HFBR-1402 · Low Cost, Miniature Fiber Optic Transmitter with SMA Port - Standard Power
HFBR-1404 · Low Cost, Miniature Fiber Optic Transmitter with SMA Port - High Power
HFBR-1412 · Low Cost, Miniature Fiber Optic Transmitter with ST Port - Standard Power
HFBR-1414 · Low Cost, Miniature Fiber Optic Transmitter with ST Port - High Power
HFBR-1424 · Low Cost, Miniature Fiber Optic Transmitter with FC Port
HFBR-14E4 · Low Cost, Miniature Fiber Optic Transmitter with SC Port
HFBR-1415 · Low Cost, Miniature Fiber Optic Transmitter with ST Port - High Power
	Central Semiconductor, Corp.
Avago Technologies, Ltd.
Jiangsu Changjiang Electronics Technology Co., Ltd.
Molex, Inc.
Agilent (Hewlett-Packard)
http://

	ADTL08207 ADTL082JR ADTL082JR-REEL ADTL082JR-REEL7	Low Cost JFET Input Dual Operational Amplifier
Low Cost JFET Input Operational Amplifier; Package: MSOP; No of Pins: 8; Temperature Range: Industrial
Low Cost JFET Input Operational Amplifiers
Low Cost JFET Input Operational Amplifier; Package: SOIC; No of Pins: 14; Temperature Range: Commercial QUAD OP-AMP, 10000 uV OFFSET-MAX, 5 MHz BAND WIDTH, PDSO14
Low Cost JFET Input Operational Amplifier; Package: SOIC; No of Pins: 8; Temperature Range: Commercial
	Analog Devices, Inc.
ANALOG DEVICES INC

	S473-0150-02 S473-0080-02 	5 TAP LEADING EDGE CONTROL LOW VOLTAGE DELAY MODULES ACTIVE DELAY LINE, TRUE OUTPUT, PDSO8
	Bel Fuse, Inc.
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