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			IR2E46U6 - HIGH-LUMINOSITY LED LAMP 高亮度发光二极管 Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT01; No. of Contacts:3; Connector Shell Size:12; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle; Body Style:Straight Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT01; Number of Contacts:18; Connector Shell Size:14; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle Circular Connector; Body Material:Aluminum; Series:PT00; No. of Contacts:24; Connector Shell Size:20; Connecting Termination:Solder; Circular Shell Style:Wall Mount Receptacle; Circular Contact Gender:Pin; Insert Arrangement:20-24 Hook-Up Wire; Conductor Size AWG:20; No. Strands x Strand Size:19 x 32; Jacket Color:Orange; Approval Bodies:UL; Approval Categories:UL AWM Style 1180; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/5 Type EE RoHS Compliant: Yes INDU : 1H 10% MAGNETICALLY SHIELDED(WIREBOUND) KK 100 HDR FLAT RTAN 8CKT TIN Circular Connector; Body Material:Aluminum; Series:PT00; No. of Contacts:27; Connector Shell Size:20; Connecting Termination:Solder; Circular Shell Style:Wall Mount Receptacle; Circular Contact Gender:Socket CONNECTOR ACCESSORY Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT00; Number of Contacts:41; Connector Shell Size:20; Connecting Termination:Solder; Circular Shell Style:Wall Mount Receptacle Style:Wall Mount Receptacle; Circular Contact Gender:Socket; Insert Arrangement:22-41 
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	Part No.	IR2E46U6 IR2E47U6 IR2E48U6 GM1HD55200A GL5CU44 GL5ED44 LT1H97A GL5ZSXXX LT1ZE67A LT1ZJ67A LT1P97A LT1ZR67A LT1ED67A GM1ZJ40300AE LT1ZE95A LT1ZG40A GM1BC55270AC GM1ZR40300AE GM5ZR03200Z GM5ZR01200A GM5ZR95200AE GM1WA80350A GM5VA34400AC GM4BC13300AC LT1EH67A GM5VA29270AC GL8EG4 GL5ZJ152B0SE GL5ZJ302B0SE GL5ZR152B0SE GL5ZR302B0SE  

	Description	HIGH-LUMINOSITY LED LAMP 高亮度发光二极管 
 Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT01; No. of Contacts:3; Connector Shell Size:12; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle; Body Style:Straight
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT01; Number of Contacts:18; Connector Shell Size:14; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle
Circular Connector; Body Material:Aluminum; Series:PT00; No. of Contacts:24; Connector Shell Size:20; Connecting Termination:Solder; Circular Shell Style:Wall Mount Receptacle; Circular Contact Gender:Pin; Insert Arrangement:20-24
Hook-Up Wire; Conductor Size AWG:20; No. Strands x Strand Size:19 x 32; Jacket Color:Orange; Approval Bodies:UL; Approval Categories:UL AWM Style 1180; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/5 Type EE RoHS Compliant: Yes
INDU : 1H 10% MAGNETICALLY SHIELDED(WIREBOUND)
KK 100 HDR FLAT RTAN 8CKT TIN
Circular Connector; Body Material:Aluminum; Series:PT00; No. of Contacts:27; Connector Shell Size:20; Connecting Termination:Solder; Circular Shell Style:Wall Mount Receptacle; Circular Contact Gender:Socket
CONNECTOR ACCESSORY
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT00; Number of Contacts:41; Connector Shell Size:20; Connecting Termination:Solder; Circular Shell Style:Wall Mount Receptacle
Style:Wall Mount Receptacle; Circular Contact Gender:Socket; Insert Arrangement:22-41
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	Part: IR2E46Y6
	Maker: Sharp Microelectronics
	Pack: ETC
	Stock: Reserved
	Unit price 
									for :
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			 Related Part Number
	
					PART	Description	Maker
	GL8UR4 	2.0 X 3.1mm, Arch Type, Colored Transparency, High-luminosity LED Lamp for Indicator
	Sharp Corporation
SHARP[Sharp Electrionic Components]

	GL9T030 GL9U30 GL3T421 GL3T422 GL3T507D GL3T508D G	Super-luminosity/High-luminosity Numeric LED Super-luminosity/High-luminosity数字LED
	Sharp, Corp.
SHARP[Sharp Electrionic Components]
Sharp Electrionic Component...

	GL6UR31 	?5mm(T-1 3/4), Cylinder Type(Flangeless), Colorless Transparency, High-luminosity LED Lamp for Outdoor Use
	Sharp Electrionic Components

	GL5UR3K GL5TR40 GL5UR2K 	?5mm(T-1 3/4), Cylinder Type, Colored Transparency, High-luminosity LED Lamps for Outdoor Use
?mm(T-1 3/4), Cylinder Type, Colored Transparency, High-luminosity LED Lamps for Outdoor Use
┆5mm(T-1 3/4), Cylinder Type, Colored Transparency, High-luminosity LED Lamps for Outdoor Use
5mm(T-1 3/4)/ Cylinder Type/ Colored Transparency/ High-luminosity LED Lamps for Outdoor Use
	SHARP[Sharp Electrionic Components]
Sharp Corporation

	LT1E45A 	High-luminosity, Side Emission Chip LED Device for LCD Backlight
	SHARP[Sharp Electrionic Components]

	HLMP-K600 HLMP-1301 HLMP-1301-E0000 HLMP-1301-E000	   T-1 (3 mm) Diffused LED Lamps
HLMP-1401-D0002 · T-1 (3mm) Diffused LED Lamp
HLMP-1401-D00A1 · T-1 (3mm) Diffused LED Lamp
HLMP-1401-D00A2 · T-1 (3mm) Diffused LED Lamp
HLMP-1503-C00A2 · T-1 (3mm) Diffused LED Lamp
HLMP-1503-D00A1 · T-1 (3mm) Diffused LED Lamp
HLMP-1503-C00A1 · T-1 (3mm) Diffused LED Lamp
HLMP-1503-D0000 · T-1 (3mm) Diffused LED Lamp
HLMP-1503-C0002 · T-1 (3mm) Diffused LED Lamp
HLMP-1503-C00DD · T-1 (3mm) Diffused LED Lamp
HLMP-1503-D0002 · T-1 (3mm) Diffused LED Lamp
HLMP-1503-C00VA · T-1 (3mm) Diffused LED Lamp
HLMP-1503-D0001 · T-1 (3mm) Diffused LED Lamp
HLMP-1503-D00A2 · T-1 (3mm) Diffused LED Lamp
HLMP-1503-C0001 · T-1 (3mm) Diffused LED Lamp
HLMP-1301-E0002 · T-1 (3mm) Diffused LED Lamp
HLMP-1301-E00A2 · T-1 (3mm) Diffused LED Lamp
HLMP-1301-E00BG · T-1 (3mm) Diffused LED Lamp
HLMP-1301-E0001 · T-1 (3mm) Diffused LED Lamp
HLMP-1301-E00A1 · T-1 (3mm) Diffused LED Lamp
HLMP-1301-GH000 · T-1 (3mm) Diffused LED Lamp
HLMP-1503-DE000 · T-1 (3mm) Diffused LED Lamp
HLMP-1503-DED00 · T-1 (3mm) Diffused LED Lamp
HLMP-1503-D00DJ · T-1 (3mm) Diffused LED Lamp
HLMP-1503-D00EE · T-1 (3mm) Diffused LED Lamp
HLMP-K401-FGD00 · T-1 (3mm) Diffused LED Lamp
HLMP-1301-G0000 · T-1 (3mm) Diffused LED Lamp
HLMP-1301-G0001 · T-1 (3mm) Diffused LED Lamp
HLMP-1301-G00A1 · T-1 (3mm) Diffused LED Lamp
HLMP-1301-G00A2 · T-1 (3mm) Diffused LED Lamp
HLMP-1301-FG000 · T-1 (3mm) Diffused LED Lamp
HLMP-1401-E0000 · T-1 (3mm) Diffused LED Lamp
HLMP-1301-E00VB · T-1 (3mm) Diffused LED Lamp
HLMP-1401-E0001 · T-1 (3mm) Diffused LED Lamp
HLMP-1401-E0002 · T-1 (3mm) Diffused LED Lamp
HLMP-1401-E00DD · T-1 (3mm) Diffused LED Lamp
HLMP-1401-E00FG · T-1 (3mm) Diffused LED Lamp
HLMP-1401-EF000 · T-1 (3mm) Diffused LED Lamp
HLMP-1301-E00DD · T-1 (3mm) Diffused LED Lamp
HLMP-1301-E00VA · T-1 (3mm) Diffused LED Lamp
HLMP-K401-E0000 · T-1 (3mm) Diffused LED Lamp
HLMP-1401-D00DD · T-1 (3mm) Diffused LED Lamp
HLMP-1401-D00EE · T-1 (3mm) Diffused LED Lamp
HLMP-1401-D00VB · T-1 (3mm) Diffused LED Lamp
HLMP-1401-E00A1 · T-1 (3mm) Diffused LED Lamp
HLMP-1401-E00A2 · T-1 (3mm) Diffused LED Lamp
HLMP-K401-E0001 · T-1 (3mm) Diffused LED Lamp
HLMP-K401-E0002 · T-1 (3mm) Diffused LED Lamp
HLMP-K401-E00EE · T-1 (3mm) Diffused LED Lamp
HLMP-K401-EF000 · T-1 (3mm) Diffused LED Lamp
HLMP-K401-E00A1 · T-1 (3mm) Diffused LED Lamp
HLMP-K401-E00A2 · T-1 (3mm) Diffused LED Lamp
HLMP-1503-D00FG · T-1 (3mm) Diffused LED Lamp
HLMP-1301-G00FG · T-1 (3mm) Diffused LED Lamp
350-MHz Ultra-Low Noise Voltage-Feedback Amplifier 8-SOIC 0 to 70
Wideband Operational Amplifier 8-SOIC -40 to 85
290-MHz Low-Distortion Voltage-Feedback Amplifier 8-CDIP -55 to 125
TVS DIODE; Diode Type:Bidirectional TVS; Stand-Off Voltage, VRWM:20.5V; Breakdown Voltage, Vbr:25.2V; Package/Case:1.5KE; Peak Pulse Power PPK @ 10x1000uS:1500W RoHS Compliant: Yes
290-MHz Dual Low-Distortion Voltage-Feedback Amplifier, Dual 8-MSOP-PowerPAD
Very Low-Power High Speed Rail-To-Rail Input/Output Voltage Feedback Operational Amplifier 5-SOT-23 -40 to 85
Wideband Fixed-Gain Amplifier 16-QFN -40 to 85
High-Speed Fully Differential Amplifier,  /-5 V 8-MSOP 0 to 70
High-Speed Fully Differential Amplifier,  /-5 V 8-SOIC 0 to 70
290-MHz Dual Low-Distortion Voltage-Feedback Amplifier, Dual 8-SOIC
200000 SYSTEM GATE 1.8 VOLT FPGA - NOT RECOMMENDED for NEW DESIGN
Very Low-Power High Speed Rail-To-Rail Input/Output Voltage Feedback Operational Amplifier 8-MSOP -40 to 85
Wideband Operational Amplifier 5-SOT-23 -40 to 85 的T 1毫米）扩散LED灯具
T-1 (3 mm) Diffused LED Lamps 的T 1毫米）扩LED灯具
T-1 (3 mm) Diffused LED Lamps 的T 1毫米）扩散LED灯具
Wideband Operational Amplifier 8-MSOP -40 to 85 的T 1毫米）扩散LED灯具
Wideband Fixed Gain Amplifier 16-QFN -40 to 85 的T 1毫米）扩散LED灯具
Very Low-Power High Speed Rail-To-Rail Input/Output Voltage Feedback Operational Amplifier 8-SOIC -40 to 85 的T 1毫米）扩散LED灯具
	Agilent(Hewlett-Packard...
http://
HP[Agilent(Hewlett-Packard)]
Agilent (Hewlett-Packard)
Agilent Technologies, Inc.
Electronic Theatre Controls, Inc.
Avago Technologies, Ltd.
OKI SEMICONDUCTOR CO., LTD.
飞思卡尔半导体(中国)有限公司

	MV5364X HLMP-1523 MV5464X_HLMP-15X3 HLMP1301 MV536	Yellow T-1 Solid State Lamp
High Efficiency Red T-1 Solid State Lamp
High Efficiency Green T-1 Solid State Lamp
High Efficiency Red Diffused T-100 Solid State Lamp
High Efficiency Green Diffused T-100 Solid State Lamp
Yellow Diffused T-100 Solid State Lamp
Standard Red T-1 Solid State Lamp
GENERAL PURPOSE VISIBLE DOME-STYLE
SERVSWITCH DVI KVM CABLE W/ QUAD HEAD VIDEO 6FT.
DIFFUSED T-100 SOLID STATE LAMPS T-1 SINGLE COLOR LED, YELLOW, 3 mm
	FAIRCHILD[Fairchild Semiconductor]
Fairchild Semiconductor Corporation
Fairchild Semiconductor, Corp.

	67-235UWC-TR809 	Luminosity white Color LED
	Everlight Electronics Co., Ltd

	61-23-R6GHBHC-A01 61-23_R6GHBHC-A01_ET 61-23/R6GHB	Luminosity Full Color LED
	Everlight Electronics Co., Ltd

	69-23BUMD-TR8 	Luminosity white Color LED
	Everlight Electronics Co., Ltd

	61-25UTC 61-25UTC_S400-A6_TR8 61-25UTC/S400-A6/TR8	Luminosity white Color LED
	Everlight Electronics Co., Ltd
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