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			MAX6423 - Synchronous Rectified Buck MOSFET Drivers; Temperature Range: 0&degC to 70&deg;C; Package: 8-EPSOIC 2.998 V, Low-power, SC70/SOT mP reset circuit with capacitor-adjustable reset timeout delay  5V Powered RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70&deg;C; Package: 24-SOIC T&amp;R 16 Channel CMOS Analog Multiplexer with High-Z Analog Input Protection; Temperature Range: -55&deg;C to 125&deg;C; Package: Die (Military Visual) 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO5 &#177;15kV, ESD-Protected,  5V Powered, RS-232 Transmitters/Receivers; Temperature Range: -40&deg;C to 85&deg;C; Package: 24-SOIC 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 Advanced PWM and Dual Linear Power Control; Temperature Range: 0&degC to 70&deg;C; Package: 24-SOIC 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 Synchronous Rectified Buck MOSFET Drivers; Temperature Range: 0&degC to 70&deg;C; Package: 16-QFN 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO5 Microprocessor CORE Voltage Regulator Multiphase Buck PWM Controller; Temperature Range: 0&degC to 70&deg;C; Package: 16-SOIC T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO5 7.4&quot; Color VGA display, CCFT Backlight with power harness 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO5 Low-Power SC70/SOT &#181.P Reset Circuits with Capacitor-Adjustable Reset Timeout Delay 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO5  5V Powered RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70&deg;C; Package: 44-MQFP T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 Low-Power SC70/SOT &#181.P Reset Circuits with Capacitor-Adjustable Reset Timeout Delay 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 PCI Hot Plug Controller; Temperature Range: 0&degC to 70&deg;C; Package: 16-SOIC T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 PCI Hot Plug Controller; Temperature Range: 0&degC to 70°C; Package: 16-SOIC T&R Dual Power Distribution Controller; Temperature Range: 0&degC to 70°C; Package: 14-SOIC T&R  5V Powered RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70°C; Package: 24-SOIC T&R Reed Switch; Pull-In Amp Turns Max:25; Pull-In Amp Turns Min:20; Switching Current Max:0.25A; Switching Voltage Max:175V; Coil Resistance:1200ohm; Contact Resistance Max:120mohm; Leaded Process Compatible:Yes RoHS Compliant: Yes Synchronous Rectified Buck MOSFET Drivers; Temperature Range: 0&degC to 70°C; Package: 16-QFN T&R 100V/2A Peak High-Frequency Half Bridge Driver with TTL Logic Inputs; Temperature Range: -40°C to 85°C; Package: 16-QFN 100V/2A Peak High-Frequency Half Bridge Driver with TTL Logic Inputs; Temperature Range: -40°C to 85°C; Package: 8-SOIC Triac; Thyristor Type:Snubberless; Peak Repetitive Off-State Voltage, Vdrm:600V; On State RMS Current, IT(rms):8A; Gate Trigger Current (QI), Igt:50mA; Current, It av:8A; Gate Trigger Current Max, Igt:50mA RoHS Compliant: Yes ±15kV, ESD-Protected,  5V Powered, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70°C; Package: 24-PDIP Triac; Thyristor Type:Logic Level; Peak Repetitive Off-State Voltage, Vdrm:600V; On State RMS Current, IT(rms):12A; Gate Trigger Current (QI), Igt:10mA; Current, It av:12A; Gate Trigger Current Max, Igt:10mA RoHS Compliant: Yes Triac; Thyristor Type:Snubberless; Peak Repetitive Off-State Voltage, Vdrm:400V; On State RMS Current, IT(rms):12A; Gate Trigger Current (QI), Igt:35mA; Current, It av:12A; Gate Trigger Current Max, Igt:35mA RoHS Compliant: Yes  5V Powered RS-232 Transmitters/Receivers with 0.1µF External Capacitors; Temperature Range: -40°C to 85°C; Package: 24-SOIC  5V Powered RS-232 Transmitters/Receivers with 0.1µF External Capacitors; Temperature Range: 0&degC to 70°C; Package: 24-SOIC T&R ±15kV, ESD-Protected,  5V Powered, RS-232 Transmitters/Receivers; Temperature Range: -40°C to 85°C; Package: 24-SOIC ±15kV, ESD-Protected,  5V Powered, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70°C; Package: 24-SOIC  5V Powered RS-232 Transmitters/Receivers with 0.1µF External Capacitors; Temperature Range: 0&degC to 70°C; Package: 24-SSOP Low-Power, SC70/SOT レP Reset Circuits with Capacitor-Adjustable Reset Timeout Delay " Low-Power, SC70/ SOT ?P Reset Circuits with Capacitor-Adjustable Reset Timeout Delay" Low-Power, SC70/SOT μP Reset Circuits with Capacitor-Adjustable Reset Timeout Delay Low-Power, SC70/SOT µP Reset Circuits with Capacitor-Adjustable Reset Timeout Delay 
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	Part No.	MAX6423 MAX6424 MAX6422 MAX6421 MAX6B422US29-T MAX6B422US46-T MAX6B422XS16-T MAX6B422XS22-T MAX6B422XS26-T MAX6423XS16-T MAX6422US22-T MAX6422US26-T MAX6422US29-T MAX6424UK22-T MAX6424UK26-T MAX6424UK29-T MAX6422XS46-T MAX6421XS46-T MAX6421XS22-T MAX6426UK46-T MAX6340 MAX6340UK16-T MAX6340UK22-T MAX6340UK26-T MAX6340UK29-T MAX6340UK46-T MAX6421US16-T MAX6421US22-T MAX6421US26-T MAX6421US29-T MAX6421US46-T  

	Description	Synchronous Rectified Buck MOSFET Drivers; Temperature Range: 0&degC to 70&deg;C; Package: 8-EPSOIC 
 2.998 V, Low-power, SC70/SOT mP reset circuit with capacitor-adjustable reset timeout delay
 5V Powered RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70&deg;C; Package: 24-SOIC T&amp;R
16 Channel CMOS Analog Multiplexer with High-Z Analog Input Protection; Temperature Range: -55&deg;C to 125&deg;C; Package: Die (Military Visual) 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO5
&#177;15kV, ESD-Protected,  5V Powered, RS-232 Transmitters/Receivers; Temperature Range: -40&deg;C to 85&deg;C; Package: 24-SOIC 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
Advanced PWM and Dual Linear Power Control; Temperature Range: 0&degC to 70&deg;C; Package: 24-SOIC 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
Synchronous Rectified Buck MOSFET Drivers; Temperature Range: 0&degC to 70&deg;C; Package: 16-QFN 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO5
Microprocessor CORE Voltage Regulator Multiphase Buck PWM Controller; Temperature Range: 0&degC to 70&deg;C; Package: 16-SOIC T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO5
7.4&quot; Color VGA display, CCFT Backlight with power harness 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO5
Low-Power SC70/SOT &#181.P Reset Circuits with Capacitor-Adjustable Reset Timeout Delay 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO5
 5V Powered RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70&deg;C; Package: 44-MQFP T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
Low-Power SC70/SOT &#181.P Reset Circuits with Capacitor-Adjustable Reset Timeout Delay 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
PCI Hot Plug Controller; Temperature Range: 0&degC to 70&deg;C; Package: 16-SOIC T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
PCI Hot Plug Controller; Temperature Range: 0&degC to 70°C; Package: 16-SOIC T&R
Dual Power Distribution Controller; Temperature Range: 0&degC to 70°C; Package: 14-SOIC T&R
 5V Powered RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70°C; Package: 24-SOIC T&R
Reed Switch; Pull-In Amp Turns Max:25; Pull-In Amp Turns Min:20; Switching Current Max:0.25A; Switching Voltage Max:175V; Coil Resistance:1200ohm; Contact Resistance Max:120mohm; Leaded Process Compatible:Yes RoHS Compliant: Yes
Synchronous Rectified Buck MOSFET Drivers; Temperature Range: 0&degC to 70°C; Package: 16-QFN T&R
100V/2A Peak High-Frequency Half Bridge Driver with TTL Logic Inputs; Temperature Range: -40°C to 85°C; Package: 16-QFN
100V/2A Peak High-Frequency Half Bridge Driver with TTL Logic Inputs; Temperature Range: -40°C to 85°C; Package: 8-SOIC
Triac; Thyristor Type:Snubberless; Peak Repetitive Off-State Voltage, Vdrm:600V; On State RMS Current, IT(rms):8A; Gate Trigger Current (QI), Igt:50mA; Current, It av:8A; Gate Trigger Current Max, Igt:50mA RoHS Compliant: Yes
±15kV, ESD-Protected,  5V Powered, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70°C; Package: 24-PDIP
Triac; Thyristor Type:Logic Level; Peak Repetitive Off-State Voltage, Vdrm:600V; On State RMS Current, IT(rms):12A; Gate Trigger Current (QI), Igt:10mA; Current, It av:12A; Gate Trigger Current Max, Igt:10mA RoHS Compliant: Yes
Triac; Thyristor Type:Snubberless; Peak Repetitive Off-State Voltage, Vdrm:400V; On State RMS Current, IT(rms):12A; Gate Trigger Current (QI), Igt:35mA; Current, It av:12A; Gate Trigger Current Max, Igt:35mA RoHS Compliant: Yes
 5V Powered RS-232 Transmitters/Receivers with 0.1µF External Capacitors; Temperature Range: -40°C to 85°C; Package: 24-SOIC
 5V Powered RS-232 Transmitters/Receivers with 0.1µF External Capacitors; Temperature Range: 0&degC to 70°C; Package: 24-SOIC T&R
±15kV, ESD-Protected,  5V Powered, RS-232 Transmitters/Receivers; Temperature Range: -40°C to 85°C; Package: 24-SOIC
±15kV, ESD-Protected,  5V Powered, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70°C; Package: 24-SOIC
 5V Powered RS-232 Transmitters/Receivers with 0.1µF External Capacitors; Temperature Range: 0&degC to 70°C; Package: 24-SSOP
Low-Power, SC70/SOT レP Reset Circuits with Capacitor-Adjustable Reset Timeout Delay
" Low-Power, SC70/ SOT ?P Reset Circuits with Capacitor-Adjustable Reset Timeout Delay"
Low-Power, SC70/SOT μP Reset Circuits with Capacitor-Adjustable Reset Timeout Delay
Low-Power, SC70/SOT µP Reset Circuits with Capacitor-Adjustable Reset Timeout Delay
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						 MAXIM INTEGRATED PRODUCTS INC 
 Maxim Integrated Products, Inc.
MAXIM[Maxim Integrated Products]
MAXIM - Dallas Semiconductor
Maxim Integrated Produc...
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	Part: MAX6423US16+T
	Maker: Maxim Integrated Products
	Pack: ETC
	Stock: Reserved
	Unit price 
									for :
	    
									50: $0.00
	  
									100: $0.00
	1000: 
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 			 Full text search : Synchronous Rectified Buck MOSFET Drivers; Temperature Range: 0&degC to 70&deg;C; Package: 8-EPSOIC 2.998 V, Low-power, SC70/SOT mP reset circuit with capacitor-adjustable reset timeout delay  5V Powered RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70&deg;C; Package: 24-SOIC T&amp;R 16 Channel CMOS Analog Multiplexer with High-Z Analog Input Protection; Temperature Range: -55&deg;C to 125&deg;C; Package: Die (Military Visual) 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO5 &#177;15kV, ESD-Protected,  5V Powered, RS-232 Transmitters/Receivers; Temperature Range: -40&deg;C to 85&deg;C; Package: 24-SOIC 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 Advanced PWM and Dual Linear Power Control; Temperature Range: 0&degC to 70&deg;C; Package: 24-SOIC 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 Synchronous Rectified Buck MOSFET Drivers; Temperature Range: 0&degC to 70&deg;C; Package: 16-QFN 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO5 Microprocessor CORE Voltage Regulator Multiphase Buck PWM Controller; Temperature Range: 0&degC to 70&deg;C; Package: 16-SOIC T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO5 7.4&quot; Color VGA display, CCFT Backlight with power harness 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO5 Low-Power SC70/SOT &#181.P Reset Circuits with Capacitor-Adjustable Reset Timeout Delay 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO5  5V Powered RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70&deg;C; Package: 44-MQFP T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 Low-Power SC70/SOT &#181.P Reset Circuits with Capacitor-Adjustable Reset Timeout Delay 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 PCI Hot Plug Controller; Temperature Range: 0&degC to 70&deg;C; Package: 16-SOIC T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 PCI Hot Plug Controller; Temperature Range: 0&degC to 70°C; Package: 16-SOIC T&R Dual Power Distribution Controller; Temperature Range: 0&degC to 70°C; Package: 14-SOIC T&R  5V Powered RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70°C; Package: 24-SOIC T&R Reed Switch; Pull-In Amp Turns Max:25; Pull-In Amp Turns Min:20; Switching Current Max:0.25A; Switching Voltage Max:175V; Coil Resistance:1200ohm; Contact Resistance Max:120mohm; Leaded Process Compatible:Yes RoHS Compliant: Yes Synchronous Rectified Buck MOSFET Drivers; Temperature Range: 0&degC to 70°C; Package: 16-QFN T&R 100V/2A Peak High-Frequency Half Bridge Driver with TTL Logic Inputs; Temperature Range: -40°C to 85°C; Package: 16-QFN 100V/2A Peak High-Frequency Half Bridge Driver with TTL Logic Inputs; Temperature Range: -40°C to 85°C; Package: 8-SOIC Triac; Thyristor Type:Snubberless; Peak Repetitive Off-State Voltage, Vdrm:600V; On State RMS Current, IT(rms):8A; Gate Trigger Current (QI), Igt:50mA; Current, It av:8A; Gate Trigger Current Max, Igt:50mA RoHS Compliant: Yes ±15kV, ESD-Protected,  5V Powered, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70°C; Package: 24-PDIP Triac; Thyristor Type:Logic Level; Peak Repetitive Off-State Voltage, Vdrm:600V; On State RMS Current, IT(rms):12A; Gate Trigger Current (QI), Igt:10mA; Current, It av:12A; Gate Trigger Current Max, Igt:10mA RoHS Compliant: Yes Triac; Thyristor Type:Snubberless; Peak Repetitive Off-State Voltage, Vdrm:400V; On State RMS Current, IT(rms):12A; Gate Trigger Current (QI), Igt:35mA; Current, It av:12A; Gate Trigger Current Max, Igt:35mA RoHS Compliant: Yes  5V Powered RS-232 Transmitters/Receivers with 0.1µF External Capacitors; Temperature Range: -40°C to 85°C; Package: 24-SOIC  5V Powered RS-232 Transmitters/Receivers with 0.1µF External Capacitors; Temperature Range: 0&degC to 70°C; Package: 24-SOIC T&R ±15kV, ESD-Protected,  5V Powered, RS-232 Transmitters/Receivers; Temperature Range: -40°C to 85°C; Package: 24-SOIC ±15kV, ESD-Protected,  5V Powered, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70°C; Package: 24-SOIC  5V Powered RS-232 Transmitters/Receivers with 0.1µF External Capacitors; Temperature Range: 0&degC to 70°C; Package: 24-SSOP Low-Power, SC70/SOT レP Reset Circuits with Capacitor-Adjustable Reset Timeout Delay " Low-Power, SC70/ SOT ?P Reset Circuits with Capacitor-Adjustable Reset Timeout Delay" Low-Power, SC70/SOT μP Reset Circuits with Capacitor-Adjustable Reset Timeout Delay Low-Power, SC70/SOT µP Reset Circuits with Capacitor-Adjustable Reset Timeout Delay   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	APW7142 APW7142-10 APW7142KI-TRG 	3A, 12V, Synchronous-Rectified Buck Converter
	Anpec Electronics Coroprati...

	APW7145 APW7145KAI-TRG APW7145-11 APW7145QAI-TRG 	3A, 12V, Synchronous-Rectified Buck Converter
	Anpec Electronics, Corp.
Anpec Electronics Coroprati...

	APW7145 APW7145KA APW7145QA APW7145QAI-TRL 	3A, 12V, Synchronous-Rectified Buck Converter
	http://

	UP9305 UP9305QSU8 UP9305SSU8 UP9305TSU8 UP9305WSU8	5V/12V Synchronous-Rectified Buck Controller
	uPI Group Inc.

	RT9618 RT9618AGS RT9618APS RT9618GS RT9618PS 	Synchronous-Rectified Buck MOSFET Drivers
	Richtek Technology Corp...
Richtek Technology Corporation

	HIP6601 HIP6601CB HIP6603 HIP6603CB FN4819 FN4819.	Synchronous-Rectified Buck MOSFET Drivers
From old datasheet system
	http://
INTERSIL[Intersil Corporation]

	ISL6208 ISL6208IBZ ISL6208BCRZ 	High Voltage Synchronous Rectified Buck MOSFET Drivers
	Intersil Corporation

	RT9610C RT9610CGQW 	High Voltage Synchronous Rectified Buck MOSFET Driver
	Richtek Technology Corp...

	RT9605BGQV RT9605B-14 	Triple-Channel Synchronous-Rectified Buck MOSFET Driver
	Richtek Technology Corp...

	RT9629A 	Triple-Channel Synchronous Rectified Buck MOSFET Driver
	Richtek Technology Corporation

	ISL620907 ISL6209CR ISL6209 ISL6209CB ISL6209CBZ 	High Voltage Synchronous Rectified Buck MOSFET Driver
	INTERSIL[Intersil Corporation]
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