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			MAX6461XR29-T - 5V, Half Duplex, 5Mbps, RS-485/RS-422 Transceiver; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-PDIP Wide Input Range Dual PWM Controller with DDR Option; Temperature Range: -40&deg;C to 85&deg;C; Package: 28-QSOP T&amp;R Multiphase PWM Controller; Temperature Range: 0&degC to 70&deg;C; Package: 28-SOIC T&amp;R 1V to 12V Single-Phase Synchronous Buck Converter PWM Controller with Integrated MOSFET Gate Drivers; Temperature Range: -40&deg;C to 85&deg;C; Package: 10-DFN 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO5 Advanced Synchronous Rectified Buck MOSFET Drivers with Pre-POR OVP; Temperature Range: -40&deg;C to 85&deg;C; Package: 10-DFN T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO5 Three-Phase Buck PWM Controller with Integrated MOSFET Drivers for VRM9, VRM10, and AMD Hammer Applications; Temperature Range: 0&degC to 70&deg;C; Package: 40-QFN T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO5 Four Channel Supervisory IC; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-SOIC T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO5 Dual Advanced Synchronous Rectified Buck MOSFET Drivers with Protection Features; Temperature Range: -40&deg;C to 85&deg;C; Package: 14-SOIC T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3 Dual Advanced Synchronous Rectified Buck MOSFET Drivers with Protection Features; Temperature Range: 0&degC to 70&deg;C; Package: 16-QFN T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3 Advanced Synchronous Rectified Buck MOSFET Drivers with Pre-POR OVP; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-EPSOIC T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO5 Advanced Synchronous Rectified Buck MOSFET Drivers with Pre-POR OVP; Temperature Range: 0&degC to 70&deg;C; Package: 8-EPSOIC T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO5 Advanced Synchronous Rectified Buck MOSFET Drivers with Pre-POR OVP; Temperature Range: 0&degC to 70&deg;C; Package: 8-SOIC T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO5 &#177;15kV ESD Protected, 5V, Two Port, Dual Protocol (RS-232/RS-485) Transceivers; Temperature Range: -40&deg;C to 85&deg;C; Package: 28-SSOP T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3 Ultra-Low-Power Voltage Detectors and &#181.P Supervisory Circuits 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3 Ultra-Low-Power Voltage Detectors and &#181;P Supervisory Circuits 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3 Two-Phase Buck PWM Controller with Integrated MOSFET Drivers for VRM9, VRM10, and AMD Hammer Applications; Temperature Range: 0&degC to 70&deg;C; Package: 32-QFN 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3 Two-Phase Buck PWM Controller with Integrated MOSFET Drivers for VRM9, VRM10, and AMD Hammer Applications; Temperature Range: -40&deg;C to 85&deg;C; Package: 32-QFN T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3 ACPI Regulator/Controller for Dual Channel DDR Memory Systems; Temperature Range: 0&degC to 70&deg;C; Package: 28-QFN 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3 Single 12V Input Supply Dual Regulator - Synchronous Rectified Buck PWM and Linear Power Controller; Temperature Range: 0&degC to 70&deg;C; Package: 16-QSOP 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3 Advanced Synchronous Rectified Buck MOSFET Drivers with Pre-POR OVP; Temperature Range: 0&degC to 70&deg;C; Package: 8-EPSOIC 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3 Two-Phase Buck PWM Controller with Integrated MOSFET Drivers for VRM9, VRM10, and AMD Hammer Applications; Temperature Range: -40&deg;C to 85&deg;C; Package: 32-QFN 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3 Multipurpose Two-Phase Buck PWM Controller with Integrated MOSFET Drivers; Temperature Range: -40&deg;C to 85&deg;C; Package: 24-QFN T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3 Dual Advanced Synchronous Rectified Buck MOSFET Drivers with Protection Features; Temperature Range: -40&deg;C to 85&deg;C; Package: 16-QFN T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3 Microprocessor CORE Voltage Regulator 2 Phase Buck PWM Controller; Temperature Range: 0&degC to 70&deg;C; Package: 16-SOIC T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3 Advanced Synchronous Buck MOSFET Driver with 3V PWM Interface and Advanced Protection Features; Temperature Range: 0&degC to 70&deg;C; Package: 10-DFN T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3 Synchronous Rectified MOSFET Driver; Temperature Range: 0&degC to 70&deg;C; Package: 8-QFN T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3 2 Phase Buck PWM Controller; Temperature Range: 0&degC to 70&deg;C; Package: 32-QFN T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3 2 Phase Multiphase Buck PWM Controller; Temperature Range: 0&degC to 70&deg;C; Package: 32-QFN T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3 ZVS Full Bridge PWM Controller; Temperature Range: -25&deg;C to 85&deg;C; Package: 28-SOIC T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3 ZVS Full Bridge PWM Controller; Temperature Range: -40&deg;C to 85&deg;C; Package: 28-SOIC T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3 Advanced Synchronous Buck MOSFET Driver with 3V PWM Interface and Advanced Protection Features; Temperature Range: 0&degC to 70&deg;C; Package: 8-SOIC T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3 ACPI Regulator/Controller for Dual Channel DDR Memory Systems; Temperature Range: 0&degC to 70&deg;C; Package: 28-QFN T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3 Optimized Multiphase PWM Controller with 6-Bit DAC for VR10.X Application; Temperature Range: 0&degC to 70&deg;C; Package: 32-QFN T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3 Optimized Multiphase PWM Controller with 6-Bit DAC for VR10.X Application; Temperature Range: 0&degC to 70&deg;C; Package: 28-SOIC T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3 Synchronous Rectified MOSFET Driver; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-SOIC T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3 Two-Phase Multiphase Buck PWM Controller with Integrated MOSFET Drivers; Temperature Range: 0&degC to 70&deg;C; Package: 24-QFN T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3 Synchronous Rectified MOSFET Driver; Temperature Range: 0&degC to 70&deg;C; Package: 8-SOIC T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3 Multiphase PWM Controller with Precision Rds, On or DCR Current Sensing; Temperature Range: -40&deg;C to 85&deg;C; Package: 40-QFN T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3 &#177;15kV ESD Protected, 3.3V, Full Fail-safe, Low Power, High Speed or Slew Rate Limited, RS-485/RS-422 Transceivers; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-MSOP T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3 5V, Half Duplex, 30Mbps, RS-485/RS-422 Transceiver; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-SOIC T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3 Monolithic 600mA Step-Down Regulator with Low Quiescent Current; Temperature Range: -40&deg;C to 85&deg;C; Package: 10-MSOP T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO5 High Power LED Driver; Temperature Range: -25&deg;C to 85&deg;C; Package: 20-QFN T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO5 Microprocessor Core Voltage Regulator Two Phase Buck PWM Controller; Temperature Range: 0&degC to 70&deg;C; Package: 16-SOIC T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3 Optimized Multiphase PWM Controller with 6-Bit DAC and Programmable Internal Temperature Compensation for VR10.X Application; Temperature Range: 0&degC to 70&deg;C; Package: 32-QFN T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3 Advanced Synchronous Rectified Buck MOSFET Drivers with Pre-POR OVP; Temperature Range: 0&degC to 70°C; Package: 10-DFN Flexible Single Ended Current Mode PWM Controllers; Temperature Range: -25°C to 85°C; Package: 16-TSSOP T&R ZVS Full-Bridge Current-Mode PWM with Adjustable Synchronous Rectifier Control; Temperature Range: -25°C to 85°C; Package: 16-QSOP T&R Advanced Double-Ended PWM Controller with Synchronous Rectifier Control and Average Current Limit; Temperature Range: -40°C to 85°C; Package: 16-QSOP T&R Low-Cost Single-Ended Current-Mode PWM for Microcontroller-Based Power Converters; Temperature Range: -40°C to 85°C; Package: 8-MSOP T&R Flexible Single Ended Current Mode PWM Controllers; Temperature Range: -25°C to 85°C; Package: 16-SOIC T&R ZVS Full-Bridge PWM Controller; Temperature Range: -25°C to 85°C; Package: 16-QSOP T&R Low-Cost Single-Ended Current-Mode PWM for Microcontroller-Based Power Converters; Temperature Range: -40°C to 85°C; Package: 8-SOIC T&R Improved Industry-Standard Single-Ended PWM Controller; Temperature Range: -40°C to 85°C; Package: 8-DFN T&R Dual PWM with Linear; Temperature Range: 0&degC to 70°C; Package: 24-EPTSSOP T&R 5V, Half Duplex, 250kbps Slew Rate Limited, RS-485/RS-422 Transceiver; Temperature Range: -40°C to 85°C; Package: 8-SOIC Ultra-Low-Power Voltage Detectors and µ.P Supervisory Circuits 5V, Half Duplex, 30Mbps, RS-485/RS-422 Transceiver; Temperature Range: -40°C to 85°C; Package: 8-SOIC T&R Ultra-Low-Power Voltage Detectors and ?P Supervisory Circuits Ultra-Low-Power Voltage Detectors and UP Supervisory Circuits 5V, Half Duplex, 5Mbps, &#177;15kV ESD Protected, RS-485/RS-422 Transceiver; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-SOIC 
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	Description	5V, Half Duplex, 5Mbps, RS-485/RS-422 Transceiver; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-PDIP 
 Wide Input Range Dual PWM Controller with DDR Option; Temperature Range: -40&deg;C to 85&deg;C; Package: 28-QSOP T&amp;R
Multiphase PWM Controller; Temperature Range: 0&degC to 70&deg;C; Package: 28-SOIC T&amp;R
1V to 12V Single-Phase Synchronous Buck Converter PWM Controller with Integrated MOSFET Gate Drivers; Temperature Range: -40&deg;C to 85&deg;C; Package: 10-DFN 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO5
Advanced Synchronous Rectified Buck MOSFET Drivers with Pre-POR OVP; Temperature Range: -40&deg;C to 85&deg;C; Package: 10-DFN T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO5
Three-Phase Buck PWM Controller with Integrated MOSFET Drivers for VRM9, VRM10, and AMD Hammer Applications; Temperature Range: 0&degC to 70&deg;C; Package: 40-QFN T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO5
Four Channel Supervisory IC; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-SOIC T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO5
Dual Advanced Synchronous Rectified Buck MOSFET Drivers with Protection Features; Temperature Range: -40&deg;C to 85&deg;C; Package: 14-SOIC T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3
Dual Advanced Synchronous Rectified Buck MOSFET Drivers with Protection Features; Temperature Range: 0&degC to 70&deg;C; Package: 16-QFN T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3
Advanced Synchronous Rectified Buck MOSFET Drivers with Pre-POR OVP; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-EPSOIC T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO5
Advanced Synchronous Rectified Buck MOSFET Drivers with Pre-POR OVP; Temperature Range: 0&degC to 70&deg;C; Package: 8-EPSOIC T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO5
Advanced Synchronous Rectified Buck MOSFET Drivers with Pre-POR OVP; Temperature Range: 0&degC to 70&deg;C; Package: 8-SOIC T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO5
&#177;15kV ESD Protected, 5V, Two Port, Dual Protocol (RS-232/RS-485) Transceivers; Temperature Range: -40&deg;C to 85&deg;C; Package: 28-SSOP T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3
Ultra-Low-Power Voltage Detectors and &#181.P Supervisory Circuits 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3
Ultra-Low-Power Voltage Detectors and &#181;P Supervisory Circuits 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3
Two-Phase Buck PWM Controller with Integrated MOSFET Drivers for VRM9, VRM10, and AMD Hammer Applications; Temperature Range: 0&degC to 70&deg;C; Package: 32-QFN 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3
Two-Phase Buck PWM Controller with Integrated MOSFET Drivers for VRM9, VRM10, and AMD Hammer Applications; Temperature Range: -40&deg;C to 85&deg;C; Package: 32-QFN T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3
ACPI Regulator/Controller for Dual Channel DDR Memory Systems; Temperature Range: 0&degC to 70&deg;C; Package: 28-QFN 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3
Single 12V Input Supply Dual Regulator - Synchronous Rectified Buck PWM and Linear Power Controller; Temperature Range: 0&degC to 70&deg;C; Package: 16-QSOP 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3
Advanced Synchronous Rectified Buck MOSFET Drivers with Pre-POR OVP; Temperature Range: 0&degC to 70&deg;C; Package: 8-EPSOIC 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3
Two-Phase Buck PWM Controller with Integrated MOSFET Drivers for VRM9, VRM10, and AMD Hammer Applications; Temperature Range: -40&deg;C to 85&deg;C; Package: 32-QFN 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3
Multipurpose Two-Phase Buck PWM Controller with Integrated MOSFET Drivers; Temperature Range: -40&deg;C to 85&deg;C; Package: 24-QFN T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3
Dual Advanced Synchronous Rectified Buck MOSFET Drivers with Protection Features; Temperature Range: -40&deg;C to 85&deg;C; Package: 16-QFN T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3
Microprocessor CORE Voltage Regulator 2 Phase Buck PWM Controller; Temperature Range: 0&degC to 70&deg;C; Package: 16-SOIC T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3
Advanced Synchronous Buck MOSFET Driver with 3V PWM Interface and Advanced Protection Features; Temperature Range: 0&degC to 70&deg;C; Package: 10-DFN T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3
Synchronous Rectified MOSFET Driver; Temperature Range: 0&degC to 70&deg;C; Package: 8-QFN T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3
2 Phase Buck PWM Controller; Temperature Range: 0&degC to 70&deg;C; Package: 32-QFN T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3
2 Phase Multiphase Buck PWM Controller; Temperature Range: 0&degC to 70&deg;C; Package: 32-QFN T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3
ZVS Full Bridge PWM Controller; Temperature Range: -25&deg;C to 85&deg;C; Package: 28-SOIC T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3
ZVS Full Bridge PWM Controller; Temperature Range: -40&deg;C to 85&deg;C; Package: 28-SOIC T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3
Advanced Synchronous Buck MOSFET Driver with 3V PWM Interface and Advanced Protection Features; Temperature Range: 0&degC to 70&deg;C; Package: 8-SOIC T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3
ACPI Regulator/Controller for Dual Channel DDR Memory Systems; Temperature Range: 0&degC to 70&deg;C; Package: 28-QFN T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3
Optimized Multiphase PWM Controller with 6-Bit DAC for VR10.X Application; Temperature Range: 0&degC to 70&deg;C; Package: 32-QFN T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3
Optimized Multiphase PWM Controller with 6-Bit DAC for VR10.X Application; Temperature Range: 0&degC to 70&deg;C; Package: 28-SOIC T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3
Synchronous Rectified MOSFET Driver; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-SOIC T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3
Two-Phase Multiphase Buck PWM Controller with Integrated MOSFET Drivers; Temperature Range: 0&degC to 70&deg;C; Package: 24-QFN T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3
Synchronous Rectified MOSFET Driver; Temperature Range: 0&degC to 70&deg;C; Package: 8-SOIC T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3
Multiphase PWM Controller with Precision Rds, On or DCR Current Sensing; Temperature Range: -40&deg;C to 85&deg;C; Package: 40-QFN T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3
&#177;15kV ESD Protected, 3.3V, Full Fail-safe, Low Power, High Speed or Slew Rate Limited, RS-485/RS-422 Transceivers; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-MSOP T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3
5V, Half Duplex, 30Mbps, RS-485/RS-422 Transceiver; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-SOIC T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3
Monolithic 600mA Step-Down Regulator with Low Quiescent Current; Temperature Range: -40&deg;C to 85&deg;C; Package: 10-MSOP T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO5
High Power LED Driver; Temperature Range: -25&deg;C to 85&deg;C; Package: 20-QFN T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO5
Microprocessor Core Voltage Regulator Two Phase Buck PWM Controller; Temperature Range: 0&degC to 70&deg;C; Package: 16-SOIC T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3
Optimized Multiphase PWM Controller with 6-Bit DAC and Programmable Internal Temperature Compensation for VR10.X Application; Temperature Range: 0&degC to 70&deg;C; Package: 32-QFN T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3
Advanced Synchronous Rectified Buck MOSFET Drivers with Pre-POR OVP; Temperature Range: 0&degC to 70°C; Package: 10-DFN
Flexible Single Ended Current Mode PWM Controllers; Temperature Range: -25°C to 85°C; Package: 16-TSSOP T&R
ZVS Full-Bridge Current-Mode PWM with Adjustable Synchronous Rectifier Control; Temperature Range: -25°C to 85°C; Package: 16-QSOP T&R
Advanced Double-Ended PWM Controller with Synchronous Rectifier Control and Average Current Limit; Temperature Range: -40°C to 85°C; Package: 16-QSOP T&R
Low-Cost Single-Ended Current-Mode PWM for Microcontroller-Based Power Converters; Temperature Range: -40°C to 85°C; Package: 8-MSOP T&R
Flexible Single Ended Current Mode PWM Controllers; Temperature Range: -25°C to 85°C; Package: 16-SOIC T&R
ZVS Full-Bridge PWM Controller; Temperature Range: -25°C to 85°C; Package: 16-QSOP T&R
Low-Cost Single-Ended Current-Mode PWM for Microcontroller-Based Power Converters; Temperature Range: -40°C to 85°C; Package: 8-SOIC T&R
Improved Industry-Standard Single-Ended PWM Controller; Temperature Range: -40°C to 85°C; Package: 8-DFN T&R
Dual PWM with Linear; Temperature Range: 0&degC to 70°C; Package: 24-EPTSSOP T&R
5V, Half Duplex, 250kbps Slew Rate Limited, RS-485/RS-422 Transceiver; Temperature Range: -40°C to 85°C; Package: 8-SOIC
Ultra-Low-Power Voltage Detectors and µ.P Supervisory Circuits
5V, Half Duplex, 30Mbps, RS-485/RS-422 Transceiver; Temperature Range: -40°C to 85°C; Package: 8-SOIC T&R
Ultra-Low-Power Voltage Detectors and ?P Supervisory Circuits
Ultra-Low-Power Voltage Detectors and UP Supervisory Circuits
5V, Half Duplex, 5Mbps, &#177;15kV ESD Protected, RS-485/RS-422 Transceiver; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-SOIC
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Maxim Integrated Products, Inc.
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 			 Full text search : 5V, Half Duplex, 5Mbps, RS-485/RS-422 Transceiver; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-PDIP Wide Input Range Dual PWM Controller with DDR Option; Temperature Range: -40&deg;C to 85&deg;C; Package: 28-QSOP T&amp;R Multiphase PWM Controller; Temperature Range: 0&degC to 70&deg;C; Package: 28-SOIC T&amp;R 1V to 12V Single-Phase Synchronous Buck Converter PWM Controller with Integrated MOSFET Gate Drivers; Temperature Range: -40&deg;C to 85&deg;C; Package: 10-DFN 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO5 Advanced Synchronous Rectified Buck MOSFET Drivers with Pre-POR OVP; Temperature Range: -40&deg;C to 85&deg;C; Package: 10-DFN T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO5 Three-Phase Buck PWM Controller with Integrated MOSFET Drivers for VRM9, VRM10, and AMD Hammer Applications; Temperature Range: 0&degC to 70&deg;C; Package: 40-QFN T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO5 Four Channel Supervisory IC; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-SOIC T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO5 Dual Advanced Synchronous Rectified Buck MOSFET Drivers with Protection Features; Temperature Range: -40&deg;C to 85&deg;C; Package: 14-SOIC T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3 Dual Advanced Synchronous Rectified Buck MOSFET Drivers with Protection Features; Temperature Range: 0&degC to 70&deg;C; Package: 16-QFN T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3 Advanced Synchronous Rectified Buck MOSFET Drivers with Pre-POR OVP; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-EPSOIC T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO5 Advanced Synchronous Rectified Buck MOSFET Drivers with Pre-POR OVP; Temperature Range: 0&degC to 70&deg;C; Package: 8-EPSOIC T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO5 Advanced Synchronous Rectified Buck MOSFET Drivers with Pre-POR OVP; Temperature Range: 0&degC to 70&deg;C; Package: 8-SOIC T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO5 &#177;15kV ESD Protected, 5V, Two Port, Dual Protocol (RS-232/RS-485) Transceivers; Temperature Range: -40&deg;C to 85&deg;C; Package: 28-SSOP T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3 Ultra-Low-Power Voltage Detectors and &#181.P Supervisory Circuits 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3 Ultra-Low-Power Voltage Detectors and &#181;P Supervisory Circuits 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3 Two-Phase Buck PWM Controller with Integrated MOSFET Drivers for VRM9, VRM10, and AMD Hammer Applications; Temperature Range: 0&degC to 70&deg;C; Package: 32-QFN 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3 Two-Phase Buck PWM Controller with Integrated MOSFET Drivers for VRM9, VRM10, and AMD Hammer Applications; Temperature Range: -40&deg;C to 85&deg;C; Package: 32-QFN T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3 ACPI Regulator/Controller for Dual Channel DDR Memory Systems; Temperature Range: 0&degC to 70&deg;C; Package: 28-QFN 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3 Single 12V Input Supply Dual Regulator - Synchronous Rectified Buck PWM and Linear Power Controller; Temperature Range: 0&degC to 70&deg;C; Package: 16-QSOP 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3 Advanced Synchronous Rectified Buck MOSFET Drivers with Pre-POR OVP; Temperature Range: 0&degC to 70&deg;C; Package: 8-EPSOIC 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3 Two-Phase Buck PWM Controller with Integrated MOSFET Drivers for VRM9, VRM10, and AMD Hammer Applications; Temperature Range: -40&deg;C to 85&deg;C; Package: 32-QFN 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3 Multipurpose Two-Phase Buck PWM Controller with Integrated MOSFET Drivers; Temperature Range: -40&deg;C to 85&deg;C; Package: 24-QFN T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3 Dual Advanced Synchronous Rectified Buck MOSFET Drivers with Protection Features; Temperature Range: -40&deg;C to 85&deg;C; Package: 16-QFN T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3 Microprocessor CORE Voltage Regulator 2 Phase Buck PWM Controller; Temperature Range: 0&degC to 70&deg;C; Package: 16-SOIC T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3 Advanced Synchronous Buck MOSFET Driver with 3V PWM Interface and Advanced Protection Features; Temperature Range: 0&degC to 70&deg;C; Package: 10-DFN T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3 Synchronous Rectified MOSFET Driver; Temperature Range: 0&degC to 70&deg;C; Package: 8-QFN T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3 2 Phase Buck PWM Controller; Temperature Range: 0&degC to 70&deg;C; Package: 32-QFN T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3 2 Phase Multiphase Buck PWM Controller; Temperature Range: 0&degC to 70&deg;C; Package: 32-QFN T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3 ZVS Full Bridge PWM Controller; Temperature Range: -25&deg;C to 85&deg;C; Package: 28-SOIC T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3 ZVS Full Bridge PWM Controller; Temperature Range: -40&deg;C to 85&deg;C; Package: 28-SOIC T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3 Advanced Synchronous Buck MOSFET Driver with 3V PWM Interface and Advanced Protection Features; Temperature Range: 0&degC to 70&deg;C; Package: 8-SOIC T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3 ACPI Regulator/Controller for Dual Channel DDR Memory Systems; Temperature Range: 0&degC to 70&deg;C; Package: 28-QFN T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3 Optimized Multiphase PWM Controller with 6-Bit DAC for VR10.X Application; Temperature Range: 0&degC to 70&deg;C; Package: 32-QFN T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3 Optimized Multiphase PWM Controller with 6-Bit DAC for VR10.X Application; Temperature Range: 0&degC to 70&deg;C; Package: 28-SOIC T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3 Synchronous Rectified MOSFET Driver; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-SOIC T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3 Two-Phase Multiphase Buck PWM Controller with Integrated MOSFET Drivers; Temperature Range: 0&degC to 70&deg;C; Package: 24-QFN T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3 Synchronous Rectified MOSFET Driver; Temperature Range: 0&degC to 70&deg;C; Package: 8-SOIC T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3 Multiphase PWM Controller with Precision Rds, On or DCR Current Sensing; Temperature Range: -40&deg;C to 85&deg;C; Package: 40-QFN T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3 &#177;15kV ESD Protected, 3.3V, Full Fail-safe, Low Power, High Speed or Slew Rate Limited, RS-485/RS-422 Transceivers; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-MSOP T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3 5V, Half Duplex, 30Mbps, RS-485/RS-422 Transceiver; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-SOIC T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3 Monolithic 600mA Step-Down Regulator with Low Quiescent Current; Temperature Range: -40&deg;C to 85&deg;C; Package: 10-MSOP T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO5 High Power LED Driver; Temperature Range: -25&deg;C to 85&deg;C; Package: 20-QFN T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO5 Microprocessor Core Voltage Regulator Two Phase Buck PWM Controller; Temperature Range: 0&degC to 70&deg;C; Package: 16-SOIC T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3 Optimized Multiphase PWM Controller with 6-Bit DAC and Programmable Internal Temperature Compensation for VR10.X Application; Temperature Range: 0&degC to 70&deg;C; Package: 32-QFN T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3 Advanced Synchronous Rectified Buck MOSFET Drivers with Pre-POR OVP; Temperature Range: 0&degC to 70°C; Package: 10-DFN Flexible Single Ended Current Mode PWM Controllers; Temperature Range: -25°C to 85°C; Package: 16-TSSOP T&R ZVS Full-Bridge Current-Mode PWM with Adjustable Synchronous Rectifier Control; Temperature Range: -25°C to 85°C; Package: 16-QSOP T&R Advanced Double-Ended PWM Controller with Synchronous Rectifier Control and Average Current Limit; Temperature Range: -40°C to 85°C; Package: 16-QSOP T&R Low-Cost Single-Ended Current-Mode PWM for Microcontroller-Based Power Converters; Temperature Range: -40°C to 85°C; Package: 8-MSOP T&R Flexible Single Ended Current Mode PWM Controllers; Temperature Range: -25°C to 85°C; Package: 16-SOIC T&R ZVS Full-Bridge PWM Controller; Temperature Range: -25°C to 85°C; Package: 16-QSOP T&R Low-Cost Single-Ended Current-Mode PWM for Microcontroller-Based Power Converters; Temperature Range: -40°C to 85°C; Package: 8-SOIC T&R Improved Industry-Standard Single-Ended PWM Controller; Temperature Range: -40°C to 85°C; Package: 8-DFN T&R Dual PWM with Linear; Temperature Range: 0&degC to 70°C; Package: 24-EPTSSOP T&R 5V, Half Duplex, 250kbps Slew Rate Limited, RS-485/RS-422 Transceiver; Temperature Range: -40°C to 85°C; Package: 8-SOIC Ultra-Low-Power Voltage Detectors and µ.P Supervisory Circuits 5V, Half Duplex, 30Mbps, RS-485/RS-422 Transceiver; Temperature Range: -40°C to 85°C; Package: 8-SOIC T&R Ultra-Low-Power Voltage Detectors and ?P Supervisory Circuits Ultra-Low-Power Voltage Detectors and UP Supervisory Circuits 5V, Half Duplex, 5Mbps, &#177;15kV ESD Protected, RS-485/RS-422 Transceiver; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-SOIC   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	SP1481EEP SP1481EEN SP1481EMN SP1481E SP1481ECN SP	5kV Enhanced Low Power Half-Duplex RS-485 Transceivers 5kV的增强低功耗半双工RS - 485收发
±15kV Enhanced Low Power Half-Duplex RS-485 Transceivers
【15kV Enhanced Low Power Half-Duplex RS-485 Transceivers
Enhanced Low Power Half-Duplex RS485 Transceivers
	Exar, Corp.
SIPEX[Sipex Corporation]

	SP481R 	High-Fanout Half-Duplex RS-485 Transceiver(高扇出，半双工RS-485/RS-422收发
	Sipex Corporation

	ADM3490EARZ ADM3490EARZ-REEL7 ADM3488E ADM3488EARZ	3.3 V, ±15 kV ESD-Protected, RS-485/RS-422 Transceiver (Full Duplex, 12Mbps, DE/RE)
3.3 V, ±15 kV ESD-Protected, RS-485/RS-422 Transceiver (Full Duplex, 12Mbps)
3.3 V, ±15 kV ESD-Protected, RS-485/RS-422 Transceiver (Full Duplex, 250kbps)
3.3 V, ±15 kV ESD-Protected, RS-485/RS-422 Transceiver (Half Duplex, 2.5 Mbps, DE/RE)
3.3 V, ±15 kV ESD-Protected, RS-485/RS-422 Transceiver (Half Duplex, 250kbps, DE/RE)
3.3 V, ±15 kV ESD-Protected, Half- and Full-Duplex, RS-485/RS-422 Transceivers
	Analog Devices

	ADM4853ACP-REEL7 ADM4853AR ADM4853AR-REEL7 ADM4850	Half Duplex RS-485/RS-22 Transceiver w/115kbps Data Rate
Half Duplex RS-485/RS-22 Transceiver w/10Mbps Data Rate
	Analog Devices

	MAX1481 MAX1481CUB MAX1481EUB MAX1481-MAX1486 MAX1	Software-Selectable, Half-/Full-Duplex, Slew-Rate-Limited, 12Mbps, RS-485/RS-422 Transceivers in ??AX Package
Software-Selectable / Half-/Full-Duplex / Slew-Rate-Limited / 12Mbps / RS-485/RS-422 Transceivers in MAX Package
Software-Selectable, Half-/Full-Duplex, Slew-Rate-Limited, 12Mbps, RS-485/RS-422 Transceivers in µMAX Package
Software-Selectable, Half-/Full-Duplex, Slew-Rate-Limited, 12Mbps, RS-485/RS-422 Transceivers in MAX Package
Software-Selectable Half-/Full-Duplex Slew-Rate-Limited 12Mbps RS-485/RS-422 Transceivers in MAX Package
Software-Selectable, Half-/Full-Duplex, Slew-Rate-Limited, 12Mbps, RS-485/RS-422 Transceivers in uMAX Package
	MAXIM INTEGRATED PRODUCTS INC
MAXIM - Dallas Semiconductor
Maixm
MAXIM[Maxim Integrated Products]
Maxim Integrated Products, Inc.

	SP1481E SP1481ECN-L SP1481ECN-L_TR SP1481EEN-L SP1	Enhanced Low Power Half-Duplex RS-485 Transceivers
	Exar Corporation

	SP483E SP483ECN SP483ECP SP483EEN SP483EEP SP483EC	Enhanced Low EMI Half-Duplex RS-485 Transceiver
	SIPEX[Sipex Corporation]

	MAX22501E 	100Mbps Half-Duplex RS-485/RS-422 Transceivers for Long Cables
	Maxim Integrated Produc...

	ADM2486BRWZ-REEL 	High Speed, Half-Duplex iCoupler Isolated RS-485 Transceiver
	http://

	ADM3490 ADM3488 ADM3490ARZ ADM3491ARZ ADM3483 ADM3	3.3 V Slew Rate Limited, Half- and Full-Duplex, RS-485/RS-422 Transceivers
	AD[Analog Devices]

	SP3483CN_TR SP3483EN_TR SP348304 SP3483EP SP3483 S	 3.3V Low Power Slew Rate Limited Half-Duplex RS-485 Transceiver
	SIPEX[Sipex Corporation]
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