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			PC3SF11 - Reinforced Insulation Type Phototriac Coupler for Triggering Beldsol Magnet Wire, Approx. Spool Length: 404'; Conductor Size AWG:24; No. Strands x Strand Size:Solid; Approval Categories:J-W-1177/9; MW 28-C (Single); Conductor Material:Copper RoHS Compliant: Yes 钢筋接头绝缘型光敏触 Beldsol Magnet Wire, Approx. Spool Length: 645'; Conductor Size AWG:26; No. Strands x Strand Size:Solid; Approval Categories:J-W-1177/9; MW 28-C (Single); Conductor Material:Copper RoHS Compliant: Yes 钢筋接头绝缘型光敏触 
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	Part No.	PC3SF11 PC3SF11YVZB PC3F11YVZA   

	Description	Reinforced Insulation Type Phototriac Coupler for Triggering 
 Beldsol Magnet Wire, Approx. Spool Length: 404'; Conductor Size AWG:24; No. Strands x Strand Size:Solid; Approval Categories:J-W-1177/9; MW 28-C (Single); Conductor Material:Copper RoHS Compliant: Yes 钢筋接头绝缘型光敏触
Beldsol Magnet Wire, Approx. Spool Length: 645'; Conductor Size AWG:26; No. Strands x Strand Size:Solid; Approval Categories:J-W-1177/9; MW 28-C (Single); Conductor Material:Copper RoHS Compliant: Yes 钢筋接头绝缘型光敏触
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						 SHARP[Sharp Electrionic Components] 
 Sharp, Corp.
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									JITONG 
									TECHNOLOGY 

									(CHINA HK & SZ)

									Datasheet.hk's Sponsor

	Part: PC3SF21
	Maker: SHARP
	Pack: DIP-5
	Stock: 2565
	Unit price 
									for :
	    
									50: $0.59
	  
									100: $0.56
	1000: 
									$0.53
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 			 Full text search : Reinforced Insulation Type Phototriac Coupler for Triggering Beldsol Magnet Wire, Approx. Spool Length: 404'; Conductor Size AWG:24; No. Strands x Strand Size:Solid; Approval Categories:J-W-1177/9; MW 28-C (Single); Conductor Material:Copper RoHS Compliant: Yes 钢筋接头绝缘型光敏触 Beldsol Magnet Wire, Approx. Spool Length: 645'; Conductor Size AWG:26; No. Strands x Strand Size:Solid; Approval Categories:J-W-1177/9; MW 28-C (Single); Conductor Material:Copper RoHS Compliant: Yes 钢筋接头绝缘型光敏触   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	PC3SG21YIZ 	VDRM 600V, Reinforced Insulation Type
	Sharp Electrionic Components

	PC3SF21YVZ PC3SF21YVZAF PC3SF21YXP PC3SF21YTZ PC3S	VDRM : 600V, Reinforced insulation type Zero cross type DIP 6pin Phototriac Coupler for triggering
	Sharp Electrionic Components
Sharp Electrionic Compo...

	PC123P02J00F PC123YN2J00F 	DIP 4pin Reinforced Insulation Type Photocoupler
	SHARP

	PC3SH21YIPB PC3SH21YFZ 	1 CHANNEL TRIAC OUTPUT WITH ZERO CRSVR OPTOCOUPLER SMT, PLASTIC, DIP-4
VDRM : 600V, Reinforced insulation type Zero cross type DIP 4pin Phototriac Coupler for triggering
	Sharp Electronics, Corp.
Sharp Electrionic Components

	MIDR03-12S12M MIDR03-05S15M MIDR03-12D15M MIDR03-1	DC/DC CONVERTER 3W, Reinforced Insulation, Medical Safety
	Minmax Technology Co., Ltd.
Minmax Technology Co., ...

	AQW610EHAZ AQW610EHAX AQW612EHA AQW612EHAX AQW614E	Both NO and NC contacts incorporated in a compact DIP8-pin Reinforced insulation
	Panasonic Semiconductor

	PC3SH11YFZ PC3SH11YFZAF PC3SH11YIPB PC3SH11YIPBF 	VDRM : 600V, Reinforced insulation type Non-zero cross type DIP 4 pin Phototriac Coupler for triggering
1 CHANNEL TRIAC OUTPUT OPTOCOUPLER SMT, PLASTIC, DIP-4
1 CHANNEL TRIAC OUTPUT OPTOCOUPLER LEAD FREE, SMT, PLASTIC, DIP-4
	Sharp Electrionic Components
Sharp Microelectronics of the Americas
Sharp Electronics, Corp.

	AC08FSMA AC08DSMA 	8A resin insulating TRIAC
(AC08DSMA / AC08FSMA) 8A RESIN INSULATION TYPE TRIAC
8A RESIN INSULATION TYPE TRIAC 8A条树脂绝缘型可控
ECONOLINE: RB & RA - Dual Output from a Single Input Rail- Power Sharing on Output- Industry Standard Pinout- 1kVDC & 2kVDC Isolation- Custom Solutions Available- UL94V-0 Package Material- Efficiency to 85% 8A条树脂绝缘型可控
	NEC[NEC]
NEC Corp.
NEC, Corp.

	OP993 	PIN Sili con Pho todiode
	OPTEK[OPTEK Technologies]
ETC

	OP750A OP750B OP750C OP750D 	NPN Pho totransistor with Base- Emitter Resistor
	Optek Technology

	HTS138-600 	INSULATION TYPE TRIAC (TO-220F)
	SemiHow Co.,Ltd.
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