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			V23100-V4524C011 - LED SOFT ORANGE (UP) W/LENS 1206 双列直插式封装和单列直插式封装干簧继电器 LED BLUE (UP) W/LENS 1206 双列直插式封装和单列直插式封装干簧继电器 LED BLUE FACE UP 1206 双列直插式封装和单列直插式封装干簧继电器 Sensor Cable Assembly; Operating Temp. Min:-140 C; Body Material:Stainless Steel; Length:3ft; Shaft Diameter:0.25" 双列直插式封装和单列直插式封装干簧继电器 Dual In-line Package and Single In-line Package Dry Reed Relays 双列直插式封装和单列直插式封装干簧继电器 
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	Part No.	V23100-V4524C011 V23100-V4 V23100-V4005A000 V23100-V4005A001 V23100-V4005A010 V23100-V4005A011 V23100-V4005B000 V23100-V4005B001 V23100-V4005B010 V23100-V4005B011 V23100-V4005C000 V23100-V4005C001 V23100-V4005C010 V23100-V4005C011 V23100-V4012A000 V23100-V4012A001 V23100-V4012A010 V23100-V4012A011 V23100-V4012B000 V23100-V4012B001 V23100-V4012B010 V23100-V4012B011 V23100-V4012C000 V23100-V4012C001 V23100-V4012C010 V23100-V4012C011 V23100-V4015A000 V23100-V4015A001 V23100-V4015A010 V23100-V4015A011 V23100-V4015B000  

	Description	LED SOFT ORANGE (UP) W/LENS 1206 双列直插式封装和单列直插式封装干簧继电器 
 LED BLUE (UP) W/LENS 1206 双列直插式封装和单列直插式封装干簧继电器
LED BLUE FACE UP 1206 双列直插式封装和单列直插式封装干簧继电器
Sensor Cable Assembly; Operating Temp. Min:-140 C; Body Material:Stainless Steel; Length:3ft; Shaft Diameter:0.25" 双列直插式封装和单列直插式封装干簧继电器
Dual In-line Package and Single In-line Package Dry Reed Relays 双列直插式封装和单列直插式封装干簧继电器
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						 Aeroflex, Inc. 
 YEONHO Electronics Co., Ltd.
HIROSE ELECTRIC Co., Ltd.
TE Connectivity, Ltd.
JST Mfg. Co., Ltd.
MACOM[Tyco Electronics]
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 			 Full text search : LED SOFT ORANGE (UP) W/LENS 1206 双列直插式封装和单列直插式封装干簧继电器 LED BLUE (UP) W/LENS 1206 双列直插式封装和单列直插式封装干簧继电器 LED BLUE FACE UP 1206 双列直插式封装和单列直插式封装干簧继电器 Sensor Cable Assembly; Operating Temp. Min:-140 C; Body Material:Stainless Steel; Length:3ft; Shaft Diameter:0.25" 双列直插式封装和单列直插式封装干簧继电器 Dual In-line Package and Single In-line Package Dry Reed Relays 双列直插式封装和单列直插式封装干簧继电器   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	V23100-V4524C011 V23100-V4 V23100-V4005A000 V23100	LED SOFT ORANGE (UP) W/LENS 1206 双列直插式封装和单列直插式封装干簧继电器
LED BLUE (UP) W/LENS 1206 双列直插式封装和单列直插式封装干簧继电器
LED BLUE FACE UP 1206 双列直插式封装和单列直插式封装干簧继电器
Sensor Cable Assembly; Operating Temp. Min:-140 C; Body Material:Stainless Steel; Length:3ft; Shaft Diameter:0.25" 双列直插式封装和单列直插式封装干簧继电器
Dual In-line Package and Single In-line Package Dry Reed Relays 双列直插式封装和单列直插式封装干簧继电器
	Aeroflex, Inc.
YEONHO Electronics Co., Ltd.
HIROSE ELECTRIC Co., Ltd.
TE Connectivity, Ltd.
JST Mfg. Co., Ltd.
MACOM[Tyco Electronics]

	AP1501 AP1501-50K AP1501-50K5 AP1501-33K5 AP1501-1	.018 UFD POLYPROPYLENE CAP 150 kHzA PWM降压DC / DC变换
150 KHZ 3A PWM BUCK DC/DC CONVERTER 150 kHzA PWM降压DC / DC变换
LED Lamp; Color:Red; Luminous Intensity (MSCP):10; Viewing Angle:60; Forward Current:30mA; Forward Voltage:2V; LED Color:Red; Leaded Process Compatible:Yes; Lens Style:(L x W x D) 3 x 2.8 x 1.65 mm; Lens Width:3mm
LED Lamp; Color:Red; Luminous Intensity (MSCP):2.5; Viewing Angle:60; Voltage Rating:2.4V; Forward Current:30mA; Forward Voltage:2V; LED Color:Red; Leaded Process Compatible:Yes; Lens Style:(L x W x D) 3 x 2.8 x 1.65 mm
LED Lamp; Color:Orange; Luminous Intensity (MSCP):2.5; Viewing Angle:60; Forward Current:30mA; Forward Voltage:2V; LED Color:Orange; Leaded Process Compatible:Yes; Lens Style:(L x W x D) 3 x 2.8 x 1.65 mm; Lens Width:3
LED Lamp; Color:Red; Luminous Intensity (MSCP):2.5; Viewing Angle:60; Forward Current:7mA; Forward Voltage:2V; LED Color:Red; Leaded Process Compatible:Yes; Lens Style:(L x W x D) 3 x 2.8 x 1.65 mm; Lens Width:3mm
Polyester Film Radial Lead Capacitor; Capacitance: 15000uF; Voltage: 100V; Packaging: Bulk
LED Lamp; Color:Yellow; Luminous Intensity (MSCP):2.5; Viewing Angle:60; Forward Current:30mA; Forward Voltage:2.1V; LED Color:Yellow; Leaded Process Compatible:Yes; Lens Style:(L x W x D) 3 x 2.8 x 1.65 mm; Lens Width:3mm
LED Lamp; Color:Green; Luminous Intensity (MSCP):1; Viewing Angle:60; Forward Current:30mA; Forward Voltage:2V; LED Color:Green; Leaded Process Compatible:Yes; Mounting Type:Surface Mount; Peak Reflow Compatible (260 C):No
LED Lamp; Color:Red; Luminous Intensity (MSCP):2100 mlm; Viewing Angle:30; Voltage Rating:2.2V; LED Color:Red; Leaded Process Compatible:Yes; Lens Style:(L x W x D) 7.62 x 7.62 x 3.05 mm; Lens Width:7.62mm
Adj, 150 Khz, 3 A PWM buck DC/DC converter
	TE Connectivity, Ltd.
Diodes, Inc.
Renesas Electronics, Corp.
ETC
ANACHIP[Anachip Corp]

	TLMS32S2U1-GS18 TLMO32T2V1-GS18 TLMO32U1AA-GS18 TL	SINGLE COLOR LED, SOFT ORANGE, 2.4 mm ROHS COMLIANT, PLASTIC, SMD, LCC-4
Power SMD LED PLCC-4
	Vishay Intertechnology, Inc.
Vishay Siliconix

	APJA2107NC 	2.1 x 0.7 mm SMD chip LED lamp. Pure orange (peak wavelength 607 nm). Lens type water clear.
	Kingbright Electronic

	APA3010SEC 	3.0 x 1.0 mm SMD chip LED lamp. Super bright orange (peak wavelehgth 610 nm). Lens type water clear.
	Kingbright Electronic

	APTR3216SEC 	3.2 x 1.6 mm SMD chip LED lamp. Super bright orange (peak wavelength 610 nm). Lens type water clear.
	Kingbright Electronic

	564-0100-777 	LED CBI Circuit Board Indicator Tri-Level, High Efficiency Orange-orange-orange
	Dialight Corp.

	APB3025NSGC 	3.0 x 2.5 mm surface mount LED lamp. Pure orange, super bright green  (peak wavelehgth 610 nm, 565 nm). Lens type water clear.
3.0x2.5mm SURFACE MOUNT LED LAMP
	Kingbright Electronic
Kingbright Corporation

	TLOH157PTUF TLOH157P 	LED Lamp InGaAlP Orange Light Emission
T-1 3/4 SINGLE COLOR LED, HIGH INTENSITY ORANGE, 5 mm PLASTIC PACKAGE-2
	TOSHIBA

	TLOH156PST TLOH156P 	LED Lamp InGaAlP Orange Light Emission
T-1 3/4 SINGLE COLOR LED, HIGH INTENSITY ORANGE, 5 mm PLASTIC PACKAGE-2
	TOSHIBA

	SEL5220STH8F SEL5221STH8F SEL5421ETH8F SEL5420ETH8	5mm Pitch Lead  Square Display Red LED Lamp
5mm Pitch Lead 3f  Lens Red LED Lamp
5mm Pitch Lead 3f Lens Green LED Lamp
5mm Pitch Lead  Square Display Green LED Lamp
5mm Pitch Lead  Square Display Amber LED Lamp
5mm Pitch Lead 3f Lens Amber LED Lamp
5mm Pitch Lead  Square Display Orange LED Lamp
5mm Pitch Lead 3f Lens Orange LED Lamp
	Sanken

	L7104SYD 	T-1 (3 mm) super bright LED lamp. Super bright yellow. Lens type orange diffused.
	Kingbright Electronic
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