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			 Related Part Number
	
					PART	Description	Maker
	DSP56364 DSP56364D 	RESISTOR, 330R 25PPM 0.1% 0805; Series:PCF-P; Resistance:330R; Tolerance,  resistance:0.1%; Power rating:0.1W; Temperature, operating range:-55
24-Bit Audio Digital Signal Processor
	Motorola, Inc.
Motorola  Inc

	SLE44C80S-V5-T85-C SLE44C80S-V5-F7-M4 SLE44C80S-V5	Security & Chip Card ICs
Dials / Accessories; Series:DW22; Track Resistance:2kohm; Resistance Tolerance: /- 5%; Power Rating:2W; Operating Temperature Range:-30 C to  85 C; Adjustment Type:Knob; Resistance Max:2kohm; Temperature Coefficient: /-20ppm/ C RoHS Compliant: Yes
Knob Potentiometer; Series:DC22; Track Resistance:2kohm; Resistance Tolerance: /- 5%; Power Rating:2W; Operating Temperature Range:-30 C to  85 C; Adjustment Type:Knob; Leaded Process Compatible:Yes; Resistance Max:2kohm RoHS Compliant: Yes
Dials / Accessories; Series:DW22; Track Resistance:10kohm; Resistance Tolerance: 5%; Power Rating:2W; Operating Temperature Range:-30 C to  C; Adjustment Type:Knob; Leaded Process Compatible:Yes; Resistance Max:10kohm RoHS Compliant: Yes
Dials / Accessories; Series:DW22; Track Resistance:100ohm; Resistance Tolerance: 5%; Power Rating:2W; Operating Temperature Range:-30 C to  C; Adjustment Type:Knob; Resistance Max:100ohm; Temperature Coefficient:20ppm/ C RoHS Compliant: Yes
Dials / Accessories; Series:DW22; Track Resistance:100kohm; Resistance Tolerance: 5%; Power Rating:2W; Operating Temperature Range:-30 C to  C; Adjustment Type:Knob; Resistance Max:100kohm RoHS Compliant: Yes
Knob Potentiometer; Series:DC22; Track Resistance:5kohm; Resistance Tolerance: /- 5%; Power Rating:2W; Operating Temperature Range:-30 C to  85 C; Adjustment Type:Knob; Leaded Process Compatible:Yes; Resistance Max:5kohm RoHS Compliant: Yes
Dials / Accessories; Series:DW22; Track Resistance:100kohm; Resistance Tolerance: 5%; Power Rating:2W; Operating Temperature Range:-30 C to C; Adjustment Type:Knob; Resistance Max:100kohm RoHS Compliant: Yes 安全
Dials / Accessories; Series:DW22; Track Resistance:1kohm; Resistance Tolerance: /- 5%; Power Rating:2W; Operating Temperature Range:-30 C to  85 C; Adjustment Type:Knob; Leaded Process Compatible:Yes; Resistance Max:1kohm RoHS Compliant: Yes 安全
Dials / Accessories; Series:DW22; Track Resistance:100ohm; Resistance Tolerance: 5%; Power Rating:2W; Operating Temperature Range:-30 C to C; Adjustment Type:Knob; Resistance Max:100ohm; Temperature Coefficient:20ppm/ C RoHS Compliant: Yes 安全
Turns Counting Dial; Number of Turns:10; Knob/Dial Style:Round Knurled; Body Material:Plastic; Shaft Size:1/4; Color:Black; Leaded Process Compatible:Yes RoHS Compliant: Yes 安全
	INFINEON[Infineon Technologies AG]

	LC7137 LC7131 LC7136 LC7135 	CMOS LSI PLL FREQUENCY SYNTHSIZER LSI FOR 27MHz CB TRANSCEIVERS 的CMOS大规模集成电路锁相环频率SYNTHSIZER大规模集成电路的27MHz的文件收发器
THERMISTOR, NTC, SMD; Thermistor type:NTC; Resistance:330kR; Tolerance,  resistance: /-5%; Beta value:4015; Temperature, lower limit, beta value:25
	Sanyo Electric Co., Ltd.
Sanyo Electric Co.,Ltd.
SANYO[Sanyo Semicon Device]

	HHS60ZA HHS60ZB HHS60ZD HHS60ZE HHS60ZY 	Power Resistor; Series:90; Resistance:2kohm; Resistance Tolerance: /- 5%; Power Rating:5W; Resistor Element Material:Ceramic; Temperature Coefficient: /-30 ppm; Leaded Process Compatible:Yes; Packaging:Bulk RoHS Compliant: Yes
HHS60 Series . 60A Half-Brick DC/DC Converter 48V Input 3.3V, 2.5V, 1,8V, 1.5V, 1.2V Outputs
	Power-One

	ADT7461AARMZ-002 ADT7461AARMZ-2RL ADT7461AARMZ-RL7	±1?/a> Temperature Monitor with Series Resistance Cancellation
±1 Temperature Monitor with Series Resistance Cancellation
Remote Thermal sensor. 4Ch DIGITAL TEMP SENSOR-SERIAL, 8BIT(s), 2.5Cel, SQUARE, SURFACE MOUNT
	http://
ON Semiconductor

	KRF7389 	Generation V Technology Ultra Low On-Resistance Ultra Low On-Resistance
	TY Semiconductor Co., Ltd

	HSMP-482B HSMP-4820 HSMP-3820 HSMP-3822 HSMP-3823 	HSMP-482B · RF power limiter diode
HSMP-4820 · RF power limiter diode
HSMP-3820 · Low resistance PIN switch diode
HSMP-3822 · Low resistance PIN switch diode
HSMP-3823 · Low resistance PIN switch diode
HSMP-3824 · Low resistance PIN switch diode
	Agilent (Hewlett-Packard)

	BR-BX11V1-12V BR-B2134-12V BR-B21V1-12V BR-B31V1-1	Metal Oxide Resistor; Series:MP800; Resistance:15ohm; Resistance Tolerance: /- 1 %; Power Rating:20W; Temperature Coefficient:-20 to  50 ppm/ C; Terminal Type:Radial Leaded; Package/Case:2-TO-220; Voltage Rating:300V 电阻LED节能灯（圆形类型
RESISTOR LED LAMPS (ROUND TYPES) 电阻LED节能灯（圆形类型
MOSFET N-CH 600V 26A PLUS220-SMD
Metal Oxide Resistor; Series:MP800; Resistance:16ohm; Resistance Tolerance: /- 1 %; Power Rating:20W; Temperature Coefficient:-20 to  50 ppm/ C; Terminal Type:Radial Leaded; Package/Case:2-TO-220; Voltage Rating:300V
	?╁??′唤??????
Yellow Stone, Corp.
早安股份有限公司
YSTONE[Yellow Stone Corp]

	ADT7461 ADT7461ARM ADT7461AR-REEL7 ADT7461ARM-REEL	∑C Temperature Monitor with Series Resistance Cancellation SPECIALTY ANALOG CIRCUIT, PDSO8
±1°C Temperature Monitor with Series Resistance Cancellation
	Analog Devices, Inc.
ON Semiconductor

	PS7214-1A-F4 PS7214-1A-F3 PS7214-1A-E4 PS7214-1A-E	4 PIN SOP, 1.0 з LOW ON-STATE RESISTANCE 1-CH OPTICAL COUPLED MOSFET 4引脚SOP.0з低导通状态电通道光学耦合MOSFET
4 PIN SOP, 1.0 з LOW ON-STATE RESISTANCE 1-CH OPTICAL COUPLED MOSFET 4引脚SOP1.0з低导通状态电1通道光学耦合MOSFET
4 PIN SOP / 1.0  LOW ON-STATE RESISTANCE 1-CH OPTICAL COUPLED MOSFET
4 PIN SOP 1.0  LOW ON-STATE RESISTANCE 1-CH OPTICAL COUPLED MOSFET
4 PIN SOP, 1.0 ?LOW ON-STATE RESISTANCE 1-CH OPTICAL COUPLED MOSFET
	NEC, Corp.
NEC Corp.
NEC[NEC]

	MM74C901 MM74C901M MM74C901N MM74C902M MM74C902N M	Linear Motion Control; Series:LCP12; Track Resistance:5kohm; Resistance Tolerance: /-20%; Power Rating:0.7W; Resistor Element Material:Conductive
Hex Inverting TTL Buffer . Hex Non-Inverting TTL Buffer
Hex Inverting TTL Buffer •
From old datasheet system
	Fairchild Semiconductor Corporation
FAIRCHILD[Fairchild Semiconductor]
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