

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						0M50V5			TA75324P			MAX20320			HSBD136			HSBD136			P30N60			EA09656			9575GI			

			
	
	Product Description

			
	
	Full Text Search




				


		









[image: ]


			110-90-308-41-105161 -    Dual-in-line sockets and headers / open frame / surface mount pick and place Multiconductor Cable; Number of Conductors:4; Conductor Size AWG:26; No. Strands x Strand Size:7 x 34; Jacket Material:Teflon; Approval Bodies:UL NEC/CUL,CEC; Capacitance:18.5pF/ft; Conductor Material:Copper RoHS Compliant: Yes CAT 6A BLADE SERVER      PATCH CABLE 5 WHT CAT 6A BLADE SERVER      PATCH CABLE 10 WHT Multiconductor Cable; Number of Conductors:3; Conductor Size AWG:16; No. Strands x Strand Size:19 x 29; Jacket Material:Teflon; Approval Bodies:UL NEC/CUL,CEC; Capacitance:30.7pF/ft; Conductor Material:Copper RoHS Compliant: Yes Multiconductor Cable; Number of Conductors:4; Conductor Size AWG:24; No. Strands x Strand Size:19 x 36; Jacket Material:Teflon; Approval Bodies:UL NEC/CUL,CEC; Capacitance:21.9pF/ft; Conductor Material:Copper RoHS Compliant: Yes CAT 6A BLADE SERVER      PATCH CABLE 7 WHT Multiconductor Cable; Number of Conductors:4; Conductor Size AWG:22; No. Strands x Strand Size:19 x 34; Jacket Material:Teflon; Approval Bodies:UL NEC/CUL,CEC; Capacitance:27.4pF/ft; Conductor Material:Copper RoHS Compliant: Yes Multiconductor Cable; Number of Conductors:3; Conductor Size AWG:22; No. Strands x Strand Size:19 x 34; Jacket Material:Teflon; Approval Bodies:UL NEC/CUL,CEC; Capacitance:27.4pF/ft; Conductor Material:Copper RoHS Compliant: Yes Multiconductor Cable; Number of Conductors:3; Conductor Size AWG:16; No. Strands x Strand Size:19 x 29; Jacket Material:Teflon; Approval Bodies:UL NEC/CUL,CEC; Cable/Wire MIL SPEC:MIL-W-16878/4 Type E; Capacitance:30.7pF/ft RoHS Compliant: Yes Multiconductor Cable; Number of Conductors:3; Conductor Size AWG:18; No. Strands x Strand Size:19 x 30; Jacket Material:Teflon; Approval Bodies:UL NEC/CUL,CEC; Capacitance:31pF/ft; Conductor Material:Copper RoHS Compliant: Yes OTTA 25 M6 PH3 Multiconductor Cable; Number of Conductors:3; Conductor Size AWG:20; No. Strands x Strand Size:19 x 32; Jacket Material:Teflon; Approval Bodies:UL NEC/CUL,CEC; Capacitance:31.7pF/ft; Conductor Material:Copper RoHS Compliant: Yes Dual-in-line sockets and headers / open frame / surface mount pick and place 双列直插式插座和开架式/表面贴装贴装 Photoelectric Sensor; Sensor Input Type:Fiber-Optic; Sensor Output:PNP; Switch Terminals:Quick Connect; Leaded Process Compatible:No; Output Type:Transistor; Peak Reflow Compatible (260 C):No; Contact Current Max:150mA 双列直插式插座和开架式/表面贴装贴装 CONNECTOR ACCESSORY 双列直插式插座和开架式/表面贴装贴装 Photoelectric Sensor; Sensor Input Type:Fiber-Optic; Sensor Output:NPN; Switch Terminals:Quick Connect; Leaded Process Compatible:No; Output Type:Transistor; Peak Reflow Compatible (260 C):No; Contact Current Max:150mA 双列直插式插座和开架式/表面贴装贴装 HDFK 25 MIT,SCHRAUBE SIX LOBE 双列直插式插座和开架式/表面贴装贴装 OSC 3.3V SMT 7X5 PECL 双列直插式插座和开架式/表面贴装贴装 CAT 6A BLADE SERVER PATCH CABLE 5 WHT 双列直插式插座和开架式/表面贴装贴装 HDFK 95-VP 双列直插式插座和开架式/表面贴装贴装 
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	Part No.	110-90-308-41-105161 110-90-314-41-105161 110-90-316-41-105161 110-90-318-41-105161 110-90-320-41-105161 110-90-324-41-105161 110-90-328-41-105161 110-90-624-41-105161 110-90-628-41-105161 110-90-632-41-105161 110-90-640-41-105161 110-91-308-41-105161 110-91-314-41-105161 110-91-316-41-105161 110-91-318-41-105161 110-91-320-41-105161 110-91-324-41-105161 110-91-328-41-105161 110-91-624-41-105161 110-91-628-41-105161 110-91-632-41-105161 110-91-640-41-105161 110-Z1-308-41-105161 110-Z1-314-41-105161 110-Z1-316-41-105161 110-Z1-318-41-105161 110-Z1-320-41-105161 110-Z1-324-41-105161 110-Z1-328-41-105161 110-Z1-624-41-105161 110-Z1-628-41-105161  

	Description	   Dual-in-line sockets and headers / open frame / surface mount pick and place 
 Multiconductor Cable; Number of Conductors:4; Conductor Size AWG:26; No. Strands x Strand Size:7 x 34; Jacket Material:Teflon; Approval Bodies:UL NEC/CUL,CEC; Capacitance:18.5pF/ft; Conductor Material:Copper RoHS Compliant: Yes
CAT 6A BLADE SERVER      PATCH CABLE 5 WHT
CAT 6A BLADE SERVER      PATCH CABLE 10 WHT
Multiconductor Cable; Number of Conductors:3; Conductor Size AWG:16; No. Strands x Strand Size:19 x 29; Jacket Material:Teflon; Approval Bodies:UL NEC/CUL,CEC; Capacitance:30.7pF/ft; Conductor Material:Copper RoHS Compliant: Yes
Multiconductor Cable; Number of Conductors:4; Conductor Size AWG:24; No. Strands x Strand Size:19 x 36; Jacket Material:Teflon; Approval Bodies:UL NEC/CUL,CEC; Capacitance:21.9pF/ft; Conductor Material:Copper RoHS Compliant: Yes
CAT 6A BLADE SERVER      PATCH CABLE 7 WHT
Multiconductor Cable; Number of Conductors:4; Conductor Size AWG:22; No. Strands x Strand Size:19 x 34; Jacket Material:Teflon; Approval Bodies:UL NEC/CUL,CEC; Capacitance:27.4pF/ft; Conductor Material:Copper RoHS Compliant: Yes
Multiconductor Cable; Number of Conductors:3; Conductor Size AWG:22; No. Strands x Strand Size:19 x 34; Jacket Material:Teflon; Approval Bodies:UL NEC/CUL,CEC; Capacitance:27.4pF/ft; Conductor Material:Copper RoHS Compliant: Yes
Multiconductor Cable; Number of Conductors:3; Conductor Size AWG:16; No. Strands x Strand Size:19 x 29; Jacket Material:Teflon; Approval Bodies:UL NEC/CUL,CEC; Cable/Wire MIL SPEC:MIL-W-16878/4 Type E; Capacitance:30.7pF/ft RoHS Compliant: Yes
Multiconductor Cable; Number of Conductors:3; Conductor Size AWG:18; No. Strands x Strand Size:19 x 30; Jacket Material:Teflon; Approval Bodies:UL NEC/CUL,CEC; Capacitance:31pF/ft; Conductor Material:Copper RoHS Compliant: Yes
OTTA 25 M6 PH3
Multiconductor Cable; Number of Conductors:3; Conductor Size AWG:20; No. Strands x Strand Size:19 x 32; Jacket Material:Teflon; Approval Bodies:UL NEC/CUL,CEC; Capacitance:31.7pF/ft; Conductor Material:Copper RoHS Compliant: Yes
Dual-in-line sockets and headers / open frame / surface mount pick and place 双列直插式插座和开架式/表面贴装贴装
Photoelectric Sensor; Sensor Input Type:Fiber-Optic; Sensor Output:PNP; Switch Terminals:Quick Connect; Leaded Process Compatible:No; Output Type:Transistor; Peak Reflow Compatible (260 C):No; Contact Current Max:150mA 双列直插式插座和开架式/表面贴装贴装
CONNECTOR ACCESSORY 双列直插式插座和开架式/表面贴装贴装
Photoelectric Sensor; Sensor Input Type:Fiber-Optic; Sensor Output:NPN; Switch Terminals:Quick Connect; Leaded Process Compatible:No; Output Type:Transistor; Peak Reflow Compatible (260 C):No; Contact Current Max:150mA 双列直插式插座和开架式/表面贴装贴装
HDFK 25 MIT,SCHRAUBE SIX LOBE 双列直插式插座和开架式/表面贴装贴装
OSC 3.3V SMT 7X5 PECL 双列直插式插座和开架式/表面贴装贴装
CAT 6A BLADE SERVER PATCH CABLE 5 WHT 双列直插式插座和开架式/表面贴装贴装
HDFK 95-VP 双列直插式插座和开架式/表面贴装贴装
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 			 Full text search :    Dual-in-line sockets and headers / open frame / surface mount pick and place Multiconductor Cable; Number of Conductors:4; Conductor Size AWG:26; No. Strands x Strand Size:7 x 34; Jacket Material:Teflon; Approval Bodies:UL NEC/CUL,CEC; Capacitance:18.5pF/ft; Conductor Material:Copper RoHS Compliant: Yes CAT 6A BLADE SERVER      PATCH CABLE 5 WHT CAT 6A BLADE SERVER      PATCH CABLE 10 WHT Multiconductor Cable; Number of Conductors:3; Conductor Size AWG:16; No. Strands x Strand Size:19 x 29; Jacket Material:Teflon; Approval Bodies:UL NEC/CUL,CEC; Capacitance:30.7pF/ft; Conductor Material:Copper RoHS Compliant: Yes Multiconductor Cable; Number of Conductors:4; Conductor Size AWG:24; No. Strands x Strand Size:19 x 36; Jacket Material:Teflon; Approval Bodies:UL NEC/CUL,CEC; Capacitance:21.9pF/ft; Conductor Material:Copper RoHS Compliant: Yes CAT 6A BLADE SERVER      PATCH CABLE 7 WHT Multiconductor Cable; Number of Conductors:4; Conductor Size AWG:22; No. Strands x Strand Size:19 x 34; Jacket Material:Teflon; Approval Bodies:UL NEC/CUL,CEC; Capacitance:27.4pF/ft; Conductor Material:Copper RoHS Compliant: Yes Multiconductor Cable; Number of Conductors:3; Conductor Size AWG:22; No. Strands x Strand Size:19 x 34; Jacket Material:Teflon; Approval Bodies:UL NEC/CUL,CEC; Capacitance:27.4pF/ft; Conductor Material:Copper RoHS Compliant: Yes Multiconductor Cable; Number of Conductors:3; Conductor Size AWG:16; No. Strands x Strand Size:19 x 29; Jacket Material:Teflon; Approval Bodies:UL NEC/CUL,CEC; Cable/Wire MIL SPEC:MIL-W-16878/4 Type E; Capacitance:30.7pF/ft RoHS Compliant: Yes Multiconductor Cable; Number of Conductors:3; Conductor Size AWG:18; No. Strands x Strand Size:19 x 30; Jacket Material:Teflon; Approval Bodies:UL NEC/CUL,CEC; Capacitance:31pF/ft; Conductor Material:Copper RoHS Compliant: Yes OTTA 25 M6 PH3 Multiconductor Cable; Number of Conductors:3; Conductor Size AWG:20; No. Strands x Strand Size:19 x 32; Jacket Material:Teflon; Approval Bodies:UL NEC/CUL,CEC; Capacitance:31.7pF/ft; Conductor Material:Copper RoHS Compliant: Yes Dual-in-line sockets and headers / open frame / surface mount pick and place 双列直插式插座和开架式/表面贴装贴装 Photoelectric Sensor; Sensor Input Type:Fiber-Optic; Sensor Output:PNP; Switch Terminals:Quick Connect; Leaded Process Compatible:No; Output Type:Transistor; Peak Reflow Compatible (260 C):No; Contact Current Max:150mA 双列直插式插座和开架式/表面贴装贴装 CONNECTOR ACCESSORY 双列直插式插座和开架式/表面贴装贴装 Photoelectric Sensor; Sensor Input Type:Fiber-Optic; Sensor Output:NPN; Switch Terminals:Quick Connect; Leaded Process Compatible:No; Output Type:Transistor; Peak Reflow Compatible (260 C):No; Contact Current Max:150mA 双列直插式插座和开架式/表面贴装贴装 HDFK 25 MIT,SCHRAUBE SIX LOBE 双列直插式插座和开架式/表面贴装贴装 OSC 3.3V SMT 7X5 PECL 双列直插式插座和开架式/表面贴装贴装 CAT 6A BLADE SERVER PATCH CABLE 5 WHT 双列直插式插座和开架式/表面贴装贴装 HDFK 95-VP 双列直插式插座和开架式/表面贴装贴装   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	STK11C88-W45I STK11C88 STK11C88-N20 STK11C88-N20I 	3-Line to 8-Line Decoders/Demultiplexers 16-SOIC -40 to 85 32K的量子8非易失端粒酶的CMOS非易失静态RAM
32K x 8 nvSRAM QUANTUM TRAP CMOS NONVOLATILE STATIC RAM 32K的量子8非易失端粒酶的CMOS非易失静态RAM
3-Line to 8-Line Decoders/Demultiplexers 16-TSSOP -40 to 85
	Electronic Theatre Controls, Inc.
List of Unclassifed Manufacturers
ETC[ETC]
SIMTEK

	LDM-ACT-65 LDM-ACT-40 LDM-ACT-75 LDM-ACT-10 LDM-AC	ACTIVE DELAY LINE, TRUE OUTPUT, DIP11
DELAY LINE|FIXED TAPS|1-LINE|5-TAP|HYBRID|DIP|16PIN|PLASTIC
	ENGINEERED COMPONENTS CO

	SN74LS147-D 	10-Line-to-4-Line and 8-Line-to-3-Line Priority Encoders
	ON Semiconductor

	MC74HC244A-D MC74HC244ADTR2 MC74HC244ADWR2 MC74HC2	Octal 3-State Noninverting Buffer/Line Driver/Line Receiver High-Performance Silicon-Gate CMOS
Octal 3-State Non-Inverting Buffer/Line Driver/Line Receiver
	ON Semiconductor

	DM74AS157 DM74AS157M DM74AS157N DM74AS157SJX DM74A	Quad 1 of 2 Line Data Selector/Multiplexer AS SERIES, QUAD 2 LINE TO 1 LINE MULTIPLEXER, TRUE OUTPUT, PDSO16
Quad 2-Line to 1-Line Data Selector/Multiplexer
	FAIRCHILD SEMICONDUCTOR CORP
Fairchild Semiconductor, Corp.
FAIRCHILD[Fairchild Semiconductor]

	HI-8482D HI-8482U HI-8482S HI-8482J HI-8482DT HI-8	ARINC 429 DUAL LINE RECEIVER DUAL LINE RECEIVER, CDIP20
ARINC 429 DUAL LINE RECEIVER DUAL LINE RECEIVER, PDSO20
384 MCELL 3 VOLT ZERO POWER ISP CPLD - NOT RECOMMENDED for NEW DESIGN
	Holt Integrated Circuits, Inc.

	1507 1507-100A 1507-100B 1507-100C 1507-150A 1507-	Delay 50  /-2.5 ns, 10-TAP SIP delay line Td/Tr=5
Delay 300  /-15 ns, 10-TAP SIP delay line Td/Tr=5
Delay 200  /-10 ns, 10-TAP SIP delay line Td/Tr=5
Delay 250  /-13 ns, 10-TAP SIP delay line Td/Tr=5
Delay 150  /-7.5 ns, 10-TAP SIP delay line Td/Tr=5
Delay 100  /-5 ns, 10-TAP SIP delay line Td/Tr=5
Ultra-Low-Power Voltage Detectors and &#181;P Supervisory Circuits 固定10抽头延迟线被动园
Ultra-Low-Power Voltage Detectors and µP Supervisory Circuits
Delay 40  /-2 ns, 10-TAP SIP delay line Td/Tr=5
Delay 500  /-25 ns, 10-TAP SIP delay line Td/Tr=5
Delay 20  /-2 ns, 10-TAP SIP delay line Td/Tr=5
	Data Delay Devices Inc

	MAX7033 MAX7033ETJ MAX7033EUI MAX7033EUIT 	315MHz/433MHz ASK Superheterodyne Receiver with AGC Lock SPECIALTY TELECOM CIRCUIT, PDSO28
Quadruple 2-Line To 1-Line Data Selectors/Multiplexers 16-CFP -55 to 125 315MHz/433MHz ASK超外差接收器，带有AGC锁存
Quadruple 2-Line To 1-Line Data Selectors/Multiplexers 16-CDIP -55 to 125
	Maxim Integrated Products, Inc.
MAXIM - Dallas Semiconductor

	CMOSLDM-39T CMOSLDM-24T CMOSLDM-150T CMOSLDM-71T C	ACTIVE DELAY LINE, TRUE OUTPUT, DIP8 0.150 INCH HEIGHT, DIP-14/8
DELAY LINE|FIXED TAPS|1-LINE|5-TAP|HYBRID|DIP|14PIN|PLASTIC 延迟线|定额丝锥| 1线| 5，技术咨询|混合|双酯| 14PIN |塑料
	Engineered Components Company
ITT, Corp.
TE Connectivity, Ltd.
Electronic Theatre Controls, Inc.

	DDU37F-XXM DDU37F DDU37F-100 DDU37F-100M DDU37F-12	DELAY LINE|CONTIN VARIABLE|1-LINE|1-TAP|HYBRID|DIP|34PIN|PLASTIC 延迟线|康定变| 1线| 1 -技术咨询|混合|双酯| 34PIN |塑料
MECHANICALLY VARIABLE TTL DELAY LINE
	Cypress Semiconductor, Corp.
DATADELAY[Data Delay Devices, Inc.]

	93LC66A-IP 93LC66A-ISM 93LC66A-ISN 93LC66A-IST 93L	Quadruple 2-Line To 1-Line Data Selectors / Multiplexers 16-TVSOP -40 to 85
Quadruple 2-Line To 1-Line Data Selectors / Multiplexers 16-SOIC -40 to 85
16-Bit D-Type Edge-Triggered Flip-Flops With 3-State Outputs 48-SSOP -40 to 85
16-Bit D-Type Transparent Latches With 3-State Outputs 48-SSOP -40 to 85
Quadruple 2-Line To 1-Line Data Selectors / Multiplexers 16-SSOP -40 to 85
16-Bit Bus Transceivers With 3-State Outputs 48-SSOP -40 to 85
4K 2.5V Microwire Serial EEPROM
	Microchip Technology Inc.
MICROCHIP[Microchip Technology]
http://
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