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			AP131 - 1.5A Fast Ultra Low Dropout Linear Regulators 1.5A的快速超低压差线性稳压器 MOSFET; Transistor Polarity:P Channel; Drain Source Voltage, Vds:-55V; Continuous Drain Current, Id:75A; On-Resistance, Rds(on):8mohm; Rds(on) Test Voltage, Vgs:-10V; Package/Case:TO-220; Leaded Process Compatible:No 300mA低压差线性稳压器，带有关 MOSFET, N D-PAK;; Transistor type:MOSFET; Transistor polarity:N Channel; Voltage, Vds max:30V; Case style:TO-252 (D-Pak); Current, Id cont:63A; Current, Idm pulse:50A; Power, Pd:65.2W; Resistance, Rds on:0.0095R; LED Lamp; Color:Blue; Luminous Intensity (MSCP):210ucd; Voltage Rating:3.9V; LED Color:Blue; Leaded Process Compatible:Yes; Mounting Type:Through Hole; Terminal Type:Radial Leaded LED Lamp; Color:Blue; Luminous Intensity (MSCP):15ucd; Voltage Rating:3.9V; LED Color:Blue; Leaded Process Compatible:Yes; Mounting Type:Through Hole; Terminal Type:Radial Leaded LED Lamp; Color:Blue; Luminous Intensity (MSCP):50ucd; Voltage Rating:3.9V; LED Color:Blue; Leaded Process Compatible:Yes; Mounting Type:Through Hole; Terminal Type:Radial Leaded MOSFET; Transistor Polarity:N Channel; Drain Source Voltage, Vds:20V; Continuous Drain Current, Id:85A; On-Resistance, Rds(on):3mohm; Rds(on) Test Voltage, Vgs:4.5V; Package/Case:TO-220AB; Leaded Process Compatible:Yes MOSFET, P TO-220MOSFET, P TO-220; Transistor type:MOSFET; Transistor polarity:P; Voltage, Vds max:30V; Case style:TO-220AB; Current, Id cont:70A; Current, Idm pulse:240A; Power, Pd:187W; Resistance, Rds on:0.007R; Pin SENSOR, OPTICAL, PHOTOTRANSISTOR O/P; RoHS Compliant: Yes MOSFET; Transistor Polarity:N Channel; Drain Source Voltage, Vds:20V; Continuous Drain Current, Id:85A; On-Resistance, Rds(on):0.003ohm; Rds(on) Test Voltage, Vgs:4.5V; Package/Case:TO-220; Leaded Process Compatible:No Optical Sensor (Switch) Reflective; Optocoupler Output Type:Transistor; Leaded Process Compatible:Yes; Voltage Rating:32V MOSFET; Transistor Polarity:N Channel; Drain Source Voltage, Vds:60V; Continuous Drain Current, Id:70A; On-Resistance, Rds(on):14mohm; Rds(on) Test Voltage, Vgs:10V; Package/Case:TO-220; Leaded Process Compatible:No LED Lamp; Color:Yellow; Luminous Intensity (MSCP):2.5; Viewing Angle:60; Forward Current:7mA; Forward Voltage:2.2V; LED Color:Yellow; Leaded Process Compatible:Yes; Lens Style:(L x W x D) 3 x 2.8 x 1.65 mm; Lens Width:3mm MOSFET; Transistor Polarity:N Channel; Drain Source Voltage, Vds:150V; Continuous Drain Current, Id:85A; On-Resistance, Rds(on):21mohm; Rds(on) Test Voltage, Vgs:10V; Package/Case:TO-220; Leaded Process Compatible:No Optical Sensor (Switch) Transmissive / Slotted Interrupter; Optocoupler Output Type:Transistor; Leaded Process Compatible:Yes; Voltage Rating:70V Optical Sensor (Switch) Reflective; Optocoupler Output Type:Transistor; Leaded Process Compatible:Yes; Voltage Rating:70V LED Lamp; Color:Yellow; Luminous Intensity (MSCP):50; Viewing Angle:60; Voltage Rating:2V; Forward Current:30mA; Forward Voltage:2V; LED Color:Yellow; Leaded Process Compatible:Yes; Mounting Type:Surface Mount MOSFET; Transistor Polarity:N Channel; Drain Source Voltage, Vds:60V; Continuous Drain Current, Id:75A; On-Resistance, Rds(on):8mohm; Rds(on) Test Voltage, Vgs:10V; Package/Case:TO-220; Leaded Process Compatible:No LED Lamp; Color:Green; Luminous Intensity (MSCP):1.6; Viewing Angle:60; Forward Current:7mA; Forward Voltage:1.9V; LED Color:Green; Leaded Process Compatible:Yes; Lens Style:(L x W x D) 3 x 2.8 x 1.65 mm; Lens Width:3 MOSFET, N TO-220AB 300mA Low Dropout Linear Regulator with Shutdown 
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	Part No.	AP131 AP131-50Y AP131-15W AP131-15Y AP131-16W AP131-16Y AP131-17W AP131-17Y AP131-18W AP131-18Y AP131-19W AP131-19Y AP131-20W AP131-20Y AP131-21W AP131-21Y AP131-22W AP131-22Y AP131-23W AP131-23Y AP131-24W AP131-24Y AP131-25W AP131-25Y AP131-26W AP131-26Y AP131-27W AP131-27Y AP131-28W AP131-28Y AP131-29W  

	Description	1.5A Fast Ultra Low Dropout Linear Regulators 1.5A的快速超低压差线性稳压器 
 MOSFET; Transistor Polarity:P Channel; Drain Source Voltage, Vds:-55V; Continuous Drain Current, Id:75A; On-Resistance, Rds(on):8mohm; Rds(on) Test Voltage, Vgs:-10V; Package/Case:TO-220; Leaded Process Compatible:No 300mA低压差线性稳压器，带有关
MOSFET, N D-PAK;; Transistor type:MOSFET; Transistor polarity:N Channel; Voltage, Vds max:30V; Case style:TO-252 (D-Pak); Current, Id cont:63A; Current, Idm pulse:50A; Power, Pd:65.2W; Resistance, Rds on:0.0095R;
LED Lamp; Color:Blue; Luminous Intensity (MSCP):210ucd; Voltage Rating:3.9V; LED Color:Blue; Leaded Process Compatible:Yes; Mounting Type:Through Hole; Terminal Type:Radial Leaded
LED Lamp; Color:Blue; Luminous Intensity (MSCP):15ucd; Voltage Rating:3.9V; LED Color:Blue; Leaded Process Compatible:Yes; Mounting Type:Through Hole; Terminal Type:Radial Leaded
LED Lamp; Color:Blue; Luminous Intensity (MSCP):50ucd; Voltage Rating:3.9V; LED Color:Blue; Leaded Process Compatible:Yes; Mounting Type:Through Hole; Terminal Type:Radial Leaded
MOSFET; Transistor Polarity:N Channel; Drain Source Voltage, Vds:20V; Continuous Drain Current, Id:85A; On-Resistance, Rds(on):3mohm; Rds(on) Test Voltage, Vgs:4.5V; Package/Case:TO-220AB; Leaded Process Compatible:Yes
MOSFET, P TO-220MOSFET, P TO-220; Transistor type:MOSFET; Transistor polarity:P; Voltage, Vds max:30V; Case style:TO-220AB; Current, Id cont:70A; Current, Idm pulse:240A; Power, Pd:187W; Resistance, Rds on:0.007R; Pin
SENSOR, OPTICAL, PHOTOTRANSISTOR O/P; RoHS Compliant: Yes
MOSFET; Transistor Polarity:N Channel; Drain Source Voltage, Vds:20V; Continuous Drain Current, Id:85A; On-Resistance, Rds(on):0.003ohm; Rds(on) Test Voltage, Vgs:4.5V; Package/Case:TO-220; Leaded Process Compatible:No
Optical Sensor (Switch) Reflective; Optocoupler Output Type:Transistor; Leaded Process Compatible:Yes; Voltage Rating:32V
MOSFET; Transistor Polarity:N Channel; Drain Source Voltage, Vds:60V; Continuous Drain Current, Id:70A; On-Resistance, Rds(on):14mohm; Rds(on) Test Voltage, Vgs:10V; Package/Case:TO-220; Leaded Process Compatible:No
LED Lamp; Color:Yellow; Luminous Intensity (MSCP):2.5; Viewing Angle:60; Forward Current:7mA; Forward Voltage:2.2V; LED Color:Yellow; Leaded Process Compatible:Yes; Lens Style:(L x W x D) 3 x 2.8 x 1.65 mm; Lens Width:3mm
MOSFET; Transistor Polarity:N Channel; Drain Source Voltage, Vds:150V; Continuous Drain Current, Id:85A; On-Resistance, Rds(on):21mohm; Rds(on) Test Voltage, Vgs:10V; Package/Case:TO-220; Leaded Process Compatible:No
Optical Sensor (Switch) Transmissive / Slotted Interrupter; Optocoupler Output Type:Transistor; Leaded Process Compatible:Yes; Voltage Rating:70V
Optical Sensor (Switch) Reflective; Optocoupler Output Type:Transistor; Leaded Process Compatible:Yes; Voltage Rating:70V
LED Lamp; Color:Yellow; Luminous Intensity (MSCP):50; Viewing Angle:60; Voltage Rating:2V; Forward Current:30mA; Forward Voltage:2V; LED Color:Yellow; Leaded Process Compatible:Yes; Mounting Type:Surface Mount
MOSFET; Transistor Polarity:N Channel; Drain Source Voltage, Vds:60V; Continuous Drain Current, Id:75A; On-Resistance, Rds(on):8mohm; Rds(on) Test Voltage, Vgs:10V; Package/Case:TO-220; Leaded Process Compatible:No
LED Lamp; Color:Green; Luminous Intensity (MSCP):1.6; Viewing Angle:60; Forward Current:7mA; Forward Voltage:1.9V; LED Color:Green; Leaded Process Compatible:Yes; Lens Style:(L x W x D) 3 x 2.8 x 1.65 mm; Lens Width:3
MOSFET, N TO-220AB
300mA Low Dropout Linear Regulator with Shutdown


	File Size	152.71K  / 
						7 Page	 
	

						Maker	
						[image: ]


						 Diodes, Inc. 
 TE Connectivity, Ltd.
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 			 Full text search : 1.5A Fast Ultra Low Dropout Linear Regulators 1.5A的快速超低压差线性稳压器 MOSFET; Transistor Polarity:P Channel; Drain Source Voltage, Vds:-55V; Continuous Drain Current, Id:75A; On-Resistance, Rds(on):8mohm; Rds(on) Test Voltage, Vgs:-10V; Package/Case:TO-220; Leaded Process Compatible:No 300mA低压差线性稳压器，带有关 MOSFET, N D-PAK;; Transistor type:MOSFET; Transistor polarity:N Channel; Voltage, Vds max:30V; Case style:TO-252 (D-Pak); Current, Id cont:63A; Current, Idm pulse:50A; Power, Pd:65.2W; Resistance, Rds on:0.0095R; LED Lamp; Color:Blue; Luminous Intensity (MSCP):210ucd; Voltage Rating:3.9V; LED Color:Blue; Leaded Process Compatible:Yes; Mounting Type:Through Hole; Terminal Type:Radial Leaded LED Lamp; Color:Blue; Luminous Intensity (MSCP):15ucd; Voltage Rating:3.9V; LED Color:Blue; Leaded Process Compatible:Yes; Mounting Type:Through Hole; Terminal Type:Radial Leaded LED Lamp; Color:Blue; Luminous Intensity (MSCP):50ucd; Voltage Rating:3.9V; LED Color:Blue; Leaded Process Compatible:Yes; Mounting Type:Through Hole; Terminal Type:Radial Leaded MOSFET; Transistor Polarity:N Channel; Drain Source Voltage, Vds:20V; Continuous Drain Current, Id:85A; On-Resistance, Rds(on):3mohm; Rds(on) Test Voltage, Vgs:4.5V; Package/Case:TO-220AB; Leaded Process Compatible:Yes MOSFET, P TO-220MOSFET, P TO-220; Transistor type:MOSFET; Transistor polarity:P; Voltage, Vds max:30V; Case style:TO-220AB; Current, Id cont:70A; Current, Idm pulse:240A; Power, Pd:187W; Resistance, Rds on:0.007R; Pin SENSOR, OPTICAL, PHOTOTRANSISTOR O/P; RoHS Compliant: Yes MOSFET; Transistor Polarity:N Channel; Drain Source Voltage, Vds:20V; Continuous Drain Current, Id:85A; On-Resistance, Rds(on):0.003ohm; Rds(on) Test Voltage, Vgs:4.5V; Package/Case:TO-220; Leaded Process Compatible:No Optical Sensor (Switch) Reflective; Optocoupler Output Type:Transistor; Leaded Process Compatible:Yes; Voltage Rating:32V MOSFET; Transistor Polarity:N Channel; Drain Source Voltage, Vds:60V; Continuous Drain Current, Id:70A; On-Resistance, Rds(on):14mohm; Rds(on) Test Voltage, Vgs:10V; Package/Case:TO-220; Leaded Process Compatible:No LED Lamp; Color:Yellow; Luminous Intensity (MSCP):2.5; Viewing Angle:60; Forward Current:7mA; Forward Voltage:2.2V; LED Color:Yellow; Leaded Process Compatible:Yes; Lens Style:(L x W x D) 3 x 2.8 x 1.65 mm; Lens Width:3mm MOSFET; Transistor Polarity:N Channel; Drain Source Voltage, Vds:150V; Continuous Drain Current, Id:85A; On-Resistance, Rds(on):21mohm; Rds(on) Test Voltage, Vgs:10V; Package/Case:TO-220; Leaded Process Compatible:No Optical Sensor (Switch) Transmissive / Slotted Interrupter; Optocoupler Output Type:Transistor; Leaded Process Compatible:Yes; Voltage Rating:70V Optical Sensor (Switch) Reflective; Optocoupler Output Type:Transistor; Leaded Process Compatible:Yes; Voltage Rating:70V LED Lamp; Color:Yellow; Luminous Intensity (MSCP):50; Viewing Angle:60; Voltage Rating:2V; Forward Current:30mA; Forward Voltage:2V; LED Color:Yellow; Leaded Process Compatible:Yes; Mounting Type:Surface Mount MOSFET; Transistor Polarity:N Channel; Drain Source Voltage, Vds:60V; Continuous Drain Current, Id:75A; On-Resistance, Rds(on):8mohm; Rds(on) Test Voltage, Vgs:10V; Package/Case:TO-220; Leaded Process Compatible:No LED Lamp; Color:Green; Luminous Intensity (MSCP):1.6; Viewing Angle:60; Forward Current:7mA; Forward Voltage:1.9V; LED Color:Green; Leaded Process Compatible:Yes; Lens Style:(L x W x D) 3 x 2.8 x 1.65 mm; Lens Width:3 MOSFET, N TO-220AB 300mA Low Dropout Linear Regulator with Shutdown   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	UR533L-15-TQ5-R UR533L-15-TQ5-T UR533-25-TQ5-T UR5	1.5A Fast Ultra Low Dropout Linear Regulators 1.5 V FIXED POSITIVE LDO REGULATOR, 1.18 V DROPOUT, PSSO5
1.5A Fast Ultra Low Dropout Linear Regulators 1.5A的快速超低压差线性稳压器
1.5A Fast Ultra Low Dropout Linear Regulators 2.5 V FIXED POSITIVE LDO REGULATOR, 1.18 V DROPOUT, PSSO5
1.5A Fast Ultra Low Dropout Linear Regulators 1.5 V FIXED POSITIVE LDO REGULATOR, 1.18 V DROPOUT, SFM5
5A ADJUSTABLE/FIXED ULTRA LOW DROP-OUT LINEAR REGULATOR
	UNISONIC TECHNOLOGIES CO LTD
Unisonic Technologies Co., Ltd.
友顺科技股份有限公司
UTC[Unisonic Technologies]

	AP131-XXWG-7 AP131-XXWL-7 AP131-35WL-7 	300mA LOW DROPOUT LINEAR REGULATOR WITH
1.5A Fast Ultra Low Dropout Linear Regulators 3.5 V FIXED POSITIVE LDO REGULATOR, 0.5 V DROPOUT, PDSO5
	Diodes Incorporated
Diodes, Inc.

	RT9009 	2.5A, Ultra-Low Dropout, Ultra-Fast CMOS LDO Regulator
	Richtek Technology Corporation

	NCV5662DSADJR4G 	Low Output Voltage, Ultra&#8722;Fast 2.0 A Low Dropout Linear Regulator with Enable ADJUSTABLE POSITIVE LDO REGULATOR, 1.3 V DROPOUT, PSSO5
	ON Semiconductor

	NCV5663DS15R4G 	Low Output Voltage, Ultra-Fast 3.0 A Low Dropout Linear Regulator with Enable
	ON Semiconductor

	APE8800A-18Y5P APE8800A-15Y5P 	1.5A Fast Ultra Low Dropout Linear Regulators
	Advanced Power Electronics Corp

	L1152L-XX-AF5-R L1152G-XX-AF5-R 	500mA, LOW DROPOUT, LOW NOISE ULTRA-FAST WITH SOFT START CMOS LDO REGULATOR
	Unisonic Technologies

	LR1120L-XX-AF5-X-R LR1120G-XX-AF5-X-R LR112012 	500mA, LOW DROPOUT, LOW NOISE ULTRA-FAST WITH SOFT START CMOS LDO REGULATOR
	Unisonic Technologies

	LR1108-XX-AF5-R LR1108-XX-AB3-C-R LR1108-XX-AB3-A-	1A FAST ULTRA LOW DROPOUT LINEAR REGULATOR 1A条快速超低差线性稳压器
	??『绉???′唤??????
Unisonic Technologies Co., Ltd.
友顺科技股份有限公司

	AME8830AEEV285Z AME8830 AME8830AEEV285Y 	Ultra Low Dropout, Fast Turn On 150mA CMOS Regulator
	AKM[Asahi Kasei Microsystems]

	AP7362-25SP-13 AP7362-XXSP-13 AP7362-12 AP7362-15 	2.5 V FIXED POSITIVE LDO REGULATOR, 0.28 V DROPOUT, PDSO8 ROHS COMPLIANT, SOP-8
1.5A, LOW QUIESCENT CURRENT, FAST TRANSIENT ULTRA-LOW DROPOUT LINEAR REGULATOR
1.2 V FIXED POSITIVE LDO REGULATOR, 0.28 V DROPOUT, PDSO8
	Diodes, Inc.
Diodes Incorporated

	AS1581 AS1581T AS1581U-X AS1581T-X AS1581U 	5A ULTRA LOW DROPOUT VOLTAGE REGULATOR FAST RESPONSE, ADJUSTABLE & FIXED
	AOSMD[Alpha & Omega Semiconductors]
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