

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						25C16AX			74HC2G			250BZX			P7516			HCP16			CXP82600			101M3			K3565			

			
	
	Product Description

			
	
	Full Text Search




				


		









[image: ]


			EC2-6 - High Insulation, High breakdown voltage, compact and lightweight, Surface mounting type COMPACT AND LIGHTWEIGHT/ SMALL MOUNTING SIZE/ HIGH BREAKDOWN VOLTAGE High Insulation/ High breakdown voltage/ compact and lightweight/ Surface mounting type A/D Converter (A-D) IC; Resolution (Bits):24; Sample Rate:192kSPS; Input Channels Per ADC:8; Input Channel Type:Differential; Data Interface:Serial; Package/Case:48-LQFP RoHS Compliant: Yes CONNECTOR ACCESSORY Film Capacitor; Capacitor Type:Suppression; Voltage Rating:100VDC; Capacitor Dielectric Material:Polyester; Capacitance:0.022uF; Capacitance Tolerance: 10%; Lead Pitch:5.00mm; Leaded Process Compatible:Yes RoHS Compliant: Yes COMPACT AND LIGHTWEIGHT, SMALL MOUNTING SIZE, HIGH BREAKDOWN VOLTAGE 小巧轻盈，小安装尺寸，高击穿电压 
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	Part No.	EC2-6 EC2 EC2-12ND EC2-12NP EC2-12NU EC2-12NJ EC2-24 EC2-4.5 EC2-12S EC2-12SND EC2-12SNJ EC2-12SNU EC2-12TNJ EC2-3 EC2-9 EC2-4.5SNJ EC2-4.5TNJ EC2-5 EC2-4.5SNP EC2-4.5NJ EC2-4.5TNU EC2-3NJ EC2-5S EC2-5SNU EC2-3NP EC2-4.5NP EC2-4.5NU EC2-5TNP EC2-4.5TNP EC2-5TNJ EC2-3NU  

	Description	High Insulation, High breakdown voltage, compact and lightweight, Surface mounting type 
 COMPACT AND LIGHTWEIGHT/ SMALL MOUNTING SIZE/ HIGH BREAKDOWN VOLTAGE
High Insulation/ High breakdown voltage/ compact and lightweight/ Surface mounting type
A/D Converter (A-D) IC; Resolution (Bits):24; Sample Rate:192kSPS; Input Channels Per ADC:8; Input Channel Type:Differential; Data Interface:Serial; Package/Case:48-LQFP RoHS Compliant: Yes
CONNECTOR ACCESSORY
Film Capacitor; Capacitor Type:Suppression; Voltage Rating:100VDC; Capacitor Dielectric Material:Polyester; Capacitance:0.022uF; Capacitance Tolerance: 10%; Lead Pitch:5.00mm; Leaded Process Compatible:Yes RoHS Compliant: Yes
COMPACT AND LIGHTWEIGHT, SMALL MOUNTING SIZE, HIGH BREAKDOWN VOLTAGE 小巧轻盈，小安装尺寸，高击穿电压


	File Size	100.40K  / 
						8 Page	 
	

						Maker	
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						 NEC Corp. 
 NEC, Corp.
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									JITONG 
									TECHNOLOGY 

									(CHINA HK & SZ)

									Datasheet.hk's Sponsor

	Part: EC21QS10-TE12L
	Maker: NIHON
	Pack: N/A
	Stock: 1538
	Unit price 
									for :
	    
									50: $0.17
	  
									100: $0.16
	1000: 
									$0.15
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 			 Full text search : High Insulation, High breakdown voltage, compact and lightweight, Surface mounting type COMPACT AND LIGHTWEIGHT/ SMALL MOUNTING SIZE/ HIGH BREAKDOWN VOLTAGE High Insulation/ High breakdown voltage/ compact and lightweight/ Surface mounting type A/D Converter (A-D) IC; Resolution (Bits):24; Sample Rate:192kSPS; Input Channels Per ADC:8; Input Channel Type:Differential; Data Interface:Serial; Package/Case:48-LQFP RoHS Compliant: Yes CONNECTOR ACCESSORY Film Capacitor; Capacitor Type:Suppression; Voltage Rating:100VDC; Capacitor Dielectric Material:Polyester; Capacitance:0.022uF; Capacitance Tolerance: 10%; Lead Pitch:5.00mm; Leaded Process Compatible:Yes RoHS Compliant: Yes COMPACT AND LIGHTWEIGHT, SMALL MOUNTING SIZE, HIGH BREAKDOWN VOLTAGE 小巧轻盈，小安装尺寸，高击穿电压   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	QSC-100 	HEAT SHRINK HIGH VOLTAGE INSULATION TUBING
	Qualtek Electronics Corporation

	FTR-C1 FTR-C1CA012G FTR-C1CB012G FTR-C1GA012G FTR-	POWER RELAY 2 POLES-2A High Insulation/wide Gap
	Fujitsu Component Limited.

	ADJ12024 ADJ11005 ADJ11148 ADJ13048 ADJ13106 ADJ11	DJ-relay. 16A, compact and high-insulation power latching relay. Coil voltage 24 V DC. 1 form C. 1 coil latching type. Sealed type. Without test button.
DJ-relay. 16A, compact and high-insulation power latching relay. Coil voltage 5 V DC. 1 form C. 1 coil latching type. Flux-resistant type. Without test button.
DJ-relay. 16A, compact and high-insulation power latching relay. Coil voltage 48 V DC. 1 form C. 1 coil latching type. Flux-resistant type. With test button.
DJ-relay. 16A, compact and high-insulation power latching relay. Coil voltage 48 V DC. 1 form C. 2 coil latching type. Flux-resistant type. Without test button.
DJ-relay. 16A, compact and high-insulation power latching relay. Coil voltage 6 V DC. 1 form C. 2 coil latching type. Flux-resistant type. With test button.
DJ-relay. 16A, compact and high-insulation power latching relay. Coil voltage 12 V DC. 1 form C. 1 coil latching type. Flux-resistant type. Without test button.
DJ-relay. 16A, compact and high-insulation power latching relay. Coil voltage 24 V DC. 1 form C. 1 coil latching type. Flux-resistant type. Without test button.
DJ-relay. 16A, compact and high-insulation power latching relay. Coil voltage 12 V DC. 1 form C. 1 coil latching type. Flux-resistant type. With test button.
DJ-relay. 16A, compact and high-insulation power latching relay. Coil voltage 24 V DC. 1 form C. 1 coil latching type. Flux-resistant type. With test button.
DJ-relay. 16A, compact and high-insulation power latching relay. Coil voltage 24 V DC. 1 form C. 2 coil latching type. Flux-resistant type. Without test button.
DJ-relay. 16A, compact and high-insulation power latching relay. Coil voltage 24 V DC. 1 form C. 2 coil latching type. Flux-resistant type. With test button.
DJ-relay. 16A, compact and high-insulation power latching relay. Coil voltage 48 V DC. 1 form C. 2 coil latching type. Flux-resistant type. With test button.
DJ-relay. 16A, compact and high-insulation power latching relay. Coil voltage 5 V DC. 1 form A. 1 coil latching type. Flux-resistant type. Without test button.
DJ-relay. 16A, compact and high-insulation power latching relay. Coil voltage 6 V DC. 1 form C. 1 coil latching type. Flux-resistant type. Without test button.
DJ-relay. 16A, compact and high-insulation power latching relay. Coil voltage 48 V DC. 1 form C. 1 coil latching type. Flux-resistant type. Without test button.
DJ-relay. 16A, compact and high-insulation power latching relay. Coil voltage 5 V DC. 1 form C. 1 coil latching type. Flux-resistant type. With test button.
DJ-relay. 16A, compact and high-insulation power latching relay. Coil voltage 6 V DC. 1 form C. 1 coil latching type. Flux-resistant type. With test button.
DJ-relay. 16A, compact and high-insulation power latching relay. Coil voltage 5 V DC. 1 form C. 2 coil latching type. Flux-resistant type. Without test button.
DJ-relay. 16A, compact and high-insulation power latching relay. Coil voltage 6 V DC. 1 form C. 2 coil latching type. Flux-resistant type. Without test button.
DJ-relay. 16A, compact and high-insulation power latching relay. Coil voltage 12 V DC. 1 form C. 2 coil latching type. Flux-resistant type. Without test button.
DJ-relay. 16A, compact and high-insulation power latching relay. Coil voltage 5 V DC. 1 form C. 2 coil latching type. Flux-resistant type. With test button.
DJ-relay. 16A, compact and high-insulation power latching relay. Coil voltage 12 V DC. 1 form C. 2 coil latching type. Flux-resistant type. With test button.
DJ-relay. 16A, compact and high-insulation power latching relay. Coil voltage 6 V DC. 1 form A. 1 coil latching type. Flux-resistant type. Without test button.
DJ-relay. 16A, compact and high-insulation power latching relay. Coil voltage 12 V DC. 1 form A. 1 coil latching type. Flux-resistant type. Without test button.
DJ-relay. 16A, compact and high-insulation power latching relay. Coil voltage 24 V DC. 1 form A. 1 coil latching type. Flux-resistant type. Without test button.
DJ-relay. 16A, compact and high-insulation power latching relay. Coil voltage 48 V DC. 1 form A. 1 coil latching type. Flux-resistant type. Without test button.
DJ-relay. 16A, compact and high-insulation power latching relay. Coil voltage 5 V DC. 1 form C. 1 coil latching type. Sealed type. Without test button.
DJ-relay. 16A, compact and high-insulation power latching relay. Coil voltage 6 V DC. 1 form C. 1 coil latching type. Sealed type. Without test button.
DJ-relay. 16A, compact and high-insulation power latching relay. Coil voltage 12 V DC. 1 form C. 1 coil latching type. Sealed type. Without test button.
DJ-relay. 16A, compact and high-insulation power latching relay. Coil voltage 5 V DC. 1 form C. 2 coil latching type. Sealed type. Without test button.
DJ-relay. 16A, compact and high-insulation power latching relay. Coil voltage 12 V DC. 1 form C. 2 coil latching type. Sealed type. Without test button.
DJ-relay. 16A, compact and high-insulation power latching relay. Coil voltage 24 V DC. 1 form C. 2 coil latching type. Sealed type. Without test button.
DJ-relay. 16A, compact and high-insulation power latching relay. Coil voltage 6 V DC. 1 form A. 1 coil latching type. Flux-resistant type. With test button.
DJ-relay. 16A, compact and high-insulation power latching relay. Coil voltage 48 V DC. 1 form A. 2 coil latching type. Flux-resistant type. Without test button.
DJ-relay. 16A, compact and high-insulation power latching relay. Coil voltage 5 V DC. 1 form A. 2 coil latching type. Flux-resistant type. Without test button.
DJ-relay. 16A, compact and high-insulation power latching relay. Coil voltage 48 V DC. 1 form A. 2 coil latching type. Flux-resistant type. With test button.
DJ-relay. 16A, compact and high-insulation power latching relay. Coil voltage 24 V DC. 1 form A. 2 coil latching type. Flux-resistant type. With test button.
DJ-relay. 16A, compact and high-insulation power latching relay. Coil voltage 6 V DC. 1 form A. 2 coil latching type. Flux-resistant type. With test button.
DJ-relay. 16A, compact and high-insulation power latching relay. Coil voltage 6 V DC. 1 form A. 2 coil latching type. Flux-resistant type. Without test button.
DJ-relay. 16A, compact and high-insulation power latching relay. Coil voltage 12 V DC. 1 form A. 2 coil latching type. Flux-resistant type. With test button.
DJ-relay. 16A, compact and high-insulation power latching relay. Coil voltage 24 V DC. 1 form A. 2 coil latching type. Flux-resistant type. Without test button.
DJ-relay. 16A, compact and high-insulation power latching relay. Coil voltage 12 V DC. 1 form A. 2 coil latching type. Flux-resistant type. Without test button.
	Matsushita Electric Works(Nais)

	08-130149 08-130149-A 	Compant High-Insulation Power Relay, Polarized, 10A 外形图PDC的MEGAPAC清除（分机）长度底盘
OUTLINE DRAWING PDC MEGAPAC CLEAR (EXT) LENGTH CHASSIS
	Vicor, Corp.
VICOR[Vicor Corporation]

	1192A 1192AB59100 1192AB591000 1192AG7X1000 1192AG	24 AWG stranded (42x40) high-conductivity bare copper conductors, polyethylene insulation, tinned copper braid shield
	List of Unclassifed Man...

	SR6-D 	   High insulation distances between electrical circuits
	TE Connectivity Ltd

	2SC4738 	High voltage and high current:VCE=50V,IC=150mA(Max.) High hFE: =120 to 700
	TY Semiconductor Co., L...

	FJP5027 FJP5027TU FJP5027R FJP5027RTU 	Wide SOA
High Speed Switching
High Voltage and High Reliability
NPN Silicon Transistor
	FAIRCHILD[Fairchild Semiconductor]

	MC08ED150J-F MC08CA020D-F MC08CA050D-F MC08CA060D-	Multilayer RF Capacitors High-Frequency, High-Power, High-Voltage Chips with Nonmagnetic Option
	Cornell Dubilier Electronics, Inc.
http://
Cornell Dubilier Electronic...
Cornell Dubilier Electr...

	MT5365-UV 	Dimension in mm High power, high-speed, narrow beam angle, high reliablitiy
	Marktech Corporate

	MT5375-UV 	Dimension in mm High power, high-speed, narrow beam angle, high reliablitiy
	Marktech Corporate
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