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			FBR161NCD005 - WIZARD MULTIMEDIA QUAD VIDEO/AUDIO TRANS 功率继电杆，30 POWER RELAY 1 POLE-3, 5, 10 A 功率继电杆，3510 WIZARD MULTIMEDIA REC W/STEREO AUDIO 功率继电杆，30 5V High-Speed RS-232 Transceivers with 0.1uF Capacitors 5V的高速RS - 232收发器与0.1uF电容 8 BIT MCU, 64 BYTES RAM 功率继电杆，30 DB9 M/F CBL/SER MOUSE EXTENSION 6 FT 功率继电杆，30 16 BIT 128K FLASH 功率继电杆，30 POWER RELAY 1 POLE-3, 5, 10 A 功率继电杆，310 POWER RELAY 1 POLE-3, 5, 10 A 功率继电杆，30 POWER RELAY 1 POLE-3, 5, 10 A 功率继电1杆，310 Shielded Paired Cable; Number of Conductors:6; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:3; Impedance:75ohm; Voltage Nom.:300V RoHS Compliant: Yes Shielded Paired Cable; Number of Conductors:4; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:2; Impedance:75ohm; Leaded Process Compatible:Yes; Voltage Nom.:300V RoHS Compliant: Yes Shielded Paired Cable; Number of Conductors:6; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:3; Leaded Process Compatible:Yes RoHS Compliant: Yes 4 PORT A/V SPLITTER      WITH UK PS 230VAC/50HZ 4 PORT A/V SPLITTER      WITH EU PS 230VAC/50HZ 2 PORT A/V SPLITTER      WITH EU PS 230VAC/50HZ CABLE, 9503, 3PAIR, 30.5M; Cores, No. of:6; Conductor make-up:7/32AWG; Area, conductor CSA:0.2mm2; Diameter, External:5.89mm; Material, secondary insulation:PVC; Length, Reel (Imperial):100ft; Colour, secondary insulation:Chrome; RoHS Compliant: Yes CABLE, 9504, 4PAIR,  PER M; Cores, No. of:8; Conductor make-up:7/32AWG; Area, conductor CSA:0.2mm2; Diameter, External:6.73mm; Material, secondary insulation:PVC; Colour, secondary insulation:Chrome; Alpha type number:5474C RoHS Compliant: Yes Reed Relay; Contacts:DPST; Contact Carry Current:2A; Coil Voltage DC Max:24V; Relay Terminals:Thru Hole; Switching Current Max:0.5A; Switching Voltage Max:200V; Contact Carrying Power:10W; Contact Rating:500mA RoHS Compliant: Yes Reed Relay; Contacts:DPST; Contact Carry Current:2A; Coil Voltage DC Max:12V; Relay Terminals:Thru Hole; Switching Current Max:0.5A; Switching Voltage Max:200V; Contact Carrying Power:10W; Contact Rating:500mA RoHS Compliant: Yes CABLE, 9504, 4PAIR, 30.5M; Cores, No. of:8; Conductor make-up:7/32AWG; Area, conductor CSA:0.2mm2; Diameter, External:6.73mm; Material, secondary insulation:PVC; Length, Reel (Imperial):100ft; Colour, secondary insulation:Chrome; RoHS Compliant: Yes Shielded Paired Cable; Number of Conductors:8; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:4; Impedance:75ohm; Leaded Process Compatible:Yes; Voltage Nom.:300V RoHS Compliant: Yes LASER PRINTER CABLE      6 FT DB9 M/F CBL/SER MOUSE    EXTENSION 6 FT WIZARD MULTIMEDIA        KIT W/ STEREO AUDIO WIZARD MULTIMEDIA        TRANS W/STEREO AUDIO WIZARD MULTIMEDIA        RACKMOUNT CHASIS LASER PRINTER CABLE      20 FT WIZARD MULTIMEDIA        QUAD VIDEO/AUDIO TRANS LASER PRINTER CABLE      25 FT LIGHTNING PROTECTOR      90V WIZARD MULTIMEDIA        UNIVERSAL PLATE WIZARD MULTIMEDIA        DUAL VIDEO/AUDIO RECEIVER LASER PRINTER CABLE 10 FT WIZARD MULTIMEDIA        REC W/STEREO AUDIO DB25M-RJ45 ADAPTER SCA-MODADAP N-FEMALE CLAMP           CONNECTOR - 10 PACK POWER RELAY  1 POLE-3, 5, 10 A 
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	Part No.	FBR161NCD005 FBR161NCD006 FBR161NCD009 FBR161NCD012 FBR161NCD024 FBR161NCD048 FBR161NED005 FBR161NED006 FBR161NED009 FBR161NED012 FBR161NED024 FBR161SCD005 FBR161SCD006 FBR161SCD009 FBR161SCD012 FBR161SCD024 FBR161SED005 FBR161SED006 FBR161SED009 FBR161SED012 FBR160 FBR161SCD048 FBR161SED024 FBR163SCD005 FBR163SCD006 FBR163SCD009 FBR163SCD012 FBR163SCD024 FBR163SCD048 FBR163SED024 FBR163SED005  

	Description	WIZARD MULTIMEDIA QUAD VIDEO/AUDIO TRANS 功率继电杆，30 
 POWER RELAY 1 POLE-3, 5, 10 A 功率继电杆，3510
WIZARD MULTIMEDIA REC W/STEREO AUDIO 功率继电杆，30
5V High-Speed RS-232 Transceivers with 0.1uF Capacitors 5V的高速RS - 232收发器与0.1uF电容
8 BIT MCU, 64 BYTES RAM 功率继电杆，30
DB9 M/F CBL/SER MOUSE EXTENSION 6 FT 功率继电杆，30
16 BIT 128K FLASH 功率继电杆，30
POWER RELAY 1 POLE-3, 5, 10 A 功率继电杆，310
POWER RELAY 1 POLE-3, 5, 10 A 功率继电杆，30
POWER RELAY 1 POLE-3, 5, 10 A 功率继电1杆，310
Shielded Paired Cable; Number of Conductors:6; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:3; Impedance:75ohm; Voltage Nom.:300V RoHS Compliant: Yes
Shielded Paired Cable; Number of Conductors:4; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:2; Impedance:75ohm; Leaded Process Compatible:Yes; Voltage Nom.:300V RoHS Compliant: Yes
Shielded Paired Cable; Number of Conductors:6; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:3; Leaded Process Compatible:Yes RoHS Compliant: Yes
4 PORT A/V SPLITTER      WITH UK PS 230VAC/50HZ
4 PORT A/V SPLITTER      WITH EU PS 230VAC/50HZ
2 PORT A/V SPLITTER      WITH EU PS 230VAC/50HZ
CABLE, 9503, 3PAIR, 30.5M; Cores, No. of:6; Conductor make-up:7/32AWG; Area, conductor CSA:0.2mm2; Diameter, External:5.89mm; Material, secondary insulation:PVC; Length, Reel (Imperial):100ft; Colour, secondary insulation:Chrome; RoHS Compliant: Yes
CABLE, 9504, 4PAIR,  PER M; Cores, No. of:8; Conductor make-up:7/32AWG; Area, conductor CSA:0.2mm2; Diameter, External:6.73mm; Material, secondary insulation:PVC; Colour, secondary insulation:Chrome; Alpha type number:5474C RoHS Compliant: Yes
Reed Relay; Contacts:DPST; Contact Carry Current:2A; Coil Voltage DC Max:24V; Relay Terminals:Thru Hole; Switching Current Max:0.5A; Switching Voltage Max:200V; Contact Carrying Power:10W; Contact Rating:500mA RoHS Compliant: Yes
Reed Relay; Contacts:DPST; Contact Carry Current:2A; Coil Voltage DC Max:12V; Relay Terminals:Thru Hole; Switching Current Max:0.5A; Switching Voltage Max:200V; Contact Carrying Power:10W; Contact Rating:500mA RoHS Compliant: Yes
CABLE, 9504, 4PAIR, 30.5M; Cores, No. of:8; Conductor make-up:7/32AWG; Area, conductor CSA:0.2mm2; Diameter, External:6.73mm; Material, secondary insulation:PVC; Length, Reel (Imperial):100ft; Colour, secondary insulation:Chrome; RoHS Compliant: Yes
Shielded Paired Cable; Number of Conductors:8; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:4; Impedance:75ohm; Leaded Process Compatible:Yes; Voltage Nom.:300V RoHS Compliant: Yes
LASER PRINTER CABLE      6 FT
DB9 M/F CBL/SER MOUSE    EXTENSION 6 FT
WIZARD MULTIMEDIA        KIT W/ STEREO AUDIO
WIZARD MULTIMEDIA        TRANS W/STEREO AUDIO
WIZARD MULTIMEDIA        RACKMOUNT CHASIS
LASER PRINTER CABLE      20 FT
WIZARD MULTIMEDIA        QUAD VIDEO/AUDIO TRANS
LASER PRINTER CABLE      25 FT
LIGHTNING PROTECTOR      90V
WIZARD MULTIMEDIA        UNIVERSAL PLATE
WIZARD MULTIMEDIA        DUAL VIDEO/AUDIO RECEIVER
LASER PRINTER CABLE 10 FT
WIZARD MULTIMEDIA        REC W/STEREO AUDIO
DB25M-RJ45 ADAPTER SCA-MODADAP
N-FEMALE CLAMP           CONNECTOR - 10 PACK
POWER RELAY  1 POLE-3, 5, 10 A
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Fujitsu Limited
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 			 Full text search : WIZARD MULTIMEDIA QUAD VIDEO/AUDIO TRANS 功率继电杆，30 POWER RELAY 1 POLE-3, 5, 10 A 功率继电杆，3510 WIZARD MULTIMEDIA REC W/STEREO AUDIO 功率继电杆，30 5V High-Speed RS-232 Transceivers with 0.1uF Capacitors 5V的高速RS - 232收发器与0.1uF电容 8 BIT MCU, 64 BYTES RAM 功率继电杆，30 DB9 M/F CBL/SER MOUSE EXTENSION 6 FT 功率继电杆，30 16 BIT 128K FLASH 功率继电杆，30 POWER RELAY 1 POLE-3, 5, 10 A 功率继电杆，310 POWER RELAY 1 POLE-3, 5, 10 A 功率继电杆，30 POWER RELAY 1 POLE-3, 5, 10 A 功率继电1杆，310 Shielded Paired Cable; Number of Conductors:6; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:3; Impedance:75ohm; Voltage Nom.:300V RoHS Compliant: Yes Shielded Paired Cable; Number of Conductors:4; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:2; Impedance:75ohm; Leaded Process Compatible:Yes; Voltage Nom.:300V RoHS Compliant: Yes Shielded Paired Cable; Number of Conductors:6; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:3; Leaded Process Compatible:Yes RoHS Compliant: Yes 4 PORT A/V SPLITTER      WITH UK PS 230VAC/50HZ 4 PORT A/V SPLITTER      WITH EU PS 230VAC/50HZ 2 PORT A/V SPLITTER      WITH EU PS 230VAC/50HZ CABLE, 9503, 3PAIR, 30.5M; Cores, No. of:6; Conductor make-up:7/32AWG; Area, conductor CSA:0.2mm2; Diameter, External:5.89mm; Material, secondary insulation:PVC; Length, Reel (Imperial):100ft; Colour, secondary insulation:Chrome; RoHS Compliant: Yes CABLE, 9504, 4PAIR,  PER M; Cores, No. of:8; Conductor make-up:7/32AWG; Area, conductor CSA:0.2mm2; Diameter, External:6.73mm; Material, secondary insulation:PVC; Colour, secondary insulation:Chrome; Alpha type number:5474C RoHS Compliant: Yes Reed Relay; Contacts:DPST; Contact Carry Current:2A; Coil Voltage DC Max:24V; Relay Terminals:Thru Hole; Switching Current Max:0.5A; Switching Voltage Max:200V; Contact Carrying Power:10W; Contact Rating:500mA RoHS Compliant: Yes Reed Relay; Contacts:DPST; Contact Carry Current:2A; Coil Voltage DC Max:12V; Relay Terminals:Thru Hole; Switching Current Max:0.5A; Switching Voltage Max:200V; Contact Carrying Power:10W; Contact Rating:500mA RoHS Compliant: Yes CABLE, 9504, 4PAIR, 30.5M; Cores, No. of:8; Conductor make-up:7/32AWG; Area, conductor CSA:0.2mm2; Diameter, External:6.73mm; Material, secondary insulation:PVC; Length, Reel (Imperial):100ft; Colour, secondary insulation:Chrome; RoHS Compliant: Yes Shielded Paired Cable; Number of Conductors:8; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:4; Impedance:75ohm; Leaded Process Compatible:Yes; Voltage Nom.:300V RoHS Compliant: Yes LASER PRINTER CABLE      6 FT DB9 M/F CBL/SER MOUSE    EXTENSION 6 FT WIZARD MULTIMEDIA        KIT W/ STEREO AUDIO WIZARD MULTIMEDIA        TRANS W/STEREO AUDIO WIZARD MULTIMEDIA        RACKMOUNT CHASIS LASER PRINTER CABLE      20 FT WIZARD MULTIMEDIA        QUAD VIDEO/AUDIO TRANS LASER PRINTER CABLE      25 FT LIGHTNING PROTECTOR      90V WIZARD MULTIMEDIA        UNIVERSAL PLATE WIZARD MULTIMEDIA        DUAL VIDEO/AUDIO RECEIVER LASER PRINTER CABLE 10 FT WIZARD MULTIMEDIA        REC W/STEREO AUDIO DB25M-RJ45 ADAPTER SCA-MODADAP N-FEMALE CLAMP           CONNECTOR - 10 PACK POWER RELAY  1 POLE-3, 5, 10 A   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	BA7655 BA7655A BA7655AF BA7655A/AF 	Multimedia LSIs > Multimedia video > VCA for video signal
Dual Voltage-controlled Amplifier
	Rohm

	BU3616K 	Multimedia LSIs > Multimedia video > Video signal D/A converter
	ROHM

	BU3618K A5801110 	Multimedia LSIs > Multimedia video > Video signal D/A converter
3-channel 8-bit D / A converter
From old datasheet system
	ROHM[Rohm]

	BU1425AKV 	Multimedia LSIs > Multimedia video > Digital NTSC/PAL encoder
	ROHM

	BU2362FV 	Multimedia LSIs > Multimedia video > Clock generator for DVD
	ROHM
Electronic Theatre Controls, Inc.
ETC
List of Unclassifed Manufacturers

	BA7622 	Multimedia LSIs > Multimedia video > 75ohms driver
	ROHM

	BA7660FS/F 	Multimedia LSIs > Multimedia video > 75ohms driver
	ROHM

	BH7240 BH7240AKV A5801106 	Multimedia LSIs > Multimedia video > Digital NTSC/PAL encoder
From old datasheet system
CANMS3476L12-3A 彩色电视信号编码
Color TV Signal Encoder(彩色电视信号处理 彩色电视信号编码器（彩色电视信号处理器）
	ROHM[Rohm]
Rohm CO.,LTD.
Rohm Co., Ltd.

	FSA20307 	Multimedia High-Speed USB, Video, and Negative Swing Audio Switch with Video Amp/Filter
	Fairchild Semiconductor

	ADG794 ADG794BRQZ ADG794BRQZ-500RL7 ADG794BRQZ-REE	Low Voltage, 300 MHz Quad 2:1 Mux Analog HDTV Audio/Video Switch QUAD 2-CHANNEL, AUDIO/VIDEO SWITCH, PDSO16
	Analog Devices, Inc.
AD[Analog Devices]

	EL2211CS EL2411CS EL2210 EL2210CN EL2210CS EL2210C	Low Cost, Dual, Triple and Quad Video Op Amps 1 CHANNEL, VIDEO AMPLIFIER, PDSO8
	Intersil, Corp.
INTERSIL[Intersil Corporation]
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