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			 Related Part Number
	
					PART	Description	Maker
	ZUS251212 ZUS251205 ZUS252405 ZUS252412 	Built-in Over Current Protection
Isolated between input-output, Thin profile
UL recognized, TV approved, CSA certified
	List of Unclassifed Manufacturers
List of Unclassifed Manufac...

	S48SA3R310NRFA 	UL/cUL 60950 (US & Canada) recognized
	Delta Electronics, Inc.

	DK912 	RecognIzed Feedback Flow and Constant Power ChIp
	Linkage Goston Electron...

	TR-11CY6310A TR-11CY6312A TR-11CY6316A TR-11CY636.	UL1077 Recognized Supplementary Protector/ Circuit Breaker for Equipment
	Altech corporation

	SA40A SA150CA SA58 SA48 SA36CA SA150A SA20A SA6.0C	   500W TRANSIENT VOLTAGE SUPPRESSORS
for 250VAC; UL-60950-1 / CSA C22.2 certified; 5.2kVDC Isolation for 1 Minute; Optional Continuous Short Circuit Protected; 2 Chamber Transformer System
RES 56.2K OHM 1/10W .5% 0805 SMD
/Case:1206; Series:VJ; Leaded Process Compatible:Yes; Mounting Type:Surface Mount
CAP,Ceramic,2200pF,50VDC,5-% Tol,5 % Tol,X7R-TC Code,-15,15%-TC
IGBT with Anti-Parallel Diode; Package: PG-TO247-3; Switching Frequency: TRENCHSTOP™ 2-20kHz; Package: TO-247; VCE (max): 1,000.0 V; IC(max) @ 25°: 60.0 A; IC(max) @ 100°: 30.0 A
500W TRANSIENT VOLTAGE SUPPRESSORS 500W的瞬态电压抑制器
	WTE[Won-Top Electronics]
Won-Top Electronics Co., Ltd.

	CS8164YTVA5 CS8164YTHA5 CS8164 CS8164YT5 	8V/5V Low Dropout Dual Regulator with ENABLE
Hook-Up Wire; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Color:Orange; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 1015, CSA Type TEW, JQA-F-, Passes VW-1 Flame Test; Conductor Material:Copper RoHS Compliant: Yes
	CHERRY[Cherry Semiconductor Corporation]
ZF Electronics Corporation

	1307033 	Hook-Up Wire; Conductor Size AWG:10; No. Strands x Strand Size:65 x 28; Jacket Color:Black; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 1015, CSA Type TEW, JQA-F-, Passes VW-1 Flame Test; Conductor Material:Copper RoHS Compliant: Yes
OnBoard Micro GPS Patch Antennas
	Tyco Electronics

	BYX132G 	Hook-Up Wire; Conductor Size AWG:18; No. Strands x Strand Size:16 x 30; Jacket Color:Brown; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 3173; CSA Type CL1251; Conductor Material:Copper; Conductor Plating:Tin RoHS Compliant: Yes
High-voltage car ignition diode
	Philips Semiconductors
NXP Semiconductors

	302R29N101JV4E 302R29W101JV4E 502R29N101JV4E 302R2	SAFETY CERTIFIED CAPACITORS
	List of Unclassifed Manufacturers
ETC

	PFE600-12-054NA 	Best-in-class, 80 PLUS certified Platinum efficiency
	Power-One

	LTC1318 LTC1318CSW 1318 	Hook-Up Wire; Conductor Size AWG:18; No. Strands x Strand Size:16 x 30; Jacket Color:Purple; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 1061, CSA Type AWM; Conductor Material:Copper; Conductor Plating:Tin RoHS Compliant: Yes
Single 5V RS232/RS422/AppleTalk DCE Transceiver
	Linear Technology Corporation
LINER[Linear Technology]
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