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			UPC842C - DUAL OP-AMP, 4500 uV OFFSET-MAX, 3.5 MHz BAND WIDTH, PDSO8 BIPOLAR ANALOG INTEGRATED CIRCUIT (SINGLE SUPPLY VOLTAGE, HIGH SPEED, WIDE BAND, DUAL OPERATIONAL AMPLIFIERS) 
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	Part No.	UPC842C UPC842G2 UPC842 UPC842G2MS UPC842G2-E1 UPC842G2-E2 UPC842G2-T1 UPC842G2-T2 UPC842HAMS   

	Description	DUAL OP-AMP, 4500 uV OFFSET-MAX, 3.5 MHz BAND WIDTH, PDSO8 
 BIPOLAR ANALOG INTEGRATED CIRCUIT (SINGLE SUPPLY VOLTAGE, HIGH SPEED, WIDE BAND, DUAL OPERATIONAL AMPLIFIERS)
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	Part: UPC842C
	Maker: NEC
	Pack: DIP8
	Stock: 12144
	Unit price 
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									50: $0.46
	  
									100: $0.44
	1000: 
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			 Related Part Number
	
					PART	Description	Maker
	LT1721IGNTRPBF LT1721CSTRPBF LT1721CGNTRPBF LT1720	Quad, 4.5ns, Single Supply 3V/5V Comparators with Rail-to-Rail Outputs; Package: SSOP; No of Pins: 16; Temperature Range: -40&deg;C to  85&deg;C QUAD COMPARATOR, 4500 uV OFFSET-MAX, 7 ns RESPONSE TIME, PDSO16
Quad, 4.5ns, Single Supply 3V/5V Comparators with Rail-to-Rail Outputs; Package: SO; No of Pins: 16; Temperature Range: 0&deg;C to  70&deg;C QUAD COMPARATOR, 4500 uV OFFSET-MAX, 7 ns RESPONSE TIME, PDSO16
Quad, 4.5ns, Single Supply 3V/5V Comparators with Rail-to-Rail Outputs; Package: SSOP; No of Pins: 16; Temperature Range: 0&deg;C to  70&deg;C QUAD COMPARATOR, 4500 uV OFFSET-MAX, 7 ns RESPONSE TIME, PDSO16
Dual, 4.5ns, Single Supply 3V/5V Comparators with Rail-to-Rail Outputs; Package: SO; No of Pins: 8; Temperature Range: -40&deg;C to  85&deg;C
UltraFast:4.5ns at 20mV Overdrive 7ns at 5mV Overdrive
Dual/Quad, 4.5ns, Single Supply 3V/5V Comparators with Rail-to-Rail Outputs
	Linear Technology, Corp.
LINEAR TECHNOLOGY CORP

	LT1124IS8TRPBF LT1124IS8-1TRPBF LINEARTECHNOLOGYCO	Dual/Quad Low Noise, High Speed Precision Op Amps; Package: SO; No of Pins: 8; Temperature Range: -40&deg;C to  85&deg;C DUAL OP-AMP, 200 uV OFFSET-MAX, 12.5 MHz BAND WIDTH, PDSO8
DUAL OP-AMP, 170 uV OFFSET-MAX, 12.5 MHz BAND WIDTH, PDSO8
	Linear Technology, Corp.
LINEAR TECHNOLOGY CORP
Linear Dimensions Semic...

	OP07D OP07DN OP07DR-REEL OP07DR-REEL7 OP07DR OP07D	Ultralow Offset Voltage Operational Amplifier; Package: SOIC 150 MIL; No of Pins: 8; Temperature Range: Industrial OP-AMP, 350 uV OFFSET-MAX, 0.6 MHz BAND WIDTH, PDSO8
150 μV Maximum Offset Voltage Op Amp
150 渭V Maximum Offset Voltage Op Amp
150 レV Maximum Offset Voltage Op Amp
	Analog Devices, Inc.

	OP249ARC/883 OP249GS-REEL OP249GP 	THERMISTOR NTC 5K OHM 5% RAD DUAL OP-AMP, 3600 uV OFFSET-MAX, 4.7 MHz BAND WIDTH, PDSO8
Dual, Precision JFET High Speed Operational Amplifier DUAL OP-AMP, 3600 uV OFFSET-MAX, 4.7 MHz BAND WIDTH, PDIP8
	Analog Devices, Inc.

	OP-200GS OP-200 OP-200ARC OP-200AZ OP-200EZ OP-200	DUAL OP-AMP, 75 uV OFFSET-MAX, 0.5 MHz BAND WIDTH, CQCC20
DUAL LOW OFFSET, LOW POWER OPERATIONAL AMPLIFIER 双低失调，低功率运算放大
DUAL LOW OFFSET / LOW POWER OPERATIONAL AMPLIFIER
	ANALOG DEVICES INC
Analog Devices, Inc.
AD[Analog Devices]

	OP-270A OP-270AJ8 OP-270E OP-270EJ8 OP-270G OP-270	From old datasheet system
Dual/Quad Low Noise / Precision Operational Amplifiers
Dual/Quad Low Noise, Precision Operational Amplifiers DUAL OP-AMP, 75 uV OFFSET-MAX, 6 MHz BAND WIDTH, CDIP8
Dual/Quad Low Noise, Precision Operational Amplifiers QUAD OP-AMP, 400 uV OFFSET-MAX, 6 MHz BAND WIDTH, CDIP14
Dual/Quad Low Noise, Precision Operational Amplifiers DUAL OP-AMP, 250 uV OFFSET-MAX, 6 MHz BAND WIDTH, PDIP8
Dual/Quad Low Noise, Precision Operational Amplifiers QUAD OP-AMP, 1000 uV OFFSET-MAX, 6 MHz BAND WIDTH, PDIP14
Dual/Quad Low Noise, Precision Operational Amplifiers QUAD OP-AMP, 1000 uV OFFSET-MAX, 6 MHz BAND WIDTH, PDSO16
Dual/Quad Low Noise, Precision Operational Amplifiers 四低噪声，高精度运算放大
	LINER[Linear Technology]
Linear Technology Corporation
Linear Technology, Corp.

	LT1464A LT1464 146465F LT1464CS8TRPBF 	Dual/Quad Micropower, 1MHz C-Load Picoampere Bias Current JFET Input Op Amps; Package: SO; No of Pins: 8; Temperature Range: 0&deg;C to  70&deg;C DUAL OP-AMP, 1400 uV OFFSET-MAX, 0.87 MHz BAND WIDTH, PDSO8
From old datasheet system
Dual Low Power 1MHz JFET Input Op Amp
	Linear Technology, Corp.

	OP-227 OP-227AY OP-227BY_883 OP-227EY OP-227FY OP-	Dual Low Offset,Instrument OP AMP(低噪低偏移双测量运算放大
DUAL, LOW-NOISE LOW OFFSET INSTRUMENTATION OPERATIONAL AMPLIFIER
	Analog Devices, Inc.

	LT1469ACDF-2-PBF LT1469ACDF-2-TRPBF LT1469AIDF-2-P	DUAL OP-AMP, 450 uV OFFSET-MAX, 190 MHz BAND WIDTH, PDSO12
Dual 90MHz, 22V/us 16-Bit Accurate Operational Amplifier; Package: DFN; No of Pins: 12; Temperature Range: -40&deg;C to  85&deg;C DUAL OP-AMP, 350 uV OFFSET-MAX, 190 MHz BAND WIDTH, PDSO12
Dual 90MHz, 22V/us 16-Bit Accurate Operational Amplifier; Package: DFN; No of Pins: 12; Temperature Range: -40&deg;C to  85&deg;C DUAL OP-AMP, 600 uV OFFSET-MAX, 190 MHz BAND WIDTH, PDSO12
Dual 200MHz, 30V/レs 16-Bit Accurate AV ∶ 2 Op Amp
Dual 200MHz, 30V/楼矛s 16-Bit Accurate AV 隆? 2 Op Amp
Dual 200MHz, 30V/μs 16-Bit Accurate AV ?2 Op Amp
	LINEAR TECHNOLOGY CORP
Linear Technology, Corp.

	LM358G-SM1-R LM358G-P08-R LM358G-D08-T LM358G-P08-	DUAL OPERATIONAL AMPLIFIER DUAL OP-AMP, 7000 uV OFFSET-MAX, DIP8
DUAL OPERATIONAL AMPLIFIER DUAL OP-AMP, 7000 uV OFFSET-MAX, PDSO8
DUAL OPERATIONAL AMPLIFIER DUAL OP-AMP, 7000 uV OFFSET-MAX, SIP9
   DUAL OPERATIONAL AMPLIFIER
	Unisonic Technologies Co., Ltd.

	AD746SQ/883B 	Dual Precision, 500 ns Settling, BiFET Op Amp; Package: CerDIP; No of Pins: 8; Temperature Range: Military DUAL OP-AMP, 1500 uV OFFSET-MAX, 13 MHz BAND WIDTH, CDIP8
	Analog Devices, Inc.

	AD827JRZ-16-REEL AD827JR-16 	High Speed, Low Power Dual Op Amp; Package: SOIC - Wide; No of Pins: 16; Temperature Range: Commercial DUAL OP-AMP, 3500 uV OFFSET-MAX, 35 MHz BAND WIDTH, PDSO16
	Analog Devices, Inc.
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