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			SAFC8365MC90T -    CERAMIC MICROWAVE FILTERS SAW FILTERS RECTIFIER FAST-RECOVERY SINGLE 1A 50V 30A-ifsm 1.2V-vf 150ns 5uA-ir DO-41 5K/REEL-13 ENCLOSR FOR SOLD TERM LRG SWITCH LJT 16C 16#16 SKT PLUG 陶瓷微波滤波器SAW滤波 LJT 16C 16#16 SKT WALL RECP 陶瓷微波滤波器SAW滤波 RECTIFIER SCHOTTKY SINGLE 3A 100V 90A-Ifsm 0.75Vf 0.2A-IR PowerDI-5 5K/REEL 陶瓷微波滤波器SAW滤波 CONNECTOR ACCESSORY 1 FUNCTIONS, 860.5 MHz, SAW FILTER DC-DC Converter; Supply Voltage:36V; Output Voltage:3.3V; Number of Outputs:1; Power Rating:200W; Mounting Type:PC Board; Series:Quarter-Brick; Efficiency:90%; Leaded Process Compatible:Yes; Output Current:30A RoHS Compliant: Yes 陶瓷微波滤波器SAW滤波 CERAMIC MICROWAVE FILTERS SAW FILTERS 1 FUNCTIONS, 942.5 MHz, SAW FILTER CERAMIC MICROWAVE FILTERS SAW FILTERS 1 FUNCTIONS, 85.38 MHz, SAW FILTER CERAMIC MICROWAVE FILTERS SAW FILTERS 1 FUNCTIONS, 83.16 MHz, SAW FILTER CERAMIC MICROWAVE FILTERS SAW FILTERS 陶瓷微波滤波器SAW滤波 CERAMIC MICROWAVE FILTERS SAW FILTERS 1 FUNCTIONS, 895.5 MHz, SAW FILTER CAPACITOR .082UF 400V M SERIES 1 FUNCTIONS, 815.5 MHz, SAW FILTER CERAMIC MICROWAVE FILTERS SAW FILTERS 1 FUNCTIONS, 947.5 MHz, SAW FILTER CERAMIC MICROWAVE FILTERS SAW FILTERS 1 FUNCTIONS, 902.5 MHz, SAW FILTER CERAMIC MICROWAVE FILTERS SAW FILTERS 陶瓷微波滤波SAW滤波 FILTER EMI 50MHZ 150MA 130PF 25V SMD-1206 SN100 TR-7-PL FILTER EMI 100MHZ 150MA 65PF 25V SMD-0805 SN100 TR-7-PL RES HP .15 OHM 1/6W 1% 0402 SMD RES HP .68 OHM 1/5W 1% 0603 SMD OSCILLATORS 50PPM -40 85 3.3V 4 4.000MHZ HCMOS 10% 5X7MM 6PAD SMD Circular Connector; No. of Contacts:39; Series:MS27467; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:21; Circular Contact Gender:Pin; Circular Shell Style:Straight Plug; Insert Arrangement:21-39 RoHS Compliant: No Switch Mode Power Supply; Output Voltage:5VDC; Output Power Max:400W; Number of Outputs:5; Supply Voltage Max:264VAC; Supply Voltage Min:85VAC RECTIFIER FAST-RECOVERY SINGLE 1A 50V 30A-ifsm 1.3V-vf 150ns 5uA-ir DO-41 1K/BULK RECTIFIER FAST-RECOVERY SINGLE 1A 100V 30A-ifsm 1.2V-vf 150ns 5uA-ir DO-41 1K/BULK RECTIFIER FAST-RECOVERY SINGLE 1A 50V 30A-ifsm 1.3V-vf 150ns 5uA-ir DO-41 5K/REEL-13 RECTIFIER FAST-RECOVERY SINGLE 1A 50V 30A-ifsm 1.2V-vf 150ns 5uA-ir DO-41 1K/BULK RECTIFIER FAST-RECOVERY SINGLE 1A 100V 30A-ifsm 1.2V-vf 150ns 5uA-ir DO-41 5K/AMMO RECTIFIER FAST-RECOVERY SINGLE 1A 50V 30A-ifsm 1.2V-vf 150ns 5uA-ir A405 5K/REEL-13 RECTIFIER FAST-RECOVERY SINGLE 1A 50V 30A-ifsm 1.3V-vf 150ns 5uA-ir A405 5K/REEL-13 RECTIFIER FAST-RECOVERY SINGLE 1A 50V 30A-ifsm 1.3V-vf 150ns 5uA-ir DO-41 5K/AMMO RECTIFIER FAST-RECOVERY SINGLE 1A 50V 30A-ifsm 1.2V-vf 150ns 5uA-ir DO-41 5K/AMMO LJT 39C 37#20 2#16 PIN PLUG LJT 39C 37#20 2#16 PIN WALL RE Switch Mode Power Supply; Output Voltage:2VDC; Output Power Max:360W; Number of Outputs:1; Supply Voltage Max:264VAC; Supply Voltage Min:85VAC DC-DC Converter; Supply Voltage:75V; Output Voltage:5V; Number of Outputs:1; Power Rating:200W; Mounting Type:PC Board; Series:Quarter-Brick; Efficiency:92%; Leaded Process Compatible:Yes; Output Current:40A RoHS Compliant: Yes DC-DC Converter; Supply Voltage:36V; Output Voltage:1.8V; Number of Outputs:1; Power Rating:200W; Mounting Type:PC Board; Series:Quarter-Brick; Efficiency:91%; Leaded Process Compatible:Yes; Output Current:30A RoHS Compliant: Yes DC-DC Converter; Supply Voltage:75V; Output Voltage:1.5V; Number of Outputs:1; Power Rating:200W; Mounting Type:PC Board; Series:Quarter-Brick; Efficiency:89%; Leaded Process Compatible:Yes; Output Current:100A RoHS Compliant: Yes Product Description:11-Pin Track Mounting Front Connecting Socket RoHS Compliant: Yes Power LED Illuminator; Color:Red/Green/Blue; Lens Color:Clear; Number of LEDs:18; Input Current:350mA; Input Current Max:350mA; LED Color:Red/Green/Blue DC-DC Converter; Supply Voltage:75V; Output Voltage:1.2V; Number of Outputs:1; Power Rating:200W; Mounting Type:PC Board; Series:Quarter-Brick; Efficiency:86%; Leaded Process Compatible:Yes; Output Current:100A RoHS Compliant: Yes SINGLE/MULTIPLE OUTPUT SWITCHES Switch Mode Power Supply; Output Voltage:5VDC; Output Power Max:400W; Number of Outputs:1; Supply Voltage Max:264VAC; Supply Voltage Min:85VAC DC-DC Converter; Supply Voltage:75V; Output Voltage:1.8V; Number of Outputs:1; Power Rating:200W; Mounting Type:PC Board; Series:Quarter-Brick; Efficiency:90%; Leaded Process Compatible:Yes; Output Current:100A RoHS Compliant: Yes CONN MINI-UHF PLUG CRIMP RG-58 CAP CERM 6.8UF 100V Z5U RAD LJT 79C 79#22D PIN WALL RECP Circular Connector; No. of Contacts:16; Series:MS27467; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:21; Circular Contact Gender:Socket; Circular Shell Style:Straight Plug; Insert Arrangement:21-16 RoHS Compliant: No Circular Connector; No. of Contacts:79; Series:MS27467; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:21; Circular Contact Gender:Pin; Circular Shell Style:Straight Plug; Insert Arrangement:21-35 RoHS Compliant: No LJT 79C 79#22D PIN PLUG Circular Connector; No. of Contacts:79; Series:MS27467; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:21; Circular Contact Gender:Socket; Circular Shell Style:Straight Plug; Insert Arrangement:21-35 RoHS Compliant: No Circular Connector; No. of Contacts:11; Series:MS27467; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:21; Circular Contact Gender:Socket; Circular Shell Style:Straight Plug; Insert Arrangement:21-11 RoHS Compliant: No 
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	Description	   CERAMIC MICROWAVE FILTERS SAW FILTERS 
 RECTIFIER FAST-RECOVERY SINGLE 1A 50V 30A-ifsm 1.2V-vf 150ns 5uA-ir DO-41 5K/REEL-13
ENCLOSR FOR SOLD TERM LRG SWITCH
LJT 16C 16#16 SKT PLUG 陶瓷微波滤波器SAW滤波
LJT 16C 16#16 SKT WALL RECP 陶瓷微波滤波器SAW滤波
RECTIFIER SCHOTTKY SINGLE 3A 100V 90A-Ifsm 0.75Vf 0.2A-IR PowerDI-5 5K/REEL 陶瓷微波滤波器SAW滤波
CONNECTOR ACCESSORY 1 FUNCTIONS, 860.5 MHz, SAW FILTER
DC-DC Converter; Supply Voltage:36V; Output Voltage:3.3V; Number of Outputs:1; Power Rating:200W; Mounting Type:PC Board; Series:Quarter-Brick; Efficiency:90%; Leaded Process Compatible:Yes; Output Current:30A RoHS Compliant: Yes 陶瓷微波滤波器SAW滤波
CERAMIC MICROWAVE FILTERS SAW FILTERS 1 FUNCTIONS, 942.5 MHz, SAW FILTER
CERAMIC MICROWAVE FILTERS SAW FILTERS 1 FUNCTIONS, 85.38 MHz, SAW FILTER
CERAMIC MICROWAVE FILTERS SAW FILTERS 1 FUNCTIONS, 83.16 MHz, SAW FILTER
CERAMIC MICROWAVE FILTERS SAW FILTERS 陶瓷微波滤波器SAW滤波
CERAMIC MICROWAVE FILTERS SAW FILTERS 1 FUNCTIONS, 895.5 MHz, SAW FILTER
CAPACITOR .082UF 400V M SERIES 1 FUNCTIONS, 815.5 MHz, SAW FILTER
CERAMIC MICROWAVE FILTERS SAW FILTERS 1 FUNCTIONS, 947.5 MHz, SAW FILTER
CERAMIC MICROWAVE FILTERS SAW FILTERS 1 FUNCTIONS, 902.5 MHz, SAW FILTER
CERAMIC MICROWAVE FILTERS SAW FILTERS 陶瓷微波滤波SAW滤波
FILTER EMI 50MHZ 150MA 130PF 25V SMD-1206 SN100 TR-7-PL
FILTER EMI 100MHZ 150MA 65PF 25V SMD-0805 SN100 TR-7-PL
RES HP .15 OHM 1/6W 1% 0402 SMD
RES HP .68 OHM 1/5W 1% 0603 SMD
OSCILLATORS 50PPM -40 85 3.3V 4 4.000MHZ HCMOS 10% 5X7MM 6PAD SMD
Circular Connector; No. of Contacts:39; Series:MS27467; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:21; Circular Contact Gender:Pin; Circular Shell Style:Straight Plug; Insert Arrangement:21-39 RoHS Compliant: No
Switch Mode Power Supply; Output Voltage:5VDC; Output Power Max:400W; Number of Outputs:5; Supply Voltage Max:264VAC; Supply Voltage Min:85VAC
RECTIFIER FAST-RECOVERY SINGLE 1A 50V 30A-ifsm 1.3V-vf 150ns 5uA-ir DO-41 1K/BULK
RECTIFIER FAST-RECOVERY SINGLE 1A 100V 30A-ifsm 1.2V-vf 150ns 5uA-ir DO-41 1K/BULK
RECTIFIER FAST-RECOVERY SINGLE 1A 50V 30A-ifsm 1.3V-vf 150ns 5uA-ir DO-41 5K/REEL-13
RECTIFIER FAST-RECOVERY SINGLE 1A 50V 30A-ifsm 1.2V-vf 150ns 5uA-ir DO-41 1K/BULK
RECTIFIER FAST-RECOVERY SINGLE 1A 100V 30A-ifsm 1.2V-vf 150ns 5uA-ir DO-41 5K/AMMO
RECTIFIER FAST-RECOVERY SINGLE 1A 50V 30A-ifsm 1.2V-vf 150ns 5uA-ir A405 5K/REEL-13
RECTIFIER FAST-RECOVERY SINGLE 1A 50V 30A-ifsm 1.3V-vf 150ns 5uA-ir A405 5K/REEL-13
RECTIFIER FAST-RECOVERY SINGLE 1A 50V 30A-ifsm 1.3V-vf 150ns 5uA-ir DO-41 5K/AMMO
RECTIFIER FAST-RECOVERY SINGLE 1A 50V 30A-ifsm 1.2V-vf 150ns 5uA-ir DO-41 5K/AMMO
LJT 39C 37#20 2#16 PIN PLUG
LJT 39C 37#20 2#16 PIN WALL RE
Switch Mode Power Supply; Output Voltage:2VDC; Output Power Max:360W; Number of Outputs:1; Supply Voltage Max:264VAC; Supply Voltage Min:85VAC
DC-DC Converter; Supply Voltage:75V; Output Voltage:5V; Number of Outputs:1; Power Rating:200W; Mounting Type:PC Board; Series:Quarter-Brick; Efficiency:92%; Leaded Process Compatible:Yes; Output Current:40A RoHS Compliant: Yes
DC-DC Converter; Supply Voltage:36V; Output Voltage:1.8V; Number of Outputs:1; Power Rating:200W; Mounting Type:PC Board; Series:Quarter-Brick; Efficiency:91%; Leaded Process Compatible:Yes; Output Current:30A RoHS Compliant: Yes
DC-DC Converter; Supply Voltage:75V; Output Voltage:1.5V; Number of Outputs:1; Power Rating:200W; Mounting Type:PC Board; Series:Quarter-Brick; Efficiency:89%; Leaded Process Compatible:Yes; Output Current:100A RoHS Compliant: Yes
Product Description:11-Pin Track Mounting Front Connecting Socket RoHS Compliant: Yes
Power LED Illuminator; Color:Red/Green/Blue; Lens Color:Clear; Number of LEDs:18; Input Current:350mA; Input Current Max:350mA; LED Color:Red/Green/Blue
DC-DC Converter; Supply Voltage:75V; Output Voltage:1.2V; Number of Outputs:1; Power Rating:200W; Mounting Type:PC Board; Series:Quarter-Brick; Efficiency:86%; Leaded Process Compatible:Yes; Output Current:100A RoHS Compliant: Yes
SINGLE/MULTIPLE OUTPUT SWITCHES
Switch Mode Power Supply; Output Voltage:5VDC; Output Power Max:400W; Number of Outputs:1; Supply Voltage Max:264VAC; Supply Voltage Min:85VAC
DC-DC Converter; Supply Voltage:75V; Output Voltage:1.8V; Number of Outputs:1; Power Rating:200W; Mounting Type:PC Board; Series:Quarter-Brick; Efficiency:90%; Leaded Process Compatible:Yes; Output Current:100A RoHS Compliant: Yes
CONN MINI-UHF PLUG CRIMP RG-58
CAP CERM 6.8UF 100V Z5U RAD
LJT 79C 79#22D PIN WALL RECP
Circular Connector; No. of Contacts:16; Series:MS27467; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:21; Circular Contact Gender:Socket; Circular Shell Style:Straight Plug; Insert Arrangement:21-16 RoHS Compliant: No
Circular Connector; No. of Contacts:79; Series:MS27467; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:21; Circular Contact Gender:Pin; Circular Shell Style:Straight Plug; Insert Arrangement:21-35 RoHS Compliant: No
LJT 79C 79#22D PIN PLUG
Circular Connector; No. of Contacts:79; Series:MS27467; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:21; Circular Contact Gender:Socket; Circular Shell Style:Straight Plug; Insert Arrangement:21-35 RoHS Compliant: No
Circular Connector; No. of Contacts:11; Series:MS27467; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:21; Circular Contact Gender:Socket; Circular Shell Style:Straight Plug; Insert Arrangement:21-11 RoHS Compliant: No
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 			 Full text search :    CERAMIC MICROWAVE FILTERS SAW FILTERS RECTIFIER FAST-RECOVERY SINGLE 1A 50V 30A-ifsm 1.2V-vf 150ns 5uA-ir DO-41 5K/REEL-13 ENCLOSR FOR SOLD TERM LRG SWITCH LJT 16C 16#16 SKT PLUG 陶瓷微波滤波器SAW滤波 LJT 16C 16#16 SKT WALL RECP 陶瓷微波滤波器SAW滤波 RECTIFIER SCHOTTKY SINGLE 3A 100V 90A-Ifsm 0.75Vf 0.2A-IR PowerDI-5 5K/REEL 陶瓷微波滤波器SAW滤波 CONNECTOR ACCESSORY 1 FUNCTIONS, 860.5 MHz, SAW FILTER DC-DC Converter; Supply Voltage:36V; Output Voltage:3.3V; Number of Outputs:1; Power Rating:200W; Mounting Type:PC Board; Series:Quarter-Brick; Efficiency:90%; Leaded Process Compatible:Yes; Output Current:30A RoHS Compliant: Yes 陶瓷微波滤波器SAW滤波 CERAMIC MICROWAVE FILTERS SAW FILTERS 1 FUNCTIONS, 942.5 MHz, SAW FILTER CERAMIC MICROWAVE FILTERS SAW FILTERS 1 FUNCTIONS, 85.38 MHz, SAW FILTER CERAMIC MICROWAVE FILTERS SAW FILTERS 1 FUNCTIONS, 83.16 MHz, SAW FILTER CERAMIC MICROWAVE FILTERS SAW FILTERS 陶瓷微波滤波器SAW滤波 CERAMIC MICROWAVE FILTERS SAW FILTERS 1 FUNCTIONS, 895.5 MHz, SAW FILTER CAPACITOR .082UF 400V M SERIES 1 FUNCTIONS, 815.5 MHz, SAW FILTER CERAMIC MICROWAVE FILTERS SAW FILTERS 1 FUNCTIONS, 947.5 MHz, SAW FILTER CERAMIC MICROWAVE FILTERS SAW FILTERS 1 FUNCTIONS, 902.5 MHz, SAW FILTER CERAMIC MICROWAVE FILTERS SAW FILTERS 陶瓷微波滤波SAW滤波 FILTER EMI 50MHZ 150MA 130PF 25V SMD-1206 SN100 TR-7-PL FILTER EMI 100MHZ 150MA 65PF 25V SMD-0805 SN100 TR-7-PL RES HP .15 OHM 1/6W 1% 0402 SMD RES HP .68 OHM 1/5W 1% 0603 SMD OSCILLATORS 50PPM -40 85 3.3V 4 4.000MHZ HCMOS 10% 5X7MM 6PAD SMD Circular Connector; No. of Contacts:39; Series:MS27467; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:21; Circular Contact Gender:Pin; Circular Shell Style:Straight Plug; Insert Arrangement:21-39 RoHS Compliant: No Switch Mode Power Supply; Output Voltage:5VDC; Output Power Max:400W; Number of Outputs:5; Supply Voltage Max:264VAC; Supply Voltage Min:85VAC RECTIFIER FAST-RECOVERY SINGLE 1A 50V 30A-ifsm 1.3V-vf 150ns 5uA-ir DO-41 1K/BULK RECTIFIER FAST-RECOVERY SINGLE 1A 100V 30A-ifsm 1.2V-vf 150ns 5uA-ir DO-41 1K/BULK RECTIFIER FAST-RECOVERY SINGLE 1A 50V 30A-ifsm 1.3V-vf 150ns 5uA-ir DO-41 5K/REEL-13 RECTIFIER FAST-RECOVERY SINGLE 1A 50V 30A-ifsm 1.2V-vf 150ns 5uA-ir DO-41 1K/BULK RECTIFIER FAST-RECOVERY SINGLE 1A 100V 30A-ifsm 1.2V-vf 150ns 5uA-ir DO-41 5K/AMMO RECTIFIER FAST-RECOVERY SINGLE 1A 50V 30A-ifsm 1.2V-vf 150ns 5uA-ir A405 5K/REEL-13 RECTIFIER FAST-RECOVERY SINGLE 1A 50V 30A-ifsm 1.3V-vf 150ns 5uA-ir A405 5K/REEL-13 RECTIFIER FAST-RECOVERY SINGLE 1A 50V 30A-ifsm 1.3V-vf 150ns 5uA-ir DO-41 5K/AMMO RECTIFIER FAST-RECOVERY SINGLE 1A 50V 30A-ifsm 1.2V-vf 150ns 5uA-ir DO-41 5K/AMMO LJT 39C 37#20 2#16 PIN PLUG LJT 39C 37#20 2#16 PIN WALL RE Switch Mode Power Supply; Output Voltage:2VDC; Output Power Max:360W; Number of Outputs:1; Supply Voltage Max:264VAC; Supply Voltage Min:85VAC DC-DC Converter; Supply Voltage:75V; Output Voltage:5V; Number of Outputs:1; Power Rating:200W; Mounting Type:PC Board; Series:Quarter-Brick; Efficiency:92%; Leaded Process Compatible:Yes; Output Current:40A RoHS Compliant: Yes DC-DC Converter; Supply Voltage:36V; Output Voltage:1.8V; Number of Outputs:1; Power Rating:200W; Mounting Type:PC Board; Series:Quarter-Brick; Efficiency:91%; Leaded Process Compatible:Yes; Output Current:30A RoHS Compliant: Yes DC-DC Converter; Supply Voltage:75V; Output Voltage:1.5V; Number of Outputs:1; Power Rating:200W; Mounting Type:PC Board; Series:Quarter-Brick; Efficiency:89%; Leaded Process Compatible:Yes; Output Current:100A RoHS Compliant: Yes Product Description:11-Pin Track Mounting Front Connecting Socket RoHS Compliant: Yes Power LED Illuminator; Color:Red/Green/Blue; Lens Color:Clear; Number of LEDs:18; Input Current:350mA; Input Current Max:350mA; LED Color:Red/Green/Blue DC-DC Converter; Supply Voltage:75V; Output Voltage:1.2V; Number of Outputs:1; Power Rating:200W; Mounting Type:PC Board; Series:Quarter-Brick; Efficiency:86%; Leaded Process Compatible:Yes; Output Current:100A RoHS Compliant: Yes SINGLE/MULTIPLE OUTPUT SWITCHES Switch Mode Power Supply; Output Voltage:5VDC; Output Power Max:400W; Number of Outputs:1; Supply Voltage Max:264VAC; Supply Voltage Min:85VAC DC-DC Converter; Supply Voltage:75V; Output Voltage:1.8V; Number of Outputs:1; Power Rating:200W; Mounting Type:PC Board; Series:Quarter-Brick; Efficiency:90%; Leaded Process Compatible:Yes; Output Current:100A RoHS Compliant: Yes CONN MINI-UHF PLUG CRIMP RG-58 CAP CERM 6.8UF 100V Z5U RAD LJT 79C 79#22D PIN WALL RECP Circular Connector; No. of Contacts:16; Series:MS27467; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:21; Circular Contact Gender:Socket; Circular Shell Style:Straight Plug; Insert Arrangement:21-16 RoHS Compliant: No Circular Connector; No. of Contacts:79; Series:MS27467; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:21; Circular Contact Gender:Pin; Circular Shell Style:Straight Plug; Insert Arrangement:21-35 RoHS Compliant: No LJT 79C 79#22D PIN PLUG Circular Connector; No. of Contacts:79; Series:MS27467; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:21; Circular Contact Gender:Socket; Circular Shell Style:Straight Plug; Insert Arrangement:21-35 RoHS Compliant: No Circular Connector; No. of Contacts:11; Series:MS27467; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:21; Circular Contact Gender:Socket; Circular Shell Style:Straight Plug; Insert Arrangement:21-11 RoHS Compliant: No   
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