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			 Related Part Number
	
					PART	Description	Maker
	FRN12W-103JB FRN12W-103JTR FRN2W-103JTR FRN2W-103J	Flame-Proof Fusible Resistors
	MERITEK ELECTRONICS CORPORATION

	SPVQ640200 SPVQ630100 SPVQ630200 SPVQ640100 	Water-proof Type
	ALPS ELECTRIC CO.,LTD.

	SDKRA10100 	Water-proof Type (with Built-in Detector Switches)
	ALPS ELECTRIC CO.,LTD.

	SKQBAQA010 SKQBAJA010 SKQBAMA010 SKQBAPA010 SKQBAR	10mm Square Water-proof (Snap-in Type)
	ALPS ELECTRIC CO.,LTD.

	WCRES32-103JV WCRES50-103FB WCRES50-103FE WCRES50-	Sulfurization-proof Type Wide Terminal Chip Resistor
	HOKURIKU ELECTRIC INDUSTRY CO.,LTD

	9-917570-1 	1.0mm and 1.5mm Mini Vibration-Proof Connectors; 1.5 WTB HDR ASSY 11P AU-TYPE ( AMP )
	Tyco Electronics

	TLS-SMD-10F-RGB-60 	LED strip light, RGB color, Top LED type, Flexible , Water Proof
	BetLux Electronics

	NMA....SI 	Fusible Type Metal Film Resistors, Fusible resistor for constant current designed for overload protection, Flame retardant coating, Defined switch-off behavior
	Vishay

	SPX2810AM3-3.3 SPX2810U-3.3 SPX2810U-5.0 SPX1202AT	   1A Low Dropout Voltage Regulator Adjustable & Fixed Output, Fast Response
1A Low Dropout Positive Linear Regulator
CONNECTOR ACCESSORY
ResolutionPlus 24-Bit, 20kHz, Low Power Analog-to-Digital Converter 8-SOIC -40 to 85
Hook-Up Wire; Conductor Size AWG:16; No. Strands x Strand Size:19 x 29; Jacket Color:Light Blue; Approval Bodies:UL; Approval Categories:UL AWM Style 1371; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/4 Type E RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:16; No. Strands x Strand Size:19 x 29; Jacket Color:Red; Approval Bodies:UL; Approval Categories:UL AWM Style 1371; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/4 Type E RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:16; No. Strands x Strand Size:19 x 29; Jacket Color:Green; Approval Bodies:UL; Approval Categories:UL AWM Style 1371; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/4 Type E RoHS Compliant: Yes
24 Bit, Fast Channel Cycling Delta-Sigma ADC 48-VQFN -40 to 105
Hook-Up Wire; Conductor Size AWG:16; No. Strands x Strand Size:19 x 29; Jacket Color:Yellow; Approval Bodies:UL; Approval Categories:UL AWM Style 1371; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/4 Type E RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:16; No. Strands x Strand Size:19 x 29; Jacket Color:Purple; Approval Bodies:UL; Approval Categories:UL AWM Style 1371; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/4 Type E RoHS Compliant: Yes
24-Bit, 20kHz, Low Power Analog-to-Digital Converter 16-SSOP/QSOP -40 to 85
1A Low Dropout Voltage Regulator Adjustable & Fixed Output, Fast Response 1A低压差线性稳压器可调
128 x 128 pixel format, LED or EL Backlight available 1A低压差线性稳压器
Circular Connector Cable Assembly; Connector Type A:Circular Plug; Connector Type B:Stripped End Leads; Cable Length:10ft RoHS Compliant: Yes
	SIPEX[Sipex Corporation]
HIROSE ELECTRIC Co., Ltd.
MEAN WELL Enterprises Co., Ltd.
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