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			 Related Part Number
	
					PART	Description	Maker
	RN5RZ54LA-TL RN5RZ41HA-TR RN5RZ30BA RN5RZ40BA-TL R	LED Lamp; Bulb Size:T-1 3/4; LED Color:Yellow; Luminous Intensity:75ucd; Viewing Angle:15 ; Forward Current:20mA; Forward Voltage:2.1V; Operating Temperature Range:-25 C to  85 C; Color:Yellow; Leaded Process Compatible:Yes RoHS Compliant: Yes
LED Lamp; Bulb Size:T-3; LED Color:Red; Luminous Intensity:10700ucd; Viewing Angle:8 ; Forward Current:20mA; Forward Voltage:1.85V; Operating Temperature Range:-40 C to  85 C; Color:Red; Leaded Process Compatible:Yes RoHS Compliant: Yes
LED Lamp; Bulb Size:T-1 3/4; LED Color:Yellow; Luminous Intensity:9750mcd; Viewing Angle:6 ; Forward Current:20mA; Forward Voltage:2V; Operating Temperature Range:-40 C to  C; Leaded Process Compatible:Yes RoHS Compliant: Yes
LED Lamp; Bulb Size:T-3; LED Color:Green; Luminous Intensity:700ucd; Viewing Angle:8 ; Forward Current:20mA; Forward Voltage:2.15V; Operating Temperature Range:-40 C to  C; Color:Green; Leaded Process Compatible:Yes RoHS Compliant: Yes
LED Lamp; Bulb Size:T-3; LED Color:Amber; Luminous Intensity:8000ucd; Viewing Angle:6 ; Forward Current:20mA; Forward Voltage:2.1V; Operating Temperature Range:-40 C to  100 C; Color:Amber; Leaded Process Compatible:Yes RoHS Compliant: Yes
LED Lamp; Bulb Size:T-1 3/4; LED Color:Green; Luminous Intensity:2500ucd; Viewing Angle:8 ; Forward Current:20mA; Forward Voltage:2.35V; Operating Temperature Range:-40 C to  85 C; Color:Green; Leaded Process Compatible:No RoHS Compliant: No
LOW DROP-OUT AND LOW NOISE VOLTAGE REGULATOR 5 V FIXED POSITIVE LDO REGULATOR, 0.3 V DROPOUT, PDSO5
	RICOH electronics devic...
RICOH electronics devices division
Ricoh Co., Ltd.
http://

	M29W800T90M5R M29W800T90N5R M29W800B M29W800T90N5T	8 Mbit 1Mb x8 or 512Kb x16, Boot Block Low Voltage Single Supply Flash Memory
Low-Power Single Postitive-Edge-Triggered D-Type Flip-Flop 5-DSBGA -40 to 85 8兆x812KB的x16插槽，引导块低压单电源闪
LED Lamp; Bulb Size:T-1 3/4; LED Color:Red; Luminous Intensity:5mcd; Viewing Angle:60 ; Forward Current:20mA; Forward Voltage:2V; Operating Temperature Range:-40 C to  85 C; Leaded Process Compatible:Yes RoHS Compliant: Yes
LED Lamp; Bulb Size:T-1 3/4; LED Color:Red; Luminous Intensity:150ucd; Viewing Angle:30 ; Forward Current:20mA; Forward Voltage:2V; Operating Temperature Range:-40 C to  85 C; Color:Red; Leaded Process Compatible:Yes RoHS Compliant: Yes
LED Lamp; Bulb Size:T-1 3/4; LED Color:Red; Luminous Intensity:18ucd; Viewing Angle:30 ; Forward Current:20mA; Forward Voltage:2V; Operating Temperature Range:-40 C to  85 C; Color:Red; Leaded Process Compatible:Yes RoHS Compliant: Yes
8 Mbit 1Mb x8 or 512Kb x16 / Boot Block Low Voltage Single Supply Flash Memory
122 x 32 pixel format, LED or EL Backlight available
	STMicroelectronics N.V.
ST Microelectronics
意法半导

	TSX-3225 	MHz RANGE CRYSTAL UNIT MINIATURE SIZE LOW PROFILE SMD
	Epson ToYoCom

	FA-128 	MHz RANGE CRYSTAL UNIT ULTRA MINIATURE SIZE LOW PROFILE SMD
	Epson ToYoCom

	RN5RF30AA RN5RF30AA-TL RN5RF30AA-TR RN5RF30AC RN5R	LED Lamp; Bulb Size:T-1 3/4; LED Color:Orange; Luminous Intensity:11700ucd; Viewing Angle:6 ; Forward Current:20mA; Forward Voltage:2V; Operating Temperature Range:-40 C to  85 C; Color:Orange; Leaded Process Compatible:Yes RoHS Compliant: Yes
LED Lamp; Bulb Size:T-1 3/4; LED Color:Red; Luminous Intensity:6000ucd; Viewing Angle:8 ; Forward Current:20mA; Forward Voltage:1.9V; Operating Temperature Range:-40 C to  85 C; Color:Red; Leaded Process Compatible:Yes RoHS Compliant: Yes
LED Lamp; Bulb Size:T-1 3/4; LED Color:Amber; Luminous Intensity:11150ucd; Viewing Angle:6 ; Forward Current:20mA; Forward Voltage:2V; Operating Temperature Range:-40 C to  C; Color:Amber; Leaded Process Compatible:Yes RoHS Compliant: Yes
LED Lamp; Bulb Size:T-1 3/4; LED Color:Red; Luminous Intensity:6000ucd; Viewing Angle:6 ; Forward Current:20mA; Forward Voltage:2.1V; Operating Temperature Range:-40 C to  85 C; Color:Red; Leaded Process Compatible:Yes RoHS Compliant: Yes
LOW RIPPLE VOLTAGE REGULATOR WITH EXTERNAL TRANSISTOR SWITCHING CONTROLLER, PDSO5
LOW RIPPLE VOLTAGE REGULATOR WITH EXTERNAL TRANSISTOR 超低波纹电压调节器外部晶体管
LOW RIPPLE VOLTAGE REGULATOR WITH EXTERNAL TRANSISTOR 1 A SWITCHING CONTROLLER, PDSO5
	http://
RICOH[RICOH electronics devices division]
Ricoh Co., Ltd.
RICOH electronics devic...

	FS1UM-16A 	Standard Recovery Rectifier; Forward Current:15A; Forward Current Average:9.5A; Forward Current Avg Rectified, IF(AV):9.5A; Forward Surge Current Max, Ifsm:225A; Forward Voltage:1.1V; Forward Voltage Max, VF:1.1V RoHS Compliant: Yes
HIGH-SPEED SWITCHING USE
	Mitsubishi Electric Corporation
Mitsubishi Electric Semiconductor

	2SK2148-01R 	LED Mount; Bulb Size:T-1; LED Color:High Efficiency Red; Luminous Intensity:30mcd; Viewing Angle:45 ; Forward Current:30mA; Forward Voltage:2V; Operating Temperature Range:-40 C to  85 C; Leaded Process Compatible:Yes RoHS Compliant: Yes
N-channel MOS-FET
	FUJI ELECTRIC HOLDINGS CO., LTD.
FUJI[Fuji Electric]

	HFBR-RNS001 HFBR-0416 HFBR-2412TC HFBR-2416TC HFBR	Components is Designed to Provide cost effective, High performance fiber optic communication links 组件旨在提供低成本，高性能的光纤通讯联系
HFBR-RNS001 · Plastic Fiber Cable - Standard Attenuation, Standard Simplex Connector, Simplex Cable, 1 Meter
HFBR-0416 · Evaluation Kit for Proprietary Point-to-Point Applications up to 155 MBd
HFBR-2412TC · Low Cost, Miniature Fiber Optic Receiver with Threaded Conductive ST Port
HFBR-2416TC · Low Cost, Miniature Fiber Optic Receiver with Threaded Conductive ST Port
HFBR-RTD45D · Plastic Fiber Cable - Standard Attenuation, Latching Duplex Connector, Duplex Zipcord Cable, 4.5 m
HFBR-1412TM · Low Cost, Miniature Fiber Optic Transmitter with Threaded Metal ST Port
HFBR-2412T · Low Cost, Miniature Fiber Optic Receiver with Threaded ST Port
HFBR-2416T · Low Cost, Miniature Fiber Optic Receiver with Threaded ST Port
HFBR-1412T · Low Cost, Miniature Fiber Optic Transmitter with Threaded ST Port
HFBR-1414T · Low Cost, Miniature Fiber Optic Transmitter with Threaded ST Port
HFBR-1415T · Low Cost, Miniature Fiber Optic Transmitter with ST Threaded Port
HFBR-2422 · Low Cost, Miniature Fiber Optic Receiver with FC Port - Standard Power
HFBR-RLS010 · Plastic Fiber Cable - Standard Attenuation, Latching Simplex Connector, Simplex Cable, 10 Meters
HFBR-2402 · Low Cost, Miniature Fiber Optic Receiver with SMA Port - High Power
HFBR-2406 · Low Cost, Miniature Fiber Optic Receiver with SMA Port - Analog Output
HFBR-2412 · Low Cost, Miniature Fiber Optic Receiver with ST Port - Standard Power
HFBR-2416 · Low Cost, Miniature Fiber Optic Receiver with ST Port - Analog Output
HFBR-2416M · Low Cost, Miniature Fiber Optic Receiver with Metal ST Port
HFBR-24E6 · Low Cost, Miniature Fiber Optic Receiver with SC Port
HFBR-0410 · Evaluation Kit for DC to 5 MBd TTL Applications w/ ST Connectors for use w/ Glass FO Cables
HFBR-0414 · Evaluation Kit for Ethernet Applications up to 7 MBd
HFBR-1414M · Low Cost, Miniature Fiber Optic Transmitter with Metal ST Port
HFBR-1402 · Low Cost, Miniature Fiber Optic Transmitter with SMA Port - Standard Power
HFBR-1404 · Low Cost, Miniature Fiber Optic Transmitter with SMA Port - High Power
HFBR-1412 · Low Cost, Miniature Fiber Optic Transmitter with ST Port - Standard Power
HFBR-1414 · Low Cost, Miniature Fiber Optic Transmitter with ST Port - High Power
HFBR-1424 · Low Cost, Miniature Fiber Optic Transmitter with FC Port
HFBR-14E4 · Low Cost, Miniature Fiber Optic Transmitter with SC Port
HFBR-1415 · Low Cost, Miniature Fiber Optic Transmitter with ST Port - High Power
	Central Semiconductor, Corp.
Avago Technologies, Ltd.
Jiangsu Changjiang Electronics Technology Co., Ltd.
Molex, Inc.
Agilent (Hewlett-Packard)
http://

	AM29F800 AM29F800B-1 AM29F800BB-120DGC AM29F800BB-	8 Megabit (1 M x 8-Bit/512 K x 16-Bit) CMOS 5.0 Volt-only Boot Sector Flash Memory-Die Revision 1
8 Megabit (1 M x 8-Bit/512 K x 16-Bit) CMOS 5.0 Volt-only, Boot Sector Flash Memory-Die Revision 1
8 Megabit (1 M x 8-Bit/512 K x 16-Bit) CMOS 5.0 Volt-only / Boot Sector Flash Memory-Die Revision 1
8 Megabit (1 M x 8-Bit/512 K x 16-Bit) CMOS 5.0 Volt-only/ Boot Sector Flash Memory-Die Revision 1
LED Lamp; Bulb Size:T-1; LED Color:Green; Luminous Intensity:110ucd; Viewing Angle:36 ; Forward Current:20mA; Forward Voltage:2.2V; Operating Temperature Range:-25 C to  85 C; Color:Green; Leaded Process Compatible:Yes RoHS Compliant: Yes
LED Lamp; Bulb Size:T-1; LED Color:Red; Luminous Intensity:630ucd; Viewing Angle:10 ; Forward Current:20mA; Forward Voltage:2V; Operating Temperature Range:-25 C to  85 C; Color:Red; Leaded Process Compatible:Yes RoHS Compliant: Yes
LED Lamp; Bulb Size:T-1 3/4; LED Color:Green; Luminous Intensity:780ucd; Viewing Angle:20 ; Forward Current:20mA; Forward Voltage:2.2V; Operating Temperature Range:-25 C to  85 C; Color:Green; Leaded Process Compatible:Yes RoHS Compliant: Yes
LED Lamp; Bulb Size:T-1 3/4; LED Color:Blue/Green; Luminous Intensity:2200mcd; Viewing Angle:12 ; Forward Current:20mA; Forward Voltage:3.5V; Operating Temperature Range:-40 C to  85 C; Leaded Process Compatible:Yes RoHS Compliant: Yes
LED Lamp; Bulb Size:T-1 3/4; LED Color:Green; Luminous Intensity:5000ucd; Viewing Angle:20 ; Forward Current:20mA; Forward Voltage:3.5V; Operating Temperature Range:-40 C to  85 C; Color:Green; Leaded Process Compatible:Yes RoHS Compliant: Yes
RES 31.6 OHM 1/8W 1% 0805 SMD
LED Lamp; LED Color:Blue; Luminous Intensity:50mcd; Viewing Angle:140 ; Forward Current:20mA; Forward Voltage:3.5V; Operating Temperature Range:-40 C to  80 C; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes RoHS Compliant: Yes
LED Lamp; LED Color:Orange; Luminous Intensity:60mcd; Viewing Angle:140 ; Forward Current:20mA; Forward Voltage:2V; Operating Temperature Range:-30 C to  85 C; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes RoHS Compliant: Yes
LED Lamp; Bulb Size:1.8mm; LED Color:Red; Luminous Intensity:480ucd; Viewing Angle:30 ; Forward Current:20mA; Forward Voltage:1.7V; Operating Temperature Range:-40 C to  85 C; Color:Red; Leaded Process Compatible:Yes RoHS Compliant: Yes
Dual Retriggerable Monostable Multivibrators 16-TSSOP -40 to 85
LED Lamp; Bulb Size:1.8mm; LED Color:Blue; Luminous Intensity:112mcd; Viewing Angle:30 ; Forward Current:20mA; Forward Voltage:3.8V; Operating Temperature Range:-30 C to  85 C; Leaded Process Compatible:Yes RoHS Compliant: Yes
Am29F800B KGD (Known Good Die) Supplement
ESD-Safe Illuminated Binocular Microscope; RoHS Compliant: Yes 1M X 8 FLASH 5V PROM, 90 ns, UUC44
	http://
AMD[Advanced Micro Devices]
Advanced Micro Devices, Inc.
ADVANCED MICRO DEVICES INC

	PS2535-2 PS2535L-1 PS2535L-1- PS2534L-1- PS2534L-2	1 CHANNEL DARLINGTON OUTPUT OPTOCOUPLER
LED Lamp; Bulb Size:5mm; LED Color:Green; Luminous Intensity:1.8ucd; Viewing Angle:50 ; Forward Current:2mA; Forward Voltage:1.8V; Operating Temperature Range:-55 C to  100 C; Color:Green; Leaded Process Compatible:No RoHS Compliant: No
LED 5MM VERT LOW CUR GREEN PCMNT
Darlington Transistor Photocoupler(达林顿输出光光隔离器)
HIGH COLLECTOR TO EMITTER VOLTAGE HIGH ISOLATION VOLTAGE MULTI PHOTOCOUPLER SERIES
	NEC Corp.
NEC[NEC]

	586-2402-101 586-2402-105 	LED Lamp; Bulb Size:T-3 1/4; LED Color:Green; Luminous Intensity:2200ucd; Forward Current:15mA; Forward Voltage:6V; Operating Temperature Range:-30 C to  C; Color:Green; Leaded Process Compatible:No; Lens Width:5 RoHS Compliant: No
T-3 1/4 SINGLE COLOR LED, GREEN, 10.7 mm
	DIALIGHT CORP
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