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			2PD602AS - Paper Capacitor; Voltage Rating:1500VDC; Capacitor Dielectric Material:Paper; Capacitance:3uF; Capacitance Tolerance: /- 10%; Lead Pitch:20.64mm; Leaded Process Compatible:No; Package/Case:A; Peak Reflow Compatible (260 C):No RoHS Compliant: No NPN general purpose transistor 
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	Part No.	2PD602AS 2PD602AR 2PD602AQ 2PD602A   

	Description	Paper Capacitor; Voltage Rating:1500VDC; Capacitor Dielectric Material:Paper; Capacitance:3uF; Capacitance Tolerance: /- 10%; Lead Pitch:20.64mm; Leaded Process Compatible:No; Package/Case:A; Peak Reflow Compatible (260 C):No RoHS Compliant: No 
 NPN general purpose transistor
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			 Related Part Number
	
					PART	Description	Maker
	2PD601A 2PD601AQ 2PD601AR 2PD601AS 	NPN general purpose transistor
Paper Capacitor; Voltage Rating:1500VDC; Capacitor Dielectric Material:Paper; Capacitance:12uF; Capacitance Tolerance: 10%; Lead Pitch:20.64mm; Leaded Process Compatible:No; Package/Case:D; Peak Reflow Compatible (260 C):No RoHS Compliant: No
	Philips Semiconductors
NXP Semiconductors N.V.

	MKM4PCM100.047/20/63VDCREEL18.5/500 MKM4PCM150.47/	CAPACITOR, METALLIZED FILM, MIXED (FILM PAPER), 63 V, 0.047 uF, THROUGH HOLE MOUNT RADIAL LEADED, ROHS COMPLIANT
CAPACITOR, METALLIZED FILM, MIXED (FILM PAPER), 63 V, 0.47 uF, THROUGH HOLE MOUNT RADIAL LEADED, ROHS COMPLIANT
CAPACITOR, METALLIZED FILM, MIXED (FILM PAPER), 63 V, 0.15 uF, THROUGH HOLE MOUNT RADIAL LEADED, ROHS COMPLIANT
CAPACITOR, METALLIZED FILM, MIXED (FILM PAPER), 100 V, 0.33 uF, THROUGH HOLE MOUNT RADIAL LEADED, ROHS COMPLIANT
CAPACITOR, METALLIZED FILM, MIXED (FILM PAPER), 63 V, 1 uF, THROUGH HOLE MOUNT RADIAL LEADED, ROHS COMPLIANT
CAPACITOR, METALLIZED FILM, MIXED (FILM PAPER), 400 V, 0.33 uF, THROUGH HOLE MOUNT RADIAL LEADED, ROHS COMPLIANT
CAPACITOR, METALLIZED FILM, MIXED (FILM PAPER), 250 V, 0.33 uF, THROUGH HOLE MOUNT RADIAL LEADED, ROHS COMPLIANT
CAPACITOR, METALLIZED FILM, MIXED (FILM PAPER), 100 V, 0.047 uF, THROUGH HOLE MOUNT RADIAL LEADED, ROHS COMPLIANT
CAPACITOR, METALLIZED FILM, MIXED (FILM PAPER), 250 V, 0.15 uF, THROUGH HOLE MOUNT RADIAL LEADED, ROHS COMPLIANT
	Stackpole Electronics, Inc.
HIROSE ELECTRIC Co., Ltd.

	MKM2PCM50.1/10/63VDCROLL18.5/360 MKM2PCM50.15/10/6	CAPACITOR, METALLIZED FILM, MIXED (FILM PAPER), 63 V, 0.1 uF, THROUGH HOLE MOUNT RADIAL LEADED, ROHS COMPLIANT
CAPACITOR, METALLIZED FILM, MIXED (FILM PAPER), 63 V, 0.15 uF, THROUGH HOLE MOUNT RADIAL LEADED, ROHS COMPLIANT
CAPACITOR, METALLIZED FILM, MIXED (FILM PAPER), 63 V, 0.33 uF, THROUGH HOLE MOUNT RADIAL LEADED, ROHS COMPLIANT
CAPACITOR, METALLIZED FILM, MIXED (FILM PAPER), 63 V, 0.01 uF, THROUGH HOLE MOUNT RADIAL LEADED, ROHS COMPLIANT
CAPACITOR, METALLIZED FILM, MIXED (FILM PAPER), 100 V, 0.22 uF, THROUGH HOLE MOUNT RADIAL LEADED, ROHS COMPLIANT
CAPACITOR, METALLIZED FILM, MIXED (FILM PAPER), 63 V, 0.033 uF, THROUGH HOLE MOUNT RADIAL LEADED, ROHS COMPLIANT
CAPACITOR, METALLIZED FILM, MIXED (FILM PAPER), 63 V, 0.22 uF, THROUGH HOLE MOUNT RADIAL LEADED, ROHS COMPLIANT
CAPACITOR, METALLIZED FILM, MIXED (FILM PAPER), 100 V, 0.15 uF, THROUGH HOLE MOUNT RADIAL LEADED, ROHS COMPLIANT
CAPACITOR, METALLIZED FILM, MIXED (FILM PAPER), 63 V, 0.068 uF, THROUGH HOLE MOUNT RADIAL LEADED, ROHS COMPLIANT
	The Connor-Winfield, Corp.
Vishay Intertechnology, Inc.
TE Connectivity, Ltd.
Electronic Theatre Controls, Inc.
Stackpole Electronics, Inc.

	MP3-Y2PCM151500/20/250VAC 	CAPACITOR, METALLIZED PAPER, 0.0015 uF, THROUGH HOLE MOUNT RADIAL LEADED
	Electronic Theatre Controls, Inc.

	SCRN220R-F SCRN209R-F SCRN224R-F SCRN215R-F 	   Type SCRN Film-Paper/Extended Foil Commutating Capacitor
	Cornell Dubilier Electr...

	ADM8828 ADM8828ART ADM8829ART ADM8829 2494 ADM8828	Switched-Capacitor Voltage Inberter with Shutdown
From old datasheet system
Switched-Capacitor Voltage Inverter with Shutdown; Package: SOT-23; No of Pins: 6; Temperature Range: Industrial SWITCHED CAPACITOR CONVERTER, 190 kHz SWITCHING FREQ-MAX, PDSO6
	AD[Analog Devices]
Analog Devices, Inc.

	G8343-11 G8343-12 G8343-21 G8343-22 G8343-31 G8343	   InGaAs PIN photodiode with preamp
Aluminum Snap-In Capacitor; Capacitance: 1500uF; Voltage: 160V; Case Size: 25x45 mm; Packaging: Bulk
Aluminum Snap-In Capacitor; Capacitance: 270uF; Voltage: 400V; Case Size: 35x25 mm; Packaging: Bulk
Aluminum Snap-In Capacitor; Capacitance: 180uF; Voltage: 400V; Case Size: 30x25 mm; Packaging: Bulk
Aluminum Snap-In Capacitor; Capacitance: 150uF; Voltage: 450V; Case Size: 25x30 mm; Packaging: Bulk
Aluminum Snap-In Capacitor; Capacitance: 390uF; Voltage: 200V; Case Size: 22x25 mm; Packaging: Bulk
Aluminum Snap-In Capacitor; Capacitance: 330uF; Voltage: 400V; Case Size: 25x45 mm; Packaging: Bulk
Aluminum Snap-In Capacitor; Capacitance: 1000uF; Voltage: 200V; Case Size: 25x50 mm; Packaging: Bulk
Aluminum Snap-In Capacitor; Capacitance: 270uF; Voltage: 400V; Case Size: 25x40 mm; Packaging: Bulk
Aluminum Snap-In Capacitor; Capacitance: 270uF; Voltage: 400V; Case Size: 30x30 mm; Packaging: Bulk
Aluminum Snap-In Capacitor; Capacitance: 270uF; Voltage: 400V; Case Size: 22x50 mm; Packaging: Bulk
Optoelectronic 光电
InGaAs PIN photodiode with preamp 铟镓砷PIN光电二极管和前置放大
	HAMAMATSU[Hamamatsu Corporation]
NXP Semiconductors N.V.
Hamamatsu Photonics K.K.

	DDTBLO-R1U DDTB122TU-7 DDTB142JU-7 DDTB122LU-7 DDT	From old datasheet system
PNP PRE-BIASED 500 mA SOT-323 SURFACE MOUNT TRANSISTOR
Silver Mica Capacitor; Capacitance:62pF; Capacitance Tolerance: /- 5%; Series:CD17; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:5.9mm; Leaded Process Compatible:No RoHS Compliant: No
Aluminum Electrolytic Capacitor; Capacitor Type:Computer Grade; Voltage Rating:75VDC; Capacitor Dielectric Material:Aluminum Electrolytic; Operating Temperature Range:-40 C to  85 C; Capacitance:27000uF RoHS Compliant: Yes
	DIODES[Diodes Incorporated]
Diodes Inc.

	M34282M2-064GP 	Aluminum Electrolytic Capacitor; Capacitor Type:Computer Grade; Voltage Rating:75VDC; Capacitor Dielectric Material:Aluminum Electrolytic; Operating Temperature Range:-40 C to  C; Capacitance:68000uF RoHS Compliant: Yes
	Mitsubishi Electric Corporation

	CAT24FC32ZD2ITE13 CAT24FC32 CAT24FC32GLETE13 CAT24	SWITCH SPST AUTO 2 SEC
LM5102 High Voltage Half-Bridge Gate Driver with Programmable Delay; Package: MINI SOIC; No of Pins: 10
Aluminum Electrolytic Capacitor; Capacitor Type:Computer Grade; Voltage Rating:450VDC; Capacitor Dielectric Material:Aluminum Electrolytic; Operating Temperature Range:-40 C to  85 C; Capacitance:1000uF RoHS Compliant: Yes
32K-Bit I2C Serial CMOS EEPROM
	CATALYST[Catalyst Semiconductor]

	BS62LV8006 BS62LV8006FIP55 BS62LV8006FIP70 BS62LV8	Very Low Power/Voltage CMOS SRAM 1M X 8 bit 非常低功电压CMOS SRAM00万8
Aluminum Electrolytic Capacitor; Capacitor Type:High Temperature; Voltage Rating:25VDC; Capacitor Dielectric Material:Aluminum Electrolytic; Operating Temperature Range:-40 C to  105 C; Capacitance:470uF RoHS Compliant: Yes 非常低功电压CMOS SRAM00万8
Asynchronous 8M(1Mx8) bits Static RAM
From old datasheet system
	Brilliance Semiconducto...
BRILLIANCE SEMICONDUCTOR, INC.
BSI[Brilliance Semiconductor]
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