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			 Related Part Number
	
					PART	Description	Maker
	ISO-4-20MA 	4-20ma current loop transmitter
	SUNYUAN

	ADN2848ACP-32 	50 Mbps to 1.25 Gbps Dual-loop Control Laser Diode Driver IC
	Analog Devices

	PTE5100D1A PTE5015D1A 	Sensorless control object code license for AC permanent magnet motor
Complete AC servo motor control IC one-chip solution for complete closed loop current control and velocity control for a high performance servo drive system. DIFFERENZDRUCKSENSOR
	Sony, Corp.

	R420-1.8PL 	   Designed For 4-20mA Loop Operation And Energy
	Recom International Pow...

	ADN2841ACP-48-RL ADN2841ACP-32-RL7 ADN2841 ADN2841	7V; dual-loop 50Mbps-2.7Gbps laser diode driver. For DWDM dual MPD wavelength fixing, SONET OC-1/3/12/48, SDH STM-1/4/16, fiber channel, gigabit ethernet
N/A
Circular Connector; No. of Contacts:21; Series:LJT06R; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:23; Circular Contact Gender:Socket; Circular Shell Style:Straight Plug; Insert Arrangement:23-21
Dual-Loop 50 Mbps.2.7 Gbps Laser Diode Driver SPECIALTY INTERFACE CIRCUIT, QCC32
Dual-Loop 50 Mbps.2.7 Gbps Laser Diode Driver SPECIALTY INTERFACE CIRCUIT, QCC48
	AD[Analog Devices]
Analog Devices, Inc.

	LT3080 LT3080-1 LT1764A LT3007 LT3008 LT3020 LT302	3μA IQ, 20mA, 45V Low Dropout Fault Tolerant Linear Regulators Output Current: 20mA
	Linear Technology

	AD5737 	Quad Channel, 16-Bit, Serial Input, 4-20mA Output DAC, Dynamic Power Control, HART Connectivity
	http://

	AN1089 	CONTROL LOOP MODELING OF L6561-BASED TM PFC
	SGS Thomson Microelectronics

	TLSU1002AT02 TLGU1002AT02 TLPGU1002AT02 EA09751 TL	TOSHIBA LED lamp. Color amber. Peak emission wavelength(typ) @20mA 596 nm. Luminous intensity @20mA 8.5(min), 30(typ) mcd.
TOSHIBA LED lamp. Color yellow. Peak emission wavelength(typ) @20mA 590 nm. Luminous intensity @20mA 8.5(min), 30(typ) mcd.
LED LAMP PANEL CIRCUIT INDICATOR
From old datasheet system
TOSHIBA LED lamp. Color pure-green. Peak emission wavelength(typ) @20mA 562 nm. Luminous intensity @20mA 1.53(min), 6(typ) mcd.
TOSHIBA LED lamp. Color green. Peak emission wavelength(typ) @20mA 574 nm. Luminous intensity @20mA 8.5(min), 30(typ) mcd.
	TOSHIBA[Toshiba Semiconductor]
Marktech Optoelectronics

	CAT5411 CAT5411BI-00-TE13 CAT5411BI-10-TE13 CAT541	64-Tap Dual DPP with SPI Interface
132dB SNR Highest Performance Stereo Audio DAC (H/W Control) 28-SSOP -25 to 85
123dB SNR Stereo Audio DAC (S/W Control) 28-SSOP -25 to -40
DUAL 50K DIGITAL POTENTIOMETER, 3-WIRE SERIAL CONTROL INTERFACE, 64 POSITIONS, PDSO24 TSSOP-24
DUAL 100K DIGITAL POTENTIOMETER, 3-WIRE SERIAL CONTROL INTERFACE, 64 POSITIONS, PDSO24 TSSOP-24
DUAL 10K DIGITAL POTENTIOMETER, 3-WIRE SERIAL CONTROL INTERFACE, 64 POSITIONS, PDSO24 TSSOP-24
Dual Digitally Programmable Potentiometers (DPP) with 64 Taps and SPI Interface 双数字可编程电位计（民进党）64丝锥和SPI接口
DUAL 2.5K DIGITAL POTENTIOMETER, 3-WIRE SERIAL CONTROL INTERFACE, 64 POSITIONS, PDSO24 TSSOP-24
DUAL 100K DIGITAL POTENTIOMETER, 3-WIRE SERIAL CONTROL INTERFACE, 64 POSITIONS, PBGA24
	CATALYST[Catalyst Semiconductor]
数字电位
ON Semiconductor

	QT110-D QT110H-D 	0.5-6.5V; 20mA; charge-transfer touch sensor. For light switches, industrial panels, appliance control, security systems, access systems, pointing devices, elevator buttoms, toys & games
	Quantum Research Group ltd
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