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			 Related Part Number
	
					PART	Description	Maker
	SLE44C80S-V5-T85-C SLE44C80S-V5-F7-M4 SLE44C80S-V5	Security & Chip Card ICs
Dials / Accessories; Series:DW22; Track Resistance:2kohm; Resistance Tolerance: /- 5%; Power Rating:2W; Operating Temperature Range:-30 C to  85 C; Adjustment Type:Knob; Resistance Max:2kohm; Temperature Coefficient: /-20ppm/ C RoHS Compliant: Yes
Knob Potentiometer; Series:DC22; Track Resistance:2kohm; Resistance Tolerance: /- 5%; Power Rating:2W; Operating Temperature Range:-30 C to  85 C; Adjustment Type:Knob; Leaded Process Compatible:Yes; Resistance Max:2kohm RoHS Compliant: Yes
Dials / Accessories; Series:DW22; Track Resistance:10kohm; Resistance Tolerance: 5%; Power Rating:2W; Operating Temperature Range:-30 C to  C; Adjustment Type:Knob; Leaded Process Compatible:Yes; Resistance Max:10kohm RoHS Compliant: Yes
Dials / Accessories; Series:DW22; Track Resistance:100ohm; Resistance Tolerance: 5%; Power Rating:2W; Operating Temperature Range:-30 C to  C; Adjustment Type:Knob; Resistance Max:100ohm; Temperature Coefficient:20ppm/ C RoHS Compliant: Yes
Dials / Accessories; Series:DW22; Track Resistance:100kohm; Resistance Tolerance: 5%; Power Rating:2W; Operating Temperature Range:-30 C to  C; Adjustment Type:Knob; Resistance Max:100kohm RoHS Compliant: Yes
Knob Potentiometer; Series:DC22; Track Resistance:5kohm; Resistance Tolerance: /- 5%; Power Rating:2W; Operating Temperature Range:-30 C to  85 C; Adjustment Type:Knob; Leaded Process Compatible:Yes; Resistance Max:5kohm RoHS Compliant: Yes
Dials / Accessories; Series:DW22; Track Resistance:100kohm; Resistance Tolerance: 5%; Power Rating:2W; Operating Temperature Range:-30 C to C; Adjustment Type:Knob; Resistance Max:100kohm RoHS Compliant: Yes 安全
Dials / Accessories; Series:DW22; Track Resistance:1kohm; Resistance Tolerance: /- 5%; Power Rating:2W; Operating Temperature Range:-30 C to  85 C; Adjustment Type:Knob; Leaded Process Compatible:Yes; Resistance Max:1kohm RoHS Compliant: Yes 安全
Dials / Accessories; Series:DW22; Track Resistance:100ohm; Resistance Tolerance: 5%; Power Rating:2W; Operating Temperature Range:-30 C to C; Adjustment Type:Knob; Resistance Max:100ohm; Temperature Coefficient:20ppm/ C RoHS Compliant: Yes 安全
Turns Counting Dial; Number of Turns:10; Knob/Dial Style:Round Knurled; Body Material:Plastic; Shaft Size:1/4; Color:Black; Leaded Process Compatible:Yes RoHS Compliant: Yes 安全
	INFINEON[Infineon Technologies AG]

	AP2R803GH-HF14 	Low On-resistance
Low On-resistance, Simple Drive Requirement
	Advanced Power Electronics Corp.
Advanced Power Electron...

	EP9315-EBZ EP9315-CBZ EP9315-IBZ 	Metal Strip Resistor; Series:WSL; Resistance:0.003ohm; Resistance Tolerance: /- 1 %; Power Rating:0.25W; Temperature Coefficient: /-150 ppm; Package/Case:1206; Terminal Type:PCB Surface Mount; Leaded Process Compatible:Yes
Enhanced Universal Platform System-on-Chip Processor 增强型通用平台上系统芯片处理器
	Cirrus Logic, Inc.

	2SK3652 	Low on-resistance, low Qg High avalanche resistance For high-speed switching
	TY Semiconductor Co., Ltd

	ADG1402BCPZ-REEL7 ADG1401 ADG1401BCPZ-REEL7 ADG140	1-CHANNEL, SGL POLE SGL THROW SWITCH, PDSO8
1 Ω On Resistance, ±15 V/ 12 V/±5 V iCMOS SPST Switches
1 楼? On Resistance, 隆戮15 V/ 12 V/隆戮5 V iCMOS SPST Switches
	ANALOG DEVICES INC

	A23L9316V-70 A23L9316 A23L93161 A23L93161V A23L931	Power Resistor; Series:MK; Resistance:5ohm; Resistance Tolerance: /- 1 %; Power Rating:0.75W; Voltage Rating:400V; Temperature Coefficient: /-50 ppm; Mounting Type:Through Hole; Operating Temp. Min:0 C; Terminal Type:Radial Leaded
VGA VIDEO CABLE W/       FERRITE CORE, 3 FT, FF
512K X 16 / 1M X 8 BIT CMOS MASK ROM 12k × 16 / 1米8位CMOS掩膜ROM
	http://
AMICC[AMIC Technology]
AMIC Technology Corporation
AMIC Technology, Corp.

	HSMP-482B HSMP-4820 HSMP-3820 HSMP-3822 HSMP-3823 	HSMP-482B · RF power limiter diode
HSMP-4820 · RF power limiter diode
HSMP-3820 · Low resistance PIN switch diode
HSMP-3822 · Low resistance PIN switch diode
HSMP-3823 · Low resistance PIN switch diode
HSMP-3824 · Low resistance PIN switch diode
	Agilent (Hewlett-Packard)

	SP3481 SP3485 SP3485CN SP3485CP SP3485EN SP3485EP 	    3.3V Low Power Half-Duplex RS-485 Transceivers with 10Mbps Data Rate
Cermet Potentiometer; Resistance Max:10kohm; Resistance Tolerance: /- 10 %; Power Rating:1W; Voltage Rating:350V; Series:149; Temperature Coefficient: /-150 ppm; Resistor Element Material:Cermet; Leaded Process Compatible:Yes
	SIPEX[Sipex Corporation]

	LM833 LM833D ON0320 LM833N 	   DUAL OPERATIONAL AMPLIFIER
From old datasheet system
Thin Film Resistor Network; Series:VSSR; Resistance:220ohm; Resistance Tolerance: /- 5 %; Power Rating:1.4W; Voltage Rating:50V; Temperature Coefficient: /-100 ppm; Package/Case:24-QSOP; Network Circuit Type:Common Pin
Thin Film Resistor Network; Series:VSSR; Resistance:2kohm; Resistance Tolerance: /- 5 %; Power Rating:1.4W; Voltage Rating:50V; Temperature Coefficient: /-100 ppm; Package/Case:24-QSOP; Network Circuit Type:Common Pin
	ONSEMI[ON Semiconductor]
MOTOROLA[Motorola, Inc]
Motorola, Inc.
Motorola  Inc

	279.400 279.4 279.6 278.3 279.001 279.002 279.062 	MICRO fuse, very fast-acting type. Plug-in. Ampere rating 3/10. Nominal resistance cold 1.25 Ohms. Voltage rating 125. Military QPL type (FM02).
MICRO fuse, very fast-acting type. Plug-in. Ampere rating 1/8. Nominal resistance cold 1.0 Ohms. Voltage rating 125. Military QPL type (FM02).
MICRO fuse, very fast-acting type. Plug-in. Ampere rating 3. Nominal resistance cold 0.0275 Ohms. Voltage rating 125. Military QPL type (FM02).
MICRO fuse, very fast-acting type. Plug-in. Ampere rating 1/10. Nominal resistance cold 1.25 Ohms. Voltage rating 125. Military QPL type (FM02).
MICRO fuse, very fast-acting type. Radial lead. Ampere rating 2 Nominal resistance cold 0.0425 Ohms. Voltage rating 125.
MICRO fuse, very fast-acting type. Plug-in. Ampere rating 7/10. Nominal resistance cold 0.324 Ohms. Voltage rating 125. Military QPL type (FM02).
MICRO fuse, very fast-acting type. Plug-in. Ampere rating 1/500. Nominal resistance cold 2200 Ohms. Voltage rating 125. Military QPL type (FM02).
MICRO fuse, very fast-acting type. Radial lead. Ampere rating 1. Nominal resistance cold 0.0880 Ohms. Voltage rating 125.
MICRO fuse, very fast-acting type. Plug-in. Ampere rating 5. Nominal resistance cold 0.0156 Ohms. Voltage rating 125.
MICRO fuse, very fast-acting type. Plug-in. Ampere rating 1 1/2. Nominal resistance cold 0.0578 Ohms. Voltage rating 125. Military QPL type (FM02).
MICRO fuse, very fast-acting type. Plug-in. Ampere rating 1/64. Nominal resistance cold 44.0 Ohms. Voltage rating 125. Military QPL type (FM02).
MICRO fuse, very fast-acting type. Plug-in. Ampere rating 3/4. Nominal resistance cold 0.293 Ohms. Voltage rating 125. Military QPL type (FM02).
MICRO fuse, very fast-acting type. Plug-in. Ampere rating 1/32. Nominal resistance cold 16.0 Ohms. Voltage rating 125. Military QPL type (FM02).
Axial Lead and Cartridge Fuses 轴向引线保险丝和墨盒
MICRO fuse, very fast-acting type. Plug-in. Ampere rating 4/10. Nominal resistance cold 0.227 Ohms. Voltage rating 125. Military QPL type (FM02).
MICRO fuse, very fast-acting type. Plug-in. Ampere rating 8/10. Nominal resistance cold 0.271 Ohms. Voltage rating 125. Military QPL type (FM02).
MICRO fuse, very fast-acting type. Plug-in. Ampere rating 1/16. Nominal resistance cold 2.32 Ohms. Voltage rating 125. Military QPL type (FM02).
MICRO fuse, very fast-acting type. Radial lead. Ampere rating 1 1/2. Nominal resistance cold 0.0578 Ohms. Voltage rating 125.
MICRO fuse, very fast-acting type. Plug-in. Ampere rating 1. Nominal resistance cold 0.0880 Ohms. Voltage rating 125. Military QPL type (FM02).
MICRO fuse, very fast-acting type. Radial lead. Ampere rating 1 Nominal resistance cold 0.0880 Ohms. Voltage rating 125.
MICRO fuse, very fast-acting type. Plug-in. Ampere rating 4. Nominal resistance cold 0.0202 Ohms. Voltage rating 125.
MICRO fuse, very fast-acting type. Plug-in. Ampere rating 1/100. Nominal resistance cold 80.0 Ohms. Voltage rating 125. Military QPL type (FM02).
MICRO fuse, very fast-acting type. Plug-in. Ampere rating 1/200. Nominal resistance cold 280.0 Ohms. Voltage rating 125. Military QPL type (FM02).
MICRO fuse, very fast-acting type. Plug-in. Ampere rating 2. Nominal resistance cold 0.0425 Ohms. Voltage rating 125. Military QPL type (FM02).
MICRO fuse, very fast-acting type. Radial lead. Ampere rating 2. Nominal resistance cold 0.0425 Ohms. Voltage rating 125.
MICRO fuse, very fast-acting type. Radial lead. Ampere rating 3. Nominal resistance cold 0.0275 Ohms. Voltage rating 125.
MICRO fuse, very fast-acting type. Radial lead. Ampere rating 4. Nominal resistance cold 0.0202 Ohms. Voltage rating 125.
MICRO fuse, very fast-acting type. Plug-in. Ampere rating 1/20. Nominal resistance cold 3.20 Ohms. Voltage rating 125. Military QPL type (FM02).
   Axial Lead and Cartridge Fuses
	LITTELFUSE[Littelfuse]
Littelfuse, Inc.
http://
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