

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						01301			ND7060			LT8335			BYW95			FP1016			25LC0			AD8222			HJ14C			

			
	
	Product Description

			
	
	Full Text Search




				


		









[image: ]


			ATS51 - LOW-VOLTAGE SOT-23 TEMPERATURE SENSOR WITH HIGH OUTPUT DRIVE 



		
			
					
						
						[image: ATS51_1128091.PDF Datasheet]



					
				
					 		
	Part No.	ATS51 ATS51S3   

	Description	LOW-VOLTAGE SOT-23 TEMPERATURE SENSOR WITH HIGH OUTPUT DRIVE 
 

	File Size	252.09K  / 
						9 Page	 
	

						Maker	
						[image: ]


						 List of Unclassifed Manufacturers 
 ETC
 
						










	
						
						









				
				

						
							[image: ][image: ]	
								
									JITONG 
									TECHNOLOGY 

									(CHINA HK & SZ)

									Datasheet.hk's Sponsor

	Part: ATS137
	Maker: ANACHIP
	Pack: SOT-23
	Stock: Reserved
	Unit price 
									for :
	    
									50: $0.07
	  
									100: $0.06
	1000: 
									$0.06
	
									Email: oulindz@gmail.com

	
									
									
									
									Contact us



							


				





						
	Homepage	
						
	Download	[ 
						ATS51 ATS51S3  Datasheet PDF Downlaod from IC-ON-LINE.CN[image: ] ]

                                                 [ 
						ATS51 ATS51S3  Datasheet PDF Downlaod from Datasheet.HK[image: ] ]

						[ATS51 ATS51S3  Datasheet PDF Downlaod from Maxim4U.com[image: ] ] :-)


						

						[ View it Online ]
					  [ Search more for ATS51 ] 


					[ Price & Availability of ATS51 by FindChips.com ] 

						


				

				




		


		

	
 			 Full text search : LOW-VOLTAGE SOT-23 TEMPERATURE SENSOR WITH HIGH OUTPUT DRIVE   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	ATS50 	LOW-VOLTAGE SOT-23 TEMPERATURE SENSOR
	Andiglog

	MAX6512UT-T MAX6513UT-T MAX6512 MAX6511UT-T MAX651	Temperature trip threshold 55,  3.0V to  5.5V, low-cost, remote SOT temperature switch
Low-Cost Remote SOT Temperature Switches
Low-Cost, Remote SOT Temperature Switches
Temperature trip threshold 95,  3.0V to  5.5V, low-cost, remote SOT temperature switch
	MAXIM[Maxim Integrated Products]
MAXIM - Dallas Semiconductor

	PIC18F452-E/L PIC18F442-E/L PIC18F452-I/L PIC18F44	High Performance, Enhanced FLASH Microcontrollers with 10-Bit A/D
3A, Fast Transient Response, Low Noise, LDO Regulators; Package: TO-220; No of Pins: 5; Temperature Range: -40°C to  125°C
Micropower, Over-The-Top SOT-23, Rail-to-Rail Input and Output Op Amp; Package: SOT; No of Pins: 6; Temperature Range: 0°C to  70°C
Low Power 5V RS232 Dual Driver/Receiver with 0.1?μF Capacitors; Package: SO; No of Pins: 16; Temperature Range: -40?°C to  85?°C
	Microchip Technology Inc.

	A62S7316 A62S7316G-55S A62S7316G-55SI A62S7316G-70	128K X 16 BIT LOW VOLTAGE CMOS SRAM
2.7 V to 5.5 V, 140 µA, Rail-to-Rail Voltage Output 12-Bit DAC in SOT-23 and MicroSOIC Packages; Package: MSOP; No of Pins: 8; Temperature Range: Industrial
	http://
AMICC[AMIC Technology]
AMIC Technology Corporation

	AM27C010-150EI AM27C010-200EI AM27C010-255EI AM27C	x8 EPROM
Single 1.8V, 13µA Precision Rail-to-Rail Op Amp; Package: DFN; No of Pins: 6; Temperature Range: 0°C to  70°C
Micropower, 400mV Reference with Rail-to-Rail Buffer Amplifier in SOT-23; Package: SOT; No of Pins: 5; Temperature Range: -40°C to  85°C
Single 1.8V, 13µA Precision Rail-to-Rail Op Amp; Package: DFN; No of Pins: 8; Temperature Range: 0°C to  70°C
Micropower, Low Voltage, Dual Comparator with 400mV Reference; Package: SOT; No of Pins: 6; Temperature Range: 0°C to  70°C
3.3V Single Supply Video Difference Amplifier; Package: SO; No of Pins: 8; Temperature Range: 0°C to  70°C
	差分放大

	EDI7P040FLE2402C15 EDI7P048FLE2402C15 EDI7P024FLE2	1.4GHz Current Feedback Amplifiers with Enable; Temperature Range: -40°C to 85°C; Package: 5-SOT-23 T&R
250MHz Differential Line Receivers; Temperature Range: -40°C to 85°C; Package: 8-SOIC T&R
Peripheral Miscellaneous
Flash Memory Card 8 MB Through 64 MB (AMD Based)(8M字节-64M字节闪速存储器卡（基于AMD
450MHz Fixed Gain Amplifiers with Enable; Temperature Range: -40&deg;C to 85&deg;C; Package: 6-SOT-23 T&amp;R 周边杂项
670MHz Low Noise Amplifiers; Temperature Range: -40&deg;C to 85&deg;C; Package: 5-SOT-23 T&amp;R 周边杂项
Super Sync Separator; Temperature Range: 0&degC to 70&deg;C; Package: 24-QSOP T&amp;R 周边杂项
350MHz Fixed Gain Amplifiers with Enable; Temperature Range: -40&deg;C to 85&deg;C; Package: 6-SOT-23 T&amp;R 周边杂项
250MHz Differential Twisted-Pair Drivers; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-SOIC T&amp;R 周边杂项
200MHz Low-Power Current Feedback Amplifiers; Temperature Range: -40&deg;C to 85&deg;C; Package: 6-SOT-23 T&amp;R 周边杂项
1.4GHz Current Feedback Amplifiers with Enable; Temperature Range: -40&deg;C to 85&deg;C; Package: 5-SC-70 T&amp;R 周边杂项
Triple Differential Twisted-Pair Driver with Common-Mode Sync Encoding; Temperature Range: -40&deg;C to 85&deg;C; Package: 20-QFN T&amp;R 周边杂项
Triple Differential Twisted-Pair Driver with Common-Mode Sync Encoding; Temperature Range: -40&deg;C to 85&deg;C; Package: 24-QSOP
	Bourns, Inc.
Sumida, Corp.
Vicor, Corp.
Vishay Intertechnology, Inc.
3M Company
Sanyo Electric Co., Ltd.

	AM27128A-20JC AM2764A-30DC AM27128ALE AM27128ALEB 	20mA, 3V to 80V Low Dropout Micropower Linear Regulator; Package: SOT; No of Pins: 5; Temperature Range: -40&deg;C to  125&deg;C
8-Bit OTPROM Family
100mA, Low Voltage, Very Low Dropout Linear Regulators; Package: MSOP; No of Pins: 8; Temperature Range: -40°C to  125°C
High Voltage 1.5A, 200kHz Step-Down Switching Regulators; Package: SSOP; No of Pins: 16; Temperature Range: -40°C to  85°C
Micropower SOT-23 Low Dropout Reference Family; Package: SOT; No of Pins: 6; Temperature Range: 0°C to  70°C
Single/Dual/Quad 220MHz, 1500V/µs Operational Amplifiers with Programmable Supply Current; Package: SOT; No of Pins: 6; Temperature Range: 0°C to  70°C
Single/Dual/Quad 220MHz, 1500V/µs Operational Amplifiers with Programmable Supply Current; Package: SOT; No of Pins: 5; Temperature Range: 0°C to  70°C
High Voltage 3A, 200kHz Step-Down Switching Regulator with 100µA Quiescent Current; Package: TSSOP; No of Pins: 16; Temperature Range: -40°C to  125°C
1.3 MHz/650kHz Step-Up DC/DC Converter in SC70 and ThinSOT; Package: SOT; No of Pins: 5; Temperature Range: -40°C to  125°C
Cap-Free, NMOS, 150mA Low Dropout Regulator with Reverse Current Protection
500kHz and 1MHz High Efficiency 1.5A Switching Regulators; Package: SO; No of Pins: 8; Temperature Range: -40?°C to  85?°C
Micropower, Single Supply Rail-to-Rail Output Instrumentation Amplifier; Package: SO; No of Pins: 8; Temperature Range: -40°C to  85°C
Single/Dual/Quad 220MHz, 1500V/µs Operational Amplifiers with Programmable Supply Current; Package: MSOP; No of Pins: 10; Temperature Range: -40°C to  85°C
Low Power 5V RS232 Dual Driver/Receiver with 0.1?μF Capacitors; Package: SO; No of Pins: 16; Temperature Range: -40?°C to  85?°C
Micropower, Single Supply Rail-to-Rail Output Instrumentation Amplifier; Package: SO; No of Pins: 8; Temperature Range: 0°C to  70°C
Low Noise Step-Down Switching Regulator; Package: SO; No of Pins: 16; Temperature Range: -40°C to  85°C
1.25MHz, Over-The-Top Micropower, Rail-to-Rail Input and Output Op Amp in SOT-23; Package: SOT; No of Pins: 6; Temperature Range: 0°C to  70°C
Precision, High Side Current Sense Amplifiers; Package: MSOP; No of Pins: 8; Temperature Range: 0°C to  70°C
Dual 500mA/50MHz Current Feedback Line Driver Amplifier; Package: SO; No of Pins: 20; Temperature Range: 0°C to  70°C
Low Noise, Picoampere Bias Current, JFET Input Op Amp; Package: SO; No of Pins: 8; Temperature Range: 0°C to  70°C
400MHz, 2500V/µs, 9mA Single/Dual Operational Amplifiers; Package: SOT; No of Pins: 5; Temperature Range: 0°C to  70°C
Dual/Quad 3mA, 100MHz, 750V/µs Operational Amplifier; Package: SO; No of Pins: 8; Temperature Range: 0°C to  70°C
Overvoltage Fault Protected CAN Transceiver; Package: SO; No of Pins: 8; Temperature Range: -40°C to  85°C
Low Noise, Picoampere Bias Current, JFET Input Op Amp; Package: SO; No of Pins: 8; Temperature Range: -40°C to  85°C
10MHz, Rail-to-Rail Input and Output Op Amp in SOT-23; Package: SOT; No of Pins: 5; Temperature Range: 0°C to  70°C
Single Resistor Gain Programmable, Precision Instrumentation Amplifier; Package: PDIP; No of Pins: 8; Temperature Range: -40°C to  85°C
Single/Dual/Quad 220MHz, 1500V/µs Operational Amplifiers with Programmable Supply Current; Package: SSOP; No of Pins: 16; Temperature Range: 0°C to  70°C
400MHz, 2500V/µs, 9mA Single/Dual Operational Amplifiers; Package: SOT; No of Pins: 5; Temperature Range: -40°C to  85°C
Dual/Quad Rail-to-Rail Output, Picoamp Input Precision Op Amps; Package: SO; No of Pins: 8; Temperature Range: -40°C to  85°C
Overvoltage Fault Protected CAN Transceiver; Package: SO; No of Pins: 8; Temperature Range: 0°C to  70°C
80MHz, 25V/µs Low Power Rail-to-Rail Input and Output Precision Op Amp; Package: SOT; No of Pins: 5; Temperature Range: 0°C to  70°C
Low Noise, Picoampere Bias Current, JFET Input Op Amp; Package: PDIP; No of Pins: 8; Temperature Range: -40°C to  85°C
Dual 500mA, 200MHz xDSL Line Driver Amplifier; Package: TSSOP; No of Pins: 20; Temperature Range: -40°C to  85°C
80MHz, 25V/µs Low Power Rail-to-Rail Input and Output Precision Op Amp; Package: SOT; No of Pins: 5; Temperature Range: -40°C to  85°C
3A, Fast Transient Response, Low Noise, LDO Regulators; Package: TO-220; No of Pins: 5; Temperature Range: -40°C to  125°C
3µA IQ, 20mA Low Dropout Linear Regulators; Package: DFN; No of Pins: 6; Temperature Range: -40°C to  85°C
10MHz, Rail-to-Rail Input and Output Op Amp in SOT-23; Package: SOT; No of Pins: 5; Temperature Range: -40°C to  85°C
Dual/Quad Rail-to-Rail Output, Picoamp Input Precision Op Amps; Package: SO; No of Pins: 8; Temperature Range: 0°C to  70°C
Slew Rate Controlled Ultralow Noise 1A Isolated DC/DC Transformer Driver; Package: TSSOP; No of Pins: 16; Temperature Range: -40°C to  125°C
Dual 100mA, Low Dropout, Low Noise, Micropower Regulator with Independent Inputs; Package: DFN; No of Pins: 10; Temperature Range: -40°C to  85°C
Dual/Quad Rail-to-Rail Output, Picoamp Input Precision Op Amps; Package: SO; No of Pins: 14; Temperature Range: 0°C to  70°C
Dual Rail-to-Rail Output, Picoamp Input Precision Op Amps; Package: PDIP; No of Pins: 8; Temperature Range: 0°C to  70°C
Inverting 1.2MHz/2.7MHz DC/DC Converters with Integrated Schottky in ThinSOT; Package: SOT; No of Pins: 6; Temperature Range: -40°C to  125°C
Single/Dual/Quad 220MHz, 1500V/µs Operational Amplifiers with Programmable Supply Current; Package: SOT; No of Pins: 6; Temperature Range: -40°C to  85°C
60V Fault Protected RS485/RS422 Transceivers; Package: PDIP; No of Pins: 8; Temperature Range: -40°C to  85°C
Wide Input Range, High Efficiency, Step-Down Switching Regulator; Package: PDIP; No of Pins: 8; Temperature Range: -40°C to  85°C
Low Noise Step-Down Switching Regulator; Package: SO; No of Pins: 16; Temperature Range: 0°C to  70°C
Precision, High Side Current Sense Amplifiers; Package: SO; No of Pins: 8; Temperature Range: -40°C to  85°C
x8 EPROM x8存储
500kHz and 1MHz High Efficiency 1.5A Switching Regulators; Package: SO; No of Pins: 8; Temperature Range: -40?°C to 85?°C 射频放大
Precision, High Side Current Sense Amplifiers; Package: SO; No of Pins: 8; Temperature Range: 0&deg;C to  70&deg;C x8存储
Inverting 1.2MHz/2.7MHz DC/DC Converters with Integrated Schottky in ThinSOT; Package: SOT; No of Pins: 6; Temperature Range: -40&deg;C to  125&deg;C
	Advanced Micro Devices
电流感应放大
Welwyn Components, Ltd.
Amphenol, Corp.
Honeywell International, Inc.
Electronic Theatre Controls, Inc.
Rochester Electronics, LLC
Microchip Technology, Inc.
Vicor, Corp.
Peregrine Semiconductor, Corp.
Glenair, Inc.
Austin Semiconductor, Inc

	LT6700 LT6700HVIS6-3-TRPBF LT6700IDCB-1-TRPBF LT67	Micropower, Low Voltage, Dual Comparator with 400mV Reference; Package: SOT; No of Pins: 6; Temperature Range: -40&deg;C to  85&deg;C DUAL COMPARATOR, 29000 ns RESPONSE TIME, PDSO6
Micropower, Low Voltage, Dual Comparator with 400mV Reference; Package: SOT; No of Pins: 6; Temperature Range: -40&deg; to  125&deg;C DUAL COMPARATOR, 29000 ns RESPONSE TIME, PDSO6
Micropower, Low Voltage, Dual Comparator with 400mV Reference; Package: DFN; No of Pins: 6; Temperature Range: -40&deg;C to  85&deg;C DUAL COMPARATOR, 29000 ns RESPONSE TIME, PDSO6
Micropower, Low Voltage, Dual Comparator with 400mV Reference; Package: SOT; No of Pins: 6; Temperature Range: 0&deg;C to  70&deg;C
Micropower, Low Voltage, Dual Comparator with 400mV Reference; Package: DFN; No of Pins: 6; Temperature Range: 0&deg;C to  70&deg;C
Micropower, Low Voltage, Dual Comparator with 400mV Reference; Package: DFN; No of Pins: 6; Temperature Range: -40&deg; to  125&deg;C
   Micropower, Low Voltage, Dual Comparator with 400mV Reference
	http://
Linear Technology, Corp.
LINEAR TECHNOLOGY CORP

	CLM2805AZ-X CLM2805CZ-X CLM2805 CLM2805A CLM2805A-	3 V, micropower SOT-23, 120 mA low dropout voltage regulator on/off switch
Micropower SOT-23/ 120mA Low-Dropout Voltage Regulator ON/OFF Switch
Micropower SOT-23, 120mA Low-Dropout Voltage Regulator ON/OFF Switch 微功率的SOT - 23，一百二十零毫安低压差稳压器ON / OFF开
4 V, micropower SOT-23, 120 mA low dropout voltage regulator on/off switch
5 V, micropower SOT-23, 120 mA low dropout voltage regulator on/off switch
	CALOGIC[Calogic, LLC]
Calogic  LLC
Calogic LLC

	C1608C0G2A102J C1608C0G2A102JB C4532C0G2E474J C453	   Ceramic Capacitors For Mid Voltage SMD
Wraparound Chip Resistor Thick Film Industrial 陶瓷电容器中电压贴片
Ceramic Multilayer Capacitor; Capacitance:120pF; Capacitance Tolerance: /- 5 %; Working Voltage, DC:100V; Dielectric Characteristic:C0G/NP0; Package/Case:0805; Series:VJ; Leaded Process Compatible:Yes; Mounting Type:Surface Mount 陶瓷电容器中电压贴片
12 bit 275 MSPS Dual Digital to Analog Converter 48-TQFP -40 to 85 陶瓷电容器中电压贴片
Precision Low Power 2.048 V SOT-23 Voltage Reference; Package: SOT-23; No of Pins: 3; Temperature Range: Automotive 陶瓷电容器中电压贴片
High Precision Shunt Mode Voltage Reference (2.048 V); Package: SOT-23; No of Pins: 3; Temperature Range: Automotive 陶瓷电容器中电压贴片
12-Bit Quad Voltage Output Digital-to-Analog Converter w/ I<sup>2</sup>C Interface 10-MSOP -40 to 105 陶瓷电容器中电压贴片
2.048 V Micropower, Low Noise Precision Voltage References with Shutdown; Package: TSOT; No of Pins: 5; Temperature Range: Industrial 陶瓷电容器中电压贴片
12-Bit, Dual, Ultralow Glitch, Voltage Output Digital to Analog Converter 16-QFN -40 to 105 陶瓷电容器中电压贴片
High Precision Shunt Mode Voltage Reference (3.0 V); Package: SOT-23; No of Pins: 3; Temperature Range: Automotive 陶瓷电容器中电压贴片
Ceramic Capacitors For Mid Voltage SMD 陶瓷电容器中电压贴片
10-bit, Quad, Digital-to-Analog Converter with I2C interface 10-MSOP -40 to 85
10-Bit, Quad DAC with I2C Interface 16-TSSOP -40 to 85
Low-Power Rail-To-Rail Output 12-Bit I2C Input DAC 6-SOT-23 -40 to 105
Ceramic Multilayer Capacitor; Capacitance:4700pF; Capacitance Tolerance: /- 10 %; Working Voltage, DC:200V; Dielectric Characteristic:X7R; Package/Case:0603; Series:VJ; Leaded Process Compatible:Yes; Mounting Type:Surface Mount
Ceramic Multilayer Capacitor; Capacitance:100000pF; Capacitance Tolerance: /- 10 %; Working Voltage, DC:50V; Dielectric Characteristic:X7R; Package/Case:0612; Series:VJ; Leaded Process Compatible:Yes; Mounting Type:Surface Mount
	TDK, Corp.
TDK Corporation
TDK[TDK Electronics]

	AD7314 7314 AD7314ARM 	Complete Temperature Monitoring System in an 8-Pin SOIC Package
Low-Voltage, 10-Bit Digital Temperature Sensor in 8-Lead SOIC
Low-Voltage 10-Bit Digital Temperature Sensor in 8-Lead uSOIC
Low-Voltage/ 10-Bit Digital Temperature Sensor in 8-Lead uSOIC
Low-Voltage, 10-Bit Digital Temperature Sensor in 8-Lead uSOIC
	AD[Analog Devices]
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