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			 Related Part Number
	
					PART	Description	Maker
	BC394 3311 	Recognised Certification- 5W DIP Package- 4kVDC & 6kVDC Isolation- Regulated Output- Continuous Short Circiut Protection Auto-Restarting
From old datasheet system
HIGH VOLTAGE AMPLIFIER
	意法半导
STMicroelectronics

	BC161 BC160 	   PNP SILICON AF MEDIUM POWER AMPLIFIERS & SWITCHES
Recognised Certification- 5W DIP Package- 4kVDC & 6kVDC Isolation- Regulated Output- Continuous Short Circiut Protection Auto-Restarting
	Micro Electronics

	ULW ULW2 ULW2-33RJA25 ULW2-33RJA1 ULW2-33RJT075 UL	UL Recognised Wirewound Resistors
	TT Electronics.

	ULW5 	UL Recognised Wirewound Resistors
	Welwyn

	AN3181 	Guidelines for obtaining IEC 60335 Class B certification in an STM8 application
	STMicroelectronics

	D4B-361RN D4B-5A11N D4B-1117N D4B-111RN D4B-2615N 	Snap-action contact with certified direct opening operation certification
SNAP ACTING/LIMIT SWITCH, DPST, MOMENTARY, 10A, 14VDC, PANEL MOUNT
	Omron Electronics LLC

	BUW36 BUY69A BUY69B BUX48 BUX80 BDX87 BDX88 BDW51 	Leaded Power Transistor Darlington
Power Transistors 15 A, 45 V, PNP, Si, POWER TRANSISTOR, TO-3
INDUCTOR PWR UNSHIELD 470UH SMT
Certification- 5.2kVDC Isolation- Power Sharing- Pin Compatible with RH & RK Series, SIP DC-DC Converters- UL94V-0 Package M
Leaded Power Transistor General Purpose
	Central Semiconductor, Corp.
Central Semiconductor Corp.
CENTRAL[Central Semiconductor Corp]

	BUT33 	RP20 (F) Series - Powerline Regulated DC-DC Converters; Input Voltage (Vdc): 48V; Output Voltage (Vdc): 3.3V; 2:1 Wide Input Voltage Range; 20 Watts
POWERLINE: RP20-S_DEW - 4:1 Wide Input Voltage Range- 20 Watts Output Power- 1.6kVDC Isolation- Fixed Operating Frequency- Six-Sided Continuous Shield- Ul 1950 Component Recognised- Standard 50.8 x40.6x10.2mm Package- Efficiency to 84%
56 AMPERES NPN SILICON POWER DARLINGTON TRANSISTOR 600 VOLTS 250 WATTS
	Motorola  Inc
Motorola, Inc.
ONSEMI[ON Semiconductor]

	ST72T311J4B6 ST72T311J4T3 ST72T311J4B6S 	   8-BIT MCU WITH 8 TO 16K OTP/EPROM, 384 TO 512 BYTES RAM, ADC, WDG, SCI, SPI AND 2 TIMERS
CAP, FUSE, FLUSH MOUNT; Current, fuse rating:16A; Approval category:UL Recognised; Temp, op. max:70(degree C); Temp, op. min:-25(degree C); Approval Bodies:CSA, SEMKO, VDE; Colour:Black; Current rating:16A; Diameter, body:9.2mm; RoHS Compliant: Yes
FUSE HOLDER, PCB, 20X5MM; Current, fuse rating:6.30A; Approval category:VDE, CSA, UL, SEMKO; Approval Bodies:VDE, CSA, UL, SEMKO; Approvals @ 10A:Semko, VDE; Approvals @ 16A:UL, CSA; Current rating:10A; Diameter, bezel:15mm; Fuse RoHS Compliant: Yes
	STMicroelectronics

	PSD301 PSD301-B-15J PSD301-B-15L PSD301-B-15M PSD3	Gender:Pin; Circular Shell Style:Straight Plug; Insert Arrangement:22-21
Network Cable Assembly; Connector Type A:Modular T568B; Connector Type B:Stripped End Leads; Cable Length:35ft; Approval Categories:Augmented Category 6 standards; cord color per TIA/EIA-606 standard RoHS Compliant: Yes
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT01; No. of Contacts:24; Connector Shell Size:20; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle; Body Style:Straight
Network Cable Assembly; Connector Type A:Modular T568B; Connector Type B:Stripped End Leads; Cable Length:25ft; Approval Categories:Augmented Category 6 standards; cord color per TIA/EIA-606 standard RoHS Compliant: Yes
Circular Connector; Body Material:Aluminum; Series:PT01; Number of Contacts:24; Connector Shell Size:20; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle; Circular Contact Gender:Socket; Insert Arrangement:20-24
Circular Connector; Body Material:Aluminum; Series:PT01; No. of Contacts:24; Connector Shell Size:20; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle; Circular Contact Gender:Pin; Insert Arrangement:20-24
Circular Connector; Body Material:Aluminum; Series:PT01; Number of Contacts:24; Connector Shell Size:20; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle; Circular Contact Gender:Pin; Insert Arrangement:20-24
Media Converter; Approval Categories:CISPR 22 class B certification (worldwide approval); Body Material:Metal RoHS Compliant: No
Circular Connector; No. of Contacts:24; Series:; Body Material:Aluminum; Connecting Termination:Solder; Connector Shell Size:20; Circular Contact Gender:Pin; Circular Shell Style:Cable Receptacle; Insert Arrangement:20-24
Current-Mode PWM Controller 14-SOIC 0 to 70
Current-Mode PWM Controller 8-SOIC 0 to 70
Current-Mode PWM Controller 8-CDIP
Current-Mode PWM Controller 8-PDIP 0 to 70
Single Output LDO, 3.0A, Fixed(1.5V), Fast Transient Response, Low Quiescent Current 5-TO-220 -40 to 100
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT01; No. of Contacts:5; Connector Shell Size:14; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle; Body Style:Straight
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT01; Number of Contacts:19; Connector Shell Size:14; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle
CABLE ASSEMBLY; 75 OHM BNC MALE TO 75 OHM BNC FEMALE; 75 OHM, RG216/U COAX
Circular Connector; Body Material:Aluminum; Series:PT01; No. of Contacts:19; Connector Shell Size:14; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle; Circular Contact Gender:Socket; Insert Arrangement:14-19
Circular Connector; Body Material:Aluminum; Series:PT01; Number of Contacts:18; Connector Shell Size:14; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle; Circular Contact Gender:Pin; Insert Arrangement:14-18
PT 5C 5#16 PIN RECP
5015 RR 4#16S PIN RECP
5015 RR 3#16S PIN RECPT
5015 RR 5#16S SKT RECP
Current Mode PWM Controller 16-SOIC 0 to 70
Shell Style:Cable Receptacle; Circular Contact Gender:Socket; Insert Arrangement:20-25
Buck Current/Voltage Fed Push-Pull PWM Controllers 24-SOIC 0 to 70
High Speed PWM Controller 16-CDIP 0 to 70
Buck Current/Voltage Fed Push-Pull PWM Controllers 24-PDIP 0 to 70
High Speed PWM Controller 16-PDIP 0 to 70
High Efficiency Linear Regulator 16-SOIC 0 to 70
CABLE ASSEMBLY; C MALE TO C MALE; 50 OHM, RG223/U COAX, DOUBLE SHIELDED
PT 39C 2#16,37#20 PIN RECP
Network Hub; For Use With:AX-8000 PowerSense Series Hubs; Leaded Process Compatible:Yes RoHS Compliant: Yes
Circular Connector; No. of Contacts:27; Series:; Body Material:Aluminum; Connecting Termination:Solder; Connector Shell Size:20; Circular Contact Gender:Socket; Circular Shell Style:Cable Receptacle; Insert Arrangement:20-27
Circular Connector; Body Material:Aluminum; Series:PT01; No. of Contacts:39; Connector Shell Size:20; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle; Circular Contact Gender:Pin; Insert Arrangement:20-39
Network Hub; For Use With:AX-8000 PowerSense Series Modules; Leaded Process Compatible:Yes RoHS Compliant: Yes
Circular Connector; Body Material:Aluminum; Series:PT01; Number of Contacts:39; Connector Shell Size:20; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle; Circular Contact Gender:Pin; Insert Arrangement:20-39
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT01; Number of Contacts:12; Connector Shell Size:14; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle
Circular Connector; Body Material:Aluminum; Series:PT01; Number of Contacts:19; Connector Shell Size:14; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle; Circular Contact Gender:Pin; Insert Arrangement:14-19
Circular Connector; Body Material:Aluminum; Series:PT01; No. of Contacts:5; Connector Shell Size:14; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle; Circular Contact Gender:Pin; Insert Arrangement:14-5
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT01; No. of Contacts:18; Connector Shell Size:14; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle; Body Style:Straight
Circular Connector; Body Material:Aluminum; Series:PT01; No. of Contacts:18; Connector Shell Size:14; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle; Circular Contact Gender:Socket; Insert Arrangement:14-18
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT01; Number of Contacts:18; Connector Shell Size:14; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle
Network Hub; Approval Categories:Meets IEEE 802.3af standards; Body Material:All metal chassis; Data Rate Max:100Mbps RoHS Compliant: Yes
Circular Connector; Body Material:Aluminum; Series:PT01; No. of Contacts:27; Connector Shell Size:20; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle; Circular Contact Gender:Pin; Insert Arrangement:20-27
PLCC Socket
Network Hub; Features:Covers 1 module slot; For Use With:AX-6000  PowerSense Series Chassis; Leaded Process Compatible:Yes RoHS Compliant: Yes
Circular Connector; Body Material:Aluminum; Series:PT01; No. of Contacts:41; Connector Shell Size:20; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle; Circular Contact Gender:Pin; Insert Arrangement:20-41
Shielded Paired Cable; Number of Conductors:6; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polyvinylchloride (PVC); Shielding Material:Aluminum Foil/Polyester Tape; Number of Pairs:3 RoHS Compliant: Yes
Shielded Paired Cable; Number of Conductors:8; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polyvinylchloride (PVC); Shielding Material:Foil; Shielding Coverage:100%; Number of Pairs:4 RoHS Compliant: Yes
Circular Connector; Body Material:Aluminum; Series:PT06; Number of Contacts:34; Connector Shell Size:22; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Circular Contact Gender:Socket; Insert Arrangement:22-34 低成本现场可编程微控制器外围设备
Low Cost Field Programmable Microcontroller Peripherals 低成本现场可编程微控制器外围设备
Circular Connector; Body Material:Aluminum; Series:PT06; No. of Contacts:36; Connector Shell Size:22; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Circular Contact Gender:Pin; Insert Arrangement:22-36 低成本现场可编程微控制器外围设备
Circular Connector; Body Material:Aluminum; Series:PT06; No. of Contacts:36; Connector Shell Size:22; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Circular Contact Gender:Socket; Insert Arrangement:22-36 低成本现场可编程微控制器外围设备
5015 RR 3#16S SKT RECPT 低成本现场可编程微控制器外围设备
Circular Connector; Body Material:Aluminum; Series:PT01; No. of Contacts:25; Connector Shell Size:20; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle; Circular Contact Gender:Pin; Insert Arrangement:20-25 低成本现场可编程微控制器外围设备
Circular Connector; Body Material:Aluminum; Series:PT06; Number of Contacts:34; Connector Shell Size:22; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Circular Contact Gender:Pin; Insert Arrangement:22-34 低成本现场可编程微控制器外围设备
Hook-Up Wire; Conductor Size AWG:18; No. Strands x Strand Size:16 x 30; Jacket Color:White/Green; Cable/Wire MIL SPEC:MIL-W-76C Type MW; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes 低成本现场可编程微控制器外围设备
Circular Connector; Body Material:Aluminum; Series:PT06; Number of Contacts:21; Connector Shell Size:22; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Circular Contact Gender:Socket; Insert Arrangement:22-21 低成本现场可编程微控制器外围设备
Current Mode PWM Controller 14-SOIC 0 to 70 低成本现场可编程微控制器外围设备
Current Mode PWM Controller 8-PDIP 0 to 70 低成本现场可编程微控制器外围设备
High Speed PWM Controller 16-SOIC 0 to 70 低成本现场可编程微控制器外围设备
5015 RR 52C 52#16 PIN RECP 低成本现场可编程微控制器外围设备
Single Output LDO, 3.0A, Fixed(1.5V), Fast Transient Response, Low Quiescent Current 5-DDPAK/TO-263 0 to 70 低成本现场可编程微控制器外围设备
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT01; No. of Contacts:15; Connector Shell Size:14; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle; Body Style:Straight 低成本现场可编程微控制器外围设备
High Speed PWM Controller 20-PLCC 0 to 70 低成本现场可编程微控制器外围设备
Circular Connector; Body Material:Aluminum; Series:PT01; No. of Contacts:39; Connector Shell Size:20; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle; Circular Contact Gender:Socket; Insert Arrangement:20-39 低成本现场可编程微控制器外围设备
Current Mode PWM Controller 8-SOIC 0 to 70 低成本现场可编程微控制器外围设备
Circular Connector; Body Material:Aluminum; Series:PT06; Number of Contacts:32; Connector Shell Size:22; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Circular Contact Gender:Socket; Insert Arrangement:22-32
	ST Microelectronics
意法半导
STMicroelectronics N.V.
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