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			C3704 - INputV: 6-9Vdc; max current: 300mA; compact, lightweight, low current consumption, low cost operates as high sensitivity UV sensor with UV TRON suitable for flame detectors and fire alarms INputV: 5Vdc; max current: 300mA; compact, lightweight, low current consumption, low cost operates as high sensitivity UV sensor with UV TRON suitable for flame detectors and fire alarms UV TRON DRIVING CIRCUIT 



		
			
					
						
						[image: C3704_1223293.PDF Datasheet]



					
				
					 		
	Part No.	C3704 C3704-02 C3704-03   

	Description	INputV: 6-9Vdc; max current: 300mA; compact, lightweight, low current consumption, low cost operates as high sensitivity UV sensor with UV TRON suitable for flame detectors and fire alarms 
 INputV: 5Vdc; max current: 300mA; compact, lightweight, low current consumption, low cost operates as high sensitivity UV sensor with UV TRON suitable for flame detectors and fire alarms
UV TRON DRIVING CIRCUIT
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	Maker: N/A
	Pack: N/A
	Stock: 402
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			 Related Part Number
	
					PART	Description	Maker
	MI-27T-IV MI-27T-IW MI-27T-IX MI-27T-IY MI-27T-MV 	InputV:28V; outputV:24V; --W; 30A military DC-DC converter. For military applications
InputV:270V; outputV:48V; 50W; 10A military DC-DC converter. For military applications
InputV:270V; outputV:48V; --W; 30A military DC-DC converter. For military applications
InputV:28V; outputV:15V; 50W; 10A military DC-DC converter. For military applications
InputV:270V; outputV:15V; 50W; 10A military DC-DC converter. For military applications
InputV:155V; outputV:24V; 50W; 10A military DC-DC converter. For military applications
InputV:270V; outputV:24V; 50W; 10A military DC-DC converter. For military applications
InputV:165V; outputV:24V; 50W; 10A military DC-DC converter. For military applications
Military DC-DC Converters 50 to 100W
InputV:28V; outputV:24V; 50W; 10A military DC-DC converter. For military applications
InputV:155V; outputV:15V; 50W; 10A military DC-DC converter. For military applications
InputV:165V; outputV:15V; 50W; 10A military DC-DC converter. For military applications
InputV:28V; outputV:48V; --W; 30A military DC-DC converter. For military applications
InputV:165V; outputV:48V; --W; 30A military DC-DC converter. For military applications
InputV:28V; outputV:48V; 50W; 10A military DC-DC converter. For military applications
   Military DC-DC Converters 50 to 100W
	http://
Vicor Corporation

	TA20141803DH 	SCR Thyristor; Gate Trigger Current Max, Igt:200mA; Current, It av:1800A; Package/Case:TA2; Repetitive Reverse Voltage Max, Vrrm:1400V; Current Rating:2820A RoHS Compliant: Yes
	POWEREX INC

	Q60103-Y32-E Q60103-Y32-F Q60103-Y23-F Q60103-Y23-	Triac; Thyristor Type:Standard; Peak Repetitive Off-State Voltage, Vdrm:1000V; On State RMS Current, IT(rms):6A; Gate Trigger Current (QI), Igt:50mA; Current, It av:6A; Gate Trigger Current Max, Igt:50mA RoHS Compliant: Yes PNP晶体管为自动输入
Standard Recovery Rectifier; Forward Current:25A; Forward Current Average:15.9A; Forward Current Avg Rectified, IF(AV):15.9A; Forward Surge Current Max, Ifsm:350A; Forward Voltage:1.1V; Forward Voltage Max, VF:1.1V RoHS Compliant: Yes
PNP TRANSISTORS FOR AF INPUT STAGES
	SIEMENS AG
SIEMENS[Siemens Semiconductor Group]

	FS1UM-18A 	Standard Recovery Rectifier; Forward Current:15A; Forward Current Average:9.5A; Forward Current Avg Rectified, IF(AV):9.5A; Forward Surge Current Max, Ifsm:225A; Forward Voltage:1.1V; Forward Voltage Max, VF:1.1V RoHS Compliant: Yes
HIGH-SPEED SWITCHING USE
	Mitsubishi Electric Corporation
MITSUBISHI[Mitsubishi Electric Semiconductor]

	FS1UM-18A 	Standard Recovery Rectifier; Forward Current:15A; Forward Current Average:9.5A; Forward Current Avg Rectified, IF(AV):9.5A; Forward Surge Current Max, Ifsm:225A; Forward Voltage:1.1V; Forward Voltage Max, VF:1.1V RoHS Compliant: Yes
MITSUBISHI Nch POWER MOSFET HIGH-SPEED SWITCHING USE
	POWEREX[Powerex Power Semiconductors]
Mitsubishi Electric Corporation

	NME0505SNBSP NME1205 NME2412 NME1212 NME0505S NME0	DC/DC converter, 1 watt. Output voltage 12VDC. Output current 84mA. Input 24VDC  .
DC/DC converter, 1 watt. Output voltage 9VDC. Output current 110mA. Input 24VDC  .
DC/DC converter, 1 watt. Output voltage 5VDC. Output current 200mA. Input 24VDC  .
NME Series 1 Watt Surface Mount DC/DC Converters
DC/DC Converters NME SERIES 1 WATT
From old datasheet system
Ty-Rap Self-Locking Cable Ties; Cable Bundle Diameter Max:2.00"; Body Material:Nylon 6.6; Cable Tie Length:8.8"; Cable Tie Width:0.301"; Tensile Strength:120lb; Color:Black DC / DC转换非市场经济系瓦特
	International Power Sources
List of Unclassifed Manufacturers
XPiQ Inc.
ETC[ETC]
Electronic Theatre Controls, Inc.

	S218 	Solid-State Panel Mount Relay; Output Device:Triac; Output Voltage Max:140Vrms; Output Voltage Min:20Vrms; Load Current Max:8A; Switching:Zero Cross; Output Current:8A; Output Type:SCR; Supply Voltage Max:8VDC
	CRYDOM CORP

	X4ODC24A X4ODC15A 	Input/Output Module; Input Current Max:15mA; Output Current:1A; Output Current Max:1A; Output Type:DC; Output Voltage:100V; Supply Voltage Max:30.5V; Supply Voltage Min:18V; Output Voltage Max:200V; Output Voltage Min:5V
Input/Output Module; Input Current Max:20mA; Output Current:1A; Output Current Max:1A; Output Type:DC; Output Voltage:100V; Supply Voltage Max:20V; Supply Voltage Min:10V; Output Voltage Max:200V; Output Voltage Min:5V
	CRYDOM CORP

	NMA0509D NMA0509S 	DC/DC converter, 1 watt. Output voltage  -9VDC. Output current  -56mA. Imput 5VDC  .
	International Power Sources

	MP120D2 MP240D2 MPDCD3-B 	; Output Device:Transistor; Output Voltage Max:60VDC; Output Voltage Min:3VDC; Control Voltage Max:32VDC; Control Voltage Min:3VDC; Load Current Max:3A; Switching:Zero Cross; Leaded Process Compatible:Yes; Output Current Max:3A
	Crydom Inc.
CRYDOM CORP

	X76F640 X76F640A X76F640A-2.7 X76F640AE X76F640AE-	Secure SerialFlash
:SEMIPACK-1; Thread size:M5; Centres, fixing:80mm; Current, Itsm:700A; Depth,
DIODE, STANDARD, 80A, 1200V; Voltage, Vrrm:1200V; Current, If av:80A; Case style:SEMIPACK 1; Centres, fixing:80mm; Current, Ifs max:2000A; Current
; Repetitive Reverse Voltage Max, Vrrm:800V; Forward Current Avg Rectified, IF(AV):82A; Forward Voltage Max, VF:1.55V; Package/Case:SEMIPACK 1
Thyristor Diode Module; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No
Xfmr Module
	http://
XICOR[Xicor Inc.]

	V120MLA1210 V18MLA1210 V26MLA1210 V30MLA1210 V30ML	Surface mount varistor. Ag/Pd. Max continuous working voltage: 3.5VDC, 2.5VAC. Bulk pack.
Surface mount varistor. Ag/Pt. Max continuous working voltage: 3.5VDC, 2.5VAC. 7in diameter reel.
Surface mount varistor. Ag/Pd. Max continuous working voltage: 9VDC, 6.5VAC. 7in diameter reel.
Surface mount varistor. Ag/Pd. Max continuous working voltage: 30VDC, 25VAC. 7in diameter reel.
Surface mount varistor. Ag/Pd. Max continuous working voltage: 18VDC, 14VAC. 7in diameter reel.
Surface mount varistor. Ag/Pd. Max continuous working voltage: 12VDC, 9.0VAC. 7in diameter reel.
Surface mount varistor. Nickel barrier. Max continuous working voltage: 14VDC, 10VAC. 7in diameter reel.
Surface mount varistor. Ag/Pd. Max continuous working voltage: 68VDC, 50VAC. 13in diameter reel.
Multilayer Transient Voltage Surge Suppressors 多层瞬态电压浪涌抑制器
Surface mount varistor. Ag/Pt. Max continuous working voltage: 33VDC, 26VAC. Bulk pack.
Surface mount varistor. Ag/Pt. Max continuous working voltage: 33VDC, 26VAC. 7in diameter reel.
Surface mount varistor. Ag/Pt. Max continuous working voltage: 33VDC, 26VAC. 13in diameter reel.
Surface mount varistor. Ag/Pd. Max continuous working voltage: 33VDC, 26VAC. Bulk pack.
Surface mount varistor. Ag/Pd. Max continuous working voltage: 33VDC, 26VAC. 7in diameter reel.
Surface mount varistor. Ag/Pd. Max continuous working voltage: 33VDC, 26VAC. 13in diameter reel.
Surface mount varistor. Nickel barrier. Max continuous working voltage: 9VDC, 6.5VAC. 7in diameter reel.
Surface mount varistor. Nickel barrier. Max continuous working voltage: 18VDC, 14VAC. 7in diameter reel.
Surface mount varistor. Ag/Pd. Max continuous working voltage: 5.5VDC, 4.0VAC. 7in diameter reel.
Surface mount varistor. Ag/Pd. Max continuous working voltage: 3.5VDC, 2.5VAC. 7in diameter reel.
Surface mount varistor. Ag/Pd. Max continuous working voltage: 48VDC, 40VAC. 7in diameter reel.
   Multilayer Transient Voltage Surge Suppressors
Surface mount varistor. Ag/Pt. Max continuous working voltage: 3.5VDC, 2.5VAC. Bulk pack.
Surface mount varistor. Ag/Pt. Max continuous working voltage: 3.5VDC, 2.5VAC. 13in diameter reel.
	Littelfuse, Inc.
LITTELFUSE[Littelfuse]
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