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			CAT1641ZD2I-45TSSOP -    Supervisory Circuits with I2C Serial 64K CMOS EEPROM Paired Cable; Number of Conductors:8; Conductor Size AWG:24; No. Strands x Strand Size:Solid; Jacket Material:FEP; Number of Pairs:4; Features:Unshielded; Impedance:100ohm; Leaded Process Compatible:Yes; Outer Diameter:0.195" RoHS Compliant: Yes 640 x 480 pixel format, CFL Backlight with power harness 监控电路，带有I2C串行EEPROM4K的的CMOS Supervisory Circuits with I2C Serial 64K CMOS EEPROM 监控电路，带有I2C串行EEPROM4K的的CMOS Fuses, 10A 250V T IEC GLASS 5X20 2 PR #24 PP PVC OSCILLATORS 50PPM -40 85 3.3V 4 8.192MHZ HCMOS 10% 5X7MM 6PAD SMD SCREWDRIVER, POZI TRITON ESD NO.0SCREWDRIVER, POZI TRITON ESD NO.0; Tip type:Pozidriv; Length, blade:60mm; Driver type:Pozidriv No 0; Handle type:Static diss.; Tip Size:No.0 BRADYSLEEVE HEAT SHRINKABLE MARKERS SCREWDRIVER, POZI TRITON ESD NO.2SCREWDRIVER, POZI TRITON ESD NO.2; Tip type:Pozidriv; Length, blade:100mm; Driver type:Posidriv No2; Handle type:Static diss.; Tip Size:No.2 Paired Cable; Number of Conductors:8; Conductor Size AWG:24; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:4; Leaded Process Compatible:Yes RoHS Compliant: Yes Filter Module with Resistor Network Xfmr Module 1.0A Fast Recovery Rectifier; Package: DO-41; No of Pins: 2; Container: Tape & Reel 1592A CM 4P24 GRDK 1000F REELEX 640 x 480 pixel format, CCFL Backlight 
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	Part No.	CAT1641ZD2I-45TSSOP CAT1640 CAT1640JI-25SOIC CAT1640JI-25TDFN CAT1640JI-25TE13 CAT1640JI-25TSSOP CAT1640JI-28SOIC CAT1640JI-28TDFN CAT1640JI-28TE13 CAT1640JI-28TSSOP CAT1640JI-30SOIC CAT1640JI-30TDFN CAT1640JI-30TE13 CAT1640JI-30TSSOP CAT1640JI-42SOIC CAT1640JI-42TDFN CAT1640JI-42TE13 CAT1640JI-42TSSOP CAT1640JI-45SOIC CAT1640JI-45TDFN CAT1640JI-45TE13 CAT1640JI-45TSSOP CAT1640LI-25SOIC CAT1640LI-25TDFN CAT1640LI-25TE13 CAT1640LI-25TSSOP CAT1640LI-28SOIC CAT1640LI-28TDFN CAT1640LI-28TE13 CAT1640LI-28TSSOP CAT1640LI-30SOIC  

	Description	   Supervisory Circuits with I2C Serial 64K CMOS EEPROM 
 Paired Cable; Number of Conductors:8; Conductor Size AWG:24; No. Strands x Strand Size:Solid; Jacket Material:FEP; Number of Pairs:4; Features:Unshielded; Impedance:100ohm; Leaded Process Compatible:Yes; Outer Diameter:0.195" RoHS Compliant: Yes
640 x 480 pixel format, CFL Backlight with power harness 监控电路，带有I2C串行EEPROM4K的的CMOS
Supervisory Circuits with I2C Serial 64K CMOS EEPROM 监控电路，带有I2C串行EEPROM4K的的CMOS
Fuses, 10A 250V T IEC GLASS 5X20
2 PR #24 PP PVC
OSCILLATORS 50PPM -40 85 3.3V 4 8.192MHZ HCMOS 10% 5X7MM 6PAD SMD
SCREWDRIVER, POZI TRITON ESD NO.0SCREWDRIVER, POZI TRITON ESD NO.0; Tip type:Pozidriv; Length, blade:60mm; Driver type:Pozidriv No 0; Handle type:Static diss.; Tip Size:No.0
BRADYSLEEVE HEAT SHRINKABLE MARKERS
SCREWDRIVER, POZI TRITON ESD NO.2SCREWDRIVER, POZI TRITON ESD NO.2; Tip type:Pozidriv; Length, blade:100mm; Driver type:Posidriv No2; Handle type:Static diss.; Tip Size:No.2
Paired Cable; Number of Conductors:8; Conductor Size AWG:24; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:4; Leaded Process Compatible:Yes RoHS Compliant: Yes
Filter Module with Resistor Network
Xfmr Module
1.0A Fast Recovery Rectifier; Package: DO-41; No of Pins: 2; Container: Tape & Reel
1592A CM 4P24 GRDK 1000F REELEX
640 x 480 pixel format, CCFL Backlight
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						 Weidmuller, Corp. 
 Atmel, Corp.
BCD Semiconductor Manufacturing, Ltd.
Maxim Integrated Products, Inc.
Aimtec
Advanced Analog Technology, Inc.
ON Semiconductor
Glenair, Inc.
AME, Inc.
Advanced Analogic Technologies, Inc.
Analog Devices, Inc.
CATALYST[Catalyst Semiconductor]
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