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			 Related Part Number
	
					PART	Description	Maker
	1N4002G 1N4007G 1N4001G 1N4003G 1N4004G 1N4005G 1N	400V, 1.0A glass passivated rectifier
1000V, 1.0A glass passivated rectifier
50V, 1.0A glass passivated rectifier
200V, 1.0A glass passivated rectifier
100V, 1.0A glass passivated rectifier
600V, 1.0A glass passivated rectifier
800V, 1.0A glass passivated rectifier
	http://
WTE[Won-Top Electronics]

	1N5222AUR-1 1N5222BUR-1 1N5253AUR-1 1N5267BUR-1 1N	Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 2.5 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 2.5 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 25 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 75 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 47 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 180 V.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 180 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 110 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 110 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 3.9 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 150 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 150 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 82 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 12 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 12 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 56 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 68 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 5.6 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 24 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 51 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 2.4 V.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 2.4 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 2.8 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 3.0 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 3.3 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 4.3 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 2.4 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 2.7 V.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 2.8 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 3.0 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 3.3 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 3.6 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 3.6 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 3.9 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 4.3 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 4.7 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 4.7 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 39 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 140 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 56 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 24 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 43 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 43 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 8.7 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 18 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 36 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 170 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 60 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 11 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 11 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 130 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 33 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 33 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 14 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 39 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 14 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 62 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 17 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 200 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 87 V.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 27 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 130 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 6.2 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 60 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 18 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 27 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 30 V.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 30 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 62 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 120 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 160 V.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 160 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 75 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 87 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 6.8 V.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 190 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 6.8 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 28 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 19 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 17 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 47 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 5.1 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 25 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 36 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 20 V.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 6.8 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 15 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 22 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 100 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 5.1 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 10 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 20 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 8.7 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 13 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 6.0 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 120 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 10 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 20 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 91 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 6.2 V. Tolerance  -5%.
	Microsemi

	15SMC68CA 1.5SMC100CA 1.5SMC10CA 1.5SMC8.2CA 1.5SM	BI-DIRECTIONAL GLASS PASSIVATED JUNCTION TRANSIENT VOLTAGE SUPPRESSOR 1500 WATTS/ 6.8 THRU 200 VOLTS
Bi-Directional Glass Passivated Junction Transient Voltage Suppressors(击穿电压8.2V,双向玻璃钝化节点瞬变电压抑制
Bi-Directional Glass Passivated Junction Transient Voltage Suppressors(击穿电压7.5V,双向玻璃钝化节点瞬变电压抑制
Bi-Directional Glass Passivated Junction Transient Voltage Suppressors(击穿电压9.1V,双向玻璃钝化节点瞬变电压抑制
Bi-Directional Glass Passivated Junction Transient Voltage Suppressors(击穿电压13V,双向玻璃钝化节点瞬变电压抑制
Bi-Directional Glass Passivated Junction Transient Voltage Suppressors(击穿电压12V,双向玻璃钝化节点瞬变电压抑制
BI-DIRECTIONAL GLASS PASSIVATED JUNCTION TRANSIENT VOLTAGE SUPPRESSOR 1500 WATTS, 6.8 THRU 200 VOLTS 1500 W, BIDIRECTIONAL, SILICON, TVS DIODE
Bi-Directional Glass Passivated Junction Transient Voltage Suppressors(?荤┛?靛?13V,????荤???????????靛??????
	Central Semiconductor Corp.
Central Semiconductor, Corp.
Electronics Industry Public Company Limited
http://
Central Semiconductor C...

	S10GBU80-C S10GBU40-C S10GBU20-C S10GBU60-C S10GBU	Voltage 200V ~800V 100Amp Glass Passivited Bridge Rectifers
10.0Amp Glass Passivited Bridge Rectifiers
	SeCoS Halbleitertechnologie GmbH
SeCoS Halbleitertechnol...

	EGP30A- EGP30J EGP30A 	Fast Rectifiers (Glass Passivated)
3.0 Ampere Glass Passivated High Efficiency Rectifiers(平均整流电流3.0安培高效率玻璃钝化整流器)
	FAIRCHILD[Fairchild Semiconductor]
Fairchild Semiconductor Corporation

	HER30-1500G 	Fast Recovery Pack: DO-201AD
ULTRAFAST EFFICIENT GLASS PASSIVATED RECTIFIER VOLTAGE拢潞1500V CURRENT拢潞 3.0A
ULTRAFAST EFFICIENT GLASS PASSIVATED RECTIFIER VOLTAGE?500V CURRENT 3.0A
	Gulf Semiconductor

	1R5GU41 	Ultra Fast Recovery Pack: DO-15
ULTRAFAST EFFICIENT GLASS PASSIVATED RECTIFIER VOLTAGE拢潞400V CURRENT拢潞1.5A
ULTRAFAST EFFICIENT GLASS PASSIVATED RECTIFIER VOLTAGE?00V CURRENT?.5A
	Gulf Semiconductor

	GP10M GP10A GP10B GP10D GP10G GP10J GP10K 	1.0 Amp Glass Passivated Junction Rectifiers 50 to 1000 Volts
Aluminum Electrolytic Radial Leaded Low Profile Wide Temp Capacitor; Capacitance: 470uF; Voltage: 16V; Case Size: 10x9 mm; Packaging: Bulk
Glass Passivated Junction Rectifiers 1 A, 400 V, SILICON, SIGNAL DIODE, DO-41
	Micro Commercial Compon...
MCC[Micro Commercial Components]
Micro Commercial Components Corp.
Micro Commercial Components, Corp.

	LA120X1-1 LA120X1_2-1 LA120X10-1 LA120X15-1 LA120X	Fuses, 5A 250V F IEC GLASS LEAD LA120X半导体保险丝
Fuses, 3.15A 250V F IEC GLASS 5X20
LA120X Semiconductor Fuses
	Littelfuse, Inc.
LITTELFUSE[Littelfuse]

	GS1A GS1B GS1D GS1G GS1J GS1K GS1M 	Standard Recovery Pack: SMA
SURFACE MOUNT GLASS PASSIVATED RECTIFIER VOLTAGE拢潞50 TO 1000V CURRENT拢潞 1.0A
SURFACE MOUNT GLASS PASSIVATED RECTIFIER VOLTAGE?0 TO 1000V CURRENT 1.0A
SURFACE MOUNT GLASS PASSIVATED RECTIFIER VOLTAGE?0 TO 1000V CURRENT?/a> 1.0A
	Gulf Semiconductor
http://

	30KW258A 30KW168 30KW168A 30KW216 30KW240 30KW240A	258.00V; 5mA ;15000W peak pulse power; glass passivated junction transient voltage suppressor. For bipolar applications
168.00V; 5mA ;15000W peak pulse power; glass passivated junction transient voltage suppressor. For bipolar applications
216.00V; 5mA ;15000W peak pulse power; glass passivated junction transient voltage suppressor. For bipolar applications
240.00V; 5mA ;15000W peak pulse power; glass passivated junction transient voltage suppressor. For bipolar applications
120.00V; 5mA ;15000W peak pulse power; glass passivated junction transient voltage suppressor. For bipolar applications
198.00V; 5mA ;15000W peak pulse power; glass passivated junction transient voltage suppressor. For bipolar applications
270.00V; 5mA ;15000W peak pulse power; glass passivated junction transient voltage suppressor. For bipolar applications
156.00V; 5mA ;15000W peak pulse power; glass passivated junction transient voltage suppressor. For bipolar applications
132.00V; 5mA ;15000W peak pulse power; glass passivated junction transient voltage suppressor. For bipolar applications
144.00V; 5mA ;15000W peak pulse power; glass passivated junction transient voltage suppressor. For bipolar applications
288.00V; 5mA ;15000W peak pulse power; glass passivated junction transient voltage suppressor. For bipolar applications
102.00V; 5mA ;15000W peak pulse power; glass passivated junction transient voltage suppressor. For bipolar applications
	MDE Semiconductor
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