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			MAX6468US22D3 - 4.625 V, 150/300 ms, microprocessor supervisory reset circuit with edge-triggered, one-shot manual reset 2.925 V, 150/300 ms, microprocessor supervisory reset circuit with edge-triggered, one-shot manual reset 2.625 V, 150/300 ms, microprocessor supervisory reset circuit with edge-triggered, one-shot manual reset 2.188 V, 150/300 ms, microprocessor supervisory reset circuit with edge-triggered, one-shot manual reset 1.575 V, 150/300 ms, microprocessor supervisory reset circuit with edge-triggered, one-shot manual reset Microprocessor Supervisory Reset Circuits with Edge-Triggered One-Shot Manual Reset Ultra Low ON-Resistance, Low Voltage, Single Supply, Dual SPDT Analog Switch; Temperature Range: -40&deg;C to 85&deg;C; Package: 10-MSOP 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 &#177;15kV ESD Protected,  3V to  5.5V, 1&#181;A, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70&deg;C; Package: 16-SSOP 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 &#177;15kV ESD Protected,  3V to  5.5V, 1 Microamp, 250Kbps, RS-232 Transmitter/Receiver; Temperature Range: -40&deg;C to 85&deg;C; Package: 20-SSOP 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 Ultra Low ON-Resistance,  1.65V to  4.5V, Single Supply, Dual SPDT Analog Switch; Temperature Range: -40&deg;C to 85&deg;C; Package: 10-MSOP 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 Low-Voltage, Single and Dual Supply, 8 to 1 Multiplexer, Dual 4 to 1 Multiplexer and a Triple SPDT Analog Switches; Temperature Range: -40&deg;C to 85&deg;C; Package: 16-SOIC 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4  /-15kV ESD Protected,  3V To  5.5V, 1microamp, 250kbps, RS-232 Transmitter/Receiver; Temperature Range: -40&deg;C to 85&deg;C; Package: 18-SOIC T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 Ultra Low ON-Resistance,  1.65V to  4.5V, Single Supply, Dual SPDT Analog Switch; Temperature Range: -40&deg;C to 85&deg;C; Package: 10-TDFN T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 Ultra Low ON-Resistance, Low Voltage, Single Supply, Dual SPDT Analog Switch; Temperature Range: -40&deg;C to 85&deg;C; Package: 10-TDFN T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 Ultra Low ON-Resistance, Low Voltage, Single Supply, Dual SPDT Analog Switch; Temperature Range: -40&deg;C to 85&deg;C; Package: 10-MSOP T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 Low-Voltage, Single and Dual Supply, 8 Multiplexer to 1 Multiplexer; Temperature Range: -40&deg;C to 85&deg;C; Package: 16-TSSOP T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 Ultra Low ON-Resistance, Low Voltage, Single Supply, SPST Analog Switches; Temperature Range: -40&deg;C to 85&deg;C; Package: 5-SC-70 T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 Low-Voltage, Single Supply, SPST, Analog Switches; Temperature Range: -40&deg;C to 85&deg;C; Package: 5-SOT-23 T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 Low-Voltage, Single Supply, SPST, Analog Switches; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-SOIC T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 Low-Voltage, Dual Supply, SPST, Analog Switches; Temperature Range: -40&deg;C to 85&deg;C; Package: 5-SOT-23 T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 &#177;15kV ESD, 5V, Full Fail-Safe, 1/8 Unit Load, RS-485/RS-422 Transceivers; Temperature Range: -40&deg;C to 85&deg;C; Package: 14-SOIC T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 &#177;15kV ESD Protected, 3.3V, Full Fail-safe, Low Power, High Speed or Slew Rate Limited, RS-485/RS-422 Transceivers; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-SOIC T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 &#177;15kV ESD Protected, 3.3V, Full Fail-safe, Low Power, High Speed or Slew Rate Limited, RS-485/RS-422 Transceivers; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-MSOP T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 &#177;15kV ESD Protected,  3V to  5.5V, 1&#181;A, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: -40&deg;C to 85&deg;C; Package: 16-TSSOP T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 Low-Voltage, Single Supply, Dual SPST, SPDT Analog Switches; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-SOT-23 T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4  /-15kV ESD Protected,  3V To  5.5V, 1microamp, 250kbps, RS-232 Transmitter/Receiver; Temperature Range: 0&degC to 70&deg;C; Package: 20-SSOP T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 Low-Voltage, Single and Dual Supply, Differential 4 to 1 Multiplexer; Temperature Range: -40&deg;C to 85&deg;C; Package: 16-TSSOP T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 Ultra Low ON-Resistance, Low Voltage,Single Supply, Quad 2:1 Analog Multiplexer; Temperature Range: -40&deg;C to 85&deg;C; Package: 16-TSSOP T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 Ultra Low ON Resistance, Low Voltage, Single Supply 8 to 1 Analog Multiplexer; Temperature Range: -40&deg;C to 85&deg;C; Package: 16-QFN T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 ESD Protected to ±15kV, 5V, Low Power, High Speed or Slew Rate Limited, RS-485/RS-422 Transceivers; Temperature Range: 0&degC to 70°C; Package: 8-SOIC Low-Voltage, Single Supply, Dual SPST, SPDT Analog Switches; Temperature Range: 0&degC to 70°C; Package: 8-SOIC ±15kV ESD, 5V, Full Fail-Safe, 1/8 Unit Load, RS-485/RS-422 Transceivers; Temperature Range: -40°C to 85°C; Package: 14-SOIC T&R Low-Voltage, Single Supply, Dual SPST, SPDT Analog Switches; Temperature Range: -40°C to 85°C; Package: 6-SOT-23 T&R Low-Voltage, Single Supply, SPST, Analog Switches; Temperature Range: -40°C to 85°C; Package: 8-SOIC T&R Low-Voltage, Single Supply, SPST, Analog Switches; Temperature Range: -40°C to 85°C; Package: 5-SOT-23 T&R ±15kV ESD, 5V, Full Fail-Safe, 1/8 Unit Load, RS-485/RS-422 Transceivers; Temperature Range: -40°C to 85°C; Package: 8-SOIC T&R ±15kV ESD, 5V, Full Fail-Safe, 1/8 Unit Load, RS-485/RS-422 Transceivers; Temperature Range: -40°C to 85°C; Package: 8-MSOP T&R ±15kV ESD Protected,  3V to  5.5V, 1µA, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70°C; Package: 16-TSSOP T&R Microprocessor Supervisory Reset Circuits with Edge-Triggered / One-Shot Manual Reset From old datasheet system Microprocessor Supervisory Reset Circuits with Edge-Triggered, One-Shot Manual Reset 5V, Half Duplex, 5Mbps, RS-485/RS-422 Transceiver; Temperature Range: 0&degC to 70&deg;C; Package: 8-SOIC 
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	Part No.	MAX6468US22D3 MAX6467US MAX6467US16D3 MAX6467US22D3 MAX6467US26D3 MAX6467US29D3 MAX6467US46D3 MAX6468XS46D3 MAX6468US26D3 MAX6468US29D3 MAX6468US46D3 MAX6468XS22D3 MAX6468XS26D3 MAX6468XS29D3 MAX6467XS29D3 MAX6467XS16D3 MAX6467XS22D3 MAX6467XS26D3 MAX6467XS46D3 MAX6467-MAX6468 MAX6468US16D3 MAX6468XS16D3 MAX6467 MAX6467US35D7-T MAX6467US25D7-T MAX6467US25D3-T MAX6467XS45D7-T MAX6467XS45D3-T MAX6468US45D7-T MAX6467US27D3-T MAX6468US29D7-T  

	Description	4.625 V, 150/300 ms, microprocessor supervisory reset circuit with edge-triggered, one-shot manual reset 
 2.925 V, 150/300 ms, microprocessor supervisory reset circuit with edge-triggered, one-shot manual reset
2.625 V, 150/300 ms, microprocessor supervisory reset circuit with edge-triggered, one-shot manual reset
2.188 V, 150/300 ms, microprocessor supervisory reset circuit with edge-triggered, one-shot manual reset
1.575 V, 150/300 ms, microprocessor supervisory reset circuit with edge-triggered, one-shot manual reset
Microprocessor Supervisory Reset Circuits with Edge-Triggered One-Shot Manual Reset
Ultra Low ON-Resistance, Low Voltage, Single Supply, Dual SPDT Analog Switch; Temperature Range: -40&deg;C to 85&deg;C; Package: 10-MSOP 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
&#177;15kV ESD Protected,  3V to  5.5V, 1&#181;A, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70&deg;C; Package: 16-SSOP 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
&#177;15kV ESD Protected,  3V to  5.5V, 1 Microamp, 250Kbps, RS-232 Transmitter/Receiver; Temperature Range: -40&deg;C to 85&deg;C; Package: 20-SSOP 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
Ultra Low ON-Resistance,  1.65V to  4.5V, Single Supply, Dual SPDT Analog Switch; Temperature Range: -40&deg;C to 85&deg;C; Package: 10-MSOP 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
Low-Voltage, Single and Dual Supply, 8 to 1 Multiplexer, Dual 4 to 1 Multiplexer and a Triple SPDT Analog Switches; Temperature Range: -40&deg;C to 85&deg;C; Package: 16-SOIC 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
 /-15kV ESD Protected,  3V To  5.5V, 1microamp, 250kbps, RS-232 Transmitter/Receiver; Temperature Range: -40&deg;C to 85&deg;C; Package: 18-SOIC T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
Ultra Low ON-Resistance,  1.65V to  4.5V, Single Supply, Dual SPDT Analog Switch; Temperature Range: -40&deg;C to 85&deg;C; Package: 10-TDFN T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
Ultra Low ON-Resistance, Low Voltage, Single Supply, Dual SPDT Analog Switch; Temperature Range: -40&deg;C to 85&deg;C; Package: 10-TDFN T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
Ultra Low ON-Resistance, Low Voltage, Single Supply, Dual SPDT Analog Switch; Temperature Range: -40&deg;C to 85&deg;C; Package: 10-MSOP T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
Low-Voltage, Single and Dual Supply, 8 Multiplexer to 1 Multiplexer; Temperature Range: -40&deg;C to 85&deg;C; Package: 16-TSSOP T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
Ultra Low ON-Resistance, Low Voltage, Single Supply, SPST Analog Switches; Temperature Range: -40&deg;C to 85&deg;C; Package: 5-SC-70 T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
Low-Voltage, Single Supply, SPST, Analog Switches; Temperature Range: -40&deg;C to 85&deg;C; Package: 5-SOT-23 T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
Low-Voltage, Single Supply, SPST, Analog Switches; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-SOIC T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
Low-Voltage, Dual Supply, SPST, Analog Switches; Temperature Range: -40&deg;C to 85&deg;C; Package: 5-SOT-23 T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
&#177;15kV ESD, 5V, Full Fail-Safe, 1/8 Unit Load, RS-485/RS-422 Transceivers; Temperature Range: -40&deg;C to 85&deg;C; Package: 14-SOIC T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
&#177;15kV ESD Protected, 3.3V, Full Fail-safe, Low Power, High Speed or Slew Rate Limited, RS-485/RS-422 Transceivers; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-SOIC T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
&#177;15kV ESD Protected, 3.3V, Full Fail-safe, Low Power, High Speed or Slew Rate Limited, RS-485/RS-422 Transceivers; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-MSOP T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
&#177;15kV ESD Protected,  3V to  5.5V, 1&#181;A, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: -40&deg;C to 85&deg;C; Package: 16-TSSOP T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
Low-Voltage, Single Supply, Dual SPST, SPDT Analog Switches; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-SOT-23 T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
 /-15kV ESD Protected,  3V To  5.5V, 1microamp, 250kbps, RS-232 Transmitter/Receiver; Temperature Range: 0&degC to 70&deg;C; Package: 20-SSOP T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
Low-Voltage, Single and Dual Supply, Differential 4 to 1 Multiplexer; Temperature Range: -40&deg;C to 85&deg;C; Package: 16-TSSOP T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
Ultra Low ON-Resistance, Low Voltage,Single Supply, Quad 2:1 Analog Multiplexer; Temperature Range: -40&deg;C to 85&deg;C; Package: 16-TSSOP T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
Ultra Low ON Resistance, Low Voltage, Single Supply 8 to 1 Analog Multiplexer; Temperature Range: -40&deg;C to 85&deg;C; Package: 16-QFN T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
ESD Protected to ±15kV, 5V, Low Power, High Speed or Slew Rate Limited, RS-485/RS-422 Transceivers; Temperature Range: 0&degC to 70°C; Package: 8-SOIC
Low-Voltage, Single Supply, Dual SPST, SPDT Analog Switches; Temperature Range: 0&degC to 70°C; Package: 8-SOIC
±15kV ESD, 5V, Full Fail-Safe, 1/8 Unit Load, RS-485/RS-422 Transceivers; Temperature Range: -40°C to 85°C; Package: 14-SOIC T&R
Low-Voltage, Single Supply, Dual SPST, SPDT Analog Switches; Temperature Range: -40°C to 85°C; Package: 6-SOT-23 T&R
Low-Voltage, Single Supply, SPST, Analog Switches; Temperature Range: -40°C to 85°C; Package: 8-SOIC T&R
Low-Voltage, Single Supply, SPST, Analog Switches; Temperature Range: -40°C to 85°C; Package: 5-SOT-23 T&R
±15kV ESD, 5V, Full Fail-Safe, 1/8 Unit Load, RS-485/RS-422 Transceivers; Temperature Range: -40°C to 85°C; Package: 8-SOIC T&R
±15kV ESD, 5V, Full Fail-Safe, 1/8 Unit Load, RS-485/RS-422 Transceivers; Temperature Range: -40°C to 85°C; Package: 8-MSOP T&R
±15kV ESD Protected,  3V to  5.5V, 1µA, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70°C; Package: 16-TSSOP T&R
Microprocessor Supervisory Reset Circuits with Edge-Triggered / One-Shot Manual Reset
From old datasheet system
Microprocessor Supervisory Reset Circuits with Edge-Triggered, One-Shot Manual Reset
5V, Half Duplex, 5Mbps, RS-485/RS-422 Transceiver; Temperature Range: 0&degC to 70&deg;C; Package: 8-SOIC
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 			 Full text search : 4.625 V, 150/300 ms, microprocessor supervisory reset circuit with edge-triggered, one-shot manual reset 2.925 V, 150/300 ms, microprocessor supervisory reset circuit with edge-triggered, one-shot manual reset 2.625 V, 150/300 ms, microprocessor supervisory reset circuit with edge-triggered, one-shot manual reset 2.188 V, 150/300 ms, microprocessor supervisory reset circuit with edge-triggered, one-shot manual reset 1.575 V, 150/300 ms, microprocessor supervisory reset circuit with edge-triggered, one-shot manual reset Microprocessor Supervisory Reset Circuits with Edge-Triggered One-Shot Manual Reset Ultra Low ON-Resistance, Low Voltage, Single Supply, Dual SPDT Analog Switch; Temperature Range: -40&deg;C to 85&deg;C; Package: 10-MSOP 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 &#177;15kV ESD Protected,  3V to  5.5V, 1&#181;A, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70&deg;C; Package: 16-SSOP 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 &#177;15kV ESD Protected,  3V to  5.5V, 1 Microamp, 250Kbps, RS-232 Transmitter/Receiver; Temperature Range: -40&deg;C to 85&deg;C; Package: 20-SSOP 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 Ultra Low ON-Resistance,  1.65V to  4.5V, Single Supply, Dual SPDT Analog Switch; Temperature Range: -40&deg;C to 85&deg;C; Package: 10-MSOP 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 Low-Voltage, Single and Dual Supply, 8 to 1 Multiplexer, Dual 4 to 1 Multiplexer and a Triple SPDT Analog Switches; Temperature Range: -40&deg;C to 85&deg;C; Package: 16-SOIC 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4  /-15kV ESD Protected,  3V To  5.5V, 1microamp, 250kbps, RS-232 Transmitter/Receiver; Temperature Range: -40&deg;C to 85&deg;C; Package: 18-SOIC T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 Ultra Low ON-Resistance,  1.65V to  4.5V, Single Supply, Dual SPDT Analog Switch; Temperature Range: -40&deg;C to 85&deg;C; Package: 10-TDFN T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 Ultra Low ON-Resistance, Low Voltage, Single Supply, Dual SPDT Analog Switch; Temperature Range: -40&deg;C to 85&deg;C; Package: 10-TDFN T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 Ultra Low ON-Resistance, Low Voltage, Single Supply, Dual SPDT Analog Switch; Temperature Range: -40&deg;C to 85&deg;C; Package: 10-MSOP T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 Low-Voltage, Single and Dual Supply, 8 Multiplexer to 1 Multiplexer; Temperature Range: -40&deg;C to 85&deg;C; Package: 16-TSSOP T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 Ultra Low ON-Resistance, Low Voltage, Single Supply, SPST Analog Switches; Temperature Range: -40&deg;C to 85&deg;C; Package: 5-SC-70 T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 Low-Voltage, Single Supply, SPST, Analog Switches; Temperature Range: -40&deg;C to 85&deg;C; Package: 5-SOT-23 T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 Low-Voltage, Single Supply, SPST, Analog Switches; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-SOIC T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 Low-Voltage, Dual Supply, SPST, Analog Switches; Temperature Range: -40&deg;C to 85&deg;C; Package: 5-SOT-23 T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 &#177;15kV ESD, 5V, Full Fail-Safe, 1/8 Unit Load, RS-485/RS-422 Transceivers; Temperature Range: -40&deg;C to 85&deg;C; Package: 14-SOIC T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 &#177;15kV ESD Protected, 3.3V, Full Fail-safe, Low Power, High Speed or Slew Rate Limited, RS-485/RS-422 Transceivers; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-SOIC T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 &#177;15kV ESD Protected, 3.3V, Full Fail-safe, Low Power, High Speed or Slew Rate Limited, RS-485/RS-422 Transceivers; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-MSOP T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 &#177;15kV ESD Protected,  3V to  5.5V, 1&#181;A, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: -40&deg;C to 85&deg;C; Package: 16-TSSOP T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 Low-Voltage, Single Supply, Dual SPST, SPDT Analog Switches; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-SOT-23 T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4  /-15kV ESD Protected,  3V To  5.5V, 1microamp, 250kbps, RS-232 Transmitter/Receiver; Temperature Range: 0&degC to 70&deg;C; Package: 20-SSOP T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 Low-Voltage, Single and Dual Supply, Differential 4 to 1 Multiplexer; Temperature Range: -40&deg;C to 85&deg;C; Package: 16-TSSOP T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 Ultra Low ON-Resistance, Low Voltage,Single Supply, Quad 2:1 Analog Multiplexer; Temperature Range: -40&deg;C to 85&deg;C; Package: 16-TSSOP T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 Ultra Low ON Resistance, Low Voltage, Single Supply 8 to 1 Analog Multiplexer; Temperature Range: -40&deg;C to 85&deg;C; Package: 16-QFN T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 ESD Protected to ±15kV, 5V, Low Power, High Speed or Slew Rate Limited, RS-485/RS-422 Transceivers; Temperature Range: 0&degC to 70°C; Package: 8-SOIC Low-Voltage, Single Supply, Dual SPST, SPDT Analog Switches; Temperature Range: 0&degC to 70°C; Package: 8-SOIC ±15kV ESD, 5V, Full Fail-Safe, 1/8 Unit Load, RS-485/RS-422 Transceivers; Temperature Range: -40°C to 85°C; Package: 14-SOIC T&R Low-Voltage, Single Supply, Dual SPST, SPDT Analog Switches; Temperature Range: -40°C to 85°C; Package: 6-SOT-23 T&R Low-Voltage, Single Supply, SPST, Analog Switches; Temperature Range: -40°C to 85°C; Package: 8-SOIC T&R Low-Voltage, Single Supply, SPST, Analog Switches; Temperature Range: -40°C to 85°C; Package: 5-SOT-23 T&R ±15kV ESD, 5V, Full Fail-Safe, 1/8 Unit Load, RS-485/RS-422 Transceivers; Temperature Range: -40°C to 85°C; Package: 8-SOIC T&R ±15kV ESD, 5V, Full Fail-Safe, 1/8 Unit Load, RS-485/RS-422 Transceivers; Temperature Range: -40°C to 85°C; Package: 8-MSOP T&R ±15kV ESD Protected,  3V to  5.5V, 1µA, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70°C; Package: 16-TSSOP T&R Microprocessor Supervisory Reset Circuits with Edge-Triggered / One-Shot Manual Reset From old datasheet system Microprocessor Supervisory Reset Circuits with Edge-Triggered, One-Shot Manual Reset 5V, Half Duplex, 5Mbps, RS-485/RS-422 Transceiver; Temperature Range: 0&degC to 70&deg;C; Package: 8-SOIC   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	MAX6740XKD-T MAX6741XKD-T MAX6742XKD-T MAX6743XKD-	Vcc1: 3.075 V, Vcc2: 1.388 V, active timeout period: 150 ms-300 ms, low-power dual/triple-voltage mP supervisor circuit
Vcc1: 3.075 V, Vcc2: 1.665 V, active timeout period: 150 ms-300 ms, low-power dual/triple-voltage mP supervisor circuit
Vcc1: 3.075 V, active timeout period: 150 ms-300 ms, low-power dual/triple-voltage mP supervisor circuit
Vcc1: 2.188 V, active timeout period: 150 ms-300 ms, low-power dual/triple-voltage mP supervisor circuit
Vcc1: 2.925 V, Vcc2: 1.313 V, active timeout period: 150 ms-300 ms, low-power dual/triple-voltage mP supervisor circuit
Vcc1: 1.575 V, Vcc2: 0.788 V, active timeout period: 150 ms-300 ms, low-power dual/triple-voltage mP supervisor circuit
Vcc1: 3.075 V, Vcc2: 0.833 V, active timeout period: 150 ms-300 ms, low-power dual/triple-voltage mP supervisor circuit
Vcc1: 3.075 V, Vcc2: 1.110 V, active timeout period: 150 ms-300 ms, low-power dual/triple-voltage mP supervisor circuit
Vcc1: 2.188 V, Vcc2: 1.313 V, active timeout period: 150 ms-300 ms, low-power dual/triple-voltage mP supervisor circuit
Vcc1: 1.665 V, Vcc2: 1.110 V, active timeout period: 150 ms-300 ms, low-power dual/triple-voltage mP supervisor circuit
Vcc1: 2.625 V, Vcc2: 1.575 V, active timeout period: 150 ms-300 ms, low-power dual/triple-voltage mP supervisor circuit
Vcc1: 2.925 V, Vcc2: 1.050 V, active timeout period: 150 ms-300 ms, low-power dual/triple-voltage mP supervisor circuit
Vcc1: 1.575 V, Vcc2: 1.313 V, active timeout period: 150 ms-300 ms, low-power dual/triple-voltage mP supervisor circuit
Vcc1: 2.925 V, Vcc2: 2.188 V, active timeout period: 150 ms-300 ms, low-power dual/triple-voltage mP supervisor circuit
Vcc1: 2.625 V, Vcc2: 1.313 V, active timeout period: 150 ms-300 ms, low-power dual/triple-voltage mP supervisor circuit
Low-Power Dual-/Triple-Voltage SC70 µP Supervisory Circuits
Low-Power Dual-/Triple-Voltage SC70 ?P Supervisory Circuits
(MAX6736 - MAX6745) Low-Power Dual-/Triple-Voltage SC70 UP Supervisory Circuits
Low-Power Dual-/Triple-Voltage SC70 &#181;P Supervisory Circuits 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO5
Vcc1: 2.925 V, Vcc2: 1.575 V, active timeout period: 150 ms-300 ms, low-power dual/triple-voltage mP supervisor circuit
Vcc1: 1.665 V, Vcc2: 3.075 V, active timeout period: 150 ms-300 ms, low-power dual/triple-voltage mP supervisor circuit
Vcc1: 2.625 V, Vcc2: 1.050 V, active timeout period: 150 ms-300 ms, low-power dual/triple-voltage mP supervisor circuit
Vcc1: 4.375 V, active timeout period: 150 ms-300 ms, low-power dual/triple-voltage mP supervisor circuit
Vcc1: 2.625 V, Vcc2: 0.788 V, active timeout period: 150 ms-300 ms, low-power dual/triple-voltage mP supervisor circuit
Vcc1: 1.665 V, Vcc2: 1.388 V, active timeout period: 150 ms-300 ms, low-power dual/triple-voltage mP supervisor circuit
Vcc1: 2.188 V, Vcc2: 1.050 V, active timeout period: 150 ms-300 ms, low-power dual/triple-voltage mP supervisor circuit
Vcc1: 1.575 V, Vcc2: 1.050 V, active timeout period: 150 ms-300 ms, low-power dual/triple-voltage mP supervisor circuit
Vcc1: 2.925 V, Vcc2: 0.788 V, active timeout period: 150 ms-300 ms, low-power dual/triple-voltage mP supervisor circuit
Vcc1: 2.188 V, Vcc2: 1.575 V, active timeout period: 150 ms-300 ms, low-power dual/triple-voltage mP supervisor circuit
Vcc1: 3.075 V, Vcc2: 2.313 V, active timeout period: 150 ms-300 ms, low-power dual/triple-voltage mP supervisor circuit
Vcc1: 2.188 V, Vcc2: 0.788 V, active timeout period: 150 ms-300 ms, low-power dual/triple-voltage mP supervisor circuit
Vcc1: 4.625 V, active timeout period: 150 ms-300 ms, low-power dual/triple-voltage mP supervisor circuit
	MAXIM - Dallas Semiconductor
MAXIM[Maxim Integrated Products]
http://
Maxim Integrated Products, Inc.
MAXIM INTEGRATED PRODUCTS INC

	T6300415 T6300420 T6200915 T6200920 T6200930 T6300	TV 42C 36#22D 6#8(TWINAX) SKT 第一阶段控制晶闸管（150-300安培100-1600伏特
Phase Control SCR (150-300 Amperes 100-1600 Volts) 第一阶段控制晶闸管（150-300安培100-1600伏特
	Micropac Industries, Inc.
Powerex, Inc.
POWEREX[Powerex Power Semiconductors]

	AD7762 AD7762BSVZ AD7762BSVZ-REEL EVAL-AD7762EB 	Parallel Interface, 625 kSPS, 24-Bit Sigma-Delta A/D Converter
625 kSPS, 24-Bit, 109 dB ADC With On-Chip Buffer
	AD[Analog Devices]

	MAX6475TA18AD3 MAX6476TA18AD3 MAX6474TA28BD3 MAX64	2.5 V, 150 ms, 300 mA LDO linear regulator with internal microprocessor reset circuit
1.5 V, 150 ms, 300 mA LDO linear regulator with internal microprocessor reset circuit
300mA LDO Linear Regulators with Internal Microprocessor Reset Circuit
2.8 V, 150 ms, 300 mA LDO linear regulator with internal microprocessor reset circuit
1.8 V, 150 ms, 300 mA LDO linear regulator with internal microprocessor reset circuit
	MAXIM - Dallas Semiconductor
MAXIM[Maxim Integrated Products]

	ICS9248YF-99 ICS9248YF-99LF 	150.29 MHz, PROC SPECIFIC CLOCK GENERATOR, PDSO48 0.300 INCH, SSOP-48
	3M Company

	MC33275DT-3.0 MC33275DT-2.5G MC33275ST-3.0T3G MC33	300 mA, Low Dropout Voltage Regulator 3 V FIXED POSITIVE LDO REGULATOR, 0.5 V DROPOUT, PSSO3
300 mA, Low Dropout Voltage Regulator 2.5 V FIXED POSITIVE LDO REGULATOR, 0.5 V DROPOUT, PSSO3
LOW DROPOUT MICROPOWER VOLTAGE REGULATOR 2.5 V FIXED POSITIVE LDO REGULATOR, 0.5 V DROPOUT, PSSO3
300 mA, Low Dropout Voltage Regulator 3 V FIXED POSITIVE LDO REGULATOR, 0.5 V DROPOUT, PDSO8
DualCool? N-Channel NexFET? Power MOSFET 8-SON -55 to 150
	ON Semiconductor

	ICS9248-96 ICS9248YF-96LF-T ICS9248YF-96-T 	150 MHz, PROC SPECIFIC CLOCK GENERATOR, PDSO48 0.300 INCH, LEAD FREE, MO-118, SSOP-48
810E Single Chip Clock, Supports 66 - 157MHz
Frequency Generator & Integrated Buffers for Celeron & PII/III⑩
	Integrated Device Technology, Inc.
ICST[Integrated Circuit Systems]

	ICS9250-16 ICS9250YF-16-T 	150 MHz, PROC SPECIFIC CLOCK GENERATOR, PDSO56 0.300 INCH, SSOP-56
DS3/E3/STS-1 Transformer
CK810E Single Chip Clock, Supports 66 - 150MHz
Frequency Generator & Integrated Buffers for Celeron & PII/III⑩
	Integrated Device Technology, Inc.
ICST[Integrated Circuit Systems]

	MMBTA42LT1 	300 mA, 300 V, NPN, Si, SMALL SIGNAL TRANSISTOR SOT-23, 3 PIN
	Rectron Semiconductor

	P4301-1F 	TO ORDER, CALL 909-625-9390
	List of Unclassifed Man...

	TC1303B-AA1EUNTR TC1303B-AA0EUN TC1303B-AA2EUN TC1	500 mA Synchronous Buck Regulator,   300 mA LDO with Power-Good Output 500毫安同步降压稳压器，300 mA的LDO具有电源就绪输出
	Yageo, Corp.
Microchip Technology, Inc.
Microchip Technology Inc.
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