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	Part No.	MP1011A MP1011EMA   
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			 Related Part Number
	
					PART	Description	Maker
	BF22160-24B 	MINIATURE COLD CATHODE FLUORESCENT LAMP
	ETC

	BF22160-24B 	MINIATURE COLD CATHODE FLUORESCENT LAMP
	Electronic Theatre Controls, Inc.

	DS3988T 	8-Channel Cold-Cathode Fluorescent Lamp Controller
	MAXIM - Dallas Semiconductor

	INV1 OA-0012-8045C 	COLD CATHODE LAMP INVERTER DRIVE MODULE
	Chicago Miniature Lighting,LLC
Chicago Miniature Lamp,inc

	INV8 OA-6012-0505D 	COLD CATHODE LAMP INVERTER DRIVE MODULE
	Chicago Miniature Lighting,LLC
Chicago Miniature Lamp,inc

	INV5 OA-0012-8045D 	COLD CATHODE LAMP INVERTER DRIVE MODULE
	Chicago Miniature Lighting,LLC
Chicago Miniature Lamp,inc

	1C21 	GAS-TRIODE COLD-CATHODE GLOW-DISCHARGE TYPE
	ETC
List of Unclassifed Manufacturers

	1301080136 	Super-Safeway 13W Fluorescent Hand Lamp Ballast in Handle with Switch
	Molex Electronics Ltd.

	CRD1600-120W 	CS1600 120W, High-efficiency PFC   Fluorescent Lamp Driver Reference Design
	Cirrus Logic

	279.400 279.4 279.6 278.3 279.001 279.002 279.062 	MICRO fuse, very fast-acting type. Plug-in. Ampere rating 3/10. Nominal resistance cold 1.25 Ohms. Voltage rating 125. Military QPL type (FM02).
MICRO fuse, very fast-acting type. Plug-in. Ampere rating 1/8. Nominal resistance cold 1.0 Ohms. Voltage rating 125. Military QPL type (FM02).
MICRO fuse, very fast-acting type. Plug-in. Ampere rating 3. Nominal resistance cold 0.0275 Ohms. Voltage rating 125. Military QPL type (FM02).
MICRO fuse, very fast-acting type. Plug-in. Ampere rating 1/10. Nominal resistance cold 1.25 Ohms. Voltage rating 125. Military QPL type (FM02).
MICRO fuse, very fast-acting type. Radial lead. Ampere rating 2 Nominal resistance cold 0.0425 Ohms. Voltage rating 125.
MICRO fuse, very fast-acting type. Plug-in. Ampere rating 7/10. Nominal resistance cold 0.324 Ohms. Voltage rating 125. Military QPL type (FM02).
MICRO fuse, very fast-acting type. Plug-in. Ampere rating 1/500. Nominal resistance cold 2200 Ohms. Voltage rating 125. Military QPL type (FM02).
MICRO fuse, very fast-acting type. Radial lead. Ampere rating 1. Nominal resistance cold 0.0880 Ohms. Voltage rating 125.
MICRO fuse, very fast-acting type. Plug-in. Ampere rating 5. Nominal resistance cold 0.0156 Ohms. Voltage rating 125.
MICRO fuse, very fast-acting type. Plug-in. Ampere rating 1 1/2. Nominal resistance cold 0.0578 Ohms. Voltage rating 125. Military QPL type (FM02).
MICRO fuse, very fast-acting type. Plug-in. Ampere rating 1/64. Nominal resistance cold 44.0 Ohms. Voltage rating 125. Military QPL type (FM02).
MICRO fuse, very fast-acting type. Plug-in. Ampere rating 3/4. Nominal resistance cold 0.293 Ohms. Voltage rating 125. Military QPL type (FM02).
MICRO fuse, very fast-acting type. Plug-in. Ampere rating 1/32. Nominal resistance cold 16.0 Ohms. Voltage rating 125. Military QPL type (FM02).
Axial Lead and Cartridge Fuses 轴向引线保险丝和墨盒
MICRO fuse, very fast-acting type. Plug-in. Ampere rating 4/10. Nominal resistance cold 0.227 Ohms. Voltage rating 125. Military QPL type (FM02).
MICRO fuse, very fast-acting type. Plug-in. Ampere rating 8/10. Nominal resistance cold 0.271 Ohms. Voltage rating 125. Military QPL type (FM02).
MICRO fuse, very fast-acting type. Plug-in. Ampere rating 1/16. Nominal resistance cold 2.32 Ohms. Voltage rating 125. Military QPL type (FM02).
MICRO fuse, very fast-acting type. Radial lead. Ampere rating 1 1/2. Nominal resistance cold 0.0578 Ohms. Voltage rating 125.
MICRO fuse, very fast-acting type. Plug-in. Ampere rating 1. Nominal resistance cold 0.0880 Ohms. Voltage rating 125. Military QPL type (FM02).
MICRO fuse, very fast-acting type. Radial lead. Ampere rating 1 Nominal resistance cold 0.0880 Ohms. Voltage rating 125.
MICRO fuse, very fast-acting type. Plug-in. Ampere rating 4. Nominal resistance cold 0.0202 Ohms. Voltage rating 125.
MICRO fuse, very fast-acting type. Plug-in. Ampere rating 1/100. Nominal resistance cold 80.0 Ohms. Voltage rating 125. Military QPL type (FM02).
MICRO fuse, very fast-acting type. Plug-in. Ampere rating 1/200. Nominal resistance cold 280.0 Ohms. Voltage rating 125. Military QPL type (FM02).
MICRO fuse, very fast-acting type. Plug-in. Ampere rating 2. Nominal resistance cold 0.0425 Ohms. Voltage rating 125. Military QPL type (FM02).
MICRO fuse, very fast-acting type. Radial lead. Ampere rating 2. Nominal resistance cold 0.0425 Ohms. Voltage rating 125.
MICRO fuse, very fast-acting type. Radial lead. Ampere rating 3. Nominal resistance cold 0.0275 Ohms. Voltage rating 125.
MICRO fuse, very fast-acting type. Radial lead. Ampere rating 4. Nominal resistance cold 0.0202 Ohms. Voltage rating 125.
MICRO fuse, very fast-acting type. Plug-in. Ampere rating 1/20. Nominal resistance cold 3.20 Ohms. Voltage rating 125. Military QPL type (FM02).
   Axial Lead and Cartridge Fuses
	LITTELFUSE[Littelfuse]
Littelfuse, Inc.
http://

	OM100Q05CB OM100Q80XX OM100Q05DB OM100Q05RB OM100Q	50 A, SILICON, RECTIFIER DIODE
600V 100A Hi-Rel Ultra-Fast Common Cathode Diode in a PB-3A package
300V 100A Hi-Rel Ultra-Fast Common Cathode Diode in a PB-3A package
700V 100A Hi-Rel Ultra-Fast Common Cathode Diode in a PB-3A package
500V 100A Hi-Rel Ultra-Fast Common Cathode Diode in a PB-3A package
400V 100A Hi-Rel Ultra-Fast Common Cathode Diode in a PB-3A package
200V 100A Hi-Rel Ultra-Fast Common Cathode Diode in a PB-3A package
150V 100A Hi-Rel Ultra-Fast Common Cathode Diode in a PB-3A package
100V 100A Hi-Rel Ultra-Fast Common Cathode Diode in a PB-3A package
800V 100A Hi-Rel Ultra-Fast Common Cathode Diode in a PB-3A package
100 AMP ULTRA FAST CENTER-TAP IN HERMETIC ISOLATED POWER BLOCK PACKAGE
	International Rectifier
ETC[ETC]
N.A.
Electronic Theatre Controls, Inc.
List of Unclassifed Manufacturers
http://
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