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			 Related Part Number
	
					PART	Description	Maker
	ICL3232EIA-T ICL3221EIA-T ICL3223EIA-T ICL3223ECA-	ESD Protection for RS-232 I/O Pins to 5kV (IEC61000)
隆戮15kV ESD Protected,  3V to  5.5V, 1楼矛A, 250kbps, RS-232 Transmitters/Receivers
卤15kV ESD Protected,  3V to  5.5V, 1渭A, 250kbps, RS-232 Transmitters/Receivers
±15kV ESD Protected,  3V to  5.5V, 1μA, 250kbps, RS-232 Transmitters/Receivers
	Intersil Corporation

	MAX338 MAX3385E MAX3385ECAP MAX3385ECWN MAX3385EEA	 2.35V to  5.5V / 1A / 2Tx/2Rx RS-232 Transceivers with 15kV ESD-Protected I/O and Logic Pins
LINE TRANSCEIVER, PDSO20
15kV ESD-Protected / 3.0V to 5.5V / Low-Power / up to 250kbps / True RS-232 Transceiver
±15kV ESD-Protected, 3.0 to 5.5V, Low-Power, Up to 250kbps, True RS-232 Transceiver
±15kV ESD-Protected, 3.0V to 5.5V, Low-Power,up to 250kbps, True RS-232 Transceiver
【15kV ESD-Protected, 3.0V to 5.5V, Low-Power, up to 250kbps, True RS-232 Transceiver
±15kV ESD-Protected, 3.0V to 5.5V, Low-Power, up to 250kbps, True RS-232 Transceiver
	MAXIM INTEGRATED PRODUCTS INC
MAXIM - Dallas Semiconductor
Maixm
MAXIM[Maxim Integrated Products]

	ST3237 ST3237BD ST3237BDR ST3237BPR ST3237BTR ST32	3 TO 5.5V,  250KBPS, RS-232 TRANSCEIVER WITH STAND-BY
3 TO 5.5V, 250KBPS, RS-232 TRANSCEIVER WITH STAND-BY
Stratix FPGA 10K FBGA-672
	STMicroelectronics
ST Microelectronics

	ST3237E ST3237EBD ST3237EBDR ST3237EBPR ST3237EBTR	??5KV ESD-PROTECTED, 1mA, 3 TO 5.5V, 250KBPS, RS-232 TRANSCEIVER WITH STAND-BY
±15KV ESD-PROTECTED, 1mA, 3 TO 5.5V, 250KBPS, RS-232 TRANSCEIVER WITH STAND-BY
15KV ESP PROTECTED 3 TO 5.5V 250KBPS RS-232 TRANSCEIVER WITH STAND-BY
15KV ESD-PROTECTED 1mA 3 TO 5.5V 250KBPS RS-232 TRANSCEIVER WITH STAND-BY
【15KV ESD-PROTECTED, 1mA, 3 TO 5.5V, 250KBPS, RS-232 TRANSCEIVER WITH STAND-BY
15KV ESP PROTECTED 3  TO 5.5V 250KBPS RS-232 TRANSCEIVER WITH STAND-BY
	意法半导
STMICROELECTRONICS[STMicroelectronics]
ST Microelectronics

	ST3237E_06 ST3237EBDR ST3237EBPR ST3237ECPR ST3237	± 15KV ESD-protected, 1μA, 3 to 5.5V, 250Kbps RS-232 Transceiver with stand-by
【 15KV ESD-protected, 1レA, 3 to 5.5V, 250Kbps RS-232 Transceiver with stand-by
	STMICROELECTRONICS[STMicroelectronics]

	MAX3233E MAX3233ECPP MAX3233ECWP MAX3233EEPP MAX32	±15kV ESD-Protected, 1μA, 250kbps, 3.3V/5V, Dual RS-232 Transceivers with Internal Capacitors
15kV ESD-Protected, 1A, 250kbps, 3.3V/5V, Dual RS-232 Transceivers with Internal Capacitors
【15kV ESD-Protected, 1レA, 250kbps, 3.3V/5V, Dual RS-232 Transceivers with Internal Capacitors
	Maxim Integrated Products, Inc.
MAXIM[Maxim Integrated Products]
MAXIM - Dallas Semiconductor

	ISL4270EIRZ ISL4270E ISL4270EIR ISL4270EIR-T 	5V High-Speed RS-232 Transceivers with 0.1uF Capacitors TRIPLE LINE TRANSCEIVER, PQCC32
QFN Packaged,  /-15kV ESD Protected,  3V to  5.5V, 300nA, 250kbps, RS-232 Transceivers with Enhanced Automatic Powerdown and a Separate Logic Supply
	Intersil, Corp.
INTERSIL[Intersil Corporation]

	ST3237BPR ST3237 	3 TO 5.5V, 250KBPS, RS-232 TRANSCEIVER WITH STAND-BY
	STMICROELECTRONICS[STMicroelectronics]

	ICL3310 ICL3310CB ICL3310CB-T ICL3310IB ICL3310IB-	 3V to  5.5V, 1 Microamp, 250kbps, RS-232 Transmitter/Receiver
	INTERSIL[Intersil Corporation]

	5962-0620701 5962-0620702 5962-0620703 5962-062070	5kV ESD Protected,  3.3V, 1A, 250kbps, RS-232 Transmitter/Receiver
	Intersil

	MAX3221ECUE MAX3221ECTE MAX3221EEAE MAX3221EETE MA	 15,-15kV ESD-Protected, 1muA, 3.0V to 5.5V, 250kbps, RS-232 Transceivers
	Maxim Integrated Products
Maxim Integrated Produc...

	MAX6432FGUS-T MAX6432BGUS-T MAX6432OQUS-T MAX6432O	Super Voltage Converter; Temperature Range: 0&degC to 70&deg;C; Package: 8-SOIC
±15kV ESD Protected,  3V to  5.5V, 1mA, 1Mbps, RS-232 Transceivers with Enhanced Automatic Powerdown; Temperature Range: 0&degC to 70°C; Package: 28-TSSOP
±15kV ESD Protected,  3V To  5.5V, 1mA, 250kbps, RS-232 Transceivers With Enhanced Automatic Powerdown; Temperature Range: 0&degC to 70°C; Package: 28-SSOP T&R
1.4MHz, Low Power CMOS Operational Amplifiers; Temperature Range: 0&degC to 70°C; Package: 8-SOIC
1.4MHz, Low Power CMOS Operational Amplifiers; Temperature Range: 0&degC to 70°C; Package: 8-PDIP
±15kV ESD Protected,  3V to  5.5V, 1µA, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: -40°C to 85°C; Package: 28-SSOP
±15kV ESD Protected,  3V to  5.5V, 1µA, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70°C; Package: 28-TSSOP T&R
CMOS Static Clock Controller/Generator; Temperature Range: -55°C to 125°C; Package: 24-FlatPack
Programmable Low Power Op Amp; Temperature Range: -55°C to 125°C; Package: 10-FlatPack
Quad, 5.0V Differential Line Rcvr, TTL Enable; Temperature Range: -55°C to 125°C; Package: 16-FlatPack
3.3V Quad Differential Line Driver; Temperature Range: -55°C to 125°C; Package: 16-FlatPack
Low Noise Quad Operational Amplifier; Temperature Range: -55°C to 125°C; Package: 14-FlatPack
±15kV ESD Protected,  3V to  5.5V, 1µA, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70°C; Package: 28-SOIC T&R
±15kV ESD Protected,  3V to  5.5V, 1µA, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: -40°C to 85°C; Package: 20-SSOP T&R
1mA,  3V to  5.5V, 1Mbps, RS-232 Transceivers with Enhanced Automatic Powerdown; Temperature Range: -40°C to 85°C; Package: 28-TSSOP T&R
±15kV ESD Protected,  3V to  5.5V, 1µA, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70°C; Package: 20-TSSOP T&R
±15kV ESD Protected,  3V to  5.5V, 1µA, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: -40°C to 85°C; Package: 20-TSSOP T&R
12-Bit NCO 28 SOIC, 40MHz, COMM; Temperature Range: -40°C to 85°C; Package: 28-SOIC T&R
±15kV ESD Protected,  3V to  5.5V, 1µA, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: -40°C to 85°C; Package: 16-SSOP T&R
±15kV ESD Protected,  3V to  5.5V, 1µA, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: -40°C to 85°C; Package: 18-SOIC T&R
CMOS Voltage Converters; Temperature Range: 0&degC to 70°C; Package: 8-SOIC T&R
 5V Powered, Dual RS-232 Transmitter/Receiver; Temperature Range: 0&degC to 70°C; Package: 16-SOIC T&R
±15kV ESD Protected,  3V to  5.5V, 1µA, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70°C; Package: 16-SSOP T&R
±15kV ESD Protected,  3V to  5.5V, 1µA, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: -40°C to 85°C; Package: 16-TSSOP T&R
Low Power,  3V To  5.5V, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70°C; Package: 24-SOIC
±15kV ESD Protected,  3V to  5.5V, 1µA, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: -40°C to 85°C; Package: 16-SOIC T&R
Programmable Data Buffer; Temperature Range: 0&degC to 70°C; Package: 44-PLCC
±15kV ESD Protected,  3V to  5.5V, 1µA, 250kbps, RS-232 Transceivers With Enhanced Automatic Powerdown; Temperature Range: 0&degC to 70°C; Package: 28-SSOP T&R
±15kV ESD Protected,  3V to  5.5V, 1µA, 250kbps, RS-232 Transceivers With Enhanced Automatic Powerdown; Temperature Range: -40°C to 85°C; Package: 28-SSOP T&R
±15kV ESD Protected,  3V to  5.5V, 1µA, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70°C; Package: 16-SOIC T&R
Serial I/O Filter; Temperature Range: 0&degC to 70°C; Package: 28-SOIC
Low Power,  3V To  5.5V, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70°C; Package: 24-SSOP
1&#181;A Supply-Current,  3V to  5.5V, 250kbps or 1000kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70&deg;C; Package: 28-SSOP 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
1.4MHz, Low Power CMOS Operational Amplifiers; Temperature Range: 0&degC to 70&deg;C; Package: 8-SOIC 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
&#177;15kV ESD Protected,  3V to  5.5V, 1&#181;A, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: -40&deg;C to 85&deg;C; Package: 20-TSSOP T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3
Decimating Digital Filter; Temperature Range: - 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3
&#177;15kV ESD Protected,  3V to  5.5V, 1&#181;A, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70&deg;C; Package: 16-TSSOP T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
&#177;15kV ESD Protected,  3V to  5.5V, 1&#181;A, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: -40&deg;C to 85&deg;C; Package: 16-SSOP T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
Low-Power Single/Dual-Level Battery Monitors with Hysteresis 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3
&#177;15kV ESD Protected,  3V to  5.5V, 1&#181;A, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: -40&deg;C to 85&deg;C; Package: 28-SSOP T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
1mA,  3V to  5.5V, 1Mbps, RS-232 Transceivers with Enhanced Automatic Powerdown; Temperature Range: 0&degC to 70&deg;C; Package: 28-SSOP T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
&#177;15kV ESD Protected,  3V to  5.5V, 1&#181;A, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: -40&deg;C to 85&deg;C; Package: 28-TSSOP 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
&#177;15kV ESD Protected,  3V to  5.5V, 1&#181;A, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70&deg;C; Package: 28-SSOP 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
1&#181;A Supply-Current,  3V to  5.5V, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70&deg;C; Package: 20-PDIP 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3
&#177;15kV ESD Protected,  3V to  5.5V, 1&#181;A, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70&deg;C; Package: 16-SSOP 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3
&#177;15KV ESD Protected, 1&#181;A Supply-Current,  3V to  5.5V, 250kbps or 1000kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70&deg;C; Package: 28-SSOP 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
Dual, Non-Inverting Power MOSFET Drivers; Temperature Range: -; Package: 16-FlatPack 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3
Four-Channel Programmable Digital DownConverter; Temperature Range: -40&deg;C to 85&deg;C; Package: 196-BGA 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3
&#177;15kV ESD Protected,  3V to  5.5V, 1&#181;A, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70&deg;C; Package: 28-TSSOP T&amp;R 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
&#177;15kV ESD Protected,  3V to  5.5V, 1&#181;A, 250kbps, RS-232 Transceivers With Enhanced Automatic Powerdown; Temperature Range: -40&deg;C to 85&deg;C; Package: 28-SSOP 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
1.4MHz, Low Power CMOS Operational Amplifiers; Temperature Range: 0&degC to 70&deg;C; Package: 8-PDIP 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
&#177;15kV ESD Protected,  3V to  5.5V, 1&#181;A, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70&deg;C; Package: 28-SSOP T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
12-Bit NCO 28 SOIC, 40MHz, COMM; Temperature Range: 0&degC to 70&deg;C; Package: 28-PDIP 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3
Low-Power Single/Dual-Level Battery Monitors with Hysteresis 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
CMOS Voltage Converters; Temperature Range: 0&degC to 70&deg;C; Package: 8-PDIP 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO6
Dual FIR Filter; Temperature Range: 0&degC to 70&deg;C; Package: 100-MQFP 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3
Numerically Controlled Oscillator/Modulator; Temperature Range: 0&degC to 70&deg;C; Package: 160-MQFP 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3
Analog IC 模拟IC
&#177;15kV ESD Protected,  3V to  5.5V, 1&#181;A, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70&deg;C; Package: 16-SOIC 模拟IC
&#177;15kV ESD Protected,  3V to  5.5V, 1&#181;A, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70&deg;C; Package: 28-SOIC T&amp;R 模拟IC
	Maxim Integrated Products, Inc.
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