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			STW12NA50 - Supercapacitor; Capacitance:1F; Series:EDL; Voltage Rating:5.5VDC; Capacitor Dielectric Material:Carbon Aerogel Foam; Package/Case:Stacked Coin; Termination:Radial Leaded; ESR:30ohm; Lead Pitch:5mm; Operating Temp. Max:70 C RoHS Compliant: Yes N - CHANNEL ENHANCEMENT MODE FAST POWER MOS TRANSISTOR 
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	Part No.	STW12NA50   

	Description	Supercapacitor; Capacitance:1F; Series:EDL; Voltage Rating:5.5VDC; Capacitor Dielectric Material:Carbon Aerogel Foam; Package/Case:Stacked Coin; Termination:Radial Leaded; ESR:30ohm; Lead Pitch:5mm; Operating Temp. Max:70 C RoHS Compliant: Yes 
 N - CHANNEL ENHANCEMENT MODE FAST POWER MOS TRANSISTOR
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	Part: STW12NA60
	Maker: ST
	Pack: TO-247
	Stock: Reserved
	Unit price 
									for :
	    
									50: $9.76
	  
									100: $9.27
	1000: 
									$8.79
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			 Related Part Number
	
					PART	Description	Maker
	306DER2R5SKW 	Supercapacitor
	Illinois Capacitor, Inc...

	306DCN2R7M 	Supercapacitor
	Illinois Capacitor, Inc...

	XVM-16R2656-R 	16V Supercapacitor Module
	Cooper Bussmann, Inc.

	LTC3350-15 	High Current Supercapacitor Backup Controller and System Monitor
	Linear Technology

	2N930 2N3548 	Supercapacitor; Capacitance:0.1F; Series:EDL; Voltage Rating:5.5VDC; Capacitor Dielectric Material:Carbon Aerogel Foam; Package/Case:Stacked Coin
COMPLEMENTARY SILICON AF LOW NOISE SMALL SIGNAL TRANSISTORS
	MICRO-ELECTRONICS[Micro Electronics]

	2N930 	Supercapacitor; Capacitance:0.2F; Series:EDL; Voltage Rating:3.3VDC; Capacitor Dielectric Material:Carbon Aerogel Foam; Package/Case:SMT Narrow Lead
LOW-LEVEL, LOW-NOISE AMPLFIERS
	意法半导
STMICROELECTRONICS[STMicroelectronics]

	2N5016 2N5424 2N2189 2N855 2N971 2N973 2N710 2N966	   silicon transistors UHF/VHF power transistors
Supercapacitor; Capacitance:22F; Series:EDL; Voltage Rating:2.3VDC; Capacitor Dielectric Material:Carbon Aerogel Foam; Package/Case:Radial
	List of Unclassifed Man...
Electronic Theatre Controls, Inc.
List of Unclassifed Manufacturers
Central Semiconductor Corp
ETC[ETC]

	2N718A 2N956 2N1711 	Supercapacitor; Capacitance:30F; Series:EDL; Voltage Rating:2.3VDC; Capacitor Dielectric Material:Carbon Aerogel Foam; Package/Case:Radial; Termination:Radial Leaded; ESR:0.1ohm; Lead Pitch:7.5mm; Operating Temp. Max:70 C RoHS Compliant: Yes
GENERAL PURPOSE TRANSISTOR (NPN SILICON)
	Boca Semiconductor Corp.
BOCA[Boca Semiconductor Corporation]

	STW12NA50 	Supercapacitor; Capacitance:1F; Series:EDL; Voltage Rating:5.5VDC; Capacitor Dielectric Material:Carbon Aerogel Foam; Package/Case:Stacked Coin; Termination:Radial Leaded; ESR:30ohm; Lead Pitch:5mm; Operating Temp. Max:70 C RoHS Compliant: Yes
N - CHANNEL ENHANCEMENT MODE FAST POWER MOS TRANSISTOR
	意法半导
STMICROELECTRONICS[STMicroelectronics]
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