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			 Related Part Number
	
					PART	Description	Maker
	81DA472M035JA2D 81DA561M250MB2D 81DA103M035KB2D 81	Aluminum Capacitors   105 C/ Snap-in
Aluminum Capacitors   105 C Snap-in
Aluminum Capacitors   105 ∑C, Snap-in
Aluminum Capacitors   105 隆?C, Snap-in
Aluminum Capacitors   105 掳C, Snap-in
Aluminum Capacitors   105 °C, Snap-in
Linear Voltage Regulators for Automotive Applications; Package: PG-SCT595-5; Regulator Type: tracker; Output Voltage: adj.; Accuracy: 0.5 %; Max. Output Current: 50mA; Dropout Voltage: 300mV 铝电容器105ΣC，管理单
	VISAY[Vishay Siliconix]
Vishay Intertechnology,Inc.
Vishay Intertechnology, Inc.

	450MXG220MEFCSN30X30 	105 Miniaturized, Snap-in Terminal Type
	RUBYCON CORPORATION

	400MXC120MEFCSN25X25 450MXC100MEFCSN25X30 	105 Standard, Snap-in Terminal Type
	RUBYCON CORPORATION

	381LQ103M063A042 381LQ123M063A452 381LQ153M063A052	105 C Compact, High-Ripple Snap-in 105 紧凑，高纹波管理单元
	List of Unclassifed Man...
http://
List of Unclassifed Manufacturers
ETC[ETC]
Electronic Theatre Controls, Inc.

	HES301G400U3C HES301G450V3C HES302G400W5L HES312G3	Type HES 105 ìC High Energy Screw Terminal Aluminum Electrolytic
Type HES 105 oC High Energy Screw Terminal Aluminum Electrolytic
	Cornell Dubilier Electr...
Cornell Dubilier Electronics
http://

	AD9432BST-105 AD9432/PCB AD9432BST-80 	12-Bit, 80 MSPS/105 MSPS A/D Converter 12位，80 MSPS/105 MSPS的A / D转换
	Analog Devices, Inc.

	CDB4245 CS4245-CQZ CS4245 	105 dB, 24-Bit, 192 kHz Stereo Audio CODEC
105 dB, 24-Bit, 192 kHz Streo Sudio CODEC
105 dB / 24-Bit / 192 kHz Streo Sudio CODEC
	Cirrus Logic, Inc.

	HUFA76407DK8T HUFA76407DK8 	3.5A, 60V, 0.105 Ohm, Dual N-Channel, Logic Level UltraFET Power MOSFET 3800 mA, 60 V, 2 CHANNEL, N-CHANNEL, Si, SMALL SIGNAL, MOSFET, MS-012AA
3.5A/ 60V/ 0.105 Ohm/ Dual N-Channel/ Logic Level UltraFET Power MOSFET
3.5A, 60V, 0.105 Ohm, Dual N-Channel, Logic Level UltraFETPower MOSFET
	Fairchild Semiconductor, Corp.
FAIRCHILD[Fairchild Semiconductor]

	381LR391M200H022 381LR391M200J012 381LR391M250H042	Ultra-High-Ripple Snap-in More Ripple Current Capability
105 ∑C Ultra-High-Ripple Snap-in
105 隆?C Ultra-High-Ripple Snap-in
105 掳C Ultra-High-Ripple Snap-in
105 °C Ultra-High-Ripple Snap-in
	Cornell Dubilier Electr...
Cornell Dubilier Electronics
ETC
List of Unclassifed Manufacturers
List of Unclassifed Man...

	CAT28C65BHP-20 CAT28C65BHN-15 CAT28C65BHT-20 CAT28	SCR / Diode Modules up to 1400V SCR / Diode Fast
SAM - PSB 2168
Bridges for Throttle Control
SBCX-X - PEB 3081
SCOUT™-S - PSB 21381
Transmitter; Package: PG-TSSOP-10; Frequency Band: 868.0 MHz; Channel Requirements per Band: Single Channel; Modulation Type: ASK / FSK; Transmit Power (at 3V): 10.0 dBm; Temperature Range: -40.0 - 125.0 °C
XWAY™ VINAX-CPE - PEB 83000
XWAY™ TWINPASS-E
Transmitter; Package: PG-TSSOP-10; Frequency Band: 434.0 MHz; Channel Requirements per Band: Single Channel; Modulation Type: ASK / FSK; Transmit Power (at 3V): 5.0 dBm; Temperature Range: -40.0 - 125.0 °C
Transmitter; Package: PG-TSSOP-10; Frequency Band: 315.0 MHz; Channel Requirements per Band: Single Channel; Modulation Type: ASK / FSK; Transmit Power (at 3V): 5.0 dBm; Temperature Range: -40.0 - 125.0 °C
XWAY™ TANTOS
SEROCCO™-M - PEBPEF 20532
Transceiver; Package: PG-TSSOP-38; Frequency Band: 315.0 MHz; Channel Requirements per Band: Single Channel; Modulation Type: ASK / FSK; Transmit Power (at 3V): 9.0 dBm; Temperature Range: -40.0 - 85.0 °C
Transceiver; Package: PG-TSSOP-38; Frequency Band: 434.0 MHz; Channel Requirements per Band: Single Channel; Modulation Type: ASK / FSK; Transmit Power (at 3V): 9.0 dBm; Temperature Range: -40.0 - 85.0 °C
Transmitter; Package: PG-TSSOP-16; Frequency Band: 315.0 MHz; Channel Requirements per Band: Single Channel; Modulation Type: ASK / FSK; Transmit Power (at 3V): 10.0 dBm; Temperature Range: -40.0 - 125.0 °C
SCR Diode Discs up to 1400V Fast Thyristors
SCR / Diode Modules up to 1400V SCR / Diode Phase Control
Receiver; Package: PG-TSSOP-28; Frequency Band: 315.0 MHz; Channel Requirements per Band: Multi-Channel; Modulation Type: ASK / FSK; Digital Baseband / Autonomous RX: yes; Temperature Range: -40.0 - 105.0 °C
Receiver; Package: PG-TSSOP-28; Frequency Band: 915.0 MHz; Channel Requirements per Band: Single Channel; Modulation Type: ASK / FSK; Digital Baseband / Autonomous RX: no; Temperature Range: -40.0 - 85.0 °C
Receiver; Package: PG-TSSOP-28; Frequency Band: 434.0 MHz 868.0 MHz; Channel Requirements per Band: Single Channel; Modulation Type: ASK / FSK; Digital Baseband / Autonomous RX: no; Temperature Range: -40.0 - 105.0 °C
Linear Voltage Regulators for Automotive Applications; Package: PG-TO263-7; Regulator Type: single output; Output Voltage: 5V; Accuracy: 2.0 %; Max. Output Current: 400mA; Dropout Voltage: 300mV
Receiver; Package: PG-TSSOP-28; Frequency Band: 315.0 MHz; Channel Requirements per Band: Multi-Channel; Modulation Type: ASK / FSK; Digital Baseband / Autonomous RX: no; Temperature Range: -40.0 - 105.0 °C
SCOUT&#153;-DX - PSB 21373 x8的EEPROM
SCOUT&#153;-P/PX - PSB 21391; PSB 21393 x8的EEPROM
128Kx8 EEPROM 128Kx8 EEPROM
High Speed CAN Transceiver - TLE 6250 x8的EEPROM
SCOUT&#153;-SX - PSB 21383 x8的EEPROM
Transmitter; Package: PG-TSSOP-10; Frequency Band: 434.0 MHz; Channel Requirements per Band: Single Channel; Modulation Type: ASK / FSK; Transmit Power (at 3V): 10.0 dBm; Temperature Range: -40.0 - 125.0 &#176;C
	Toshiba, Corp.
Infineon Technologies AG
Air Cost Control
TE Connectivity, Ltd.
Amphenol, Corp.
TOKO, Inc.

	LFCN-2000 LFCN-2000D 	   Low Pass Filter
Aluminum Electrolytic Capacitor; Capacitor Type:High Temperature; Voltage Rating:16VDC; Capacitor Dielectric Material:Aluminum Electrolytic; Operating Temperature Range:-55 C to  105 C; Capacitance:10uF RoHS Compliant: Yes
	MINI[Mini-Circuits]
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