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			AD402M44VPA-5 - LM2715 TFT Panel Module; Package: TSSOP; No of Pins: 16; Qty per Container: 92; Container: Rail SMD,CAP,CERA, 0.1UF,0603 16V, X7R, 10% LM2696 3A, Constant On Time Buck Regulator; ; Qty per Container: 1 Low voltage operation is more suitable to be used on battery backup/ portable electronic LM2700 600kHz/1.25MHz, 2.5A, Step-up PWM DC/DC Converter; Package: TSSOP; No of Pins: 14; Qty per Container: 94; Container: Rail LM2700 600kHz/1.25MHz, 2.5A, Step-up PWM DC/DC Converter; Package: TSSOP; No of Pins: 14; Qty per Container: 2500; Container: Reel LM2700 600kHz/1.25MHz, 2.5A, Step-up PWM DC/DC Converter; Package: LLP; No of Pins: 14; Qty per Container: 4500; Container: Reel LM2700 600kHz/1.25MHz, 2.5A, Step-up PWM DC/DC Converter; Package: LLP; No of Pins: 14; Qty per Container: 1000; Container: Reel LM2907/LM2917 Frequency to Voltage Converter; Package: SOIC NARROW; No of Pins: 14; Qty per Container: 55; Container: Rail LM2797/LM2798 120mA High Efficiency Step-Down Switched Capacitor Voltage Converter with Voltage Monitoring; Package: MINI SOIC; No of Pins: 10; Qty per Container: 3500; Container: Reel LM2788 120mA High Efficiency Step-Down Switched Capacitor Voltage Converter; Package: MINI SOIC; No of Pins: 8; Qty per Container: 1000; Container: Reel LM27961 Dual-Display White LED Driver with 3/2x Switched Capacitor Boost; Package: MICRO SMD; No of Pins: 18; Qty per Container: 250; Container: Reel LM2797/LM2798 120mA High Efficiency Step-Down Switched Capacitor Voltage Converter with Voltage Monitoring; Package: MINI SOIC; No of Pins: 10; Qty per Container: 1000; Container: Reel LM27222 High-Speed 4.5A Synchronous MOSFET Driver; Package: SOIC NARROW; No of Pins: 8; Qty per Container: 95; Container: Rail LM27 SOT-23, ±3°C Accurate, 120°C-150°C Factory Preset Thermostat; Package: SOT-23; No of Pins: 5; Qty per Container: 1000; Container: Reel LM2830 High Frequency 1.0A Load - Step-Down DC-DC Regulator; Package: SOT-23; No of Pins: 5; Qty per Container: 1000; Container: Reel Evaluation Board for LM2717-ADJ Dual Step-Down DC/DC Converter; ; Qty per Container: 1 Evaluation Board for LM2793 Low Noise White LED Constant Current Supply with Dual Function Brightness Control; ; Qty per Container: 1 LM27965 Dual Display White LED Driver with I2C Compatible Brightness Control; Package: LLP; No of Pins: 24; Qty per Container: 4500; Container: Reel LM2717 Dual Step-Down DC/DC Converter; Package: TSSOP; No of Pins: 24; Qty per Container: 2500; Container: Reel LM2717-ADJ Dual Step-Down DC/DC Converter; Package: TSSOP; No of Pins: 24; Qty per Container: 2500; Container: Reel LM2825 Integrated Power Supply 1A DC-DC Converter; Package: MDIP; No of Pins: 24; Qty per Container: 12; Container: Rail Evaluation Board for LM2773 Low-Ripple 1.8V/1.6V Spread-Spectrum Switched Capacitor Step-Down Regulator; ; Qty per Container: 1 LM2852 2A 500/1500kHz Synchronous SIMPLE SWITCHER® Buck Regulator; Package: TSSOP EXP PAD; No of Pins: 14; Qty per Container: 94; Container: Rail LM2619 500mA Sub-Miniature Step-Down DC-DC Converter; Package: TSSOP; No of Pins: 14; Qty per Container: 94; Container: Rail LM2685 Dual Output Regulated Switched Capacitor Voltage Converter; Package: TSSOP; No of Pins: 14; Qty per Container: 94; Container: Rail LM2694 30V, 600 mA Step Down Switching Regulator; Package: TSSOP; No of Pins: 14; Qty per Container: 94; Container: Rail LM2695 High Voltage (30V, 1.25A) Step Down Switching Regulator; Package: TSSOP EXP PAD; No of Pins: 14; Qty per Container: 94; Container: Rail LM2743 Low Voltage N-Channel MOSFET Synchronous Buck Regulator Controller; Package: TSSOP; No of Pins: 14; Qty per Container: 94; Container: Rail LM2746 Low Voltage N-Channel MOSFET Synchronous Buck Regulator Controller; Package: TSSOP EXP PAD; No of Pins: 14; Qty per Container: 94; Container: Rail LM2745 / LM2748 Synchronous Buck Controller with Pre-Bias Startup, and Optional Clock Synchronization; Package: TSSOP; No of Pins: 14; Qty per Container: 94; Container: Rail Decade Box Resistance; Resistance Max:99.99Mohm; Resistance Min:0ohm; Resistance Tolerance: /- 0.1 %; Power Rating:500mW LM2686 Regulated Switched Capacitor Voltage Converter; Package: TSSOP; No of Pins: 14; Qty per Container: 94; Container: Rail LM2747 Synchronous Buck Controller with Pre-bias Startup, and Optional Clock Synchronization; Package: TSSOP; No of Pins: 14; Qty per Container: 94; Container: Rail CAP DOUBLE LAYER 1.0F 5.5V RAD PROFET™: Smart High Side Switches; Package: PG-TO252-5; Channels: 1.0; RON @ Tj = 25°C : 16.0 mOhm; Recommended Operating Voltage Range: 5.5 - 20.0 V; IL(SC): 45.0 A; Diagnostic: Sense PROFET™: Smart High Side Switches; Package: PG-TO252-5; Channels: 1.0; RON @ Tj = 25°C : 14.0 mOhm; Recommended Operating Voltage Range: 5.5 - 20.0 V; IL(SC): 55.0 A; Diagnostic: Sense Tools, Crimp; Series:PT-SE, SP-SE, PC-SE, MS/PT-SE Series RoHS Compliant: NA PSU, BENCH, 0-30V, 0.5A; Voltage, output max:30V; Current, output:0.5A; Power rating:10.5W; Voltage, supply:240V; Voltage, output:30V; Length / Height, external:76mm; Width, external:160mm; Depth, external:138mm; Current, output JK-TST, PC MT,RED.08 VERT,SIL PL, 5A, .048P Switch Mode Power Supply; Output Power:40W; No. of Outputs:3; Output 1 VDC  :5VDC; Output Current 1:4A; Output 2 VDC -:12VDC; Output 3 VDC:12VDC; Mounting Type:PCB; Output Current:4A; Output Current 2:0.5A; Output Current 3:0.5A RoHS Compliant: Yes LM2830 High Frequency 1.0A Load - Step-Down DC-DC Regulator; Package: SOT-23; No of Pins: 5; Qty per Container: 3000; Container: Reel LM2756 Multi-Display Inductorless LED Driver with 32 Exponential Dimming Steps in micro SMD; Package: MICRO SMD; No of Pins: 20; Qty per Container: 3000; Container: Reel PWR SUPPLY 60W 3.3/5/12VOUT TRPL LM2937-2.5, LM2937-3.3 400mA and 500mA Voltage Regulators; Package: TO-263; No of Pins: 3; Qty per Container: 45; Container: Rail LM2937-2.5, LM2937-3.3 400mA and 500mA Voltage Regulators; Package: TO-220; No of Pins: 3; Qty per Container: 45; Container: Rail LM2937-2.5, LM2937-3.3 400mA and 500mA Voltage Regulators; Package: SOT-223; No of Pins: 4; Qty per Container: 1000; Container: Reel LM2930 3-Terminal Positive Regulator; Package: TO-263; No of Pins: 3; Qty per Container: 45; Container: Rail LM2930 3-Terminal Positive Regulator; Package: TO-220; No of Pins: 3; Qty per Container: 45; Container: Rail Infrared Temperature Sensor; Sensor Output:J thermocouple; Field of View:10:1; Sensor Terminals:Cable; Accuracy:  1%; Response Time:200ms; Supply Voltage:24VDC; Temperature Measuring Range:0 C to 250 C RoHS Compliant: NA Infrared Temperature Sensor; Sensor Output:J thermocouple; Field of View:2:1; Sensor Terminals:Cable; Accuracy:  1%; Response Time:200ms; Supply Voltage:24VDC; Temperature Measuring Range:0 C to 250 C RoHS Compliant: NA CONTACTS; 38999 I II III CON 22D PIN RoHS Compliant: No 10 UF  25V 10%  TANT Quadruple D-Type Flip-Flops With Clear 16-SO 0 to 70 LM2674 SIMPLE SWITCHER® Power Converter High Efficiency 500 mA Step-Down Voltage Regulator; Package: MDIP; No of Pins: 8; Qty per Container: 40; Container: Rail LM2675 SIMPLE SWITCHER® Power Converter High Efficiency 1A Step-Down Voltage Regulator; Package: SOIC NARROW; No of Pins: 8; Qty per Container: 2500; Container: Reel LM2675 SIMPLE SWITCHER® Power Converter High Efficiency 1A Step-Down Voltage Regulator; Package: SOIC NARROW; No of Pins: 8; Qty per Container: 95; Container: Rail LM2675 SIMPLE SWITCHER® Power Converter High Efficiency 1A Step-Down Voltage Regulator; Package: MDIP; No of Pins: 8; Qty per Container: 40; Container: Rail CAP SM 0603 .1UF 5% X7R CUSTOM R/A 5 POS. GOLD PIN HEADER LM2672 SIMPLE SWITCHER® Power Converter High Efficiency 1A Step-Down Voltage Regulator with Features; Package: SOIC NARROW; No of Pins: 8; Qty per Container: 95; Container: Rail IGBT Module; Continuous Collector Current, Ic:100A; Collector Emitter Saturation Voltage, Vce(sat):3V; Power Dissipation, Pd:670W; Collector Emitter Voltage, Vceo:1200V; Transistor Polarity:Dual NPN CAP DOUBLE LAYER .33F 5.5V RAD LM26 SOT-23, Â±3Â°C Accurate, Factory Preset Thermostat; Package: SOT-23; No of Pins: 5; Qty per Container: 3000; Container: Reel LM2637 Motherboard Power Supply Solution with a 5-Bit Programmable Switching Controller and Two Linear Regulator Controllers; Package: SOIC WIDE; No of Pins: 24; Qty per Container: 30; Container: Rail LM2638 Motherboard Power Supply Solution with a 5-Bit Programmable Switching Controller and Two Linear Regulator Controllers; Package: SOIC WIDE; No of Pins: 24; Qty per Container: 30; Container: Rail LM2640 Dual Adjustable Step-Down Switching Power Supply Controller; Package: TSSOP; No of Pins: 28; Qty per Container: 48; Container: Rail LM2641 Dual Adjustable Step-Down Switching Power Supply Controller; Package: TSSOP; No of Pins: 28; Qty per Container: 48; Container: Rail LM2751 Regulated 2X, 1.5X Switched Capacitor White LED Driver; Package: LLP; No of Pins: 10; Qty per Container: 1000; Container: Reel LM2751 Regulated 2X, 1.5X Switched Capacitor White LED Driver; Package: LLP; No of Pins: 10; Qty per Container: 4500; Container: Reel LM27951 White LED Adaptive 1.5X/1X Switched Capacitor Current Driver; Package: LLP; No of Pins: 14; Qty per Container: 4500; Container: Reel LM27952 White LED Adaptive 1.5X/1X Switched Capacitor Current Driver; Package: LLP; No of Pins: 14; Qty per Container: 1000; Container: Reel LM27952 White LED Adaptive 1.5X/1X Switched Capacitor Current Driver; Package: LLP; No of Pins: 14; Qty per Container: 4500; Container: Reel LM27951 White LED Adaptive 1.5X/1X Switched Capacitor Current Driver; Package: LLP; No of Pins: 14; Qty per Container: 1000; Container: Reel LM2731 0.6/1.6 MHz Boost Converters With 22V Internal FET Switch in SOT-23; Package: SOT-23; No of Pins: 5; Qty per Container: 3000; Container: Reel LM2681 Switched Capacitor Voltage Converter; Package: SOT-23; No of Pins: 6; Qty per Container: 3000; Container: Reel Connectors LM2734 Thin SOT23 1A Load Step-Down DC-DC Regulator; Package: TSOT; No of Pins: 6; Qty per Container: 1000; Container: Reel LM2734Z/LM2734ZQ Thin SOT23 1A Load Step-Down DC-DC Regulator; Package: TSOT; No of Pins: 6; Qty per Container: 3000; Container: Reel LM2831 High Frequency 1.5A Load - Step-Down DC-DC Regulator; Package: LLP; No of Pins: 6; Qty per Container: 4500; Container: Reel Toggle Switch; Circuitry:DPDT; Switch Operation:On-On; Contact Current Max:1A; Current Rating:1A; Mounting Type:PCB; Switch Function:DPDT; No. of Switch Positions:2 LM2596 SIMPLE SWITCHER Power Converter 150 kHz3A Step-Down Voltage Regulator; Package: TO-263; No of Pins: 5; Qty per Container: 45; Container: Rail LM2596 SIMPLE SWITCHER Power Converter 150 kHz3A Step-Down Voltage Regulator; Package: TO-220; No of Pins: 5; Qty per Container: 45; Container: Rail LM26 SOT-23, Â±3Â°C Accurate, Factory Preset Thermostat; Package: SOT-23; No of Pins: 5; Qty per Container: 1000; Container: Reel LM2735/LM2735Q 520kHz/1.6MHz â€“ Space-Efficient Boost and SEPIC DC-DC Regulator; Package: SOT-23; No of Pins: 5; Qty per Container: 3000; Container: Reel LM2595 SIMPLE SWITCHER Power Converter 150 kHz -1A StepDown Voltage Regulator; Package: TO-263; No of Pins: 5; Qty per Container: 45; Container: Rail LM2595 SIMPLE SWITCHER Power Converter 150 kHz -1A StepDown Voltage Regulator; Package: TO-220; No of Pins: 5; Qty per Container: 45; Container: Rail LM2678 SIMPLE SWITCHER High Efficiency 5A Step-Down Voltage Regulator; Package: TO-220; No of Pins: 7; Qty per Container: 45; Container: Rail LM2679 SIMPLE SWITCHER 5A Step-Down Voltage Regulator with Adjustable Current Limit; Package: TO-220; No of Pins: 7; Qty per Container: 45; Container: Rail LM2679 SIMPLE SWITCHER 5A Step-Down Voltage Regulator with Adjustable Current Limit; Package: TO-263; No of Pins: 7; Qty per Container: 45; Container: Rail LM27953 White LED Driver with Four LED Current Sinks and 3/2x Switched Capacitor Boost; Package: MICRO SMD; No of Pins: 18; Qty per Container: 3000; Container: Reel LM27961 Dual-Display White LED Driver with 3/2x Switched Capacitor Boost; Package: MICRO SMD; No of Pins: 18; Qty per Container: 3000; Container: Reel LM2796 Dual-Display White LED Driver with 3/2x Switched Capacitor Boost; Package: MICRO SMD; No of Pins: 18; Qty per Container: 250; Container: Reel LM2796 Dual-Display White LED Driver with 3/2x Switched Capacitor Boost; Package: MICRO SMD; No of Pins: 18; Qty per Container: 3000; Container: Reel LM27953 White LED Driver with Four LED Current Sinks and 3/2x Switched Capacitor Boost; Package: MICRO SMD; No of Pins: 18; Qty per Container: 250; Container: Reel Thyristor Module; Repetitive Reverse Voltage Max, Vrrm:1200V; Current, It av:100A; Leaded Process Compatible:Yes; Current Rating:100A; Voltage Rating:1200V RoHS Compliant: Yes 24-Bit ADC, 4 Ch, PGA 1:128, 50/60 Hz Notch, 0.6 mW Power Consumption 16-TSSOP -40 to 85 LM2745 / LM2748 Synchronous Buck Controller with Pre-Bias Startup, and Optional Clock Synchronization; Package: TSSOP; No of Pins: 14; Qty per Container: 2500; Container: Reel 低电压操作更适合于备用电池，使用便携式电 LM26 SOT-23, &#194;&#177;3&#194;&#176;C Accurate, Factory Preset Thermostat; Package: SOT-23; No of Pins: 5; Qty per Container: 3000; Container: Reel 低电压操作更适合于备用电池，使用便携式电 LM2733 0.6/1.6 MHz Boost Converters With 40V Internal FET Switch in SOT-23; Package: SOT-23; No of Pins: 5; Qty per Container: 1000; Container: Reel 低电压操作更适合于备用电池，使用便携式电 LM2733 0.6/1.6 MHz Boost Converters With 40V Internal FET Switch in SOT-23; Package: SOT-23; No of Pins: 5; Qty per Container: 3000; Container: Reel 低电压操作更适合于备用电池，使用便携式电 LM2639 5-Bit Programmable, High Frequency Multi-phase PWM Controller; Package: SOIC WIDE; No of Pins: 24; Qty per Container: 30; Container: Rail 低电压操作更适合于备用电池，使用便携式电 Low voltage operation is more suitable to be used on battery backup, portable electronic 低电压操作更适合于备用电池，使用便携式电 15PF 5% 50V, 0603 低电压操作更适合于备用电池，使用便携式电 LM185-2.5/LM285-2.5/LM385-2.5 Micropower Voltage Reference Diode; Package: TO-92; No of Pins: 3; Qty per Container: 1800; Container: Box 低电压操作更适合于备用电池，使用便携式电 LM26 SOT-23, &#194;&#177;3&#194;&#176;C Accurate, Factory Preset Thermostat; Package: SOT-23; No of Pins: 5; Qty per Container: 1000; Container: Reel 低电压操作更适合于备用电池，使用便携式电 LM2710 Step-up PWM DC/DC Converter Integrated with 5 Buffers; Package: TSSOP; No of Pins: 20; Qty per Container: 2500; Container: Reel 低电压操作更适合于备用电池，使用便携式电 LM2674 SIMPLE SWITCHER&reg; Power Converter High Efficiency 500 mA Step-Down Voltage Regulator; Package: LLP; No of Pins: 16; Qty per Container: 4500; Container: Reel 低电压操作更适合于备用电池，使用便携式电 LM2674 SIMPLE SWITCHER&reg; Power Converter High Efficiency 500 mA Step-Down Voltage Regulator; Package: LLP; No of Pins: 16; Qty per Container: 1000; Container: Reel 低电压操作更适合于备用电池，使用便携式电 RESISTOR, 1K, 1%, 0. 低电压操作更适合于备用电池，使用便携式电 LM2660/LM2661 Switched Capacitor Voltage Converter; ; Qty per Container: 1 低电压操作更适合于备用电池，使用便携式电 LM2670 SIMPLE SWITCHER High Efficiency 3A Step-Down Voltage Regulator with Sync; Package: TO-220; No of Pins: 7; Qty per Container: 45; Container: Rail 低电压操作更适合于备用电池，使用便携式电 LM2767 Switched Capacitor Voltage Converter; Package: SOT-23; No of Pins: 5; Qty per Container: 1000; Container: Reel 低电压操作更适合于备用电池，使用便携式电 LM2682 Switched Capacitor Voltage Doubling Inverter; Package: SOIC NARROW; No of Pins: 8; Qty per Container: 95; Container: Rail 低电压操作更适合于备用电池，使用便携式电 LM185-2.5/LM285-2.5/LM385-2.5 Micropower Voltage Reference Diode; Package: SOIC NARROW; No of Pins: 8; Qty per Container: 95; Container: Rail 低电压操作更适合于备用电池，使用便携式电 LM185/LM285/LM385 Adjustable Micropower Voltage References; Package: SOIC NARROW; No of Pins: 8; Qty per Container: 95; Container: Rail 低电压操作更适合于备用电池，使用便携式电 LM2936 Ultra-Low Quiescent Current LDO Voltage Regulator; Package: SOIC NARROW; No of Pins: 8; Qty per Container: 95; Container: Rail 低电压操作更适合于备用电池，使用便携式电 LM185-1.2/LM285-1.2/LM385-1.2 Micropower Voltage Reference Diode; Package: SOIC NARROW; No of Pins: 8; Qty per Container: 95; Container: Rail 低电压操作更适合于备用电池，使用便携式电 LM193/LM293/LM393/LM2903 Low Power Low Offset Voltage Dual Comparators; Package: SOIC NARROW; No of Pins: 8; Qty per Container: 95; Container: Rail 低电压操作更适合于备用电池，使用便携式电 LM2907/LM2917 Frequency to Voltage Converter; Package: SOIC NARROW; No of Pins: 8; Qty per Container: 95; Container: Rail 低电压操作更适合于备用电池，使用便携式电 LM2597/LM2597HV SIMPLE SWITCHER Power Converter 150 kHz 0.5A Step-Down Voltage Regulator, with Features; Package: SOIC NARROW; No of Pins: 8; Qty per Container: 95; Container: Rail 低电压操作更适合于备用电池，使用便携式电 LM2671 SIMPLE SWITCHER Power Converter High Efficiency 500mA Step-Down Voltage Regulator with Features; Package: SOIC NARROW; No of Pins: 8; Qty per Container: 95; Container: Rail 低电压操作更适合于备用电池，使用便携式电 LM2675 SIMPLE SWITCHER&reg; Power Converter High Efficiency 1A Step-Down Voltage Regulator; Package: SOIC NARROW; No of Pins: 8; Qty per Container: 95; Container: Rail 低电压操作更适合于备用电池，使用便携式电 LM2673 SIMPLE SWITCHER 3A Step-Down Voltage Regulator with Adjustable Current Limit; Package: LLP; No of Pins: 14; Qty per Container: 250; Container: Reel 低电压操作更适合于备用电池，使用便携式电 LM2676 SIMPLE SWITCHER High Efficiency 3A Step-Down Voltage Regulator; Package: TO-263; No of Pins: 7; Qty per Container: 45; Container: Rail 低电压操作更适合于备用电池，使用便携式电 LM2832 High Frequency 2.0A Load - Step-Down DC-DC Regulator; Package: MINI SOIC EXP PAD; No of Pins: 8; Qty per Container: 1000; Container: Reel 低电压操作更适合于备用电池，使用便携式电 LM2597/LM2597HV SIMPLE SWITCHER Power Converter 150 kHz 0.5A Step-Down Voltage Regulator, with Features; Package: MDIP; No of Pins: 8; Qty per Container: 40; Container: Rail 低电压操作更适合于备用电池，使用便携式电 LM2599 SIMPLE SWITCHER Power Converter 150 kHz 3A Step-Down Voltage Regulator, with Features; Package: TO-220; No of Pins: 7; Qty per Container: 45; Container: Rail 低电压操作更适合于备用电池，使用便携式电 38999 CON 20 SKT CTV 1500 CYCL 低电压操作更适合于备用电池，使用便携式电 LM2621 Low Input Voltage, Step-Up DC-DC Converter; Package: MINI SOIC; No of Pins: 8; Qty per Container: 1000; Container: Reel 低电压操作更适合于备用电池，使用便携式电 LM2621 Low Input Voltage, Step-Up DC-DC Converter; Package: MINI SOIC; No of Pins: 8; Qty per Container: 3500; Container: Reel 低电压操作更适合于备用电池，使用便携式电 LM2753 High Power Switched Capacitor Voltage Convertor/Flash LED Driver; Package: LLP; No of Pins: 10; Qty per Container: 1000; Container: Reel 低电压操作更适合于备用电池，使用便携式电 LM2753 High Power Switched Capacitor Voltage Convertor/Flash LED Driver; Package: LLP; No of Pins: 10; Qty per Container: 4500; Container: Reel 低电压操作更适合于备用电池，使用便携式电 LM2756 Multi-Display Inductorless LED Driver with 32 Exponential Dimming Steps in micro SMD; Package: MICRO SMD; No of Pins: 20; Qty per Container: 250; Container: Reel 低电压操作更适合于备用电池，使用便携式电 ASCEND Semiconductor 4M*4 EDO 提升半导00 4扩充的数据总线 LM2670 SIMPLE SWITCHER High Efficiency 3A Step-Down Voltage Regulator with Sync; Package: LLP; No of Pins: 14; Qty per Container: 250; Container: Reel 低电压操作更适合于备用电池，使用便携式电 D52 - CONNECTOR ACCESSORY MIL-SPEC 低电压操作更适合于备用电池，使用便携式电 LM2676 SIMPLE SWITCHER High Efficiency 3A Step-Down Voltage Regulator; Package: TO-220; No of Pins: 7; Qty per Container: 45; Container: Rail 低电压操作更适合于备用电池，使用便携式电 CABLE ASSEMBLY; MHV MALE TO MHV MALE; 50 OHM, RG174A/U COAX 低电压操作更适合于备用电池，使用便携式电 LM2612BL 400mA Sub-miniature, Programmable, Step-Down DC-DC Converter for Ultra Low-Voltage Circuits; Package: MICRO SMD; No of Pins: 10; Qty per Container: 250; Container: Reel 低电压操作更适合于备用电池，使用便携式电 LM2787 Low Noise Regulated Switched Capacitor Voltage Inverter in micro SMD; Package: MICRO SMD; No of Pins: 8; Qty per Container: 250; Container: Reel 低电压操作更适合于备用电池，使用便携式电 LM2853 3A 550 kHz Synchronous SIMPLE SWITCHER&reg; Buck Regulator; Package: TSSOP EXP PAD; No of Pins: 14; Qty per Container: 2500; Container: Reel 低电压操作更适合于备用电池，使用便携式电 ASCEND Semiconductor 4M*4 EDO 提升半导400 4扩充的数据总线 4.7UF, 10%, 35V, TANTALUM CAP, TANT, 35V, 2917 低电压操作更适合于备用电池，使用便携式电 LM27241 Synchronous Buck Regulator Controller for Mobile Systems; Package: TSSOP; No of Pins: 20; Qty per Container: 2500; Container: Reel 低电压操作更适合于备用电池，使用便携式电 LM2594/LM2594HV SIMPLE SWITCHER Power Converter 150 kHz 0.5A Step-Down Voltage Regulator; Package: MDIP; No of Pins: 8; Qty per Container: 40; Container: Rail 低电压操作更适合于备用电池，使用便携式电 LM2670 SIMPLE SWITCHER High Efficiency 3A Step-Down Voltage Regulator with Sync; Package: TO-263; No of Pins: 7; Qty per Container: 45; Container: Rail 低电压操作更适合于备用电池，使用便携式电 LM2936 Ultra-Low Quiescent Current LDO Voltage Regulator; Package: MINI SOIC; No of Pins: 8; Qty per Container: 1000; Container: Reel 低电压操作更适合于备用电池，使用便携式电 LM2832 High Frequency 2.0A Load - Step-Down DC-DC Regulator; Package: MINI SOIC EXP PAD; No of Pins: 8; Qty per Container: 3500; Container: Reel 低电压操作更适合于备用电池，使用便携式电 LM2636 5-Bit Programmable Synchronous Buck Regulator Controller; Package: TSSOP; No of Pins: 20; Qty per Container: 73; Container: Rail 低电压操作更适合于备用电池，使用便携式电 LM2731 0.6/1.6 MHz Boost Converters With 22V Internal FET Switch in SOT-23; Package: SOT-23; No of Pins: 5; Qty per Container: 1000; Container: Reel 低电压操作更适合于备用电池，使用便携式电 CAP DOUBLE LAYER .10F 5.5V RAD 低电压操作更适合于备用电池，使用便携式电 CAP DOUBLE LAYER .68F 5.5V RAD 低电压操作更适合于备用电池，使用便携式电 LM2852 2A 500/1500kHz Synchronous SIMPLE SWITCHER&reg; Buck Regulator; Package: TSSOP EXP PAD; No of Pins: 14; Qty per Container: 2500; Container: Reel 低电压操作更适合于备用电池，使用便携式电 LM26400Y Dual 2A, 500kHz Wide Input Range Buck Regulator; Package: TSSOP EXP PAD; No of Pins: 16; Qty per Container: 2500; Container: Reel 低电压操作更适合于备用电池，使用便携式电 LM2673 SIMPLE SWITCHER 3A Step-Down Voltage Regulator with Adjustable Current Limit; Package: TO-220; No of Pins: 7; Qty per Container: 45; Container: Rail 低电压操作更适合于备用电池，使用便携式电 LM2678 SIMPLE SWITCHER High Efficiency 5A Step-Down Voltage Regulator; Package: LLP; No of Pins: 14; Qty per Container: 250; Container: Reel 低电压操作更适合于备用电池，使用便携式电 LM2678 SIMPLE SWITCHER High Efficiency 5A Step-Down Voltage Regulator; Package: LLP; No of Pins: 14; Qty per Container: 2500; Container: Reel 低电压操作更适合于备用电池，使用便携式电 LM2623 General Purpose, Gated Oscillator Based, DC/DC Boost Converter; Package: MINI SOIC; No of Pins: 8; Qty per Container: 1000; Container: Reel 低电压操作更适合于备用电池，使用便携式电 38999 III CON 20 PIN 1500 CYCL 低电压操作更适合于备用电池，使用便携式电 LM2660/LM2661 Switched Capacitor Voltage Converter; Package: MINI SOIC; No of Pins: 8; Qty per Container: 1000; Container: Reel 低电压操作更适合于备用电池，使用便携式电 LM2672 SIMPLE SWITCHER&reg; Power Converter High Efficiency 1A Step-Down Voltage Regulator with Features; Package: MDIP; No of Pins: 8; Qty per Container: 40; Container: Rail 低电压操作更适合于备用电池，使用便携式电 LM2671 SIMPLE SWITCHER Power Converter High Efficiency 500mA Step-Down Voltage Regulator with Features; Package: LLP; No of Pins: 16; Qty per Container: 4500; Container: Reel 低电压操作更适合于备用电池，使用便携式电 LM2724A High Speed 3A Synchronous MOSFET Driver; Package: LLP; No of Pins: 8; Qty per Container: 1000; Container: Reel 低电压操作更适合于备用电池，使用便携式电 LM2724A High Speed 3A Synchronous MOSFET Driver; Package: SOIC NARROW; No of Pins: 8; Qty per Container: 2500; Container: Reel 低电压操作更适合于备用电池，使用便携式电 LM2722 High Speed Synchronous/Asynchronous MOSFET Driver; Package: SOIC NARROW; No of Pins: 8; Qty per Container: 95; Container: Rail 低电压操作更适合于备用电池，使用便携式电 LM27222 High-Speed 4.5A Synchronous MOSFET Driver; Package: LLP; No of Pins: 8; Qty per Container: 4500; Container: Reel 低电压操作更适合于备用电池，使用便携式电 LM2724A High Speed 3A Synchronous MOSFET Driver; Package: SOIC NARROW; No of Pins: 8; Qty per Container: 95; Container: Rail 低电压操作更适合于备用电池，使用便携式电 LM2611 1.4MHz Cuk Converter; Package: SOT-23; No of Pins: 5; Qty per Container: 1000; Container: Reel 低电压操作更适合于备用电池，使用便携式电 LM2734 Thin SOT23 1A Load Step-Down DC-DC Regulator; ; Qty per Container: 1 低电压操作更适合于备用电池，使用便携式电 Aluminum Capacitors, SMD (Chip), High Temperature 低电压操作更适合于备用电池，使用便携式电 LM2936 Ultra-Low Quiescent Current LDO Voltage Regulator; Package: TO-252; No of Pins: 3; Qty per Container: 75; Container: Rail 低电压操作更适合于备用电池，使用便携式电 LM2936 Ultra-Low Quiescent Current LDO Voltage Regulator; Package: TO-252; No of Pins: 3; Qty per Container: 2500; Container: Reel 低电压操作更适合于备用电池，使用便携式电 LM2767 Switched Capacitor Voltage Converter; Package: SOT-23; No of Pins: 5; Qty per Container: 3000; Container: Reel 低电压操作更适合于备用电池，使用便携式电 LM2664 Switched Capacitor Voltage Converter; Package: SOT-23; No of Pins: 6; Qty per Container: 1000; Container: Reel 低电压操作更适合于备用电池，使用便携式电 Circular Connector; No. of Contacts:56; Series:LJTPQ00R; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:25; Circular Contact Gender:Socket; Circular Shell Style:Wall Mount Receptacle 低电压操作更适合于备用电池，使用便携式电 LM2831 High Frequency 1.5A Load - Step-Down DC-DC Regulator; Package: SOT-23; No of Pins: 5; Qty per Container: 1000; Container: Reel 低电压操作更适合于备用电池，使用便携式电 LM2612BL 400mA Sub-miniature, Programmable, Step-Down DC-DC Converter for Ultra Low-Voltage Circuits; Package: MICRO SMD; No of Pins: 10; Qty per Container: 3000; Container: Reel 低电压操作更适合于备用电池，使用便携式电 LM2673 SIMPLE SWITCHER 3A Step-Down Voltage Regulator with Adjustable Current Limit; Package: LLP; No of Pins: 14; Qty per Container: 2500; Container: Reel LM2664 Switched Capacitor Voltage Converter; Package: SOT-23; No of Pins: 6; Qty per Container: 3000; Container: Reel LM2598 SIMPLE SWITCHER Power Converter 150 kHz -1A StepDown Voltage Regulator, with Features; Package: TO-263; No of Pins: 7; Qty per Container: 45; Container: Rail LM2598 SIMPLE SWITCHER Power Converter 150 kHz -1A StepDown Voltage Regulator, with Features; Package: TO-220; No of Pins: 7; Qty per Container: 45; Container: Rail LM2735/LM2735Q 520kHz/1.6MHz &#226;&#128;&#147; Space-Efficient Boost and SEPIC DC-DC Regulator; Package: SOT-23; No of Pins: 5; Qty per Container: 3000; Container: Reel LM2696 3A, Constant On Time Buck Regulator; Package: TSSOP EXP PAD; No of Pins: 16; Qty per Container: 92; Container: Rail    Low voltage operation is more suitable to be used on battery backup, portable electronic 
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	Part No.	AD402M44VPA-5 AD402M84RTB-5 AD4016M98VQA-5 AD401M181RPA-5 AD4016M182RBA-5 AD401M182RBA-5 AD401M182RBB-5 AD404M182RBB-5 AD408M182RBB-5 AD408M182RCB-5 AD402M182RBA-5 AD402M182RCA-5 AD404M182RBA-5 AD408M182RCA-5 AD4016M182RCA-5 AD401M182RCA-5 AD404M182RCB-5 AD4016M182RBB-5 AD404M182RCA-5 AD402M182RCB-5 AD408M182RBA-5 AD402M182RBB-5 AD4016M182RCB-5 AD401M182RCB-5 AD4016M168VBA-5 AD4016M184VBA-5 AD4016M182VBA-5 AD4016M188VBA-5 AD4016M186VBA-5 AD4016M181VBA-5 AD4016M162VBA-5  

	Description	LM2715 TFT Panel Module; Package: TSSOP; No of Pins: 16; Qty per Container: 92; Container: Rail 
 SMD,CAP,CERA, 0.1UF,0603 16V, X7R, 10%
LM2696 3A, Constant On Time Buck Regulator; ; Qty per Container: 1
Low voltage operation is more suitable to be used on battery backup/ portable electronic
LM2700 600kHz/1.25MHz, 2.5A, Step-up PWM DC/DC Converter; Package: TSSOP; No of Pins: 14; Qty per Container: 94; Container: Rail
LM2700 600kHz/1.25MHz, 2.5A, Step-up PWM DC/DC Converter; Package: TSSOP; No of Pins: 14; Qty per Container: 2500; Container: Reel
LM2700 600kHz/1.25MHz, 2.5A, Step-up PWM DC/DC Converter; Package: LLP; No of Pins: 14; Qty per Container: 4500; Container: Reel
LM2700 600kHz/1.25MHz, 2.5A, Step-up PWM DC/DC Converter; Package: LLP; No of Pins: 14; Qty per Container: 1000; Container: Reel
LM2907/LM2917 Frequency to Voltage Converter; Package: SOIC NARROW; No of Pins: 14; Qty per Container: 55; Container: Rail
LM2797/LM2798 120mA High Efficiency Step-Down Switched Capacitor Voltage Converter with Voltage Monitoring; Package: MINI SOIC; No of Pins: 10; Qty per Container: 3500; Container: Reel
LM2788 120mA High Efficiency Step-Down Switched Capacitor Voltage Converter; Package: MINI SOIC; No of Pins: 8; Qty per Container: 1000; Container: Reel
LM27961 Dual-Display White LED Driver with 3/2x Switched Capacitor Boost; Package: MICRO SMD; No of Pins: 18; Qty per Container: 250; Container: Reel
LM2797/LM2798 120mA High Efficiency Step-Down Switched Capacitor Voltage Converter with Voltage Monitoring; Package: MINI SOIC; No of Pins: 10; Qty per Container: 1000; Container: Reel
LM27222 High-Speed 4.5A Synchronous MOSFET Driver; Package: SOIC NARROW; No of Pins: 8; Qty per Container: 95; Container: Rail
LM27 SOT-23, ±3°C Accurate, 120°C-150°C Factory Preset Thermostat; Package: SOT-23; No of Pins: 5; Qty per Container: 1000; Container: Reel
LM2830 High Frequency 1.0A Load - Step-Down DC-DC Regulator; Package: SOT-23; No of Pins: 5; Qty per Container: 1000; Container: Reel
Evaluation Board for LM2717-ADJ Dual Step-Down DC/DC Converter; ; Qty per Container: 1
Evaluation Board for LM2793 Low Noise White LED Constant Current Supply with Dual Function Brightness Control; ; Qty per Container: 1
LM27965 Dual Display White LED Driver with I2C Compatible Brightness Control; Package: LLP; No of Pins: 24; Qty per Container: 4500; Container: Reel
LM2717 Dual Step-Down DC/DC Converter; Package: TSSOP; No of Pins: 24; Qty per Container: 2500; Container: Reel
LM2717-ADJ Dual Step-Down DC/DC Converter; Package: TSSOP; No of Pins: 24; Qty per Container: 2500; Container: Reel
LM2825 Integrated Power Supply 1A DC-DC Converter; Package: MDIP; No of Pins: 24; Qty per Container: 12; Container: Rail
Evaluation Board for LM2773 Low-Ripple 1.8V/1.6V Spread-Spectrum Switched Capacitor Step-Down Regulator; ; Qty per Container: 1
LM2852 2A 500/1500kHz Synchronous SIMPLE SWITCHER® Buck Regulator; Package: TSSOP EXP PAD; No of Pins: 14; Qty per Container: 94; Container: Rail
LM2619 500mA Sub-Miniature Step-Down DC-DC Converter; Package: TSSOP; No of Pins: 14; Qty per Container: 94; Container: Rail
LM2685 Dual Output Regulated Switched Capacitor Voltage Converter; Package: TSSOP; No of Pins: 14; Qty per Container: 94; Container: Rail
LM2694 30V, 600 mA Step Down Switching Regulator; Package: TSSOP; No of Pins: 14; Qty per Container: 94; Container: Rail
LM2695 High Voltage (30V, 1.25A) Step Down Switching Regulator; Package: TSSOP EXP PAD; No of Pins: 14; Qty per Container: 94; Container: Rail
LM2743 Low Voltage N-Channel MOSFET Synchronous Buck Regulator Controller; Package: TSSOP; No of Pins: 14; Qty per Container: 94; Container: Rail
LM2746 Low Voltage N-Channel MOSFET Synchronous Buck Regulator Controller; Package: TSSOP EXP PAD; No of Pins: 14; Qty per Container: 94; Container: Rail
LM2745 / LM2748 Synchronous Buck Controller with Pre-Bias Startup, and Optional Clock Synchronization; Package: TSSOP; No of Pins: 14; Qty per Container: 94; Container: Rail
Decade Box Resistance; Resistance Max:99.99Mohm; Resistance Min:0ohm; Resistance Tolerance: /- 0.1 %; Power Rating:500mW
LM2686 Regulated Switched Capacitor Voltage Converter; Package: TSSOP; No of Pins: 14; Qty per Container: 94; Container: Rail
LM2747 Synchronous Buck Controller with Pre-bias Startup, and Optional Clock Synchronization; Package: TSSOP; No of Pins: 14; Qty per Container: 94; Container: Rail
CAP DOUBLE LAYER 1.0F 5.5V RAD
PROFET™: Smart High Side Switches; Package: PG-TO252-5; Channels: 1.0; RON @ Tj = 25°C : 16.0 mOhm; Recommended Operating Voltage Range: 5.5 - 20.0 V; IL(SC): 45.0 A; Diagnostic: Sense
PROFET™: Smart High Side Switches; Package: PG-TO252-5; Channels: 1.0; RON @ Tj = 25°C : 14.0 mOhm; Recommended Operating Voltage Range: 5.5 - 20.0 V; IL(SC): 55.0 A; Diagnostic: Sense
Tools, Crimp; Series:PT-SE, SP-SE, PC-SE, MS/PT-SE Series RoHS Compliant: NA
PSU, BENCH, 0-30V, 0.5A; Voltage, output max:30V; Current, output:0.5A; Power rating:10.5W; Voltage, supply:240V; Voltage, output:30V; Length / Height, external:76mm; Width, external:160mm; Depth, external:138mm; Current, output
JK-TST, PC MT,RED.08 VERT,SIL PL, 5A, .048P
Switch Mode Power Supply; Output Power:40W; No. of Outputs:3; Output 1 VDC  :5VDC; Output Current 1:4A; Output 2 VDC -:12VDC; Output 3 VDC:12VDC; Mounting Type:PCB; Output Current:4A; Output Current 2:0.5A; Output Current 3:0.5A RoHS Compliant: Yes
LM2830 High Frequency 1.0A Load - Step-Down DC-DC Regulator; Package: SOT-23; No of Pins: 5; Qty per Container: 3000; Container: Reel
LM2756 Multi-Display Inductorless LED Driver with 32 Exponential Dimming Steps in micro SMD; Package: MICRO SMD; No of Pins: 20; Qty per Container: 3000; Container: Reel
PWR SUPPLY 60W 3.3/5/12VOUT TRPL
LM2937-2.5, LM2937-3.3 400mA and 500mA Voltage Regulators; Package: TO-263; No of Pins: 3; Qty per Container: 45; Container: Rail
LM2937-2.5, LM2937-3.3 400mA and 500mA Voltage Regulators; Package: TO-220; No of Pins: 3; Qty per Container: 45; Container: Rail
LM2937-2.5, LM2937-3.3 400mA and 500mA Voltage Regulators; Package: SOT-223; No of Pins: 4; Qty per Container: 1000; Container: Reel
LM2930 3-Terminal Positive Regulator; Package: TO-263; No of Pins: 3; Qty per Container: 45; Container: Rail
LM2930 3-Terminal Positive Regulator; Package: TO-220; No of Pins: 3; Qty per Container: 45; Container: Rail
Infrared Temperature Sensor; Sensor Output:J thermocouple; Field of View:10:1; Sensor Terminals:Cable; Accuracy:  1%; Response Time:200ms; Supply Voltage:24VDC; Temperature Measuring Range:0 C to 250 C RoHS Compliant: NA
Infrared Temperature Sensor; Sensor Output:J thermocouple; Field of View:2:1; Sensor Terminals:Cable; Accuracy:  1%; Response Time:200ms; Supply Voltage:24VDC; Temperature Measuring Range:0 C to 250 C RoHS Compliant: NA
CONTACTS; 38999 I II III CON 22D PIN RoHS Compliant: No
10 UF  25V 10%  TANT
Quadruple D-Type Flip-Flops With Clear 16-SO 0 to 70
LM2674 SIMPLE SWITCHER® Power Converter High Efficiency 500 mA Step-Down Voltage Regulator; Package: MDIP; No of Pins: 8; Qty per Container: 40; Container: Rail
LM2675 SIMPLE SWITCHER® Power Converter High Efficiency 1A Step-Down Voltage Regulator; Package: SOIC NARROW; No of Pins: 8; Qty per Container: 2500; Container: Reel
LM2675 SIMPLE SWITCHER® Power Converter High Efficiency 1A Step-Down Voltage Regulator; Package: SOIC NARROW; No of Pins: 8; Qty per Container: 95; Container: Rail
LM2675 SIMPLE SWITCHER® Power Converter High Efficiency 1A Step-Down Voltage Regulator; Package: MDIP; No of Pins: 8; Qty per Container: 40; Container: Rail
CAP SM 0603 .1UF 5% X7R
CUSTOM R/A 5 POS. GOLD PIN HEADER
LM2672 SIMPLE SWITCHER® Power Converter High Efficiency 1A Step-Down Voltage Regulator with Features; Package: SOIC NARROW; No of Pins: 8; Qty per Container: 95; Container: Rail
IGBT Module; Continuous Collector Current, Ic:100A; Collector Emitter Saturation Voltage, Vce(sat):3V; Power Dissipation, Pd:670W; Collector Emitter Voltage, Vceo:1200V; Transistor Polarity:Dual NPN
CAP DOUBLE LAYER .33F 5.5V RAD
LM26 SOT-23, Â±3Â°C Accurate, Factory Preset Thermostat; Package: SOT-23; No of Pins: 5; Qty per Container: 3000; Container: Reel
LM2637 Motherboard Power Supply Solution with a 5-Bit Programmable Switching Controller and Two Linear Regulator Controllers; Package: SOIC WIDE; No of Pins: 24; Qty per Container: 30; Container: Rail
LM2638 Motherboard Power Supply Solution with a 5-Bit Programmable Switching Controller and Two Linear Regulator Controllers; Package: SOIC WIDE; No of Pins: 24; Qty per Container: 30; Container: Rail
LM2640 Dual Adjustable Step-Down Switching Power Supply Controller; Package: TSSOP; No of Pins: 28; Qty per Container: 48; Container: Rail
LM2641 Dual Adjustable Step-Down Switching Power Supply Controller; Package: TSSOP; No of Pins: 28; Qty per Container: 48; Container: Rail
LM2751 Regulated 2X, 1.5X Switched Capacitor White LED Driver; Package: LLP; No of Pins: 10; Qty per Container: 1000; Container: Reel
LM2751 Regulated 2X, 1.5X Switched Capacitor White LED Driver; Package: LLP; No of Pins: 10; Qty per Container: 4500; Container: Reel
LM27951 White LED Adaptive 1.5X/1X Switched Capacitor Current Driver; Package: LLP; No of Pins: 14; Qty per Container: 4500; Container: Reel
LM27952 White LED Adaptive 1.5X/1X Switched Capacitor Current Driver; Package: LLP; No of Pins: 14; Qty per Container: 1000; Container: Reel
LM27952 White LED Adaptive 1.5X/1X Switched Capacitor Current Driver; Package: LLP; No of Pins: 14; Qty per Container: 4500; Container: Reel
LM27951 White LED Adaptive 1.5X/1X Switched Capacitor Current Driver; Package: LLP; No of Pins: 14; Qty per Container: 1000; Container: Reel
LM2731 0.6/1.6 MHz Boost Converters With 22V Internal FET Switch in SOT-23; Package: SOT-23; No of Pins: 5; Qty per Container: 3000; Container: Reel
LM2681 Switched Capacitor Voltage Converter; Package: SOT-23; No of Pins: 6; Qty per Container: 3000; Container: Reel
Connectors
LM2734 Thin SOT23 1A Load Step-Down DC-DC Regulator; Package: TSOT; No of Pins: 6; Qty per Container: 1000; Container: Reel
LM2734Z/LM2734ZQ Thin SOT23 1A Load Step-Down DC-DC Regulator; Package: TSOT; No of Pins: 6; Qty per Container: 3000; Container: Reel
LM2831 High Frequency 1.5A Load - Step-Down DC-DC Regulator; Package: LLP; No of Pins: 6; Qty per Container: 4500; Container: Reel
Toggle Switch; Circuitry:DPDT; Switch Operation:On-On; Contact Current Max:1A; Current Rating:1A; Mounting Type:PCB; Switch Function:DPDT; No. of Switch Positions:2
LM2596 SIMPLE SWITCHER Power Converter 150 kHz3A Step-Down Voltage Regulator; Package: TO-263; No of Pins: 5; Qty per Container: 45; Container: Rail
LM2596 SIMPLE SWITCHER Power Converter 150 kHz3A Step-Down Voltage Regulator; Package: TO-220; No of Pins: 5; Qty per Container: 45; Container: Rail
LM26 SOT-23, Â±3Â°C Accurate, Factory Preset Thermostat; Package: SOT-23; No of Pins: 5; Qty per Container: 1000; Container: Reel
LM2735/LM2735Q 520kHz/1.6MHz â€“ Space-Efficient Boost and SEPIC DC-DC Regulator; Package: SOT-23; No of Pins: 5; Qty per Container: 3000; Container: Reel
LM2595 SIMPLE SWITCHER Power Converter 150 kHz -1A StepDown Voltage Regulator; Package: TO-263; No of Pins: 5; Qty per Container: 45; Container: Rail
LM2595 SIMPLE SWITCHER Power Converter 150 kHz -1A StepDown Voltage Regulator; Package: TO-220; No of Pins: 5; Qty per Container: 45; Container: Rail
LM2678 SIMPLE SWITCHER High Efficiency 5A Step-Down Voltage Regulator; Package: TO-220; No of Pins: 7; Qty per Container: 45; Container: Rail
LM2679 SIMPLE SWITCHER 5A Step-Down Voltage Regulator with Adjustable Current Limit; Package: TO-220; No of Pins: 7; Qty per Container: 45; Container: Rail
LM2679 SIMPLE SWITCHER 5A Step-Down Voltage Regulator with Adjustable Current Limit; Package: TO-263; No of Pins: 7; Qty per Container: 45; Container: Rail
LM27953 White LED Driver with Four LED Current Sinks and 3/2x Switched Capacitor Boost; Package: MICRO SMD; No of Pins: 18; Qty per Container: 3000; Container: Reel
LM27961 Dual-Display White LED Driver with 3/2x Switched Capacitor Boost; Package: MICRO SMD; No of Pins: 18; Qty per Container: 3000; Container: Reel
LM2796 Dual-Display White LED Driver with 3/2x Switched Capacitor Boost; Package: MICRO SMD; No of Pins: 18; Qty per Container: 250; Container: Reel
LM2796 Dual-Display White LED Driver with 3/2x Switched Capacitor Boost; Package: MICRO SMD; No of Pins: 18; Qty per Container: 3000; Container: Reel
LM27953 White LED Driver with Four LED Current Sinks and 3/2x Switched Capacitor Boost; Package: MICRO SMD; No of Pins: 18; Qty per Container: 250; Container: Reel
Thyristor Module; Repetitive Reverse Voltage Max, Vrrm:1200V; Current, It av:100A; Leaded Process Compatible:Yes; Current Rating:100A; Voltage Rating:1200V RoHS Compliant: Yes
24-Bit ADC, 4 Ch, PGA 1:128, 50/60 Hz Notch, 0.6 mW Power Consumption 16-TSSOP -40 to 85
LM2745 / LM2748 Synchronous Buck Controller with Pre-Bias Startup, and Optional Clock Synchronization; Package: TSSOP; No of Pins: 14; Qty per Container: 2500; Container: Reel 低电压操作更适合于备用电池，使用便携式电
LM26 SOT-23, &#194;&#177;3&#194;&#176;C Accurate, Factory Preset Thermostat; Package: SOT-23; No of Pins: 5; Qty per Container: 3000; Container: Reel 低电压操作更适合于备用电池，使用便携式电
LM2733 0.6/1.6 MHz Boost Converters With 40V Internal FET Switch in SOT-23; Package: SOT-23; No of Pins: 5; Qty per Container: 1000; Container: Reel 低电压操作更适合于备用电池，使用便携式电
LM2733 0.6/1.6 MHz Boost Converters With 40V Internal FET Switch in SOT-23; Package: SOT-23; No of Pins: 5; Qty per Container: 3000; Container: Reel 低电压操作更适合于备用电池，使用便携式电
LM2639 5-Bit Programmable, High Frequency Multi-phase PWM Controller; Package: SOIC WIDE; No of Pins: 24; Qty per Container: 30; Container: Rail 低电压操作更适合于备用电池，使用便携式电
Low voltage operation is more suitable to be used on battery backup, portable electronic 低电压操作更适合于备用电池，使用便携式电
15PF 5% 50V, 0603 低电压操作更适合于备用电池，使用便携式电
LM185-2.5/LM285-2.5/LM385-2.5 Micropower Voltage Reference Diode; Package: TO-92; No of Pins: 3; Qty per Container: 1800; Container: Box 低电压操作更适合于备用电池，使用便携式电
LM26 SOT-23, &#194;&#177;3&#194;&#176;C Accurate, Factory Preset Thermostat; Package: SOT-23; No of Pins: 5; Qty per Container: 1000; Container: Reel 低电压操作更适合于备用电池，使用便携式电
LM2710 Step-up PWM DC/DC Converter Integrated with 5 Buffers; Package: TSSOP; No of Pins: 20; Qty per Container: 2500; Container: Reel 低电压操作更适合于备用电池，使用便携式电
LM2674 SIMPLE SWITCHER&reg; Power Converter High Efficiency 500 mA Step-Down Voltage Regulator; Package: LLP; No of Pins: 16; Qty per Container: 4500; Container: Reel 低电压操作更适合于备用电池，使用便携式电
LM2674 SIMPLE SWITCHER&reg; Power Converter High Efficiency 500 mA Step-Down Voltage Regulator; Package: LLP; No of Pins: 16; Qty per Container: 1000; Container: Reel 低电压操作更适合于备用电池，使用便携式电
RESISTOR, 1K, 1%, 0. 低电压操作更适合于备用电池，使用便携式电
LM2660/LM2661 Switched Capacitor Voltage Converter; ; Qty per Container: 1 低电压操作更适合于备用电池，使用便携式电
LM2670 SIMPLE SWITCHER High Efficiency 3A Step-Down Voltage Regulator with Sync; Package: TO-220; No of Pins: 7; Qty per Container: 45; Container: Rail 低电压操作更适合于备用电池，使用便携式电
LM2767 Switched Capacitor Voltage Converter; Package: SOT-23; No of Pins: 5; Qty per Container: 1000; Container: Reel 低电压操作更适合于备用电池，使用便携式电
LM2682 Switched Capacitor Voltage Doubling Inverter; Package: SOIC NARROW; No of Pins: 8; Qty per Container: 95; Container: Rail 低电压操作更适合于备用电池，使用便携式电
LM185-2.5/LM285-2.5/LM385-2.5 Micropower Voltage Reference Diode; Package: SOIC NARROW; No of Pins: 8; Qty per Container: 95; Container: Rail 低电压操作更适合于备用电池，使用便携式电
LM185/LM285/LM385 Adjustable Micropower Voltage References; Package: SOIC NARROW; No of Pins: 8; Qty per Container: 95; Container: Rail 低电压操作更适合于备用电池，使用便携式电
LM2936 Ultra-Low Quiescent Current LDO Voltage Regulator; Package: SOIC NARROW; No of Pins: 8; Qty per Container: 95; Container: Rail 低电压操作更适合于备用电池，使用便携式电
LM185-1.2/LM285-1.2/LM385-1.2 Micropower Voltage Reference Diode; Package: SOIC NARROW; No of Pins: 8; Qty per Container: 95; Container: Rail 低电压操作更适合于备用电池，使用便携式电
LM193/LM293/LM393/LM2903 Low Power Low Offset Voltage Dual Comparators; Package: SOIC NARROW; No of Pins: 8; Qty per Container: 95; Container: Rail 低电压操作更适合于备用电池，使用便携式电
LM2907/LM2917 Frequency to Voltage Converter; Package: SOIC NARROW; No of Pins: 8; Qty per Container: 95; Container: Rail 低电压操作更适合于备用电池，使用便携式电
LM2597/LM2597HV SIMPLE SWITCHER Power Converter 150 kHz 0.5A Step-Down Voltage Regulator, with Features; Package: SOIC NARROW; No of Pins: 8; Qty per Container: 95; Container: Rail 低电压操作更适合于备用电池，使用便携式电
LM2671 SIMPLE SWITCHER Power Converter High Efficiency 500mA Step-Down Voltage Regulator with Features; Package: SOIC NARROW; No of Pins: 8; Qty per Container: 95; Container: Rail 低电压操作更适合于备用电池，使用便携式电
LM2675 SIMPLE SWITCHER&reg; Power Converter High Efficiency 1A Step-Down Voltage Regulator; Package: SOIC NARROW; No of Pins: 8; Qty per Container: 95; Container: Rail 低电压操作更适合于备用电池，使用便携式电
LM2673 SIMPLE SWITCHER 3A Step-Down Voltage Regulator with Adjustable Current Limit; Package: LLP; No of Pins: 14; Qty per Container: 250; Container: Reel 低电压操作更适合于备用电池，使用便携式电
LM2676 SIMPLE SWITCHER High Efficiency 3A Step-Down Voltage Regulator; Package: TO-263; No of Pins: 7; Qty per Container: 45; Container: Rail 低电压操作更适合于备用电池，使用便携式电
LM2832 High Frequency 2.0A Load - Step-Down DC-DC Regulator; Package: MINI SOIC EXP PAD; No of Pins: 8; Qty per Container: 1000; Container: Reel 低电压操作更适合于备用电池，使用便携式电
LM2597/LM2597HV SIMPLE SWITCHER Power Converter 150 kHz 0.5A Step-Down Voltage Regulator, with Features; Package: MDIP; No of Pins: 8; Qty per Container: 40; Container: Rail 低电压操作更适合于备用电池，使用便携式电
LM2599 SIMPLE SWITCHER Power Converter 150 kHz 3A Step-Down Voltage Regulator, with Features; Package: TO-220; No of Pins: 7; Qty per Container: 45; Container: Rail 低电压操作更适合于备用电池，使用便携式电
38999 CON 20 SKT CTV 1500 CYCL 低电压操作更适合于备用电池，使用便携式电
LM2621 Low Input Voltage, Step-Up DC-DC Converter; Package: MINI SOIC; No of Pins: 8; Qty per Container: 1000; Container: Reel 低电压操作更适合于备用电池，使用便携式电
LM2621 Low Input Voltage, Step-Up DC-DC Converter; Package: MINI SOIC; No of Pins: 8; Qty per Container: 3500; Container: Reel 低电压操作更适合于备用电池，使用便携式电
LM2753 High Power Switched Capacitor Voltage Convertor/Flash LED Driver; Package: LLP; No of Pins: 10; Qty per Container: 1000; Container: Reel 低电压操作更适合于备用电池，使用便携式电
LM2753 High Power Switched Capacitor Voltage Convertor/Flash LED Driver; Package: LLP; No of Pins: 10; Qty per Container: 4500; Container: Reel 低电压操作更适合于备用电池，使用便携式电
LM2756 Multi-Display Inductorless LED Driver with 32 Exponential Dimming Steps in micro SMD; Package: MICRO SMD; No of Pins: 20; Qty per Container: 250; Container: Reel 低电压操作更适合于备用电池，使用便携式电
ASCEND Semiconductor 4M*4 EDO 提升半导00 4扩充的数据总线
LM2670 SIMPLE SWITCHER High Efficiency 3A Step-Down Voltage Regulator with Sync; Package: LLP; No of Pins: 14; Qty per Container: 250; Container: Reel 低电压操作更适合于备用电池，使用便携式电
D52 - CONNECTOR ACCESSORY MIL-SPEC 低电压操作更适合于备用电池，使用便携式电
LM2676 SIMPLE SWITCHER High Efficiency 3A Step-Down Voltage Regulator; Package: TO-220; No of Pins: 7; Qty per Container: 45; Container: Rail 低电压操作更适合于备用电池，使用便携式电
CABLE ASSEMBLY; MHV MALE TO MHV MALE; 50 OHM, RG174A/U COAX 低电压操作更适合于备用电池，使用便携式电
LM2612BL 400mA Sub-miniature, Programmable, Step-Down DC-DC Converter for Ultra Low-Voltage Circuits; Package: MICRO SMD; No of Pins: 10; Qty per Container: 250; Container: Reel 低电压操作更适合于备用电池，使用便携式电
LM2787 Low Noise Regulated Switched Capacitor Voltage Inverter in micro SMD; Package: MICRO SMD; No of Pins: 8; Qty per Container: 250; Container: Reel 低电压操作更适合于备用电池，使用便携式电
LM2853 3A 550 kHz Synchronous SIMPLE SWITCHER&reg; Buck Regulator; Package: TSSOP EXP PAD; No of Pins: 14; Qty per Container: 2500; Container: Reel 低电压操作更适合于备用电池，使用便携式电
ASCEND Semiconductor 4M*4 EDO 提升半导400 4扩充的数据总线
4.7UF, 10%, 35V, TANTALUM CAP, TANT, 35V, 2917 低电压操作更适合于备用电池，使用便携式电
LM27241 Synchronous Buck Regulator Controller for Mobile Systems; Package: TSSOP; No of Pins: 20; Qty per Container: 2500; Container: Reel 低电压操作更适合于备用电池，使用便携式电
LM2594/LM2594HV SIMPLE SWITCHER Power Converter 150 kHz 0.5A Step-Down Voltage Regulator; Package: MDIP; No of Pins: 8; Qty per Container: 40; Container: Rail 低电压操作更适合于备用电池，使用便携式电
LM2670 SIMPLE SWITCHER High Efficiency 3A Step-Down Voltage Regulator with Sync; Package: TO-263; No of Pins: 7; Qty per Container: 45; Container: Rail 低电压操作更适合于备用电池，使用便携式电
LM2936 Ultra-Low Quiescent Current LDO Voltage Regulator; Package: MINI SOIC; No of Pins: 8; Qty per Container: 1000; Container: Reel 低电压操作更适合于备用电池，使用便携式电
LM2832 High Frequency 2.0A Load - Step-Down DC-DC Regulator; Package: MINI SOIC EXP PAD; No of Pins: 8; Qty per Container: 3500; Container: Reel 低电压操作更适合于备用电池，使用便携式电
LM2636 5-Bit Programmable Synchronous Buck Regulator Controller; Package: TSSOP; No of Pins: 20; Qty per Container: 73; Container: Rail 低电压操作更适合于备用电池，使用便携式电
LM2731 0.6/1.6 MHz Boost Converters With 22V Internal FET Switch in SOT-23; Package: SOT-23; No of Pins: 5; Qty per Container: 1000; Container: Reel 低电压操作更适合于备用电池，使用便携式电
CAP DOUBLE LAYER .10F 5.5V RAD 低电压操作更适合于备用电池，使用便携式电
CAP DOUBLE LAYER .68F 5.5V RAD 低电压操作更适合于备用电池，使用便携式电
LM2852 2A 500/1500kHz Synchronous SIMPLE SWITCHER&reg; Buck Regulator; Package: TSSOP EXP PAD; No of Pins: 14; Qty per Container: 2500; Container: Reel 低电压操作更适合于备用电池，使用便携式电
LM26400Y Dual 2A, 500kHz Wide Input Range Buck Regulator; Package: TSSOP EXP PAD; No of Pins: 16; Qty per Container: 2500; Container: Reel 低电压操作更适合于备用电池，使用便携式电
LM2673 SIMPLE SWITCHER 3A Step-Down Voltage Regulator with Adjustable Current Limit; Package: TO-220; No of Pins: 7; Qty per Container: 45; Container: Rail 低电压操作更适合于备用电池，使用便携式电
LM2678 SIMPLE SWITCHER High Efficiency 5A Step-Down Voltage Regulator; Package: LLP; No of Pins: 14; Qty per Container: 250; Container: Reel 低电压操作更适合于备用电池，使用便携式电
LM2678 SIMPLE SWITCHER High Efficiency 5A Step-Down Voltage Regulator; Package: LLP; No of Pins: 14; Qty per Container: 2500; Container: Reel 低电压操作更适合于备用电池，使用便携式电
LM2623 General Purpose, Gated Oscillator Based, DC/DC Boost Converter; Package: MINI SOIC; No of Pins: 8; Qty per Container: 1000; Container: Reel 低电压操作更适合于备用电池，使用便携式电
38999 III CON 20 PIN 1500 CYCL 低电压操作更适合于备用电池，使用便携式电
LM2660/LM2661 Switched Capacitor Voltage Converter; Package: MINI SOIC; No of Pins: 8; Qty per Container: 1000; Container: Reel 低电压操作更适合于备用电池，使用便携式电
LM2672 SIMPLE SWITCHER&reg; Power Converter High Efficiency 1A Step-Down Voltage Regulator with Features; Package: MDIP; No of Pins: 8; Qty per Container: 40; Container: Rail 低电压操作更适合于备用电池，使用便携式电
LM2671 SIMPLE SWITCHER Power Converter High Efficiency 500mA Step-Down Voltage Regulator with Features; Package: LLP; No of Pins: 16; Qty per Container: 4500; Container: Reel 低电压操作更适合于备用电池，使用便携式电
LM2724A High Speed 3A Synchronous MOSFET Driver; Package: LLP; No of Pins: 8; Qty per Container: 1000; Container: Reel 低电压操作更适合于备用电池，使用便携式电
LM2724A High Speed 3A Synchronous MOSFET Driver; Package: SOIC NARROW; No of Pins: 8; Qty per Container: 2500; Container: Reel 低电压操作更适合于备用电池，使用便携式电
LM2722 High Speed Synchronous/Asynchronous MOSFET Driver; Package: SOIC NARROW; No of Pins: 8; Qty per Container: 95; Container: Rail 低电压操作更适合于备用电池，使用便携式电
LM27222 High-Speed 4.5A Synchronous MOSFET Driver; Package: LLP; No of Pins: 8; Qty per Container: 4500; Container: Reel 低电压操作更适合于备用电池，使用便携式电
LM2724A High Speed 3A Synchronous MOSFET Driver; Package: SOIC NARROW; No of Pins: 8; Qty per Container: 95; Container: Rail 低电压操作更适合于备用电池，使用便携式电
LM2611 1.4MHz Cuk Converter; Package: SOT-23; No of Pins: 5; Qty per Container: 1000; Container: Reel 低电压操作更适合于备用电池，使用便携式电
LM2734 Thin SOT23 1A Load Step-Down DC-DC Regulator; ; Qty per Container: 1 低电压操作更适合于备用电池，使用便携式电
Aluminum Capacitors, SMD (Chip), High Temperature 低电压操作更适合于备用电池，使用便携式电
LM2936 Ultra-Low Quiescent Current LDO Voltage Regulator; Package: TO-252; No of Pins: 3; Qty per Container: 75; Container: Rail 低电压操作更适合于备用电池，使用便携式电
LM2936 Ultra-Low Quiescent Current LDO Voltage Regulator; Package: TO-252; No of Pins: 3; Qty per Container: 2500; Container: Reel 低电压操作更适合于备用电池，使用便携式电
LM2767 Switched Capacitor Voltage Converter; Package: SOT-23; No of Pins: 5; Qty per Container: 3000; Container: Reel 低电压操作更适合于备用电池，使用便携式电
LM2664 Switched Capacitor Voltage Converter; Package: SOT-23; No of Pins: 6; Qty per Container: 1000; Container: Reel 低电压操作更适合于备用电池，使用便携式电
Circular Connector; No. of Contacts:56; Series:LJTPQ00R; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:25; Circular Contact Gender:Socket; Circular Shell Style:Wall Mount Receptacle 低电压操作更适合于备用电池，使用便携式电
LM2831 High Frequency 1.5A Load - Step-Down DC-DC Regulator; Package: SOT-23; No of Pins: 5; Qty per Container: 1000; Container: Reel 低电压操作更适合于备用电池，使用便携式电
LM2612BL 400mA Sub-miniature, Programmable, Step-Down DC-DC Converter for Ultra Low-Voltage Circuits; Package: MICRO SMD; No of Pins: 10; Qty per Container: 3000; Container: Reel 低电压操作更适合于备用电池，使用便携式电
LM2673 SIMPLE SWITCHER 3A Step-Down Voltage Regulator with Adjustable Current Limit; Package: LLP; No of Pins: 14; Qty per Container: 2500; Container: Reel
LM2664 Switched Capacitor Voltage Converter; Package: SOT-23; No of Pins: 6; Qty per Container: 3000; Container: Reel
LM2598 SIMPLE SWITCHER Power Converter 150 kHz -1A StepDown Voltage Regulator, with Features; Package: TO-263; No of Pins: 7; Qty per Container: 45; Container: Rail
LM2598 SIMPLE SWITCHER Power Converter 150 kHz -1A StepDown Voltage Regulator, with Features; Package: TO-220; No of Pins: 7; Qty per Container: 45; Container: Rail
LM2735/LM2735Q 520kHz/1.6MHz &#226;&#128;&#147; Space-Efficient Boost and SEPIC DC-DC Regulator; Package: SOT-23; No of Pins: 5; Qty per Container: 3000; Container: Reel
LM2696 3A, Constant On Time Buck Regulator; Package: TSSOP EXP PAD; No of Pins: 16; Qty per Container: 92; Container: Rail
   Low voltage operation is more suitable to be used on battery backup, portable electronic
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 			 Full text search : LM2715 TFT Panel Module; Package: TSSOP; No of Pins: 16; Qty per Container: 92; Container: Rail SMD,CAP,CERA, 0.1UF,0603 16V, X7R, 10% LM2696 3A, Constant On Time Buck Regulator; ; Qty per Container: 1 Low voltage operation is more suitable to be used on battery backup/ portable electronic LM2700 600kHz/1.25MHz, 2.5A, Step-up PWM DC/DC Converter; Package: TSSOP; No of Pins: 14; Qty per Container: 94; Container: Rail LM2700 600kHz/1.25MHz, 2.5A, Step-up PWM DC/DC Converter; Package: TSSOP; No of Pins: 14; Qty per Container: 2500; Container: Reel LM2700 600kHz/1.25MHz, 2.5A, Step-up PWM DC/DC Converter; Package: LLP; No of Pins: 14; Qty per Container: 4500; Container: Reel LM2700 600kHz/1.25MHz, 2.5A, Step-up PWM DC/DC Converter; Package: LLP; No of Pins: 14; Qty per Container: 1000; Container: Reel LM2907/LM2917 Frequency to Voltage Converter; Package: SOIC NARROW; No of Pins: 14; Qty per Container: 55; Container: Rail LM2797/LM2798 120mA High Efficiency Step-Down Switched Capacitor Voltage Converter with Voltage Monitoring; Package: MINI SOIC; No of Pins: 10; Qty per Container: 3500; Container: Reel LM2788 120mA High Efficiency Step-Down Switched Capacitor Voltage Converter; Package: MINI SOIC; No of Pins: 8; Qty per Container: 1000; Container: Reel LM27961 Dual-Display White LED Driver with 3/2x Switched Capacitor Boost; Package: MICRO SMD; No of Pins: 18; Qty per Container: 250; Container: Reel LM2797/LM2798 120mA High Efficiency Step-Down Switched Capacitor Voltage Converter with Voltage Monitoring; Package: MINI SOIC; No of Pins: 10; Qty per Container: 1000; Container: Reel LM27222 High-Speed 4.5A Synchronous MOSFET Driver; Package: SOIC NARROW; No of Pins: 8; Qty per Container: 95; Container: Rail LM27 SOT-23, ±3°C Accurate, 120°C-150°C Factory Preset Thermostat; Package: SOT-23; No of Pins: 5; Qty per Container: 1000; Container: Reel LM2830 High Frequency 1.0A Load - Step-Down DC-DC Regulator; Package: SOT-23; No of Pins: 5; Qty per Container: 1000; Container: Reel Evaluation Board for LM2717-ADJ Dual Step-Down DC/DC Converter; ; Qty per Container: 1 Evaluation Board for LM2793 Low Noise White LED Constant Current Supply with Dual Function Brightness Control; ; Qty per Container: 1 LM27965 Dual Display White LED Driver with I2C Compatible Brightness Control; Package: LLP; No of Pins: 24; Qty per Container: 4500; Container: Reel LM2717 Dual Step-Down DC/DC Converter; Package: TSSOP; No of Pins: 24; Qty per Container: 2500; Container: Reel LM2717-ADJ Dual Step-Down DC/DC Converter; Package: TSSOP; No of Pins: 24; Qty per Container: 2500; Container: Reel LM2825 Integrated Power Supply 1A DC-DC Converter; Package: MDIP; No of Pins: 24; Qty per Container: 12; Container: Rail Evaluation Board for LM2773 Low-Ripple 1.8V/1.6V Spread-Spectrum Switched Capacitor Step-Down Regulator; ; Qty per Container: 1 LM2852 2A 500/1500kHz Synchronous SIMPLE SWITCHER® Buck Regulator; Package: TSSOP EXP PAD; No of Pins: 14; Qty per Container: 94; Container: Rail LM2619 500mA Sub-Miniature Step-Down DC-DC Converter; Package: TSSOP; No of Pins: 14; Qty per Container: 94; Container: Rail LM2685 Dual Output Regulated Switched Capacitor Voltage Converter; Package: TSSOP; No of Pins: 14; Qty per Container: 94; Container: Rail LM2694 30V, 600 mA Step Down Switching Regulator; Package: TSSOP; No of Pins: 14; Qty per Container: 94; Container: Rail LM2695 High Voltage (30V, 1.25A) Step Down Switching Regulator; Package: TSSOP EXP PAD; No of Pins: 14; Qty per Container: 94; Container: Rail LM2743 Low Voltage N-Channel MOSFET Synchronous Buck Regulator Controller; Package: TSSOP; No of Pins: 14; Qty per Container: 94; Container: Rail LM2746 Low Voltage N-Channel MOSFET Synchronous Buck Regulator Controller; Package: TSSOP EXP PAD; No of Pins: 14; Qty per Container: 94; Container: Rail LM2745 / LM2748 Synchronous Buck Controller with Pre-Bias Startup, and Optional Clock Synchronization; Package: TSSOP; No of Pins: 14; Qty per Container: 94; Container: Rail Decade Box Resistance; Resistance Max:99.99Mohm; Resistance Min:0ohm; Resistance Tolerance: /- 0.1 %; Power Rating:500mW LM2686 Regulated Switched Capacitor Voltage Converter; Package: TSSOP; No of Pins: 14; Qty per Container: 94; Container: Rail LM2747 Synchronous Buck Controller with Pre-bias Startup, and Optional Clock Synchronization; Package: TSSOP; No of Pins: 14; Qty per Container: 94; Container: Rail CAP DOUBLE LAYER 1.0F 5.5V RAD PROFET™: Smart High Side Switches; Package: PG-TO252-5; Channels: 1.0; RON @ Tj = 25°C : 16.0 mOhm; Recommended Operating Voltage Range: 5.5 - 20.0 V; IL(SC): 45.0 A; Diagnostic: Sense PROFET™: Smart High Side Switches; Package: PG-TO252-5; Channels: 1.0; RON @ Tj = 25°C : 14.0 mOhm; Recommended Operating Voltage Range: 5.5 - 20.0 V; IL(SC): 55.0 A; Diagnostic: Sense Tools, Crimp; Series:PT-SE, SP-SE, PC-SE, MS/PT-SE Series RoHS Compliant: NA PSU, BENCH, 0-30V, 0.5A; Voltage, output max:30V; Current, output:0.5A; Power rating:10.5W; Voltage, supply:240V; Voltage, output:30V; Length / Height, external:76mm; Width, external:160mm; Depth, external:138mm; Current, output JK-TST, PC MT,RED.08 VERT,SIL PL, 5A, .048P Switch Mode Power Supply; Output Power:40W; No. of Outputs:3; Output 1 VDC  :5VDC; Output Current 1:4A; Output 2 VDC -:12VDC; Output 3 VDC:12VDC; Mounting Type:PCB; Output Current:4A; Output Current 2:0.5A; Output Current 3:0.5A RoHS Compliant: Yes LM2830 High Frequency 1.0A Load - Step-Down DC-DC Regulator; Package: SOT-23; No of Pins: 5; Qty per Container: 3000; Container: Reel LM2756 Multi-Display Inductorless LED Driver with 32 Exponential Dimming Steps in micro SMD; Package: MICRO SMD; No of Pins: 20; Qty per Container: 3000; Container: Reel PWR SUPPLY 60W 3.3/5/12VOUT TRPL LM2937-2.5, LM2937-3.3 400mA and 500mA Voltage Regulators; Package: TO-263; No of Pins: 3; Qty per Container: 45; Container: Rail LM2937-2.5, LM2937-3.3 400mA and 500mA Voltage Regulators; Package: TO-220; No of Pins: 3; Qty per Container: 45; Container: Rail LM2937-2.5, LM2937-3.3 400mA and 500mA Voltage Regulators; Package: SOT-223; No of Pins: 4; Qty per Container: 1000; Container: Reel LM2930 3-Terminal Positive Regulator; Package: TO-263; No of Pins: 3; Qty per Container: 45; Container: Rail LM2930 3-Terminal Positive Regulator; Package: TO-220; No of Pins: 3; Qty per Container: 45; Container: Rail Infrared Temperature Sensor; Sensor Output:J thermocouple; Field of View:10:1; Sensor Terminals:Cable; Accuracy:  1%; Response Time:200ms; Supply Voltage:24VDC; Temperature Measuring Range:0 C to 250 C RoHS Compliant: NA Infrared Temperature Sensor; Sensor Output:J thermocouple; Field of View:2:1; Sensor Terminals:Cable; Accuracy:  1%; Response Time:200ms; Supply Voltage:24VDC; Temperature Measuring Range:0 C to 250 C RoHS Compliant: NA CONTACTS; 38999 I II III CON 22D PIN RoHS Compliant: No 10 UF  25V 10%  TANT Quadruple D-Type Flip-Flops With Clear 16-SO 0 to 70 LM2674 SIMPLE SWITCHER® Power Converter High Efficiency 500 mA Step-Down Voltage Regulator; Package: MDIP; No of Pins: 8; Qty per Container: 40; Container: Rail LM2675 SIMPLE SWITCHER® Power Converter High Efficiency 1A Step-Down Voltage Regulator; Package: SOIC NARROW; No of Pins: 8; Qty per Container: 2500; Container: Reel LM2675 SIMPLE SWITCHER® Power Converter High Efficiency 1A Step-Down Voltage Regulator; Package: SOIC NARROW; No of Pins: 8; Qty per Container: 95; Container: Rail LM2675 SIMPLE SWITCHER® Power Converter High Efficiency 1A Step-Down Voltage Regulator; Package: MDIP; No of Pins: 8; Qty per Container: 40; Container: Rail CAP SM 0603 .1UF 5% X7R CUSTOM R/A 5 POS. GOLD PIN HEADER LM2672 SIMPLE SWITCHER® Power Converter High Efficiency 1A Step-Down Voltage Regulator with Features; Package: SOIC NARROW; No of Pins: 8; Qty per Container: 95; Container: Rail IGBT Module; Continuous Collector Current, Ic:100A; Collector Emitter Saturation Voltage, Vce(sat):3V; Power Dissipation, Pd:670W; Collector Emitter Voltage, Vceo:1200V; Transistor Polarity:Dual NPN CAP DOUBLE LAYER .33F 5.5V RAD LM26 SOT-23, Â±3Â°C Accurate, Factory Preset Thermostat; Package: SOT-23; No of Pins: 5; Qty per Container: 3000; Container: Reel LM2637 Motherboard Power Supply Solution with a 5-Bit Programmable Switching Controller and Two Linear Regulator Controllers; Package: SOIC WIDE; No of Pins: 24; Qty per Container: 30; Container: Rail LM2638 Motherboard Power Supply Solution with a 5-Bit Programmable Switching Controller and Two Linear Regulator Controllers; Package: SOIC WIDE; No of Pins: 24; Qty per Container: 30; Container: Rail LM2640 Dual Adjustable Step-Down Switching Power Supply Controller; Package: TSSOP; No of Pins: 28; Qty per Container: 48; Container: Rail LM2641 Dual Adjustable Step-Down Switching Power Supply Controller; Package: TSSOP; No of Pins: 28; Qty per Container: 48; Container: Rail LM2751 Regulated 2X, 1.5X Switched Capacitor White LED Driver; Package: LLP; No of Pins: 10; Qty per Container: 1000; Container: Reel LM2751 Regulated 2X, 1.5X Switched Capacitor White LED Driver; Package: LLP; No of Pins: 10; Qty per Container: 4500; Container: Reel LM27951 White LED Adaptive 1.5X/1X Switched Capacitor Current Driver; Package: LLP; No of Pins: 14; Qty per Container: 4500; Container: Reel LM27952 White LED Adaptive 1.5X/1X Switched Capacitor Current Driver; Package: LLP; No of Pins: 14; Qty per Container: 1000; Container: Reel LM27952 White LED Adaptive 1.5X/1X Switched Capacitor Current Driver; Package: LLP; No of Pins: 14; Qty per Container: 4500; Container: Reel LM27951 White LED Adaptive 1.5X/1X Switched Capacitor Current Driver; Package: LLP; No of Pins: 14; Qty per Container: 1000; Container: Reel LM2731 0.6/1.6 MHz Boost Converters With 22V Internal FET Switch in SOT-23; Package: SOT-23; No of Pins: 5; Qty per Container: 3000; Container: Reel LM2681 Switched Capacitor Voltage Converter; Package: SOT-23; No of Pins: 6; Qty per Container: 3000; Container: Reel Connectors LM2734 Thin SOT23 1A Load Step-Down DC-DC Regulator; Package: TSOT; No of Pins: 6; Qty per Container: 1000; Container: Reel LM2734Z/LM2734ZQ Thin SOT23 1A Load Step-Down DC-DC Regulator; Package: TSOT; No of Pins: 6; Qty per Container: 3000; Container: Reel LM2831 High Frequency 1.5A Load - Step-Down DC-DC Regulator; Package: LLP; No of Pins: 6; Qty per Container: 4500; Container: Reel Toggle Switch; Circuitry:DPDT; Switch Operation:On-On; Contact Current Max:1A; Current Rating:1A; Mounting Type:PCB; Switch Function:DPDT; No. of Switch Positions:2 LM2596 SIMPLE SWITCHER Power Converter 150 kHz3A Step-Down Voltage Regulator; Package: TO-263; No of Pins: 5; Qty per Container: 45; Container: Rail LM2596 SIMPLE SWITCHER Power Converter 150 kHz3A Step-Down Voltage Regulator; Package: TO-220; No of Pins: 5; Qty per Container: 45; Container: Rail LM26 SOT-23, Â±3Â°C Accurate, Factory Preset Thermostat; Package: SOT-23; No of Pins: 5; Qty per Container: 1000; Container: Reel LM2735/LM2735Q 520kHz/1.6MHz â€“ Space-Efficient Boost and SEPIC DC-DC Regulator; Package: SOT-23; No of Pins: 5; Qty per Container: 3000; Container: Reel LM2595 SIMPLE SWITCHER Power Converter 150 kHz -1A StepDown Voltage Regulator; Package: TO-263; No of Pins: 5; Qty per Container: 45; Container: Rail LM2595 SIMPLE SWITCHER Power Converter 150 kHz -1A StepDown Voltage Regulator; Package: TO-220; No of Pins: 5; Qty per Container: 45; Container: Rail LM2678 SIMPLE SWITCHER High Efficiency 5A Step-Down Voltage Regulator; Package: TO-220; No of Pins: 7; Qty per Container: 45; Container: Rail LM2679 SIMPLE SWITCHER 5A Step-Down Voltage Regulator with Adjustable Current Limit; Package: TO-220; No of Pins: 7; Qty per Container: 45; Container: Rail LM2679 SIMPLE SWITCHER 5A Step-Down Voltage Regulator with Adjustable Current Limit; Package: TO-263; No of Pins: 7; Qty per Container: 45; Container: Rail LM27953 White LED Driver with Four LED Current Sinks and 3/2x Switched Capacitor Boost; Package: MICRO SMD; No of Pins: 18; Qty per Container: 3000; Container: Reel LM27961 Dual-Display White LED Driver with 3/2x Switched Capacitor Boost; Package: MICRO SMD; No of Pins: 18; Qty per Container: 3000; Container: Reel LM2796 Dual-Display White LED Driver with 3/2x Switched Capacitor Boost; Package: MICRO SMD; No of Pins: 18; Qty per Container: 250; Container: Reel LM2796 Dual-Display White LED Driver with 3/2x Switched Capacitor Boost; Package: MICRO SMD; No of Pins: 18; Qty per Container: 3000; Container: Reel LM27953 White LED Driver with Four LED Current Sinks and 3/2x Switched Capacitor Boost; Package: MICRO SMD; No of Pins: 18; Qty per Container: 250; Container: Reel Thyristor Module; Repetitive Reverse Voltage Max, Vrrm:1200V; Current, It av:100A; Leaded Process Compatible:Yes; Current Rating:100A; Voltage Rating:1200V RoHS Compliant: Yes 24-Bit ADC, 4 Ch, PGA 1:128, 50/60 Hz Notch, 0.6 mW Power Consumption 16-TSSOP -40 to 85 LM2745 / LM2748 Synchronous Buck Controller with Pre-Bias Startup, and Optional Clock Synchronization; Package: TSSOP; No of Pins: 14; Qty per Container: 2500; Container: Reel 低电压操作更适合于备用电池，使用便携式电 LM26 SOT-23, &#194;&#177;3&#194;&#176;C Accurate, Factory Preset Thermostat; Package: SOT-23; No of Pins: 5; Qty per Container: 3000; Container: Reel 低电压操作更适合于备用电池，使用便携式电 LM2733 0.6/1.6 MHz Boost Converters With 40V Internal FET Switch in SOT-23; Package: SOT-23; No of Pins: 5; Qty per Container: 1000; Container: Reel 低电压操作更适合于备用电池，使用便携式电 LM2733 0.6/1.6 MHz Boost Converters With 40V Internal FET Switch in SOT-23; Package: SOT-23; No of Pins: 5; Qty per Container: 3000; Container: Reel 低电压操作更适合于备用电池，使用便携式电 LM2639 5-Bit Programmable, High Frequency Multi-phase PWM Controller; Package: SOIC WIDE; No of Pins: 24; Qty per Container: 30; Container: Rail 低电压操作更适合于备用电池，使用便携式电 Low voltage operation is more suitable to be used on battery backup, portable electronic 低电压操作更适合于备用电池，使用便携式电 15PF 5% 50V, 0603 低电压操作更适合于备用电池，使用便携式电 LM185-2.5/LM285-2.5/LM385-2.5 Micropower Voltage Reference Diode; Package: TO-92; No of Pins: 3; Qty per Container: 1800; Container: Box 低电压操作更适合于备用电池，使用便携式电 LM26 SOT-23, &#194;&#177;3&#194;&#176;C Accurate, Factory Preset Thermostat; Package: SOT-23; No of Pins: 5; Qty per Container: 1000; Container: Reel 低电压操作更适合于备用电池，使用便携式电 LM2710 Step-up PWM DC/DC Converter Integrated with 5 Buffers; Package: TSSOP; No of Pins: 20; Qty per Container: 2500; Container: Reel 低电压操作更适合于备用电池，使用便携式电 LM2674 SIMPLE SWITCHER&reg; Power Converter High Efficiency 500 mA Step-Down Voltage Regulator; Package: LLP; No of Pins: 16; Qty per Container: 4500; Container: Reel 低电压操作更适合于备用电池，使用便携式电 LM2674 SIMPLE SWITCHER&reg; Power Converter High Efficiency 500 mA Step-Down Voltage Regulator; Package: LLP; No of Pins: 16; Qty per Container: 1000; Container: Reel 低电压操作更适合于备用电池，使用便携式电 RESISTOR, 1K, 1%, 0. 低电压操作更适合于备用电池，使用便携式电 LM2660/LM2661 Switched Capacitor Voltage Converter; ; Qty per Container: 1 低电压操作更适合于备用电池，使用便携式电 LM2670 SIMPLE SWITCHER High Efficiency 3A Step-Down Voltage Regulator with Sync; Package: TO-220; No of Pins: 7; Qty per Container: 45; Container: Rail 低电压操作更适合于备用电池，使用便携式电 LM2767 Switched Capacitor Voltage Converter; Package: SOT-23; No of Pins: 5; Qty per Container: 1000; Container: Reel 低电压操作更适合于备用电池，使用便携式电 LM2682 Switched Capacitor Voltage Doubling Inverter; Package: SOIC NARROW; No of Pins: 8; Qty per Container: 95; Container: Rail 低电压操作更适合于备用电池，使用便携式电 LM185-2.5/LM285-2.5/LM385-2.5 Micropower Voltage Reference Diode; Package: SOIC NARROW; No of Pins: 8; Qty per Container: 95; Container: Rail 低电压操作更适合于备用电池，使用便携式电 LM185/LM285/LM385 Adjustable Micropower Voltage References; Package: SOIC NARROW; No of Pins: 8; Qty per Container: 95; Container: Rail 低电压操作更适合于备用电池，使用便携式电 LM2936 Ultra-Low Quiescent Current LDO Voltage Regulator; Package: SOIC NARROW; No of Pins: 8; Qty per Container: 95; Container: Rail 低电压操作更适合于备用电池，使用便携式电 LM185-1.2/LM285-1.2/LM385-1.2 Micropower Voltage Reference Diode; Package: SOIC NARROW; No of Pins: 8; Qty per Container: 95; Container: Rail 低电压操作更适合于备用电池，使用便携式电 LM193/LM293/LM393/LM2903 Low Power Low Offset Voltage Dual Comparators; Package: SOIC NARROW; No of Pins: 8; Qty per Container: 95; Container: Rail 低电压操作更适合于备用电池，使用便携式电 LM2907/LM2917 Frequency to Voltage Converter; Package: SOIC NARROW; No of Pins: 8; Qty per Container: 95; Container: Rail 低电压操作更适合于备用电池，使用便携式电 LM2597/LM2597HV SIMPLE SWITCHER Power Converter 150 kHz 0.5A Step-Down Voltage Regulator, with Features; Package: SOIC NARROW; No of Pins: 8; Qty per Container: 95; Container: Rail 低电压操作更适合于备用电池，使用便携式电 LM2671 SIMPLE SWITCHER Power Converter High Efficiency 500mA Step-Down Voltage Regulator with Features; Package: SOIC NARROW; No of Pins: 8; Qty per Container: 95; Container: Rail 低电压操作更适合于备用电池，使用便携式电 LM2675 SIMPLE SWITCHER&reg; Power Converter High Efficiency 1A Step-Down Voltage Regulator; Package: SOIC NARROW; No of Pins: 8; Qty per Container: 95; Container: Rail 低电压操作更适合于备用电池，使用便携式电 LM2673 SIMPLE SWITCHER 3A Step-Down Voltage Regulator with Adjustable Current Limit; Package: LLP; No of Pins: 14; Qty per Container: 250; Container: Reel 低电压操作更适合于备用电池，使用便携式电 LM2676 SIMPLE SWITCHER High Efficiency 3A Step-Down Voltage Regulator; Package: TO-263; No of Pins: 7; Qty per Container: 45; Container: Rail 低电压操作更适合于备用电池，使用便携式电 LM2832 High Frequency 2.0A Load - Step-Down DC-DC Regulator; Package: MINI SOIC EXP PAD; No of Pins: 8; Qty per Container: 1000; Container: Reel 低电压操作更适合于备用电池，使用便携式电 LM2597/LM2597HV SIMPLE SWITCHER Power Converter 150 kHz 0.5A Step-Down Voltage Regulator, with Features; Package: MDIP; No of Pins: 8; Qty per Container: 40; Container: Rail 低电压操作更适合于备用电池，使用便携式电 LM2599 SIMPLE SWITCHER Power Converter 150 kHz 3A Step-Down Voltage Regulator, with Features; Package: TO-220; No of Pins: 7; Qty per Container: 45; Container: Rail 低电压操作更适合于备用电池，使用便携式电 38999 CON 20 SKT CTV 1500 CYCL 低电压操作更适合于备用电池，使用便携式电 LM2621 Low Input Voltage, Step-Up DC-DC Converter; Package: MINI SOIC; No of Pins: 8; Qty per Container: 1000; Container: Reel 低电压操作更适合于备用电池，使用便携式电 LM2621 Low Input Voltage, Step-Up DC-DC Converter; Package: MINI SOIC; No of Pins: 8; Qty per Container: 3500; Container: Reel 低电压操作更适合于备用电池，使用便携式电 LM2753 High Power Switched Capacitor Voltage Convertor/Flash LED Driver; Package: LLP; No of Pins: 10; Qty per Container: 1000; Container: Reel 低电压操作更适合于备用电池，使用便携式电 LM2753 High Power Switched Capacitor Voltage Convertor/Flash LED Driver; Package: LLP; No of Pins: 10; Qty per Container: 4500; Container: Reel 低电压操作更适合于备用电池，使用便携式电 LM2756 Multi-Display Inductorless LED Driver with 32 Exponential Dimming Steps in micro SMD; Package: MICRO SMD; No of Pins: 20; Qty per Container: 250; Container: Reel 低电压操作更适合于备用电池，使用便携式电 ASCEND Semiconductor 4M*4 EDO 提升半导00 4扩充的数据总线 LM2670 SIMPLE SWITCHER High Efficiency 3A Step-Down Voltage Regulator with Sync; Package: LLP; No of Pins: 14; Qty per Container: 250; Container: Reel 低电压操作更适合于备用电池，使用便携式电 D52 - CONNECTOR ACCESSORY MIL-SPEC 低电压操作更适合于备用电池，使用便携式电 LM2676 SIMPLE SWITCHER High Efficiency 3A Step-Down Voltage Regulator; Package: TO-220; No of Pins: 7; Qty per Container: 45; Container: Rail 低电压操作更适合于备用电池，使用便携式电 CABLE ASSEMBLY; MHV MALE TO MHV MALE; 50 OHM, RG174A/U COAX 低电压操作更适合于备用电池，使用便携式电 LM2612BL 400mA Sub-miniature, Programmable, Step-Down DC-DC Converter for Ultra Low-Voltage Circuits; Package: MICRO SMD; No of Pins: 10; Qty per Container: 250; Container: Reel 低电压操作更适合于备用电池，使用便携式电 LM2787 Low Noise Regulated Switched Capacitor Voltage Inverter in micro SMD; Package: MICRO SMD; No of Pins: 8; Qty per Container: 250; Container: Reel 低电压操作更适合于备用电池，使用便携式电 LM2853 3A 550 kHz Synchronous SIMPLE SWITCHER&reg; Buck Regulator; Package: TSSOP EXP PAD; No of Pins: 14; Qty per Container: 2500; Container: Reel 低电压操作更适合于备用电池，使用便携式电 ASCEND Semiconductor 4M*4 EDO 提升半导400 4扩充的数据总线 4.7UF, 10%, 35V, TANTALUM CAP, TANT, 35V, 2917 低电压操作更适合于备用电池，使用便携式电 LM27241 Synchronous Buck Regulator Controller for Mobile Systems; Package: TSSOP; No of Pins: 20; Qty per Container: 2500; Container: Reel 低电压操作更适合于备用电池，使用便携式电 LM2594/LM2594HV SIMPLE SWITCHER Power Converter 150 kHz 0.5A Step-Down Voltage Regulator; Package: MDIP; No of Pins: 8; Qty per Container: 40; Container: Rail 低电压操作更适合于备用电池，使用便携式电 LM2670 SIMPLE SWITCHER High Efficiency 3A Step-Down Voltage Regulator with Sync; Package: TO-263; No of Pins: 7; Qty per Container: 45; Container: Rail 低电压操作更适合于备用电池，使用便携式电 LM2936 Ultra-Low Quiescent Current LDO Voltage Regulator; Package: MINI SOIC; No of Pins: 8; Qty per Container: 1000; Container: Reel 低电压操作更适合于备用电池，使用便携式电 LM2832 High Frequency 2.0A Load - Step-Down DC-DC Regulator; Package: MINI SOIC EXP PAD; No of Pins: 8; Qty per Container: 3500; Container: Reel 低电压操作更适合于备用电池，使用便携式电 LM2636 5-Bit Programmable Synchronous Buck Regulator Controller; Package: TSSOP; No of Pins: 20; Qty per Container: 73; Container: Rail 低电压操作更适合于备用电池，使用便携式电 LM2731 0.6/1.6 MHz Boost Converters With 22V Internal FET Switch in SOT-23; Package: SOT-23; No of Pins: 5; Qty per Container: 1000; Container: Reel 低电压操作更适合于备用电池，使用便携式电 CAP DOUBLE LAYER .10F 5.5V RAD 低电压操作更适合于备用电池，使用便携式电 CAP DOUBLE LAYER .68F 5.5V RAD 低电压操作更适合于备用电池，使用便携式电 LM2852 2A 500/1500kHz Synchronous SIMPLE SWITCHER&reg; Buck Regulator; Package: TSSOP EXP PAD; No of Pins: 14; Qty per Container: 2500; Container: Reel 低电压操作更适合于备用电池，使用便携式电 LM26400Y Dual 2A, 500kHz Wide Input Range Buck Regulator; Package: TSSOP EXP PAD; No of Pins: 16; Qty per Container: 2500; Container: Reel 低电压操作更适合于备用电池，使用便携式电 LM2673 SIMPLE SWITCHER 3A Step-Down Voltage Regulator with Adjustable Current Limit; Package: TO-220; No of Pins: 7; Qty per Container: 45; Container: Rail 低电压操作更适合于备用电池，使用便携式电 LM2678 SIMPLE SWITCHER High Efficiency 5A Step-Down Voltage Regulator; Package: LLP; No of Pins: 14; Qty per Container: 250; Container: Reel 低电压操作更适合于备用电池，使用便携式电 LM2678 SIMPLE SWITCHER High Efficiency 5A Step-Down Voltage Regulator; Package: LLP; No of Pins: 14; Qty per Container: 2500; Container: Reel 低电压操作更适合于备用电池，使用便携式电 LM2623 General Purpose, Gated Oscillator Based, DC/DC Boost Converter; Package: MINI SOIC; No of Pins: 8; Qty per Container: 1000; Container: Reel 低电压操作更适合于备用电池，使用便携式电 38999 III CON 20 PIN 1500 CYCL 低电压操作更适合于备用电池，使用便携式电 LM2660/LM2661 Switched Capacitor Voltage Converter; Package: MINI SOIC; No of Pins: 8; Qty per Container: 1000; Container: Reel 低电压操作更适合于备用电池，使用便携式电 LM2672 SIMPLE SWITCHER&reg; Power Converter High Efficiency 1A Step-Down Voltage Regulator with Features; Package: MDIP; No of Pins: 8; Qty per Container: 40; Container: Rail 低电压操作更适合于备用电池，使用便携式电 LM2671 SIMPLE SWITCHER Power Converter High Efficiency 500mA Step-Down Voltage Regulator with Features; Package: LLP; No of Pins: 16; Qty per Container: 4500; Container: Reel 低电压操作更适合于备用电池，使用便携式电 LM2724A High Speed 3A Synchronous MOSFET Driver; Package: LLP; No of Pins: 8; Qty per Container: 1000; Container: Reel 低电压操作更适合于备用电池，使用便携式电 LM2724A High Speed 3A Synchronous MOSFET Driver; Package: SOIC NARROW; No of Pins: 8; Qty per Container: 2500; Container: Reel 低电压操作更适合于备用电池，使用便携式电 LM2722 High Speed Synchronous/Asynchronous MOSFET Driver; Package: SOIC NARROW; No of Pins: 8; Qty per Container: 95; Container: Rail 低电压操作更适合于备用电池，使用便携式电 LM27222 High-Speed 4.5A Synchronous MOSFET Driver; Package: LLP; No of Pins: 8; Qty per Container: 4500; Container: Reel 低电压操作更适合于备用电池，使用便携式电 LM2724A High Speed 3A Synchronous MOSFET Driver; Package: SOIC NARROW; No of Pins: 8; Qty per Container: 95; Container: Rail 低电压操作更适合于备用电池，使用便携式电 LM2611 1.4MHz Cuk Converter; Package: SOT-23; No of Pins: 5; Qty per Container: 1000; Container: Reel 低电压操作更适合于备用电池，使用便携式电 LM2734 Thin SOT23 1A Load Step-Down DC-DC Regulator; ; Qty per Container: 1 低电压操作更适合于备用电池，使用便携式电 Aluminum Capacitors, SMD (Chip), High Temperature 低电压操作更适合于备用电池，使用便携式电 LM2936 Ultra-Low Quiescent Current LDO Voltage Regulator; Package: TO-252; No of Pins: 3; Qty per Container: 75; Container: Rail 低电压操作更适合于备用电池，使用便携式电 LM2936 Ultra-Low Quiescent Current LDO Voltage Regulator; Package: TO-252; No of Pins: 3; Qty per Container: 2500; Container: Reel 低电压操作更适合于备用电池，使用便携式电 LM2767 Switched Capacitor Voltage Converter; Package: SOT-23; No of Pins: 5; Qty per Container: 3000; Container: Reel 低电压操作更适合于备用电池，使用便携式电 LM2664 Switched Capacitor Voltage Converter; Package: SOT-23; No of Pins: 6; Qty per Container: 1000; Container: Reel 低电压操作更适合于备用电池，使用便携式电 Circular Connector; No. of Contacts:56; Series:LJTPQ00R; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:25; Circular Contact Gender:Socket; Circular Shell Style:Wall Mount Receptacle 低电压操作更适合于备用电池，使用便携式电 LM2831 High Frequency 1.5A Load - Step-Down DC-DC Regulator; Package: SOT-23; No of Pins: 5; Qty per Container: 1000; Container: Reel 低电压操作更适合于备用电池，使用便携式电 LM2612BL 400mA Sub-miniature, Programmable, Step-Down DC-DC Converter for Ultra Low-Voltage Circuits; Package: MICRO SMD; No of Pins: 10; Qty per Container: 3000; Container: Reel 低电压操作更适合于备用电池，使用便携式电 LM2673 SIMPLE SWITCHER 3A Step-Down Voltage Regulator with Adjustable Current Limit; Package: LLP; No of Pins: 14; Qty per Container: 2500; Container: Reel LM2664 Switched Capacitor Voltage Converter; Package: SOT-23; No of Pins: 6; Qty per Container: 3000; Container: Reel LM2598 SIMPLE SWITCHER Power Converter 150 kHz -1A StepDown Voltage Regulator, with Features; Package: TO-263; No of Pins: 7; Qty per Container: 45; Container: Rail LM2598 SIMPLE SWITCHER Power Converter 150 kHz -1A StepDown Voltage Regulator, with Features; Package: TO-220; No of Pins: 7; Qty per Container: 45; Container: Rail LM2735/LM2735Q 520kHz/1.6MHz &#226;&#128;&#147; Space-Efficient Boost and SEPIC DC-DC Regulator; Package: SOT-23; No of Pins: 5; Qty per Container: 3000; Container: Reel LM2696 3A, Constant On Time Buck Regulator; Package: TSSOP EXP PAD; No of Pins: 16; Qty per Container: 92; Container: Rail    Low voltage operation is more suitable to be used on battery backup, portable electronic   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	NL8060BC26-13 	TFT Color LCD Module(TFT彩色液晶显示器模 TFT彩色液晶显示模块（的TFT彩色液晶显示器模块）
TFT Color LCD Module(TFT褰╄?娑叉??剧ず?ㄦā??
	NEC Corp.
NEC, Corp.

	T315XW02-V9 	TFT-LCD PANEL
	AUO

	T216XW01-V0 	TFT-LCD PANEL
	AUO

	CLAA070JA0BCW 	TFT LCD Panel
	CHUNGHWA PICTURE TUBES

	T260XW03-V3 	TFT-LCD PANEL
	AUO

	T460HW02-V1 	TFT LCD Panel
	AUO

	AT1731AP-GRE AT1731A AT1731AP 	DC-DC Power IC for TFT Panel
	AIMTRON[Aimtron Technology]

	BD8139EFV 	y-correction IC for TFT-LCD Panel
	Rohm

	T315HW07-V9 	TFT LCD SKD Panel
	AUO
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